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(2) A special U.S. certificate of air-
worthiness in the restricted category
issued under § 21.185;

(b) The owner files an application as
required by § 21.327 except that items 3
and 4 of the application (FAA Form
8130–1) need not be completed;

(c) The aircraft is inspected by the
Administrator before leaving the
United States and is found to comply
with all the applicable requirements;

(d) A list of foreign countries in
which it is intended to conduct sales
demonstrations, together with the ex-
pected dates and duration of such dem-
onstration, is included in the applica-
tion;

(e) For each prospective importing
country, the applicant shows that—

(1) He has met that country’s special
requirements, other than those requir-
ing that documents, information, and
materials be furnished; and

(2) He has the documents, informa-
tion, and materials necessary to meet
the special requirements of that coun-
try; and

(f) All other requirements for the
issuance of a Class I export certificate
of airworthiness are met.

[Amdt. 21–12, 31 FR 12565, Sept. 23, 1966, as
amended by Amdt. 21–43, 40 FR 2577, Jan. 14,
1975; Amdt. 21–55, 46 FR 44737, Sept. 8, 1981]

Subpart M—Designated Alteration
Station Authorization Procedures

SOURCE: Amdt. 21–6, 30 FR 11379, Sept. 8,
1965; 30 FR 11849, Sept. 16, 1965, unless other-
wise noted.

§ 21.431 Applicability.
(a) This subpart prescribes Des-

ignated Alteration Station (DAS) au-
thorization procedures for—

(1) Issuing supplemental type certifi-
cates;

(2) Issuing experimental certificates;
and

(3) Amending standard airworthiness
certificates.

(b) This subpart applies to domestic
repair stations, air carriers, commer-
cial operators of large aircraft, and
manufacturers of products.

[Amdt. 21–6, 30 FR 11379, Sept. 8, 1965; 30 FR
11849, Sept. 16, 1965, as amended by Amdt. 21–
74, 62 FR 13253, Mar. 19, 1997]

§ 21.435 Application.
The applicant for a DAS authoriza-

tion must submit an application, in
writing and signed by an official of the
applicant, to the Aircraft Certification
Office responsible for the geographic
area in which the applicant is located.
The application must contain—

(a) The repair station certificate
number held by the repair station ap-
plicant, and the current ratings cov-
ered by the certificate;

(b) The air carrier or commercial op-
erator operating certificate number
held by the air carrier or commercial
operator applicant, and the products
that it may operate and maintain
under the certificate;

(c) A statement by the manufacturer
applicant of the products for which he
holds the type certificate;

(d) The names, signatures, and titles
of the persons for whom authorization
to issue supplemental type certificates
or experimental certificates, or amend
airworthiness certificates, is requested;
and

(e) A description of the applicant’s
facilities, and of the staff with which
compliance with § 21.439(a)(4) is to be
shown.

[Amdt. 21–6, 30 FR 11379, Sept. 8, 1965; 30 FR
11849, Sept. 16, 1965, as amended by Amdt. 21–
67, 54 FR 39291, Sept. 25, 1989]

§ 21.439 Eligibility.
(a) To be eligible for a DAS author-

ization, the applicant must—
(1) Hold a current domestic repair

station certificate under Part 145, or
air carrier or commercial operator op-
erating certificate under Part 121;

(2) Be a manufacturer of a product
for which it has alteration authority
under § 43.3(i) of this subchapter;

(3) Have adequate maintenance facili-
ties and personnel, in the United
States, appropriate to the products
that it may operate and maintain
under its certificate; and

(4) Employ, or have available, a staff
of engineering, flight test, and inspec-
tion personnel who can determine com-
pliance with the applicable airworthi-
ness requirements of this chapter.

(b) At least one member of the staff
required by paragraph (a)(4) of this sec-
tion must have all of the following
qualifications:
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(1) A thorough working knowledge of
the applicable requirements of this
chapter.

(2) A position, on the applicant’s
staff, with authority to establish alter-
ation programs that ensure that al-
tered products meet the applicable re-
quirements of this chapter.

(3) At least one year of satisfactory
experience in direct contact with the
FAA (or its predecessor agency (CAA))
while processing engineering work for
type certification or alteration
projects.

(4) At least eight years of aero-
nautical engineering experience (which
may include the one year required by
paragraph (b)(3) of this section).

(5) The general technical knowledge
and experience necessary to determine
that altered products, of the types for
which a DAS authorization is re-
quested, are in condition for safe oper-
ation.

§ 21.441 Procedure manual.
(a) No DAS may exercise any author-

ity under this subpart unless it sub-
mits, and obtains approval of, a proce-
dure manual containing—

(1) The procedures for issuing STCs;
and

(2) The names, signatures, and re-
sponsibilities of officials and of each
staff member required by § 21.439(a)(4),
identifying those persons who—

(i) Have authority to make changes
in procedures that require a revision to
the procedure manual; and

(ii) Are to conduct inspections (in-
cluding conformity and compliance in-
spections) or approve inspection re-
ports, prepare or approve data, plan or
conduct tests, approve the results of
tests, amend airworthiness certificates,
issue experimental certificates, ap-
prove changes to operating limitations
or Aircraft Flight Manuals, and sign
supplemental type certificates.

(b) No DAS may continue to perform
any DAS function affected by any
change in facilities or staff necessary
to continue to meet the requirements
of § 21.439, or affected by any change in
procedures from those approved under
paragraph (a) of this section, unless
that change is approved and entered in
the manual. For this purpose, the man-
ual shall contain a log-of-revisions

page with space for the identification
of each revised item, page, or date, and
the signature of the person approving
the change for the Administrator.

§ 21.443 Duration.
(a) A DAS authorization is effective

until it is surrendered or the Adminis-
trator suspends, revokes, or otherwise
terminates it.

(b) The DAS shall return the author-
ization certificate to the Adminis-
trator when it is no longer effective.

§ 21.445 Maintenance of eligibility.
The DAS shall continue to meet the

requirements for issue of the author-
ization or shall notify the Adminis-
trator within 48 hours of any change
(including a change of personnel) that
could affect the ability of the DAS to
meet those requirements.

§ 21.447 Transferability.
A DAS authorization is not transfer-

able.

§ 21.449 Inspections.
Upon request, each DAS and each ap-

plicant shall let the Administrator in-
spect his facilities, products, and rec-
ords.

§ 21.451 Limits of applicability.
(a) DAS authorizations apply only to

products—
(1) Covered by the ratings of the re-

pair station applicant;
(2) Covered by the operating certifi-

cate and maintenance manual of the
air carrier or commercial operator ap-
plicant; and

(3) For which the manufacturer appli-
cant has alteration authority under
§ 43.3(i) of this subchapter.

(b) DAS authorizations may be used
for—

(1) The issue of supplemental type
certificates;

(2) The issue of experimental certifi-
cates for aircraft that—

(i) Are altered by the DAS under a
supplemental type certificate issued by
the DAS; and

(ii) Require flight tests in order to
show compliance with the applicable
airworthiness requirements of this
chapter; and
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(3) The amendment of standard air-
worthiness certificates for aircraft al-
tered under this subpart.

(c) DAS authorizations are subject to
any additional limitations prescribed
by the Administrator after inspection
of the applicant’s facilities or review of
the staff qualifications.

(d) Notwithstanding any other provi-
sion of this subpart, a DAS may not
issue a supplemental type certificate
involving the exhaust emissions change
requirements of part 34 or the acous-
tical change requirements of part 36 of
this chapter until the Administrator
finds that those requirements are met.

[Amdt. 21–6, 30 FR 11379, Sept. 8, 1965; 30 FR
11849, Sept. 16, 1965, as amended by Amdt. 21–
42, 40 FR 1034, Jan. 6, 1975; Amdt. 21–68, 55 FR
32860, Aug. 10, 1990]

§ 21.461 Equivalent safety provisions.

The DAS shall obtain the Adminis-
trator’s concurrence on the application
of all equivalent safety provisions ap-
plied under § 21.21.

§ 21.463 Supplemental type certifi-
cates.

(a) For each supplemental type cer-
tificate issued under this subpart, the
DAS shall follow the procedure manual
prescribed in § 21.441 and shall, before
issuing the certificate—

(1) Submit to the Administrator a
statement describing—

(i) The type design change;
(ii) The airworthiness requirements

of this chapter (by part and effective
date) that the DAS considers applica-
ble; and

(iii) The proposed program for meet-
ing the applicable airworthiness re-
quirements;

(2) Find that each applicable air-
worthiness requirement is met; and

(3) Find that the type of product for
which the STC is to be issued, as modi-
fied by the supplemental type design
data upon which the STC is based, is of
proper design for safe operation.

(b) Within 30 days after the date of
issue of the STC, the DAS shall submit
to the Administrator—

(1) Two copies of the STC;
(2) One copy of the design data ap-

proved by the DAS and referred to in
the STC;

(3) One copy of each inspection and
test report; and

(4) Two copies of each revision to the
Aircraft Flight Manual or to the oper-
ating limitations, and any other infor-
mation necessary for safe operation of
the product.

§ 21.473 Airworthiness certificates
other than experimental.

For each amendment made to a
standard airworthiness certificate
under this subpart, the DAS shall fol-
low the procedure manual prescribed in
§ 21.441 and shall, before making that
amendment—

(a) Complete each flight test nec-
essary to meet the applicable air-
worthiness requirements of this chap-
ter;

(b) Find that each applicable air-
worthiness requirement of this chapter
is met; and

(c) Find that the aircraft is in condi-
tion for safe operation.

§ 21.475 Experimental certificates.

The DAS shall, before issuing an ex-
perimental certificate, obtain from the
Administrator any limitations and
conditions that the Administrator con-
siders necessary for safety.

§ 21.477 Data review and service expe-
rience.

(a) If the Administrator finds that a
product for which an STC was issued
under this subpart does not meet the
applicable airworthiness requirements,
or that an unsafe feature or char-
acteristic caused by a defect in design
or manufacture exists, the DAS, upon
notification by the Administrator,
shall investigate the matter and report
to the Administrator the results of the
investigation and the action, if any,
taken or proposed.

(b) If corrective action by the user of
the product is necessary for safety be-
cause of any noncompliance or defect
specified in paragraph (a) of this sec-
tion, the DAS shall submit the infor-
mation necessary for the issue of an
Airworthiness Directive under Part 39.

§ 21.493 Current records.

(a) The DAS shall maintain, at its fa-
cility, current records containing—
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(1) For each product for which it has
issued an STC under this subpart, a
technical data file that includes any
data and amendments thereto (includ-
ing drawings, photographs, specifica-
tions, instructions, and reports) nec-
essary for the STC;

(2) A list of products by make, model,
manufacturer’s serial number and, if
applicable, any FAA identification,
that have been altered under the DAS
authorization; and

(3) A file of information from all
available sources on alteration difficul-
ties of products altered under the DAS
authorization.

(b) The records prescribed in para-
graph (a) of this section shall be—

(1) Made available by the DAS, upon
the Administrator’s request, for exam-
ination by the Administrator at any
time; and

(2) In the case of the data file pre-
scribed in paragraph (a)(1) of this sec-
tion, identified by the DAS and sent to
the Administrator as soon as the DAS
no longer operates under this subpart.

Subpart N—Approval of Engines,
Propellers, Materials, Parts,
and Appliances: Import

§ 21.500 Approval of engines and pro-
pellers.

Each holder or licensee of a U.S. type
certificate for an aircraft engine or
propeller manufactured in a foreign
country with which the United States
has an agreement for the acceptance of
those products for export and import,
shall furnish with each such aircraft
engine or propeller imported into this
country, a certificate of airworthiness
for export issued by the country of
manufacture certifying that the indi-
vidual aircraft engine or propeller—

(a) Conforms to its U.S. type certifi-
cate and is in condition for safe oper-
ation; and

(b) Has been subjected by the manu-
facturer to a final operational check.

[Amdt. 21–25, 34 FR 14068, Sept. 5, 1969]

§ 21.502 Approval of materials, parts,
and appliances.

(a) A material, part, or appliance,
manufactured in a foreign country
with which the United States has an

agreement for the acceptance of those
materials, parts, or appliances for ex-
port and import, is considered to meet
the requirements for approval in the
Federal Aviation Regulations when the
country of manufacture issues a cer-
tificate of airworthiness for export cer-
tifying that the individual material,
part, or appliance meets those require-
ments, unless the Administrator finds,
based on the technical data submitted
under paragraph (b) of this section,
that the material, part, or appliance is
otherwise not consistent with the in-
tent of the Federal Aviation Regula-
tions.

(b) An applicant for approval of a ma-
terial, part, or appliance must, upon
request, submit to the Administrator
any technical data respecting that ma-
terial, part, or appliance.

[Amdt. 21–25, 34 FR 14068, Sept. 5, 1969]

Subpart O—Technical Standard
Order Authorizations

SOURCE: Docket No. 19589, 45 FR 38346, June
9, 1980, unless otherwise noted.

§ 21.601 Applicability.

(a) This subpart prescribes—
(1) Procedural requirements for the

issue of Technical Standard Order au-
thorizations;

(2) Rules governing the holders of
Technical Standard Order authoriza-
tions; and

(3) Procedural requirements for the
issuance of a letter of Technical Stand-
ard Order design approval.

(b) For the purpose of this subpart—
(1) A Technical Standard Order (re-

ferred to in this subpart as ‘‘TSO’’) is
issued by the Administrator and is a
minimum performance standard for
specified articles (for the purpose of
this subpart, articles means materials,
parts, processes, or appliances) used on
civil aircraft.

(2) A TSO authorization is an FAA
design and production approval issued
to the manufacturer of an article
which has been found to meet a specific
TSO.

(3) A letter of TSO design approval is
an FAA design approval for a foreign-
manufactured article which has been
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