
242

SUBCHAPTER I—ACCIDENTS, INJURIES, ILLNESSES, 
EMPLOYMENT, AND PRODUCTION IN MINES

PART 50—NOTIFICATION, INVES-
TIGATION, REPORTS AND 
RECORDS OF ACCIDENTS, INJU-
RIES, ILLNESSES, EMPLOYMENT, 
AND COAL PRODUCTION IN 
MINES

Subpart A—General
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50.1 Purpose and scope. 
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tion B. 
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tion C. 
50.20–7 Criteria—MSHA Form 7000–1, Sec-

tion D.

Subpart D—Quarterly Employment and 
Coal Production Report

50.30 Preparation and submission of MSHA 
Form 7000–2—Quarterly Employment and 
Coal Production Report. 

50.30–1 General instructions for completing 
MSHA Form 7000–2.

Subpart E—Maintenance of Records; 
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50.40 Maintenance of records. 
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AUTHORITY: 29 U.S.C. 577a; 30 U.S.C. 951, 
957, 961.

SOURCE: 42 FR 65535, Dec. 30, 1977, unless 
otherwise noted.

Subpart A—General

§ 50.1 Purpose and scope. 

This part 50 implements sections 
103(e) and 111 of the Federal Coal Mine 
Health and Safety Act of 1969, 30 U.S.C. 
801 et seq., and sections 4 and 13 of the 
Federal Metal and Nonmetallic Mine 
Safety Act, 30 U.S.C. 721 et seq., and 
applies to operators of coal, metal, and 
nonmetallic mines. It requires opera-
tors to immediately notify the Mine 
Safety and Health Administration 
(MSHA) of accidents, requires opera-
tors to investigate accidents, and re-
stricts disturbance of accident related 
areas. This part also requires operators 
to file reports pertaining to accidents, 
occupational injuries and occupational 
illnesses, as well as employment and 
coal production data, with MSHA, and 
requires operators to maintain copies 
of reports at relevant mine offices. The 
purpose of this part is to implement 
MSHA’s authority to investigate, and 
to obtain and utilize information per-
taining to, accidents, injuries, and ill-
nesses occurring or originating in 
mines. In utilizing information re-
ceived under part 50, MSHA will de-
velop rates of injury occurrence (inci-
dent rates or IR), on the basis of 200,000 
hours of employee exposure (equivalent 
to 100 employees working 2,000 hours 
per year). The incidence rate for a par-
ticular injury category will be based on 
the formula: 

IR=no. of cases x 200,000 

hours of employee exposure 

MSHA will develop data respecting in-
jury severity using days away from 
work or days of restricted work activ-
ity and the 200,000 hour base as cri-
teria. The severity measure (SM) for a 
particular injury category will be 
based on the formula: 
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SM=sum of days x 200,000 

hours of employee exposure 

[42 FR 65535, Dec. 30, 1977; 43 FR 1617, Jan. 11, 
1978, as amended at 43 FR 12318, Mar. 24, 1978]

§ 50.2 Definitions. 

As used in this part: 
(a) Mine means: (1) An area of land 

from which minerals are extracted in 
nonliquid form or, if in liquid form, are 
extracted with workers underground (2) 
private ways and roads appurtenant to 
such area, and (3) lands, excavations, 
underground passageways, shafts, 
slopes, tunnels and workings, struc-
tures, facilities, equipment, machines, 
tools, or other property including im-
poundments, retention dams, and 
tailings ponds, on the surface or under-
ground, used in, or to be used in, or re-
sulting from, the work of extracting 
such minerals from their natural de-
posits in nonliquid form, or if in liquid 
form, with workers underground, or 
used in, or to be used in, the milling of 
such minerals, or the work of preparing 
coal or other minerals, and includes 
custom coal preparation facilities. 

(b) Work of preparing the coal means 
the breaking, crushing, sizing, clean-
ing, washing, drying, mixing, storing, 
and loading of bituminous coal, lignite, 
or anthracite, and such other work of 
preparing such coal as is usually done 
by the operator of the coal mine. 

(c) Operator means 
(1) Any owner, lessee, or other person 

who operates, controls, or supervises a 
coal mine; or, 

(2) The person, partnership, associa-
tion, or corporation, or subsidiary of a 
corporation operating a metal or 
nonmetal mine, and owning the right 
to do so, and includes any agent there-
of charged with responsibility for the 
operation of such mine. 

(d) Miner means any individual work-
ing in a mine. 

(e) Occupational injury means any in-
jury to a miner which occurs at a mine 
for which medical treatment is admin-
istered, or which results in death or 
loss of consciousness, inability to per-
form all job duties on any day after an 
injury, temporary assignment to other 
duties, or transfer to another job. 

(f) Occupational illness means an ill-
ness or disease of a miner which may 
have resulted from work at a mine or 
for which an award of compensation is 
made. 

(g) First aid means one-time treat-
ment, and any follow-up visit for obser-
vational purposes, of a minor injury. 

(h) Accident means, 
(1) A death of an individual at a 

mine; 
(2) An injury to an individual at a 

mine which has a reasonable potential 
to cause death; 

(3) An entrapment of an individual 
for more than thirty minutes; 

(4) An unplanned inundation of a 
mine by a liquid or gas; 

(5) An unplanned ignition or explo-
sion of gas or dust; 

(6) An unplanned mine fire not extin-
guished within 30 minutes of discovery; 

(7) An unplanned ignition or explo-
sion of a blasting agent or an explosive; 

(8) An unplanned roof fall at or above 
the anchorage zone in active workings 
where roof bolts are in use; or, an un-
planned roof or rib fall in active work-
ings that impairs ventilation or im-
pedes passage; 

(9) A coal or rock outburst that 
causes withdrawal of miners or which 
disrupts regular mining activity for 
more than one hour; 

(10) An unstable condition at an im-
poundment, refuse pile, or culm bank 
which requires emergency action in 
order to prevent failure, or which 
causes individuals to evacuate an area; 
or, failure of an impoundment, refuse 
pile, or culm bank; 

(11) Damage to hoisting equipment in 
a shaft or slope which endangers an in-
dividual or which interferes with use of 
the equipment for more than thirty 
minutes; and 

(12) An event at a mine which causes 
death or bodily injury to an individual 
not at the mine at the time the event 
occurs. 

[42 FR 65535, Dec. 30, 1977; 43 FR 1617, Jan. 11, 
1978, as amended at 43 FR 12318, Mar. 24, 1978]

Subpart B—Notification, Investiga-
tion, Preservation of Evidence

§ 50.10 Immediate notification. 
If an accident occurs, an operator 

shall immediately contact the MSHA 
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District or Subdistrict Office having 
jurisdiction over its mine. If an oper-
ator cannot contact the appropriate 
MSHA District or Subdistrict Office, it 
shall immediately contact the MSHA 
Headquarters Office in Arlington, Vir-
ginia by telephone, at (800) 746–1553. 

[58 FR 63528, Dec. 2, 1993]

§ 50.11 Investigation. 
(a) After notification of an accident 

by an operator, the MSHA District or 
Subdistrict Manager will promptly de-
cide whether to conduct an accident in-
vestigation and will promptly inform 
the operator of his decision. If MSHA 
decides to investigate an accident, it 
will initiate the investigation within 24 
hours of notification. 

(b) Each operator of a mine shall in-
vestigate each accident and each occu-
pational injury at the mine. Each oper-
ator of a mine shall develop a report of 
each investigation. No operator may 
use Form 7000–1 as a report, except that 
an operator of a mine at which fewer 
than twenty miners are employed may, 
with respect to that mine, use Form 
7000–1 as an investigation report re-
specting an occupational injury not re-
lated to an accident. No operator may 
use an investigation or an investiga-
tion report conducted or prepared by 
MSHA to comply with this paragraph. 
An operator shall submit a copy of any 
investigation report to MSHA at its re-
quest. Each report prepared by the op-
erator shall include, 

(1) The date and hour of occurrence; 
(2) The date the investigation began; 
(3) The names of individuals partici-

pating in the investigation; 
(4) A description of the site; 
(5) An explanation of the accident or 

injury, including a description of any 
equipment involved and relevant 
events before and after the occurrence, 
and any explanation of the cause of 
any injury, the cause of any accident 
or cause of any other event which 
caused an injury; 

(6) The name, occupation, and experi-
ence of any miner involved; 

(7) A sketch, where pertinent, includ-
ing dimensions depicting the occur-
rence; 

(8) A description of steps taken to 
prevent a similar ocurrence in the fu-
ture; and 

(9) Identification of any report sub-
mitted under § 50.20 of this part.

§ 50.12 Preservation of evidence. 

Unless granted permission by a 
MSHA District Manager or Subdistrict 
Manager, no operator may alter an ac-
cident site or an accident related area 
until completion of all investigations 
pertaining to the accident except to 
the extent necessary to rescue or re-
cover an individual, prevent or elimi-
nate an imminent danger, or prevent 
destruction of mining equipment. 

[42 FR 65535, Dec. 30, 1977; 43 FR 1617, Jan. 11, 
1978]

Subpart C—Reporting of 
Accidents, Injuries, and Illnesses

§ 50.20 Preparation and submission of 
MSHA Report Form 7000–1—Mine 
Accident, Injury, and Illness Re-
port. 

(a) Each operator shall maintain at 
the mine office a supply of MSHA Mine 
Accident, Injury, and Illness Report 
Form 7000–1. These may be obtained 
from MSHA Metal and Nonmetal Mine 
Safety and Health District Offices and 
from MSHA Coal Mine Safety and 
Health Subdistrict Offices. Each oper-
ator shall report each accident, occupa-
tional injury, or occupational illness at 
the mine. The principal officer in 
charge of health and safety at the mine 
or the supervisor of the mine area in 
which an accident or occupational in-
jury occurs, or an occupational illness 
may have originated, shall complete or 
review the form in accordance with the 
instructions and criteria in §§ 50.20–1 
through 50.20–7. If an occupational ill-
ness is diagnosed as being one of those 
listed in § 50.20–6(b)(7), the operator 
must report it under this part. The op-
erator shall mail completed forms to 
MSHA within ten working days after 
an accident or occupational injury oc-
curs or an occupational illness is diag-
nosed. When an accident specified in 
§ 50.10 occurs, which does not involve 
an occupational injury, sections A, B, 
and items 5 through 11 of section C of 
Form 7000–1 shall be completed and 
mailed to MSHA in accordance with 
the instructions in § 50.20–1 and criteria 
contained in §§ 50.20–4 through 50.20–6. 
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(b) Each operator shall report each 
occupational injury or occupational ill-
ness on one set of forms. If more than 
one miner is injured in the same acci-
dent or is affected simultaneously with 
the same occupational illness, an oper-
ator shall complete a separate set of 
forms for each miner affected. To the 
extent that the form is not self-explan-
atory, an operator shall complete the 
form in accordance with the instruc-
tions in § 50.20–1 and criteria contained 
in §§ 50.20–2 through 50.20–7. 

(Secs. 103 (a) and (h), and 508, Pub. L. 91–173, 
as amended by Pub. L. 95–164, 91 Stat. 1297, 
1299, 83 Stat. 803 (30 U.S.C. 801, 813, 957)) 

[42 FR 65535, Dec. 30, 1977, as amended at 44 
FR 52828, Sept. 11, 1979; 60 FR 35695, July 11, 
1995]

§ 50.20–1 General instructions for com-
pleting MSHA Form 7000–1. 

Each Form 7000–1 consists of four 
sheets, an original and three copies. 
The original form shall be mailed to: 
Denver Safety and Health Technology 
Center, P.O. Box 25367, Denver Federal 
Center, Denver, Colo. 80225, within ten 
working days after an accident, occu-
pational injury or occupational illness. 
At the same time, the first copy shall 
be mailed to the appropriate local 
MSHA Mine Health and Safety District 
or Subdistrict office. If the first copy 
does not contain a completed Section 
D—Return to Duty Information—the 
second copy shall be retained by the 
operator until the miner returns to 
work or a final disposition is made re-
specting the miner. When the miner re-
turns to work or a final disposition is 
made, the operator shall, within five 
days, complete Section D and mail the 
second copy to Denver Safety and 
Health Technology Center. A third 
copy, containing all the information in 
the first and second copies shall be re-
tained at the mine office closest to the 
mine for a period of five years. 

[42 FR 65535, Dec. 30, 1977; 43 FR 1617, Jan. 11, 
1978; 60 FR 35695, July 11, 1995]

§ 50.20–2 Criteria—‘‘Transfer to an-
other job.’’

‘‘Transfer to another job’’ means 
transfers, either temporary, or perma-
nent, which are occasioned by a work-
related injury or illness. Permanent or 
temporary transfers to remove miners 

from further exposure to health haz-
ards are considered preventative in na-
ture and are not required to be re-
ported. Controlling the amount of ex-
posure to radiation during some period 
of time is one example. Transfer of a 
coal miner to a less dusty area of a 
mine when the miner elects to exercise 
rights under Section 203(b) of the Fed-
eral Coal Mine Health and Safety Act 
of 1969 is another example.

§ 50.20–3 Criteria—Differences be-
tween medical treatment and first 
aid. 

(a) Medical treatment includes, but 
is not limited to, the suturing of any 
wound, treatment of fractures, applica-
tion of a cast or other professional 
means of immobilizing an injured part 
of the body, treatment of infection 
arising out of an injury, treatment of 
bruise by the drainage of blood, sur-
gical removal of dead or damaged skin 
(debridement), amputation or perma-
nent loss of use of any part of the body, 
treatment of second and third degree 
burns. Procedures which are diagnostic 
in nature are not considered by them-
selves to constitute medical treat-
ments. Visits to a physician, physical 
examinations, X-ray examinations, and 
hospitalization for observations, where 
no evidence of injury or illness is found 
and no medical treatment given, do not 
in themselves constitute medical treat-
ment. Procedures which are preventive 
in nature also are not considered by 
themselves to constitute medical 
treatment. Tetanus and flu shots are 
considered preventative in nature. 
First aid includes any one-time treat-
ment, and follow-up visit for the pur-
pose of observation, of minor injuries 
such as, cuts, scratches, first degree 
burns and splinters. Ointments, salves, 
antiseptics, and dressings to minor in-
juries are considered to be first aid. 

(1) Abrasion. (i) First aid treatment is 
limited to cleaning a wound, soaking, 
applying antiseptic and nonprescrip-
tion medication and bandages on the 
first visit and follow-up visits limited 
to observation including changing 
dressing and bandages. Additional 
cleaning and application of antiseptic 
constitutes first aid where it is re-
quired by work duties that soil the 
bandage. 
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(ii) Medical treatment includes ex-
amination for removal of imbedded for-
eign material, multiple soakings, 
whirlpool treatment, treatment of in-
fection, or other professional treat-
ments and any treatment involving 
more than a minor spot-type injury. 
Treatment of abrasions occurring to 
greater than full skin depth is consid-
ered medical treatment. 

(2) Bruises. (i) First aid treatment is 
limited to a single soaking or applica-
tion of cold compresses, and follow-up 
visits if they are limited only to obser-
vation. 

(ii) Medical treatment includes mul-
tiple soakings, draining of collected 
blood, or other treatment beyond ob-
servation. 

(3) Burns, Thermal and Chemical (re-
sulting in destruction of tissue by direct 
contact). (i) First aid treatment is lim-
ited to cleaning or flushing the surface, 
soaking, applying cold compresses, 
antiseptics or nonprescription medica-
tions, and bandaging on the first visit, 
and follow-up visits restricted to obser-
vation, changing bandages, or addi-
tional cleaning. Most first degree burns 
are amenable to first aid treatment. 

(ii) Medical treatment includes a se-
ries of treatments including soaks, 
whirlpool, skin grafts, and surgical 
debridement (cutting away dead skin). 
Most second and third degree burns re-
quire medical treatment. 

(4) Cuts and Lacerations. (i) First aid 
treatment is the same as for abrasions 
except the application of butterfly clo-
sures for cosmetic purposes only can be 
considered first aid. 

(ii) Medical treatment includes the 
application of butterfly closures for 
non-cosmetic purposes, sutures, 
(stitches), surgical debridement, treat-
ment of infection, or other professional 
treatment. 

(5) Eye Injuries. (i) First aid treat-
ment is limited to irrigation, removal 
of foreign material not imbedded in 
eye, and application of nonprescription 
medications. A precautionary visit 
(special examination) to a physician is 
considered as first aid if treatment is 
limited to above items, and follow-up 
visits if they are limited to observation 
only. 

(ii) Medical treatment cases involve 
removal of imbedded foreign objects, 

use of prescription medications, or 
other professional treatment. 

(6) Inhalation of Toxic or Corrosive 
Gases. (i) First aid treatment is limited 
to removal of the miner to fresh air or 
the one-time administration of oxygen 
for several minutes. 

(ii) Medical treatment consists of 
any professional treatment beyond 
that mentioned under first aid and all 
cases involving loss of consciousness. 

(7) Foreign Objects. (i) First aid treat-
ment is limited to cleaning the wound, 
removal of any foreign object by tweez-
ers or other simple techniques, applica-
tion of antiseptics and nonprescription 
medications, and bandaging on the 
first visit. Follow-up visits are limited 
to observation including changing of 
bandages. Additional cleaning and ap-
plications of antiseptic constitute first 
aid where it is required by work duties 
that soil the bandage. 

(ii) Medical treatment consists of re-
moval of any foreign object by physi-
cian due to depth of imbedment, size or 
shape of object, or location of wound. 
Treatment for infection, treatment of a 
reaction to tetanus booster, or other 
professional treatment, is considered 
medical treatment. 

(8) Sprains and Strains. (i) First aid 
treatment is limited to soaking, appli-
cation of cold compresses, and use of 
elastic bandages on the first visit. Fol-
low-up visits for observation, including 
reapplying bandage, are first aid. 

(ii) Medical treatment includes a se-
ries of hot and cold soaks, use of whirl-
pools, diathermy treatment, or other 
professional treatment. 

[42 FR 65535, Dec. 30, 1977; 43 FR 12318, Mar. 
24, 1978]

§ 50.20–4 Criteria—MSHA Form 7000–1, 
Section A. 

(a) MSHA I.D. number. Enter the 
seven digit number assigned to the 
mine operation by MSHA. If the num-
ber is unknown, the nearest MSHA 
Health and Safety District or Subdis-
trict office should be contacted. 

(b) Mine name. Enter the exact name 
of the operation to which the MSHA 
I.D. number was assigned. 

(c) Company name. Enter the name of 
the mining company submitting this 
report or, if not a company, the opera-
tor’s name.
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§ 50.20–5 Criteria—MSHA Form 7000–1, 
Section B. 

(a) This section shall be completed 
for all accidents immediately reported 
to MSHA as defined in §50.10. Circle the 
code from the following list which best 
defines the accident:

Code 01—A death of an individual at a mine; 
Code 02—An injury to an individual at a 

mine which has a reasonable potential to 
cause death; 

Code 03—An entrapment of an individual for 
more than 30 minutes; 

Code 04—An unplanned mine inundation by a 
liquid or gas; 

Code 05—An unplanned ignition or explosion 
of dust or gas; 

Code 06—An unplanned mine fire not extin-
guished within 30 minutes of discovery; 

Code 07—An unplanned ignition of a blasting 
agent or an explosive; 

Code 08—An unplanned roof fall at or above 
the anchorage zone in active workings 
where roof bolts are in use; or a roof or rib 
fall on active workings that impairs ven-
tilation or impedes passage; 

Code 09—A coal or rock outburst that causes 
withdrawal of miners or which disrupts 
regular mining activity for more than one 
hour; 

Code 10—An unstable condition at an im-
poundment, refuse pile, or culm bank 
which requires emergency action in order 
to prevent failure, or which causes individ-
uals to evacuate an area; or, failure of an 
impoundment, refuse pile, or culm bank; 

Code 11—Damage to hoisting equipment in a 
shaft or slope which endangers an indi-
vidual or which interferes with use of the 
equipment for more than thirty minutes; 
and 

Code 12—An event at a mine which causes 
death or bodily injury to an individual not 
at the mine at the time the event occurs.

§ 50.20–6 Criteria—MSHA Form 7000–1, 
Section C. 

(a) Complete items 5 through 12 for 
each accident, occupational injury, or 
occupational illness. 

(1) Item 5. Location and mining 
method. Circle the appropriate loca-
tion code that was nearest to the loca-
tion of the accident injury or illness. If 
the accident injury or illness occurred 
at the surface, circle only the surface 
location code in column (a). If the acci-
dent injury or illness occurred under-
ground, circle only the underground lo-
cation code in column (b). Where appli-
cable, circle the underground mining 
method code in column (c). Applicable 

codes for columns (a), (b), and (c) are as 
follows: 

(i) Column (a)—Surface location 
codes. If the accident injury or illness 
occurred at the surface of a mine, cir-
cle one of the following codes which 
best describes where the accident in-
jury or illness occurred and ignore col-
umns (b) and (c):

Code 02—Surface shop, yard, etc., at an un-
derground mine; 

Code 30—Mill operation, preparation plant, 
or breaker, including associated shops and 
yards; 

Code 03—Surface strip or open pit mine, in-
cluding shop and yard; 

Code 04—Surface auger coal operation on a 
coal mine, including shop and yard; 

Code 05—Surface culm bank or refuse pile at 
a coal mine, including shop and yard; 

Code 06—Dredge mining, including shop and 
yard; 

Code 12—Other surface mining; 
Code 17—Independent shops; 
Code 99—Office facilities.

(ii) Column (b)—Underground loca-
tion codes. If the accident injury or ill-
ness occurred underground, circle the 
one code which best describes where 
the accident injury or illness occurred:

Code 01—Vertical shaft; 
Code 02—Slope/Inclined shaft; 
Code 03—Face; 
Code 04—Intersection; 
Code 05—Underground Shop/Office; 
Code 06—Other.

(iii) Column (c)—Underground min-
ing method. If the underground acci-
dent injury or illness occurred on a 
working section or working place, 
enter the code for the mining method 
at that working section or working 
place:

Code 01—Longwall; 
Code 02—Shortwall; 
Code 03—Conventional/stoping; 
Code 05—Continuous Miners; 
Code 06—Hand Loading; 
Code 07—Caving; 
Code 08—Other.

(2) Item 6. Date of accident injury or 
illness. Enter the date the accident in-
jury or illness occurred. 

(3) Item 9. Describe fully the condi-
tions contributing to the accident in-
jury or illness and quantify the damage 
or impairment. Describe what hap-
pened and the reasons therefor, iden-
tify the factors which led or contrib-
uted to the accident, injury or illness 
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and identify any damage or impair-
ment to the mining operation. The nar-
rative shall clearly specify the actual 
cause or causes of the accident injury 
or illness and shall include the fol-
lowing: 

(i) Whether the accident injury or ill-
ness involved any aspect of compliance 
with rules and regulations; 

(ii) Whether the accident injury or 
illness involved mine equipment or the 
mining system; 

(iii) Whether the accident injury or 
illness involved job skills and miner 
proficiency, training and attitude; and 

(iv) Whether the accident injury or 
illness involved protective items relat-
ing to clothing, or protective devices 
on equipment. 

(4) Item 10. If equipment was involved 
in the accident, injury or illness speci-
fy type (loader, shuttle car, dozer, 
etc.), name of manufacturer, and equip-
ment model number. 

(5) Item 11. Name of witness to acci-
dent injury or illness. If any miner wit-
nessed the accident injury or illness, 
enter the name. 

(b) Complete items 13–27 for each oc-
cupational injury, or occupational ill-
ness. 

(1) Item 13. Name of injured/ill miner. 
Enter the miner’s name (first, middle 
initial, and last). 

(2) Item 17. Regular job title. Enter 
the miner’s regular job title. For exam-
ple: ‘‘shuttle car operator’’. 

(3) Item 19. Check if this injury/ill-
ness resulted in permanent total or 
partial disability. 

(i) ‘‘Permanent total disability.’’ The 
classification for any injury or illness 
other than death which permanently 
and totally incapacitates an employee 
from following any gainful occupation 
or which results in the loss, or the 
complete loss of use, of any of the fol-
lowing in one accident injury or ill-
ness: 

(A) Both eyes; 
(B) One eye and one hand, or arm, or 

leg, or foot; 
(C) Any two of the following not on 

the same limb: hand, arm, foot, or leg. 
(ii) ‘‘Permanent partial disability.’’ 

The classification for any injury or ill-
ness other than death or permanent 
total disability which results in the 
loss, or complete loss of use, of any 

member or part of a member of the 
body, or any permanent impairment of 
functions of the body or part thereof, 
regardless of any preexisting disability 
of the affected member or impaired 
body function. 

(4) Item 20. What directly inflicted 
injury or illness. Name the object or 
substance which directly affected the 
miner. For example: the machine or 
thing struck against or which struck 
the miner; the vapor or poison inhaled 
or swallowed; the chemical or non-ion-
izing radiation which irritated the 
skin; or in cases of strains or hernias, 
the thing lifted or pulled. 

(5) Item 21. Nature of injury or ill-
ness. For injuries, use commonly used 
medical terms to answer this question 
such as puncture wound, third degree 
burn, fracture, dislocation, amputa-
tion. For multiple injuries, enter the 
injury which was the most serious. For 
illness, name the illness, such as pneu-
moconiosis, silicosis. Avoid general 
terms such as ‘‘hurt’’, ‘‘sore’’, ‘‘sick’’. 

(6) Item 22. Part of body injured or 
affected. Name the part of the body 
with the most serious injury. For ex-
ample, if an injured employee has a 
bruised finger and a broken ankle, 
write ‘‘ankle’’. If amputation, enter 
part of the body lost. 

(7) Item 23. Occupational Illness. Cir-
cle the code from the list below which 
most accurately describes the illness. 
These are typical examples and are not 
to be considered the complete listing of 
the types of illnesses and disorders 
that should be included under each cat-
egory. In cases where the time of onset 
of illness is in doubt, the day of diag-
nosis of illness will be considered as 
the first day of illness. 

(i) Code 21—Occupational Skin Dis-
eases or Disorders. Examples: Contact 
dermatitis, eczema, or rash caused by 
primary irritants and sensitizers or 
poisonous plants; oil acne; chrome ul-
cers; chemical burns or inflammations. 

(ii) Code 22—Dust Disease of the Lungs 
(Pneumoconioses). Examples: Silicosis, 
asbestosis, coal worker’s pneumo-
coniosis, and other pneumoconioses. 

(iii) Code 23—Respiratory Conditions 
due to Toxic Agents. Examples: Pneumo-
nitis, pharyngitis, rhinitis, or acute 
congestion due to chemicals, dusts, 
gases, or fumes. 
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(iv) Code 24—Poisoning (Systemic Ef-
fects of Toxic Materials). Examples: Poi-
soning by lead, mercury, cadmium, ar-
senic, or other metals, poisoning by 
carbon monoxide, hydrogen sulfide or 
other gases; poisoning by benzol, car-
bon tetrachloride, or other organic sol-
vents; poisoning by insecticide sprays 
such as parathion, lead arsenate; poi-
soning by other chemicals such as 
formaldehyde, plastics and resins. 

(v) Code 25—Disorders Due to Physical 
Agents (Other than Toxic Materials). Ex-
amples: Heatstroke, sunstroke, heat 
exhaustion and other effects of envi-
ronmental heat; freezing, frostbite and 
effects of exposure to low tempera-
tures; caisson disease; effects of ion-
izing radiation (radon daughters, non-
medical, non-therapeutic X-rays, ra-
dium); effects of nonionizing radiation 
(welding flash, ulta-violet rays, micro-
waves, sunburn). 

(vi) Code 26—Disorders Associated with 
Repeated Trauma. Examples: Noise-in-
duced hearing loss; synovitis, 
tenosynovitis, and bursitis; Raynaud’s 
phenomena; and other conditions due 
to repeated motion, vibration or pres-
sure. 

(vii) Code 29—All Other Occupational 
Illnesses. Examples: Infectious hepa-
titis, malignant and benign tumors, 
any form of cancer, kidney diseases, 
food poisoning, histoplasmosis. 

(8) Item 24. Miner’s work activity 
when injury or illness occurred. De-
scribe exactly the activity of the in-
jured miner when the occupational in-
jury or occupational illness occurred. 
For example: ‘‘Setting temporary sup-
port prior to drilling holes for roof 
bolts.’’

(Secs. 103 (a) and (h), and 508, Pub. L. 91–173, 
as amended by Pub. L. 95–164, 91 Stat. 1297, 
1299, 83 Stat. 803 (30 U. S. C. 801, 813, 957)) 

[42 FR 65535, Dec. 30, 1977; 43 FR 1617, Jan. 11, 
1978, as amended at 44 FR 52828, Sept. 11, 
1979]

§ 50.20–7 Criteria—MSHA Form 7000–1, 
Section D. 

This section requires information 
concerning the miner’s return to duty. 

(a) Item 28. Permanently transferred 
or terminated. Check this block if the 
miner’s employment was terminated or 
if the miner was permanently trans-
ferred to another regular job as a di-

rect result of the occupational injury 
or occupational illness. 

(b) Item 29. Show the date that the 
injured person returned to his regular 
job at full capacity (not to restricted 
work activity) or was transferred or 
terminated. 

(c) Item 30. Number of days away 
from work. Enter the number of work-
days, consecutive or not, on which the 
miner would have worked but could not 
because of occupational injury or occu-
pational illness. The number of days 
away from work shall not include the 
day of injury or onset of illness or any 
days on which the miner would not 
have worked even though able to work. 
If an employee loses a day from work 
solely because of the unavailability of 
professional medical personnel for ini-
tial observation or treatment and not 
as a direct consequence of the injury or 
illness, the day should not be counted 
as a day away from work. 

(d) Item 31. Number of days of re-
stricted work activity. Enter the num-
ber of workdays, consecutive or not, on 
which because of occupational injury 
or occupational illness: 

(1) The miner was assigned to an-
other job on a temporary basis; 

(2) The miner worked at a permanent 
job less than full time; or 

(3) The miner worked at a perma-
nently assigned job but could not per-
form all duties normally connected 
with it. The number of days of re-
stricted work activity shall not include 
the day of injury or onset of illness, or 
any days the miner did not work even 
though able to work. 
If an injured or ill employee receives 
scheduled follow-up medical treatment 
or observation which results in the loss 
of a full workday solely because of the 
unavailability of professional medical 
personnel, it will not be counted as a 
day of restricted work activity. Days of 
restricted work activity end as the re-
sult of any of the following: 

(i) The miner returns to his regularly 
scheduled job and performs all of its 
duties for a full day or shift; 

(ii) The miner is permanently trans-
ferred to another permanent job (which 
shall be reported under Item 28, Perma-
nently Transferred or Terminated). If 
this happens, even though the miner 
could not perform this original job any 
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longer, the Days of Restricted Work 
Activity will stop; or 

(iii) The miner is terminated or 
leaves the mine. (Termination shall 
also be reported under Item 28, Perma-
nently Transferred or Terminated).

Subpart D—Quarterly Employment 
and Coal Production Report

§ 50.30 Preparation and submission of 
MSHA Form 7000–2—Quarterly Em-
ployment and Coal Production Re-
port. 

(a) Each operator of a mine in which 
an individual worked during any day of 
a calendar quarter shall complete a 
MSHA Form 7000–2 in accordance with 
the instructions and criteria in § 50.30–
1 and submit the original to the Denver 
Safety and Health Technology Center, 
P.O. Box 25367, Denver Federal Center, 
Denver, Colo. 80225, within 15 days after 
the end of each calendar quarter. These 
forms may be obtained from MSHA 
Metal and Nonmetal Mine Safety and 
Health District Offices and from MSHA 
Coal Mine Health and Safety Subdis-
trict Offices. Each operator shall retain 
an operator’s copy at the mine office 
nearest the mine for 5 years after the 
submission date. 

(b) Each operator of a coal mine in 
which an individual worked during any 
day of a calendar quarter shall report 
coal production on Form 7000–2. 

[42 FR 65535, Dec. 30, 1977, as amended at 60 
FR 35695, July 11, 1995]

§ 50.30–1 General instructions for com-
pleting MSHA Form 7000–2. 

(a) MSHA I.D. Number is the 7-digit 
number assigned to the mine operation 
by MSHA. Any questions regarding the 
appropriate I.D. number to use should 
be directed to your local MSHA Health 
and Safety District or Subdistrict Of-
fice. 

(b) Calendar Quarter: First quarter is 
January, February, and March. Second 
quarter is April, May, and June. Third 
quarter is July, August, and Sep-
tember. Fourth quarter is October, No-
vember, and December. 

(c) County is the name of the county, 
borough, or independent city in which 
the operation is located. 

(d) Operation Name is the specific 
name of the mine or plant to which the 

MSHA I.D. number was assigned and 
for which the quarterly employment 
report is being submitted. 

(e) Company Name is the name of the 
operating company that this report 
pertains to. 

(f) Mailing Address is the address of 
the mine office where the quarterly 
employment report is to be retained. 
This should be as near the operation as 
possible. 

(g) Employment, Employee Hours, and 
Coal Production—(1) Operation Sub-Unit: 
(i) Underground Mine: Report data for 
your underground workers on the first 
line. If you have personnel working at 
the surface of your underground mine, 
report data for those persons on the 
second line; 

(ii) Surface Mine (Including Shops 
and Yards): Report on the appropriate 
line, employment and coal production 
for the mining operation. For surface 
mining sub-units 03, 04, 05 and 06, in-
clude all work associated with shops 
and yards; 

(iii) Mill Operations, Preparation 
Plants, Breakers: Report data on all 
persons employed at your milling 
(crushing, sizing, grinding, concen-
trating, etc.) operation, preparation 
plant, or breaker, including those 
working in associated shops and yards. 
(Do not include personnel reported in 
shops and yards associated with other 
sub-units.); 

(iv) Office: Include in this category 
employees who work principally at the 
mine or preparation facility office. 

(2) Average number of persons working 
during quarter: Show the average num-
ber of employees on the payroll during 
all active periods in the quarter. In-
clude all classes of employees (super-
visory, professional, technical propri-
etors, owners, operators, partners, and 
service personnel) on your payroll, full 
or part-time, Report Each Employee 
Under One Activity Only. For example: 
If one or more persons work both in the 
mine and the mill, report these em-
ployees under the activity where they 
spend most of their time. If necessary, 
estimate for the major activity. The 
average number may be computed by 
adding together the number of employ-
ees working during each pay period and 
then dividing by the number of pay pe-
riods. Do not include pay periods where 
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no one worked. For example, during 
the quarter you had 5 pay periods 
where employees worked. The number 
of employees in each pay period was 10, 
12, 13, 14 and 15 respectively. To com-
pute the average, add the number of 
employees working each pay period 
(10+12+13+14+15=64). Then divide by the 
number of pay periods (64 divided by 
5=12.8). Rounding this to the nearest 
whole number, we get 13 as the average 
number of persons working. 

(3) Total employee-hours worked during 
the quarter: Show the total hours 
worked by all employees during the 
quarter covered. Include all time where 
the employee was actually on duty, but 
exclude vacation, holiday, sick leave, 
and all other off-duty time, even 
though paid for. Make certain that 
each overtime hour is reported as one 
hour, and not as the overtime pay mul-
tiple for an hour of work. The hours re-
ported should be obtained from payroll 
or other time records. If actual hours 
are not available, they may be esti-
mated on the basis of scheduled hours. 
Make certain not to include hours paid 
but not worked. 

(4) Production of clean coal (short 
tons): This section is to be compiled 
only by operators of underground or 
surface mines, but not by operators of 
central or independent coal prepara-
tion plants or operators of metal or 
nonmetal mines. Enter the total pro-
duction of clean coal from the mine. 
This must include coal shipped from 
the mine and coal used for fuel at the 
mine, but exclude refuse and coal pro-
duced at another mine and purchased 
for use at the mine. 

(h) Other Reportable Data. Indicate 
the number of reportable injuries or 

illnesses occurring at your operation 
during the quarter covered by this re-
port. Show the name, title, and tele-
phone number of the person to be con-
tacted regarding this report, and show 
the date that this report was com-
pleted.

Subpart E—Maintenance of 
Records; Verification of Infor-
mation

§ 50.40 Maintenance of records. 
(a) Each operator of a mine shall 

maintain a copy of each investigation 
report required to be prepared under 
§ 50.11 at the mine office closest to the 
mine for five years after the concur-
rence. 

(b) Each operator shall maintain a 
copy of each report submitted under 
§ 50.20 or § 50.30 at the mine office clos-
est to the mine for five years after sub-
mission. Upon request by the Mine 
Safety and Health Administration, an 
operator shall make a copy of any re-
port submitted under § 50.20 or § 50.30 
available to MSHA for inspection or 
copying. 

[42 FR 65535, Dec. 30, 1977, as amended at 43 
FR 12318, Mar. 24, 1978]

§ 50.41 Verification of reports. 
Upon request by MSHA, an operator 

shall allow MSHA to inspect and copy 
information related to an accident, in-
jury or illnesses which MSHA considers 
relevant and necessary to verify a re-
port of investigation required by § 50.11 
of this part or relevant and necessary 
to a determination of compliance with 
the reporting requirements of this 
part.

SUBCHAPTER J [RESERVED]
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