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paragraph (a) of § 66.10–15, incorrectly re-
ferred to a nonexistent § 66.19–15 in the head-
ing of the amendatory language. The heading 
should read: ‘‘§ 66.10–15 Aids to navigation.’’

§ 66.10–35 Navigation lights. 
A red light shall only be used on a 

solid colored red buoy. A green light 
shall only be used on a solid colored 
black or a solid colored green buoy. 
White lights shall be used for all other 
buoys. When a light is used on a car-
dinal system buoy or a vertically 
striped white and red buoy, it shall al-
ways be quick flashing. 

[CGD 97–018, 63 FR 33574, June 19, 1998]

PART 67—AIDS TO NAVIGATION 
ON ARTIFICIAL ISLANDS AND 
FIXED STRUCTURES

Subpart 67.01—General Requirements

Sec.
67.01–1 Scope. 
67.01–5 Definitions. 
67.01–10 Authority to regulate and delega-

tion of functions. 
67.01–15 Classification of structures. 
67.01–20 Prescribing lines of demarcation. 
67.01–30 Equivalents.

Subpart 67.05—General Requirements for 
Lights

67.05–1 Arrangement of obstruction lights. 
67.05–5 Multiple obstruction lights. 
67.05–10 Characteristics of obstruction 

lights. 
67.05–15 Operating periods of obstruction 

lights. 
67.05–20 Minimum lighting requirements. 
67.05–25 Special lighting requirements.

Subpart 67.10—General Requirements for 
Fog Signals

67.10–1 Apparatus requirements. 
67.10–5 Location requirements. 
67.10–10 Operating requirements. 
67.10–15 Approval of fog signals. 
67.10–20 Fog signal tests. 
67.10–25 Application for tests. 
67.10–30 Withdrawal of approval. 
67.10–35 Notice of approval and withdrawal 

of approval. 
67.10–40 Fog signals authorized for use prior 

to January 1, 1973.

Subpart 67.15—Miscellaneous Marking 
Requirements

67.15–1 Lights and signals on attendant ves-
sels. 

67.15–5 Seismographic and surveying oper-
ations. 

67.15–10 Spoil banks, artificial islands, and 
dredged channels.

Subpart 67.20—Class ‘‘A’’ Requirements

67.20–1 Class ‘‘A’’ structures. 
67.20–5 Obstruction lights. 
67.20–10 Fog signal.

Subpart 67.25—Class ‘‘B’’ Requirements

67.25–1 Class ‘‘B’’ structures. 
67.25–5 Obstruction lights. 
67.25–10 Fog signal.

Subpart 67.30—Class ‘‘C’’ Requirements

67.30–1 Class ‘‘C’’ structures. 
67.30–5 Obstruction lights. 
67.30–10 Fog signals.

Subpart 67.35—Applications

67.35–1 Procedure. 
67.35–5 Contents of application. 
67.35–10 Private aids to navigation. 
67.35–15 To whom addressed.

Subpart 67.40—Notification

67.40–1 Notification to District Commander. 
67.40–5 Waivers. 
67.40–10 Communication with owner. 
67.40–15 Marking at owner’s expense. 
67.40–20 Charges invoiced to owner. 
67.40–25 Penalty.

Subpart 67.50—District Regulations

67.50–1 Scope. 
67.50–5 First Coast Guard District. 
67.50–15 Fifth Coast Guard District. 
67.50–20 Seventh Coast Guard District. 
67.50–25 Eighth Coast Guard District. 
67.50–30 Ninth Coast Guard District. 
67.50–35 Eleventh Coast Guard District. 
67.50–45 Thirteenth Coast Guard District. 
67.50–50 Seventeenth Coast Guard District.

AUTHORITY: 14 U.S.C. 85, 633; 43 U.S.C. 1333; 
49 CFR 1.46.

SOURCE: CGFR 58–17, 23 FR 3377, May 20, 
1958, unless otherwise noted.

Subpart 67.01—General 
Requirements

§ 67.01–1 Scope. 
(a) The regulations in this part pre-

scribe the obstruction lights and fog 
signals to be operated as privately 
maintained maritime aids to naviga-
tion on the artificial islands and struc-
tures which are erected on or over the 
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seabed and subsoil of the Outer Conti-
nental Shelf and in the waters under 
the jurisdiction of the United States, 
for the purpose of exploring for, devel-
oping, removing and transporting re-
sources therefrom. 

(b) Subpart 66.01 in Part 66 of this 
subchapter shall be applicable to all 
private aids to navigation erected on or 
over the Outer Continental Shelf in the 
same manner and to the same extent as 
they are applicable to private aids to 
navigation established, erected, or 
maintained in the waters under the ju-
risdiction of the United States.

§ 67.01–5 Definitions. 
(a) Structures. The term ‘‘structures’’ 

as used in this part shall include all 
fixed structures, temporary or perma-
nent, for which a Corps of Engineers’ 
permit is issued. It shall include, but is 
not necessarily limited to, all drilling 
platforms, production platforms, quar-
ters platforms, pipe line riser plat-
forms, manifold platforms, loading 
platforms, boat landings, caissons, well 
protective structures, tank battery 
barges submerged on station, drilling 
barges submerged on location, break-
water barges submerged on location, 
artificial islands and all other piles, 
pile clusters, pipes, or structures erect-
ed in the waters. 

(b) Class ‘‘A’’, ‘‘B’’, or ‘‘C’’ structures. 
The term ‘‘Class A, B, or C structures’’ 
refers to the classification assigned to 
structures erected in areas in which 
corresponding requirements for mark-
ing are prescribed. 

(c) Line of demarcation. The term 
‘‘line of demarcation’’ means the divid-
ing line used administratively to dis-
tinguish between the areas in which 
structures shall conform to Class ‘‘A’’ 
and Class ‘‘B’’ or ‘‘C’’ requirements. 

(d) Outer Continental Shelf. The term 
‘‘Outer Continental Shelf’’ means all 
submerged lands lying seaward and 
outside the area of lands beneath navi-
gable waters as defined in the Sub-
merged Lands Act (sec. 2, 67 Stat. 29, 43 
U. S. C. 1301), and of which the subsoil 
and seabed appertain to the United 
States and are subject to its jurisdic-
tion and control. 

(e) Reliable operation. The term ‘‘reli-
able’’ as used in this part shall mean 
that dependability which will insure to 

the highest degree reasonably possible 
the uninterrupted operation of lights 
and fog signals as private aids to navi-
gation for safety of marine commerce. 

(f) Fog signal. The term ‘‘fog signal’’ 
as used in this part shall mean the au-
dible sound signal, authorized as a pri-
vate aid to navigation, to mark a 
structure for the safety of marine com-
merce whenever the visibility has been 
reduced by fog, mist, rain, falling snow, 
smoke, dust, or other phenomena. 

[CGFR 58–17, 23 FR 3377, May 20, 1958, as 
amended by CGFR 63–18, 28 FR 4026, Apr. 14, 
1963]

§ 67.01–10 Authority to regulate and 
delegation of functions. 

Delegation of functions. The Coast 
Guard District Commander is hereby 
delegated responsibility for per-
forming, or having performed the in-
spections, enforcement, and adminis-
tration of such regulations, which are 
or may be required. He may redelegate 
this authority as necessary to any per-
son from the civilian or military 
branch of the Coast Guard. 

[CGFR 58–17, 23 FR 3378, May 20, 1958, as 
amended by CGFR 68–95, 33 FR 15285, Oct. 15, 
1968; USCG–1998–3799, 63 FR 35526, June 30, 
1998]

§ 67.01–15 Classification of structures. 
(a) The varied depths of water and 

marine commerce traffic routes which 
exist in the waters over the Outer Con-
tinental Shelf, and in other waters, 
permits the classification of structures 
according to their location in such wa-
ters. Those structures in the area sea-
ward of the line of demarcation, pre-
scribed by the regulations in this part, 
are designated as Class ‘‘A’’ structures. 
All structures shoreward of the line of 
demarcation, prescribed by the regula-
tions in this part, are designated as ei-
ther Class ‘‘B’’ or Class ‘‘C’’ structures. 

(b) In the event a line of demarcation 
is not prescribed, the District Com-
mander shall designate a structure 
‘‘A’’, ‘‘B’’, or ‘‘C’’ as he deems appro-
priate.

§ 67.01–20 Prescribing lines of demar-
cation. 

In those areas where lines of demar-
cation are not prescribed, or where 
they have been prescribed and require 
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modification, the District Commander 
shall submit his recommendations 
thereon to the Commandant for estab-
lishment or changes as required. When 
approved by the Commandant, and 
upon publication in the FEDERAL REG-
ISTER, such additions or changes in 
lines of demarcation shall be effective 
for the purposes of this part.

§ 67.01–30 Equivalents. 
The use of alternate equipment, ap-

paratus, or installation arrangements 
specified in this part may be permitted 
by the District Commander to such ex-
tent and under such conditions as will 
result in achieving a degree of safety or 
compliance with these regulations 
equivalent to or above the minimum 
requirements set forth in this part.

Subpart 67.05—General 
Requirements for Lights

§ 67.05–1 Arrangement of obstruction 
lights. 

(a) Structures having a maximum 
horizontal dimension of 30 feet or less 
on any one side, or in diameter, shall 
be required to have one obstruction 
light visible for 360°. 

(b) Structures having a maximum 
horizontal dimension of over 30 feet, 
but not in excess of 50 feet, on any one 
side, or in diameter, shall be required 
to have two obstruction lights in-
stalled on diagonally opposite corners, 
180° apart, or as prescribed by the Dis-
trict Commander, each light to have a 
360° lens. 

(c) Structures having a horizontal di-
mension of over 50 feet on any one side, 
or in diameter, shall be required to 
have an obstruction light on each cor-
ner, or 90° apart in the case of circular 
structures, or as prescribed by the Dis-
trict Commander, each light to have a 
360° lens. 

(d) Where the overall dimensions of a 
structure require the installation of 
two or more obstruction lights, the 
lights shall all be mounted on the same 
horizontal plane within the limitations 
of height specified in § 67.20–5, § 67.25–5, 
or § 67.30–5, as applicable. 

(e) Lesser structures and piles, pile 
clusters or flare templates, etc., will 
not normally be required to be marked 
by obstruction lights, when they are 

located within 100 yards of a Class ‘‘A’’, 
‘‘B’’ or ‘‘C’’ structure marked by estab-
lished obstruction lights, but they 
shall be marked with red or white 
retro-reflective material, installed as 
prescribed by the District Commander. 

(f) All obstruction lights shall be in-
stalled in a manner which will permit 
at least one of them to be carried in 
sight of the mariner, regardless of the 
angle of approach, until he is within 50 
feet of the structure, visibility permit-
ting.

§ 67.05–5 Multiple obstruction lights. 

When more than one obstruction 
light is required by this part to mark a 
structure, all such lights shall be oper-
ated to flash in unison.

§ 67.05–10 Characteristics of obstruc-
tion lights. 

All obstruction lights required by 
this part shall be powered from a reli-
able power source, including auxiliary 
power sources as necessary. They shall 
display a quick-flash characteristic of 
approximately 60 flashes per minute, 
unless prescribed otherwise in the per-
mit issued by the District Commander. 
Their color shall be white when mark-
ing Class ‘‘A’’ and ‘‘B’’ structures, and 
either white or red, as prescribed by 
the District Commander, when mark-
ing Class ‘‘C’’ structures. In deter-
mining whether white or red lights 
shall be authorized, the District Com-
mander shall take into consideration 
matters concerning, but not nec-
essarily limited to, the dimensions of 
the structure and the depth of water in 
which it is located; the proximity of 
the structure to vessel routes; the na-
ture and amount of vessel traffic; and 
the effect of background lighting.

§ 67.05–15 Operating periods of ob-
struction lights. 

Obstruction lights shall be displayed 
at all times between the hours of sun-
set and sunrise, local time, com-
mencing at the time the construction 
of a structure is begun. During con-
struction and until such time as a plat-
form capable of supporting the obstruc-
tion lights is completed, the fixed 
lights on an attending vessel shall be 
used. In addition, when lights are in 
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