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after the relocation to new facilities 
the Existing Licensee demonstrates 
that the new facilities are not com-
parable to the former facilities, the 
MSS Licensee must remedy the de-
fects. 

(e) Subject to the terms of this para-
graph (e), Phase I of the relocation of 
Existing Licensees will be carried out 
in the following manner: 

(1) Beginning September 6, 2010, Ex-
isting Licensees and MSS Licensees 
may negotiate individually or collec-
tively for relocation of Existing Li-
censees to one of the channel plans 
specified in § 74.602(a)(3). Parties may 
not decline to negotiate, though Exist-
ing Licensees may decline to be relo-
cated. MSS Licensees must relocate all 
Existing Licensees in Nielsen Des-
ignated Market Areas 1–30 prior to be-
ginning operations, except those Exist-
ing Licensees that decline relocation. 
If the parties are unable to reach a ne-
gotiated agreement, MSS Licensees 
may involuntarily relocate Existing 
Licensees after two years. As of the 
date that any MSS Licensee announces 
the beginning of operations in the 1990–
2008 MHz band, licensees who are not 
on the new channel plan specified in 
§ 74.602(a)(3) must discontinue use of 
Channel A01 (1990–2008 MHz). 

(2) Before negotiating with MSS Li-
censees, Existing Licensees in Nielsen 
Designated Market Areas where there 
is a BAS frequency coordinator must 
coordinate and select a band plan for 
the market area. Thereafter, all nego-
tiations must produce solutions that 
adhere to the market area’s band plan. 

(3) After the date the first MSS Li-
censee begins operations, MSS Licens-
ees must relocate Existing Licensees in 
Nielsen Designated Market Areas 31–
100 within three years, unless any Ex-
isting Licensee declines relocation. 

(4) Beginning on the date any MSS 
Licensee announces in writing to Ex-
isting Licensees its intention to begin 
operations in the 2008–2025 MHz band, 
Existing Licensees and MSS Licensees 
may negotiate individually or collec-
tively for relocation of Existing Li-
censees to one of the channel plans 
specified in § 74.602(a)(4). MSS Licens-
ees must relocate all Existing Licens-
ees in Nielsen Designated Market 
Areas 1–30 prior to beginning oper-

ations, except those Existing Licensees 
that decline relocation. If the parties 
are unable to reach a negotiated agree-
ment, MSS Licensees may involun-
tarily relocate Existing Licensees after 
two years. As of the date that any MSS 
Licensee announces its intention to 
begin operations in the 2008–2025 MHz 
band, licensees who are not on the new 
channel plan specified in § 74.602(a)(4) 
must discontinue use of Channel A01 
(2008–2023 MHz). 

(5) After the date the first MSS Li-
censee begins operations in the 2008–
2025 MHz band, MSS Licensees must re-
locate Existing Licensees in Nielsen 
Designated Market Areas 31–100 within 
three years, and in the remaining 
Nielsen Designated Market Areas with-
in five years. 

(6) Ten years after the date specified 
in paragraph (e)(1) of this section, all 
Existing Licensees will become sec-
ondary in the 1990–2025 MHz band. Upon 
written demand by any MSS Licensee, 
Existing Licensees must cease all oper-
ations in the 1990–2025 MHz band within 
six months.

NOTE TO PARAGRAPH (e): FCC suspends for 
one year, until September 6, 2003, the expira-
tion date for the initial two-year mandatory 
negotiation period in paragraph (e)(1) and 
the beginning of the involuntary relocation 
period in paragraph (e)(4).

[65 FR 48180, Aug. 7, 2000, as amended at 67 
FR 53756, Aug. 19, 2002]

Subpart G—Low Power TV, TV 
Translator, and TV Booster Stations

§ 74.701 Definitions. 

(a) Television broadcast translator sta-
tion. A station in the broadcast service 
operated for the purpose of retransmit-
ting the programs and signals of a tele-
vision broadcast station, without sig-
nificantly altering any characteristic 
of the original signal other than its fre-
quency and amplitude, for the purpose 
of providing television reception to the 
general public. 

(b) Primary station. The analog tele-
vision broadcast station (TV broadcast) 
or digital television station (DTV) 
which provides the programs and sig-
nals being retransmitted by a tele-
vision broadcast translator station.
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(c) VHF translator. A television 
broacast translator station operating 
on a VHF television broadcast channel. 

(d) UHF translator. A television 
broadcast translator station operating 
on a UHF television broadcast channel. 

(e) UHF translator signal booster. A 
station in the broadcasting service op-
erated for the sole purpose of re-
transmitting the signals of the UHF 
translator station by amplifying and 
reradiating such signals which have 
been received directly through space, 
without significantly altering any 
characteristic of the incoming signal 
other than its amplitude. 

(f) Low power TV station. A station 
authorized under the provisions of this 
subpart that may retransmit the pro-
grams and signals of a TV broadcast 
station and that may originate pro-
gramming in any amount greater than 
30 seconds per hour and/or operates a 
subscription service. (See § 73.641 of 
part 73 of this chapter.) 

(g) Program origination. For purposes 
of this part, program origination shall 
be any transmissions other than the si-
multaneous retransmission of the pro-
grams and signals of a TV broadcast 
station. Origination shall include lo-
cally generated television program sig-
nals and program signals obtained via 
video recordings (tapes and discs), 
microwave, common carrier circuits, 
or other sources. 

(h) Local origination. Program origi-
nation if the parameters of the pro-
gram source signal, as it reaches the 
transmitter site, are under the control 
of the low power TV station licensee. 
Transmission of TV program signals 
generated at the transmitter site con-
stitutes local origination. Local origi-
nation also includes transmission of 
programs reaching the transmitter site 
via TV STL stations, but does not in-
clude transmission of signals obtained 
from either terrestrial or satellite 
microwave feeds or low power TV sta-
tions. 

(i) Television broadcast booster station. 
A station in the broadcast service oper-
ated by the licensee or permittee of a 
full service television broadcast sta-
tion for the purpose of retransmitting 
the programs and signals of such pri-
mary station without significantly al-
tering any characteristic of the origi-

nal signal other than its amplitude. A 
television broadcast booster station 
may only be located such that its en-
tire service area is located within the 
protected contour of the primary sta-
tion it retransmits. For purposes of 
this paragraph, the service area of the 
booster and the protected contour of 
the primary station will be determined 
by the methods prescribed in § 74.705(c). 

[28 FR 13722, Dec. 14, 1963, as amended at 43 
FR 1951, Jan. 13, 1978; 47 FR 21497, May 18, 
1982; 48 FR 21486, May 12, 1983; 52 FR 7422, 
Mar. 11, 1987; 52 FR 31403, Aug. 20, 1987; 62 FR 
26720, May 14, 1997]

§ 74.702 Channel assignments. 
(a) An applicant for a new low power 

TV or TV translator station or for 
changes in the facilities of an author-
ized station shall endeavor to select a 
channel on which its operation is not 
likely to cause interference. The appli-
cations must be specific with regard to 
the channel requested. Only one chan-
nel will be assigned to each station. 

(1) Any one of the 12 standard VHF 
Channels (2 to 13 inclusive) may be as-
signed to a VHF low power TV or TV 
translator station. Channels 5 and 6 as-
signed in Alaska shall not cause harm-
ful interference to and must accept in-
terference from non-Government fixed 
operation authorized prior to January 
1, 1982. 

(2) Any one of the UHF Channels 
from 14 to 69, inclusive, may be as-
signed to a UHF low power TV or TV 
translator station. In accordance with 
§ 73.603(c) of part 73, Channel 37 will not 
be assigned to such stations. 

(3) Application for new low power TV 
or TV translator stations or for 
changes in existing stations, specifying 
operation above 806 MHz will not be ac-
cepted for filing. License renewals for 
existing TV translator stations oper-
ating on channels 70 (806–812 MHz) 
through 83 (884–890 MHz) will be grant-
ed only on a secondary basis to land 
mobile radio operations. 

(b) Changes in the TV Table of Allot-
ments or Digital Television Table of 
Allotments (§§ 73.606(b) and 73.622(a), re-
spectively, of part 73 of this chapter), 
authorizations to construct new TV 
broadcast analog or DTV stations or to 
authorizations to change facilities of 
existing such stations, may be made
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without regard to existing or proposed 
low power TV or TV translator sta-
tions. Where such a change results in a 
low power TV or TV translator station 
causing actual interference to recep-
tion of the TV broadcast analog or 
DTV station, the licensee or permittee 
of the low power TV or TV translator 
station shall eliminate the interference 
or file an application for a change in 
channel assignment pursuant to 
§ 73.3572 of this chapter. 

(c) A television broadcast booster 
station will be authorized on the chan-
nel assigned to its primary station. 

[47 FR 21497, May 18, 1982, as amended at 47 
FR 30068, July 12, 1982; 47 FR 35590, Aug. 18, 
1982; 52 FR 7423, Mar. 11, 1987; 52 FR 31403, 
Aug. 20, 1987; 62 FR 26721, May 14, 1997]

§ 74.703 Interference. 
(a) An application for a new low 

power TV, TV translator, or TV boost-
er station or for a change in the facili-
ties of such an authorized station will 
not be granted when it is apparent that 
interference will be caused. Except 
where there is a written agreement be-
tween the affected parties to accept in-
terference, or where it can be shown 
that interference will not occur due to 
terrain shielding and/or Longley-Rice 
terrain dependent propagation meth-
ods, the licensee of a new low power 
TV, TV translator, or TV booster shall 
protect existing low power TV and TV 
translator stations from interference 
within the protected contour defined in 
§ 74.707 and shall protect existing Class 
A TV and digital Class A TV stations 
within the protected contours defined 
in § 73.6010 of this chapter. Such written 
agreement shall accompany the appli-
cation. Guidance on using the Longley-
Rice methodology is provided in OET 
Bulletin No. 69. Copies of OET Bulletin 
No. 69 may be inspected during normal 
business hours at the: Federal Commu-
nications Commission, 445 12th Street, 
S.W., Reference Information Center 
(Room CY–A257), Washington, DC 20554. 
This document is also available 
through the Internet on the FCC Home 
Page at http://www.fcc.gov/oet/info/doc-
uments/bulletins/#69. 

(b) It shall be the responsibility of 
the licensee of a low power TV, TV 
translator, or TV booster station to 
correct at its expense any condition of 

interference to the direct reception of 
the signal of any other TV broadcast 
analog station and DTV station oper-
ating on the same channel as that used 
by the low power TV, TV translator, or 
TV booster station or an adjacent 
channel which occurs as a result of the 
operation of the low power TV, TV 
translator, or TV booster station. In-
terference will be considered to occur 
whenever reception of a regularly used 
signal is impaired by the signals radi-
ated by the low power TV, TV trans-
lator, or TV booster station, regardless 
of the quality of the reception or the 
strength of the signal so used. If the in-
terference cannot be promptly elimi-
nated by the application of suitable 
techniques, operation of the offending 
low power TV, TV translator, or TV 
booster station shall be suspended and 
shall not be resumed until the inter-
ference has been eliminated. If the 
complainant refuses to permit the low 
Power TV, TV translator, or TV boost-
er station to apply remedial techniques 
that demonstrably will eliminate the 
interference without impairment of the 
original reception, the licensee of the 
low power TV, TV translator, or TV 
booster station is absolved of further 
responsibility. TV booster stations will 
be exempt from the provisions of this 
paragraph to the extent that they may 
cause limited interference to their pri-
mary stations’ signal subject to the 
conditions of paragraph (g) of this sec-
tion. 

(c) It shall be the responsibility of 
the licensee of a low power TV, TV 
translator, or TV booster station to 
correct any condition of interference 
which results from the radiation of 
radio frequency energy outside its as-
signed channel. Upon notice by the 
FCC to the station licensee or operator 
that such interference is caused by spu-
rious emissions of the station, oper-
ation of the station shall be imme-
diately suspended and not resumed 
until the interference has been elimi-
nated. However, short test trans-
missions may be made during the pe-
riod of suspended operation to check 
the efficacy of remedial measures. 

(d) When a low power TV or TV 
translator station causes interference 
to a CATV system by radiations within 
its assigned channel at the cable
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headend or on the output channel of 
any system converter located at a re-
ceiver, the earlier user, whether cable 
system or low power TV or TV trans-
lator station, will be given priority on 
the channel, and the later user will be 
responsible for correction of the inter-
ference. When a low power TV or TV 
translator station causes interference 
to an MDS of ITFS system by radi-
ations within its assigned channel on 
the output channel of any system con-
verter located at a receiver, the earlier 
user, whether MDS system or low 
power TV or TV translator station, will 
be given priority on the channel, and 
the later user will be responsible for 
correction of the interference. 

(e) Low power TV and TV translator 
stations are being authorized on a sec-
ondary basis to existing land mobile 
uses and must correct whatever inter-
ference they cause to land mobile sta-
tions or cease operation. 

(f) In each instance where suspension 
of operation is required, the licensee 
shall submit a full report to the FCC in 
Washington, DC, after operation is re-
sumed, containing details of the nature 
of the interference, the source of the 
interfering signals, and the remedial 
steps taken to eliminate the inter-
ference. 

(g) A TV booster station may not dis-
rupt the existing service of its primary 
station nor may it cause interference 
to the signal provided by the primary 
station within the principal commu-
nity to be served. 

[47 FR 21497, May 18, 1982, as amended at 48 
FR 21487, May 12, 1983; 52 FR 31403, Aug. 20, 
1987; 53 FR 4169, Feb. 12, 1988; 60 FR 55483, 
Nov. 1, 1995; 62 FR 26721, May 14, 1997; 65 FR 
30012, May 10, 2000]

§ 74.705 TV broadcast analog station 
protection. 

(a) The TV broadcast station pro-
tected contour will be its Grade B con-
tour signal level as defined in § 73.683 
and calculated from the authorized 
maximum radiated power (without de-
pression angle correction), the hori-
zontal radiation pattern, height above 
average terrain in the pertinent direc-
tion, and the appropriate chart from 
§ 73.699. 

(b)(1) An application to construct a 
new low power TV or TV translator 

station or change the facilities of an 
existing station will not be accepted if 
it specifies a site which is within the 
protected contour of a co-channel or 
first adjacent channel TV broadast sta-
tion. 

(2) Due to the frequency spacing 
which exists between TV Channels 4 
and 5, between Channels 6 and 7, and 
between Channels 13 and 14, adjacent 
channel protection standards shall not 
be applicable to these pairs of chan-
nels. (See § 73.603(a) of part 73 of this 
chapter.) 

(3) A UHF low power TV or TV trans-
lator construction permit application 
will not be accepted if it specifies a site 
within the UHF TV broadcast station’s 
protected contour and proposes oper-
ation on a channel either 14 or 15 chan-
nels above the channel in use by the 
TV broadcast station. 

(4) A UHF low power TV or TV trans-
lator construction permit application 
will not be accepted if it specifies a site 
less than 100 kilometers from the 
transmitter site of a UHF TV broad-
cast analog station operating on a 
channel which is the seventh channel 
above the requested channel, unless it 
can demonstrate that the service area 
of the low power TV or TV translator 
station as established in § 74.707(a) is 
not located in an area where the TV 
broadcast analog station is regularly 
viewed. 

(5) An application for a new UHF low 
power TV or TV translator construc-
tion permit, a change of channel, or a 
major change in facilities pursuant to 
§ 73.3572 of this chapter proposing a 
maximum effective radiated power of 
more than 50 kilowatts will not be ac-
cepted if it specifies a site less than 32 
kilometers from the transmitter site of 
a UHF TV broadcast analog station op-
erating on a channel which is the sec-
ond, third, or fourth channel above or 
below the requested channel. 

(c) The low power TV, TV translator, 
or TV booster station field strength is 
calculated from the proposed effective 
radiated power (ERP) and the antenna 
height above average terrain (HAAT) 
in pertinent directions. 

(1) For co-channel protection, the 
field strength is calculated using Fig-
ure 9a, 10a, or 10c of § 73.699 (F(50,10) 
charts) of Part 73 of this chapter.
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(2) For low power TV, TV translator, 
and TV boosters that do not specify the 
same channel as the TV broadcast sta-
tion to be protected, the field strength 
is calculated using Figure 9, 10, or 10b 
of § 73.699 (F(50,50) charts) of Part 73 of 
this chapter. 

(d) A low power TV, TV translator, or 
TV booster station application will not 
be accepted if the ratio in dB of its 
field strength to that of the TV broad-
cast station at the protected contour 
fails to meet the following: 

(1) ¥45 dB for co-channel operations 
without offset carrier frequency oper-
ation or ¥28 dB for offset carrier fre-
quency operation. An application re-
questing offset carrier frequency oper-
ation must include the following: 

(i) A requested offset designation 
(zero, plus, or minus) identifying the 
proposed direction of the 10 kHz offset 
from the standard carrier frequencies 
of the requested channel. If the offset 
designation is not different from that 
of the station being protected, the ¥45 
dB ratio must be used. 

(ii) A description of the means by 
which the low power TV, TV trans-
lator, or TV booster station will be 
maintained within the tolerances spec-
ified in § 74.761 for offset operation. 

(2) 6 dB when the protected TV broad-
cast station operates on a VHF channel 
that is one channel above the requested 
channel. 

(3) 12 dB when the protected TV 
broadcast station operates on a VHF 
channel that is one channel below the 
requested channel. 

(4) 15 dB when the protected TV 
broadcast station operates on a UHF 
channel that is one channel above or 
below the requested channel. 

(5) 23 dB when the protected TV 
broadcast station operates on a UHF 
channel that is fourteen channels 
below the requested channel. 

(6) 6 dB when the protected TV broad-
cast station operates a UHF 
channelthat is fifteen channels below 
the requested channel. 

(e) In support of a request for waiver 
of the interference protection rules, an 
applicant for a low power TV, TV 
translator or TV booster may make 
full use of terrain shielding and 
Longley-Rice terrain dependent propa-
gation prediction methods to dem-

onstrate that the proposed facility 
would not be likely to cause inter-
ference to TV broadcast stations. Guid-
ance on using the Longley-Rice meth-
odology is provided in OET Bulletin No. 
69. Copies of OET Bulletin No. 69 may be 
inspected during normal business hours 
at the: Federal Communications Com-
mission, CY–C203, 445 12th Street, SW., 
Reference Information Center, Wash-
ington, DC 20554. This document is also 
available through the Internet on the 
FCC Home Page at http://www.fcc.gov. 

[47 FR 21497, May 18, 1982, as amended at 48 
FR 21487, May 12, 1983; 52 FR 31403, Aug. 20, 
1987; 62 FR 26721, May 14, 1997; 65 FR 58467, 
Sept. 29, 2000]

§ 74.706 Digital TV (DTV) station pro-
tection. 

(a) For purposes of this section, the 
DTV station protected service area is 
the geographic-area in which the field 
strength of the station’s signal exceeds 
the noise-limited service levels speci-
fied in § 73.622(e) of this chapter. The 
extremity of this area (noise-limited 
perimeter) is calculated from the au-
thorized maximum radiated power 
(without depression angle correction), 
the horizontal radiation pattern, and 
height above average terrain in the 
pertinent direction, using the signal 
propagation method specified in 
§ 73.625(b) of this chapter. 

(b)(1) An application to construct a 
new low power TV or TV translator 
station or change the facilities of an 
existing station will not be accepted if 
it specifies a site which is located with-
in the noise-limited service perimeter 
of a co-channel DTV station. 

(2) Due to the frequency spacing 
which exists between TV channels 4 
and 5, between Channels 6 and 7, and 
between Channels 13 and 14, adjacent 
channel protection standards shall not 
be applicable to these pairs of chan-
nels. 

(c) The low power TV, TV translator 
or TV booster station field strength is 
calculated from the proposed effective 
radiated power (ERP) and the antenna 
height above average terrain (HAAT) 
in pertinent directions. 

(1) For co-channel protection, the 
field strength is calculated using Fig-
ure 9a, 10a, or 10c of § 73.699 (F(50,10) 
charts) of part 73 of this chapter.
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(2) For adjacent channel protection, 
the field strength is calculated using 
Figure 9, 10, or 10b of § 73.699 (F(50,50) 
charts) of part 73 of this chapter. 

(d) A low power TV, TV translator or 
TV booster station application will not 
be accepted if the ratio in dB of its 
field strength to that of the DTV sta-
tion (L/D ratio) fails to meet the fol-
lowing: 

(1) ¥2 dB or less for co-channel oper-
ations. This maximum L/D ratio for co-
channel interference to DTV service is 
only valid at locations where the sig-
nal-to-noise (S/N) ratio is 25 dB or 
greater. At the edge of the noise-lim-
ited service area, where the S/N ratio is 
16 dB, the maximum L/D ratio for co-
channel interference from analog low 
power TV, TV translator or TV booster 
service into DTV service is ¥21 dB. At 
locations where the S/N ratio is greater 
than 16 dB but less than 25 dB, the 
maximum L/D field strength ratios are 
found from the following Table (for 
values between measured values, linear 
interpolation can be used):

Signal-to-noise ratio(dB) 
DTV-to-low 
power ratio 

(dB) 

16.00 .................................................................. 21.00
16.35 .................................................................. 19.94
17.35 .................................................................. 17.69
18.35 .................................................................. 16.44
19.35 .................................................................. 7.19
20.35 .................................................................. 4.69
21.35 .................................................................. 3.69
22.35 .................................................................. 2.94
23.35 .................................................................. 2.44
25.00 .................................................................. 2.00

(2) + 48 dB for adjacent channel oper-
ations at: 

(i) The DTV noise-limited perimeter 
if a low power TV, TV translator or TV 
booster station is located outside that 
perimeter. 

(ii) At all points within the DTV 
noise-limited area if a low power TV or 
TV translator is located within the 
DTV noise-limited perimeter, as dem-
onstrated by the applicant. 

[62 FR 26721, May 14, 1997, as amended at 63 
FR 13563, Mar. 20, 1998; 64 FR 4327, Jan. 28, 
1999]

§ 74.707 Low power TV and TV trans-
lator station protection. 

(a)(1) A low power TV or TV trans-
lator will be protected from inter-
ference from other low power TV or TV 

translator stations, or TV booster sta-
tions within the following predicted 
contours: 

(i) 62 dBu for stations on Channels 2 
through 6; 

(ii) 68 dBu for stations on Channels 7 
through 13; and 

(iii) 74 dBu for stations on Channels 
14 through 69. 
Existing licensees and permittees that 
did not furnish sufficient data required 
to calculate the above contours by 
April 15, 1983 are assigned protected 
contours having the following radii:

Up to 0.001 kW VHF/UHF—1 mile (1.6 km) 
from transmitter site 

Up to 0.01 kW VHF; up to 0.1 k/W UHF—2 
miles (3.2 km) from transmitter site 

Up to 0.1 kW VHF; up to 1 kW UHF—4 miles 
(6.4 km) from transmitter site

New applicants must submit the re-
quired information; they cannot rely 
on this table. 

(2) The low power TV or TV trans-
lator station protected contour is cal-
culated from the authorized effective 
radiated power and antenna height 
above average terrain, using Figure 9, 
10, or 10b of § 73.699 (F(50,50) charts) of 
Part 73 of this chapter. 

(b)(1) An application to construct a 
new low power TV, TV translator, or 
TV booster station or change the facili-
ties of an existing station will not be 
accepted if it specifies a site which is 
within the protected contour of a co-
channel or first adjacent channel low 
power TV, TV translator, or TV boost-
er station, except that a TV booster 
station may be located within the pro-
tected contour of its co-channel pri-
mary station. 

(2) Due to the frequency spacing 
which exists between TV Channels 4 
and 5, between Channels 6 and 7, and 
between Channels 13 and 14, adjacent 
channel protection standards shall not 
be applicable to these pairs of chan-
nels. (See § 73.603(a) of Part 73 of this 
chapter.) 

(3) A UHF low power TV, TV trans-
lator, or TV booster construction per-
mit application will not be accepted if 
it specifies a site within the UHF low 
power TV, TV translator, or TV boost-
er station’s protected contour and pro-
poses operation on a channel that is 15 
channels above the channel in use by
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the low power TV, TV translator, or 
TV booster station. 

(c) The low power TV, TV translator, 
or TV booster construction permit ap-
plication field strength is calculated 
from the proposed effective radiated 
power (ERP) and the antenna above av-
erage terrain (HAAT) in pertinent di-
rections. 

(1) For co-channel protection, the 
field strength is calculated using Fig-
ure 9a, 10a, or 10c of § 73.699 (F(50,10) 
charts) of Part 73 of this chapter. 

(2) For low power TV, TV translator, 
or TV booster applications that do not 
specify the same channel as the low 
power TV, TV translator, or TV boost-
er station to be protected, the field 
strength is calculated using Figure 9, 
10, or 10b of § 73.699 (F(50,50) charts) of 
Part 73 of this chapter. 

(d) A low power TV, TV translator, or 
TV booster station application will not 
be accepted if the ratio in dB of its 
field strength to that of the authorized 
low power TV, TV translator, or TV 
booster station at its protected con-
tour fails to meet the following: 

(1) ¥45 dB for co-channel operations 
without offset carrier frequency oper-
ation or ¥28 dB for offset carrier fre-
quency operation. An application re-
questing offset carrier frequency oper-
ation must include the following: 

(i) A requested offset designation 
(zero, plus, or minus) identifying the 
proposed direction of the 10 kHz offset 
from the standard carrier frequencies 
of the requested channel. If the offset 
designation is not different from that 
of the station being protected, or if the 
station being protected is not main-
taining its frequencies within the tol-
erance specified in § 74.761 for offset op-
eration, the ¥45 dB ratio must be used. 

(ii) A description of the means by 
which the low power TV, TV trans-
lator, or TV booster station’s fre-
quencies will be maintained within the 
tolerances specified in § 74.761 for offset 
operation. 

(2) 6 dB when the protected low power 
TV or TV translator station operates 
on a VHF channel that is one channel 
above the requested channel. 

(3) 12 dB when the protected low 
power TV or TV translator station op-
erates on a VHF channel that is one 
channel below the requested channel. 

(4) 15 dB when the protected low 
power TV or TV translator station op-
erates on a UHF channel that is one 
channel above or below the requested 
channel. 

(5) 6 dB when the protected low power 
TV or TV translator station operates 
on a UHF channel that is fifteen chan-
nels below the requested channel. 

(e) In support of a request for waiver 
of the interference protection rules, an 
applicant for a low power TV or TV 
translator station may make full use of 
terrain shielding and Longley-Rice ter-
rain dependent propagation prediction 
methods to demonstrate that the pro-
posed facility would not be likely to 
cause interference to low power TV, TV 
translator and TV booster stations. 
Guidance on using the Longley-Rice 
methodology is provided in OET Bul-
letin No. 69. Copies of OET Bulletin No. 
69 may be inspected during normal 
business hours at the: Federal Commu-
nications Commission, Room CY–C203, 
445 12th Street, SW., Reference Infor-
mation Center, Washington, DC 20554. 
This document is also available 
through the Internet on the FCC Home 
Page at http://www.fcc.gov. 

[47 FR 21498, May 18, 1982, as amended at 47 
FR 35990, Aug. 18, 1982; 48 FR 21487, May 12, 
1983; 52 FR 31403, Aug. 20, 1987; 62 FR 26722, 
May 14, 1997; 65 FR 58467, Sept. 29, 2000]

§ 74.708 Class A TV and digital Class A 
TV station protection. 

(a) The Class A TV and digital Class 
A TV station protected contours are 
specified in § 73.6010 of this chapter. 

(b) An application to construct a new 
low power TV, TV translator, or TV 
booster station or change the facilities 
of an existing station will not be ac-
cepted if it fails to protect an author-
ized Class A TV or digital Class A TV 
station or an application for such a 
station filed prior to the date the low 
power TV, TV translator, or TV boost-
er application is filed. 

(c) Applications for low power TV, 
TV translator and TV booster stations 
shall protect Class A TV stations pur-
suant to the requirements specified in 
paragraphs (b) through (e) of § 74.707. 

(d) Applications for low power TV, 
TV translator and TV booster stations
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shall protect digital Class A TV sta-
tions pursuant to the following re-
quirements: 

(i) An application must not specify 
an antenna site within the protected 
contour of a co-channel digital Class A 
TV station. 

(ii) The ratio in dB of the field 
strength of the low power TV, TV 
translator or TV booster station to 
that of the digital Class A TV station 
must meet the requirements specified 
in paragraph (d) of § 74.706, calculated 
using the propagation methods speci-
fied in paragraph (c) of that section. 

[65 FR 30012, May 10, 2000]

§ 74.709 Land mobile station protec-
tion. 

(a) Stations in the Land Mobile 
Radio Service, using the following 
channels in the indicated cities will be 
protected from interference caused by 
low power TV or TV translator sta-
tions, and low power TV and TV trans-
lator stations must accept any inter-
ference from stations in the land mo-
bile service operating on the following 
channels:

City Chan-
nels 

Coordinates 

Latitude Longitude 

Boston, MA .................. 14, 16 42°21′24′ 071°03′24′ 
Chicago, IL .................. 14, 15 41°52′28′ 087°38′22′ 
Cleveland, OH ............. 14, 15 41°29′51′ 081°41′50′ 
Dallas, TX .................... 16 32°47′09′ 096°47′37′ 
Detroit, MI .................... 15, 16 42°19′48′ 083°02′57′ 
Houston, TX ................ 17 29°45′26′ 095°21′37′ 
Los Angeles, CA ......... 14, 20 34°03′15′ 118°14′28′ 
Miami, FL ..................... 14 25°46′37′ 080°11′32′ 
New York, NY .............. 14, 15 40°45′06′ 073°59′39′ 
Philadelphia, PA .......... 19, 20 39°56′58′ 075°09′21′ 
Pittsburgh, PA ............. 14, 18 40°26′19′ 080°00′00′ 
San Francisco, CA ...... 16, 17 37°46′39′ 122°24′40′ 
Washington, DC .......... 17, 18 38°53′51′ 077°00′33′

(b) The protected contours for the 
land mobile radio service are 130 kilo-
meters from the above coordinates, ex-
cept where limited by the following: 

(1) If the land mobile channel is the 
same as the channel in the following 
list, the land mobile protected contour 
excludes the area within 145 kilometers 
of the corresponding coordinates from 
list below. Except if the land mobile 
channel is 15 in New York or Cleveland 
or 16 in Detroit, the land mobile pro-
tected contour excludes the area with-
in 95 kilometers of the corresponding 
coordinates from the list below. 

(2) If the land mobile channel is one 
channel above or below the channel in 
the following list, the land mobile pro-
tected contour excludes the area with-
in 95 kilometers of the corresponding 
coordinates from the list below.

City Chan-
nel 

Coordinates 

Latitude Longitude 

San Diego, CA ............ 15 32°41′48′ 116°56′10′ 
Waterbury, CT ............. 20 41°31′02′ 073°01′00′ 
Washington, DC .......... 14 38°57′17′ 077°00′17′ 
Washington, DC .......... 20 38°57′49′ 077°06′18′ 
Champaign, IL ............. 15 40°04′11′ 087°54′45′ 
Jacksonville, IL ............ 14 39°45′52′ 090°30′29′ 
Ft. Wayne, IN .............. 15 41°05′35′ 085°10′42′ 
South Bend, IN ............ 16 41°36′20′ 086°12′44′ 
Salisbury, MD .............. 16 38°24′15′ 075°34′45′ 
Mt. Pleasant, MI .......... 14 43°34′24′ 084°46′21′ 
Hanover, NH ................ 15 43°42′30′ 072°09′16′ 
Canton, OH ................. 17 40°51′04′ 081°16′37′ 
Cleveland, OH ............. 19 41°21′19′ 081°44′24′ 
Oxford, OH .................. 14 39°30′26′ 084°44′09′ 
Zanesville, OH ............. 18 39°55′42′ 081°59′06′ 
Elmira-Corning, NY ..... 18 42°06′20′ 076°52′17′ 
Harrisburg, PA ............. 21 40°20′44′ 076°52′09′ 
Johnstown, PA ............ 19 40°19′47′ 078°53′45′ 
Lancaster, PA .............. 15 40°15′45′ 076°27′49′ 
Philadelphia, PA .......... 17 40°02′30′ 075°14′24′ 
Pittsburgh, PA ............. 16 40°26′46′ 079°57′51′ 
Scranton, PA ............... 16 41°10′58′ 075°52′21′ 
Parkersburg, WV ......... 15 39°20′50′ 081°33′56′ 
Madison, WI ................ 15 43°03′01′ 089°29′15′

(c) A low power TV or TV translator 
station application will not be accept-
ed if it specifies a site that is within 
the protected contour of a co-channel 
or first adjacent channel land mobile 
assignment. 

(d) The low power TV or TV trans-
lator station field strength is cal-
culated from the proposed effective ra-
diated power (ERP) and the antenna 
height above average terrain (HAAT) 
in pertinent directions. 

(1) The field strength is calculated 
using Figure 10c of § 73.699 (F(50, 10) 
charts) of Part 73 of this chapter. 

(2) A low power TV or TV translator 
station application will not be accept-
ed if it specifies the same channel as 
one of the land mobile assignments and 
its field strength at the land mobile 
protected contour exceeds 52 dBu. 

(3) A low power TV or TV translator 
station application will not be accept-
ed if it specifies a channel that is one 
channel above or below one of the land 
mobile assignments and its field 
strength at the land mobile protected 
contour exceeds 76 dBu. 

(e) To protect stations in the Off-
shore Radio Service, a low power TV or
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TV translator station construction per-
mit application will not be accepted if 
it specifies operation on channels 15, 
16, 17 or 18 in the following areas. West 
Longitude and North Latitude are ab-
breviated as W.L. and N.L. respec-
tively. 

(1) On Channel 15: west of 92°00′ W.L.; 
east of 98°30′ W.L.; and south of a line 
extending due west from 30°30′ N.L., 
92°00′ W.L. to 30°30′ N.L., 96°00′ W.L.; 
and then due southwest to 28°00′ N.L., 
98°30′ W.L. 

(2) On Channel 16: west of 86°40′W.L.; 
east of 96°30′W.L.; and south of a line 
extending due west from 31°00′N.L., 
86°40′W.L. to 31°00′N.L., 95°00′W.L. and 
then due southwest to 29°30′N.L., 
96°30′W.L. 

(3) On Channel 17: west of 86°30′W.L.; 
east of 96°00′W.L.; and south of a line 
extending due west from 31°00′N.L., 
86°30′W.L. to 31°30′N.L., 94°00′W.L. and 
then due southwest to 29°30′N.L., 
96°00′W.L. 

(4) On Channel 18: west of 87°00′W.L.; 
east of 95°00′W.L.; and south of 
31°00′N.L. 

[47 FR 21499, May 18, 1982, as amended at 50 
FR 12027, Mar. 27, 1985; 50 FR 33942, Aug. 22, 
1985]

§ 74.731 Purpose and permissible serv-
ice. 

(a) Television broadcast translator 
stations and television broadcast 
booster stations provide a means 
whereby the signals of television 
broadcast stations may be retrans-
mitted to areas in which direct recep-
tion of such television broadcast sta-
tions is unsatisfactory due to distance 
or intervening terrain barriers. 

(b) Except as provided in paragraph 
(f) of this section, a television broad-
cast translator station or television 
broadcast booster station may be used 
only to receive the signals of a tele-
vision broadcast station, another tele-
vision broadcast translator station, a 
television translator relay station, a 
television intercity relay station, a tel-
evision STL station, or other suitable 
source such as a CARS or common car-
rier microwave station, for the simul-
taneous retransmission of the pro-
grams and signals of a television broad-
cast station. Such retransmissions may 
be accomplished by either: 

(1) Reception of the television pro-
grams and signals of a television broad-
cast station directly through space, 
conversion to a different channel by 
simple heterodyne frequency conver-
sion and suitable amplification; or, 

(2) Modulation and amplification of a 
video and audio feed, in which case 
modulating equipment meeting the re-
quirements of § 74.750(d) shall be used. 

(c) The transmissions of each tele-
vision broadcast translator station 
shall be intended for direct reception 
by the general public and any other use 
shall be incidental thereto. A tele-
vision broadcast translator station 
shall not be operated solely for the pur-
pose of relaying signals to one or more 
fixed receiving points for retrans-
mission, distribution, or further relay-
ing. 

(d) The technical characteristics of 
the retransmitted signals shall not be 
deliberately altered so as to hinder re-
ception on conventional television 
broadcast receivers. 

(e) A television broadcast translator 
station shall not deliberately re-
transmit the signals of any station 
other than the station it is authorized 
by license to retransmit. Precautions 
shall be taken to avoid unintentional 
retransmission of such other signals. 

(f) A locally generated radio fre-
quency signal similar to that of a TV 
broadcast station and modulated with 
visual and aural information may be 
connected to the input terminals of a 
television broadcast translator or low 
power station for the purposes of trans-
mitting still photographs, slides and 
voice announcements. The radio fre-
quency signals shall be on the same 
channel as the normally used off-the-
air signal being rebroadcast. When 
transmitting originations concerning 
financial support or public service an-
nouncements, connection of the locally 
generated signals shall be made auto-
matically either by means of a time 
switch or upon receipt of a control sig-
nal from the TV station being rebroad-
cast designed to actuate the switching 
circuit. The switching circuit will be so 
designed that the input circuit will be 
returned to the off-the-air signal with-
in 30 seconds. The connection for emer-
gency transmissions may be made
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manually. The apparatus used to gen-
erate the local signal which is used to 
modulate the translator or low power 
station must be capable of producing a 
visual or aural signal or both which 
will provide acceptable reception on 
television receivers designed for the 
transmission standards employed by 
TV broadcast stations. The visual and 
aural materials so transmitted shall be 
limited to emergency warnings of im-
minent danger, to local public service 
announcements and to seeking or ac-
knowledging financial support deemed 
necessary to the continued operation of 
the station. Accordingly, the origina-
tions concerning financial support and 
PSAs are limited to 30 seconds each, no 
more than once per hour. Acknowl-
edgements of financial support may in-
clude identification of the contribu-
tors, the size and nature of the con-
tribution and advertising messages of 
contributors. Emergency transmissions 
shall be no longer or more frequent 
than necessary to protect life and prop-
erty. 

(g) Low power TV stations may oper-
ate under the following modes of serv-
ice: 

(1) As a TV translator station, sub-
ject to the requirements of this part; 

(2) For origination of programming 
and commercial matter as defined in 
§ 74.701(f); 

(3) For the transmission of subscrip-
tion television broadcast (STV) pro-
grams, intended to be received in intel-
ligible form by members of the public 
for a fee or charge subject to the provi-
sions of §§ 73.642(e) and 73.644. 

(h) A low power TV station may not 
be operated solely for the purpose of re-
laying signals to one or more fixed re-
ceiving points for retransmission, dis-
tribution or relaying. 

(i) Low power TV stations are subject 
to no minimum required hours of oper-
ation and may operate in any of the 3 
modes described in paragraph (g) of 
this section for any number of hours. 

(j) Television broadcast booster sta-
tions provide a means whereby the li-
censee of a television broadcast station 
may provide service to areas of low sig-
nal strength in any region within the 
primary station’s Grade B contour. The 
booster station may not be located out-
side the predicted Grade B of its pri-

mary station nor may the predicted 
Grade B signal of the television booster 
station extend beyond the predicted 
Grade B contour of the primary sta-
tion. A television broadcast booster 
station is authorized to retransmit 
only the signals of its primary station; 
it shall not retransmit the signals of 
any other stations nor make inde-
pendent transmissions. However, lo-
cally generated signals may be used to 
excite the booster apparatus for the 
purpose of conducting tests and meas-
urements essential to the proper in-
stallation and maintenance of the ap-
paratus. 

(k) The transmissions of a television 
broadcast booster station shall be in-
tended for direct reception by the gen-
eral public. Such stations will not be 
permitted to establish a point-to-point 
television relay system. 

[28 FR 13722, Dec. 14, 1963, as amended at 43 
FR 1951, Jan. 13, 1978; 47 FR 21499, May 18, 
1982; 47 FR 40172, Sept. 13, 1982; 48 FR 21487, 
May 12, 1983; 52 FR 31404, Aug. 20, 1987]

§ 74.732 Eligibility and licensing re-
quirements. 

(a) A license for a low power TV or 
TV translator station may be issued to 
any qualified individual, organized 
group of individuals, broadcast station 
licensee, or local civil governmental 
body. 

(b) More than one low power TV or 
TV translator station may be licensed 
to the same applicant whether or not 
such stations serve substantially the 
same area. Low power TV and TV 
translator stations are not counted for 
purposes of § 73.3555, concerning mul-
tiple ownership. 

(c) Only one channel will be assigned 
to each low power TV or TV translator 
station. Additional low power or trans-
lator stations may be authorized to 
provide additional reception. A sepa-
rate application is required for each 
station and each application must be 
complete in all respects. 

(d) The FCC will not act on applica-
tions for new low power TV or TV 
translator stations, for changes in fa-
cilities of existing stations, or for 
changes in output channel tendered by 
displaced stations pursuant to 
§ 73.3572(a)(1), when such changes will
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result in a major change until the ap-
plicable time for filing a petition to 
deny has passed pursuant to § 73.3584(c). 

(e) A proposal to change the primary 
TV station being retransmitted or an 
application of a licensed translator sta-
tion to include low power TV station 
operation, i.e., program origination or 
subscription service will be subject 
only to a notification requirement. 

(f) Applications for transfer of owner-
ship or control of a low power TV or 
TV translator station will be subject to 
petitions to deny. 

(g) A television broadcast booster 
station will be authorized only to the 
licensee or permittee of the television 
station whose signals the booster will 
rebroadcast, to areas within the Grade 
B contour of the primary station. 

(h) No numerical limit is placed on 
the number of booster stations that 
may be licensed to a single licensee. A 
separate license is required for each 
television broadcast booster station. 

[47 FR 21499, May 18, 1982, as amended at 48 
FR 21487, May 12, 1983; 49 FR 20504, May 15, 
1984; 52 FR 7423, Mar. 11, 1987; 52 FR 10571, 
Apr. 2, 1987; 52 FR 31404, Aug. 20, 1987]

§ 74.733 UHF translator signal boost-
ers. 

(a) The licensee of a UHF television 
broadcast translator station may be 
authorized to operate one or more sig-
nal boosters for the purpose of pro-
viding reception to small shadowed 
areas within the area intended to be 
served by the translator. 

(b) The transmitting apparatus shall 
consist of a simple linear radio fre-
quency amplifier, with one or more 
amplifying stages, which is capable of 
receiving, amplifying, and retransmit-
ting the signals of the parent trans-
lator without significantly altering 
any electrical characteristic of the re-
ceived signal other than its amplitude. 
The maximum power input to the plate 
of the final radio frequency amplifier 
shall not exceed 5 watts. 

(c) The amplifier shall be equipped 
with suitable circuits which will auto-
matically cause it to cease radiating if 
no signal is being received from the 
parent translator station. Care shall be 
taken in the design of the apparatus to 
insure that out-of-band radiation is not 
excessive and that adequate isolation 

is maintained between the input and 
output circuits to prevent unstable op-
eration. 

(d) The installation of the apparatus 
and its associated receiving and trans-
mitting antennas shall be in accord-
ance with accepted principles of good 
engineering practice. Either hori-
zontal, vertical, or circular polariza-
tion of the electric field of the radiated 
signal may be employed. If the isola-
tion between the input and output cir-
cuits depends in part upon the polariza-
tion or directive properties of the 
transmitting and receiving antennas, 
the installation shall be sufficiently 
rugged to withstand the normal haz-
ards of the environment. 

(e) The operation of a UHF translator 
signal booster is subject to the condi-
tion that no harmful interference is 
caused to the reception of any station, 
broadcast or non-broadcast, other than 
the parent translator. The licensee of 
the UHF translator signal booster is 
expected to use reasonable diligence to 
minimize interference to the direct re-
ception of the parent translator sta-
tion. 

(f) UHF translator signal boosters 
may be operated unattended. Repairs 
and adjustments shall be made by a 
qualified person. The required quali-
fications are set forth in § 74.750 (g) and 
(h). 

(g) An individual call sign will not be 
assigned to a UHF translator booster 
station. The retransmission of the call 
sign of the parent translator will serve 
as station identification. 

(h) Applications for authority to con-
struct and operate a UHF translator 
signal booster shall be submitted on 
FCC Form 346A. No construction of fa-
cilities or installation of apparatus at 
the proposed transmitter site shall be 
made until a construction permit 
therefor has been issued by the Com-
mission. 

(i) The provisions of § 74.765 con-
cerning posting of station license shall 
apply to a UHF translator signal boost-
er except that the parent UHF trans-
lator call sign, followed by the word 
‘‘Booster’’, shall be displayed at the 
signal booster site. 

(j) The provisions of §§ 74.767 and 
74.781 concerning marking and lighting 
of antenna structures and station
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records, respectively, apply to UHF 
translator signal boosters.

NOTE: Effective July 11, 1975, no new UHF 
signal boosters will be authorized. Licensees 
of such existing boosters may make applica-
tion for renewal of license or change in fa-
cilities on the applicable FCC forms for Tele-
vision Broadcast Translator Stations (Form 
346, for construction permits; 347, for license 
to cover construction permit; and 303-S, for 
renewal of license). Report and Order, Dock-
et No. 20372. May 28, 1975.

[28 FR 13722, Dec. 14, 1963, as amended at 40 
FR 25022, June 12, 1975; 59 FR 63052, Dec. 7, 
1994]

§ 74.734 Attended and unattended op-
eration. 

(a) Low power TV, TV translator, and 
TV booster stations may be operated 
without a designated person in attend-
ance if the following requirements are 
met: 

(1) If the transmitter site cannot be 
promptly reached at all hours and in 
all seasons, means shall be provided so 
that the transmitting apparatus can be 
turned on and off at will from a point 
that readily is accessible at all hours 
and in all seasons. 

(2) The transmitter also shall be 
equipped with suitable automatic cir-
cuits that will place it in a nonradi-
ating condition in the absence of a sig-
nal on the input channel or circuit. 

(3) The transmitting and the ON/OFF 
control, if at a location other than the 
transmitter site, shall be adequately 
protected against tampering by unau-
thorized persons. 

(4) A letter notification must be filed 
with the FCC in Washington, DC, At-
tention: Video Division, Media Bureau, 
providing the name, address, and tele-
phone number of a person or persons 
who may be called to secure suspension 
of operation of the transmitter prompt-
ly should such action be deemed nec-
essary by the FCC. Such information 
shall be kept current by the licensee. 

(5) In cases where the antenna and 
supporting structure are considered to 
be a hazard to air navigation and are 
required to be painted and lighted 
under the provisions of part 17 of the 
Rules, the licensee shall make suitable 
arrangements for the daily observa-
tions, when required, and lighting 
equipment inspections required by 
§§ 17.37 and 17.38 of the FCC rules. 

(b) An application for authority to 
construct a new low power TV station 
(when rebroadcasting the programs of 
another station) or TV translator sta-
tion or to make changes in the facili-
ties of an authorized station, and that 
proposes unattended operation, shall 
include an adequate showing as to the 
manner of compliance with this sec-
tion. 

[47 FR 21500, May 18, 1982, as amended at 48 
FR 21487, May 12, 1983; 60 FR 55483, Nov. 1, 
1995; 63 FR 33878, June 22, 1998; 67 FR 13233, 
Mar. 21, 2002]

§ 74.735 Power limitations. 
(a) The maximum peak effective radi-

ated power (ERP) of an analog low 
power TV, TV translator, or TV boost-
er station shall not exceed: 

(1) 3 kW for VHF channels 2–13; and 
(2) 150 kW for UHF channels 14–69. 
(b) The maximum ERP of a digital 

low power TV, TV translator, or TV 
booster station (average power) shall 
not exceed: 

(1) 300 watts for VHF channels 2–13; 
and 

(2) 15 kW for UHF channels 14–69. 
(c) The limits in paragraphs (a) and 

(b) apply separately to the effective ra-
diated powers that may be obtained by 
the use of horizontally or vertically po-
larized transmitting antennas, pro-
viding the applicable provisions of 
§§ 74.705, 74.706, 74.707 and 74.709 are 
met. For either omnidirectional or di-
rectional antennas, where the ERP val-
ues of the vertically and horizontally 
polarized components are not of equal 
strength, the ERP limits shall apply to 
the polarization with the larger ERP. 
Applications proposing the use of direc-
tional antenna systems must be accom-
panied by the following: 

(1) Complete description of the pro-
posed antenna system, including the 
manufacturer and model number of the 
proposed directional antenna. It is not 
acceptable to label the antenna with 
only a generic term such as ‘‘Yagi’’ or 
‘‘Dipole’’. A specific model number 
must be provided. In the case of indi-
vidually designed antennas with no 
model number, or in the case of a com-
posite antenna composed of two or 
more individual antennas, the antenna 
should be described as a ‘‘custom’’ or 
‘‘composite’’ antenna, as appropriate.
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A full description of the design of the 
antenna should also be submitted. 

(2) Relative field horizontal plane 
pattern (horizontal polarization only) 
of the proposed directional antenna. A 
value of 1.0 should be used for the max-
imum radiation. The plot of the pat-
tern should be oriented so that 0° cor-
responds to the maximum radiation of 
the directional antenna or, alter-
natively in the case of a symmetrical 
pattern, to the line of symmetry. The 
0° on the plot should be referenced to 
the actual azimuth with respect to true 
North. 

(3) A tabulation of the relative field 
pattern required in paragraph (c)(2), of 
this section. The tabulation should use 
the same zero degree reference as the 
plotted pattern, and be tabulated at 
least every 10°. In addition, tabulated 
values of all maximas and minimas, 
with their corresponding azimuths, 
should be submitted. 

(4) All horizontal plane patterns 
must be plotted to the largest scale 
possible on unglazed letter-size polar 
coordinate paper (main engraving ap-
proximately 18 cm x 25 cm (7 inches x 
10 inches)) using only scale divisions 
and subdivisions of 1, 2, 2.5 or 5 times 
10-nth. Values of field strength on any 
pattern less than 10% of the maximum 
field strength plotted on that pattern 
must be shown on an enlarged scale. 

(5) The horizontal plane patterns 
that are required are the patterns for 
the complete directional antenna sys-
tem. In the case of a composite an-
tenna composed of two or more indi-
vidual antennas, this means that the 
patterns for the composite antenna 
composed of two or more individual an-
tennas, not the patterns for each of the 
individual antennas, must be sub-
mitted. 

[30 FR 8847, July 14, 1965, as amended at 41 
FR 28267, July 9, 1976; 47 FR 21500, May 18, 
1982; 48 FR 21487, May 12, 1983; 52 FR 7423, 
Mar. 11, 1987; 52 FR 31404, Aug. 20, 1987; 58 FR 
44951, Aug. 25, 1993; 62 FR 26722, May 14, 1997]

§ 74.736 Emissions and bandwidth. 
(a) The license of a low power TV, TV 

translator, or TV booster station au-
thorizes the transmission of the visual 
signal by amplitude modulation (A5) 
and the accompanying aural signal by 
frequency modulation (F3). 

(b) Standard width television chan-
nels will be assigned and the transmit-
ting apparatus shall be operated so as 
to limit spurious emissions to the low-
est practicable value. Any emissions 
including intermodulation products 
and radio frequency harmonics which 
are not essential for the transmission 
of the desired picture and sound infor-
mation shall be considered to be spu-
rious emissions. 

(c) Any emissions appearing on fre-
quencies more than 3 MHz above or 
below the upper and lower edges, re-
spectively, of the assigned channel 
shall be attenuated no less than: 

(1) 30 dB for transmitters rated at no 
more than 1 watt power output. 

(2) 50 dB for transmitters rated at 
more than 1 watt power output. 

(3) 60 dB for transmitters rated at 
more than 100 watts power output. 

(d) Greater attenuation than that 
specified in paragraph (c) of this sec-
tion may be required if interference re-
sults from emissions outside the as-
signed channel. 

[28 FR 13722, Dec. 14, 1963, as amended at 33 
FR 8677, June 13, 1968; 36 FR 19592, Oct. 8, 
1971; 47 FR 21500, May 18, 1982; 52 FR 31404, 
Aug. 20, 1987]

§ 74.737 Antenna location. 
(a) An applicant for a new low power 

TV, TV translator, or TV booster sta-
tion or for a change in the facilities of 
an authorized station shall endeavor to 
select a site that will provide a line-of-
sight transmission path to the entire 
area intended to be served and at which 
there is available a suitable signal 
from the primary station, if any, that 
will be retransmitted. 

(b) The transmitting antenna should 
be placed above growing vegetation and 
trees lying in the direction of the area 
intended to be served, to minimize the 
possibility of signal absorption by foli-
age. 

(c) A site within 8 kilometers of the 
area intended to be served is to be pre-
ferred if the conditions in paragraph (a) 
of this section can be met. 

(d) Consideration should be given to 
the accessibility of the site at all sea-
sons of the year and to the availability 
of facilities for the maintenance and 
operation of the transmitting equip-
ment.
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(e) The transmitting antenna should 
be located as near as is practical to the 
transmitter to avoid the use of long 
transmission lines and the associated 
power losses. 

(f) Consideration should be given to 
the existence of strong radio frequency 
fields from other transmitters at the 
site of the transmitting equipment and 
the possibility that such fields may re-
sult in the retransmissions of signals 
originating on frequencies other than 
that of the primary station being re-
broadcast. 

[47 FR 21500, May 18, 1982, as amended at 52 
FR 31404, Aug. 20, 1987]

§ 74.750 Transmission system facilities. 
(a) A low power TV, TV translator, or 

TV booster station shall operate with a 
transmitter that is either certificated 
for licensing under the provisions of 
this subpart or type notified for use 
under part 73 of this chapter. 

(b) Transmitting antennas, antennas 
used to receive the signals to be re-
broadcast, and transmission lines are 
not certificated by the FCC. External 
preamplifiers also may be used pro-
vided that they do not cause improper 
operation of the transmitting equip-
ment, and use of such preamplifiers is 
not necessary to meet the provisions of 
paragraph (c) of this section. 

(c) The following requirements must 
be met before low power TV and TV 
translator transmitters will be certifi-
cated by the FCC: 

(1) The equipment shall be so de-
signed that the electrical characteris-
tics of a standard television signal in-
troduced into the input terminals will 
be maintained at the output. The over-
all response of the apparatus within its 
assigned channel, when operating at its 
rated power output and measured at 
the output terminals, shall provide a 
smooth curve, varying within limits 
separated by no more than 4 dB: 
Provided, however, That means may be 
provided to reduce the amplitude of the 
aural carrier below those limits, if nec-
essary to prevent intermodulation 
which would mar the quality of the re-
transmitted picture or result in emis-
sions outside of the assigned channel. 

(2) Radio frequency harmonics of the 
visual and aural carriers, measured at 
the output terminals of the trans-

mitter, shall be attenuated no less 
than 60 dB below the peak visual out-
put power within the assigned channel. 
All other emissions appearing on fre-
quencies more than 3 megacycles above 
or below the upper and lower edges, re-
spectively, of the assigned channel 
shall be attenuated no less than: 

(i) 30 dB for transmitters rated at no 
more than 1 watt power output. 

(ii) 50 dB for transmitters rated at 
more than 1 watt power output. 

(iii) 60 dB for transmitters rated at 
more than 100 watts power output. 

(3) When subjected to variations in 
ambient temperature between minus 30 
degrees and plus 50 degrees Centigrade 
and variations in power main voltage 
between 85 percent and 115 percent of 
rated power supply voltage, the local 
oscillator frequency stability shall 
maintain the operating frequency with-
in: 

(i) 0.02 percent of its rated frequency 
for transmitters rated at no more than 
100 watts peak visual power. 

(ii) 0.002 percent of the rated fre-
quency for transmitters rated at more 
than 100 watts peak visual power. 

(iii) Plus or minus 1 kHz of its rated 
frequency for transmitters to be used 
at stations employing offset carrier 
frequency operation. 

(4) The apparatus shall contain auto-
matic circuits which will maintain the 
peak visual power output constant 
within 2 dB when the strength of the 
input signal is varied over a range of 30 
dB and which will not permit the peak 
visual power output to exceed the max-
imum rated power output under any 
condition. If a manual adjustment is 
provided to compensate for different 
average signal strengths, provision 
shall be made for determining the 
proper setting for the control, and if 
improper adjustment of the control 
could result in improper operation, a 
label shall be affixed at the adjustment 
control bearing a suitable warning. 

(5) The apparatus must be equipped 
with automatic controls that will place 
it in a non-radiating condition when no 
signal is being received on the input 
channel, either due to absence of a 
transmitted signal or failure of the re-
ceiving portion of the facilities used 
for rebroadcasting the signal of an-
other station. The automatic control
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may include a time delay feature to 
prevent interruptions caused by fading 
or other momentary failures of the in-
coming signal. 

(6) The tube or tubes employed in the 
final radio frequency amplifier shall be 
of the appropriate power rating to pro-
vide the rated power output of the 
translator. The normal operating con-
stants for operation at the rated power 
output shall be specified. The appa-
ratus shall be equipped with suitable 
meters or meter jacks so that appro-
priate voltage and current measure-
ments may be made while the appa-
ratus is in operation. 

(7) The transmitters of over 0.001 kW 
peak visual power (0.002 kW when cir-
cularly polarized antennas are used) 
shall be equipped with an automatic 
keying device that will transmit the 
call sign of the station, in Inter-
national Morse Code, at least once each 
hour during the time the station is in 
operation when operating in the trans-
lator mode retransmitting the pro-
gramming of a TV broadcast station. 
However, the identification by Morse 
Code is not required if the licensee of 
the low power TV or TV translator sta-
tion has an agreement with the TV 
broadcast station being rebroadcast to 
transmit aurally or visually the low 
power TV or TV translator station call 
as provided for in § 74.783. Transmission 
of the call sign can be accomplished by: 

(i) Frequency shift keying; the aural 
and visual carrier shift shall not be less 
than 5 kHz or greater than 25 kHz. 

(ii) Amplitude modulation of the 
aural carrier of at least 30% modula-
tion. The audio frequency tone used 
shall not be within 200 hertz of the 
Emergency Broadcast System Atten-
tion Signal alerting frequencies. 

(8) Wiring, shielding, and construc-
tion shall be in accordance with ac-
cepted principles of good engineering 
practice. 

(d) Low power TV, TV translator and 
transmitting equipment using a modu-
lation process for either program origi-
nation or rebroadcasting TV booster 
transmitting equipment using a modu-
lation process must meet the following 
requirements: 

(1) The equipment shall meet the re-
quirements of paragraphs (a)(1) and 
(b)(3) of § 73.687. 

(2) The stability of the equipment 
shall be sufficient to maintain the op-
erating frequency of the aural carrier 
to 4.5 MHz ± 1kHz above the visual car-
rier when subjected to variations in 
ambient temperature between 30° and 
+50° centigrade and variations in power 
main voltage between 85 and 115 per-
cent of rated power supply voltage. 

(e) Certification will be granted only 
upon a satisfactory showing that the 
apparatus is capable of meeting the re-
quirements of paragraphs (c) and (d) of 
this section. The following procedures 
shall apply: 

(1) Any manufacturer of apparatus 
intended for use at low power TV, TV 
translator, or TV booster stations may 
request certification by following the 
procedures set forth in part 2, subpart 
J, of this chapter. 

(2) Low power TV, TV translator, and 
TV booster transmitting apparatus 
that has been certificated by the FCC 
will normally be authorized without 
additional measurements from the ap-
plicant or licensee. 

(3) Applications for certification of 
modulators to be used with existing 
certificated TV translator apparatus 
must include the specifications elec-
trical and mechanical interconnecting 
requirements for the apparatus with 
which it is designed to be used. 

(4) Other rules concerning certifi-
cation, including information regard-
ing withdrawal of type acceptance, 
modification of certificated equipment 
and limitations on the findings upon 
which certification is based, are set 
forth in part 2, subpart J, of this chap-
ter. 

(f) The transmitting antenna system 
may be designed to produce horizontal, 
vertical, or circular polarization. 

(g) Low power TV, TV translator, or 
TV booster stations installing new cer-
tificated transmitting apparatus incor-
porating modulating equipment need 
not make equipment performance 
measurements and shall so indicate on 
the station license application. Sta-
tions adding new or replacing modu-
lating equipment in existing low power 
TV, TV translator, or TV booster sta-
tion transmitting apparatus must have 
a qualified person examine the trans-
mitting system after installation. This 
person must certify in the application
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for the station license that the trans-
mitting equipment meets the require-
ments of paragraph (d)(1) of this sec-
tion. A report of the methods, measure-
ments, and results must be kept in the 
station records. However, stations in-
stalling modulating equipment solely 
for the limited local origination of sig-
nals permitted by § 74.731 need not com-
ply with the requirements of this para-
graph. 

[28 FR 13722, Dec. 14, 1963, as amended at 33 
FR 8677, June 13, 1968; 36 FR 19592, Oct. 8, 
1971; 37 FR 25844, Dec. 5, 1972; 41 FR 17552, 
Apr. 27, 1976; 43 FR 1951, Jan. 13, 1978; 46 FR 
35465, July 8, 1981; 47 FR 21500, May 18, 1982; 
47 FR 30496, July 14, 1982; 52 FR 31404, Aug. 
20, 1987; 60 FR 55483, Nov. 1, 1995; 62 FR 26722, 
May 14, 1997; 63 FR 36605, July 7, 1998]

§ 74.751 Modification of transmission 
systems. 

(a) No change, either mechanical or 
electrical, may be made in apparatus 
which has been certificated by the 
Commission without prior authority of 
the Commission. If such prior author-
ity has been given to the manufacturer 
of certificated equipment, the manu-
facturer may issue instructions for 
such changes citing its authority. In 
such cases, individual licensees are not 
required to secure prior Commission 
approval but shall notify the Commis-
sion when such changes are completed. 

(b) Formal application (FCC Form 
346) is required for any of the following 
changes: 

(1) Replacement of the transmitter as 
a whole, except replacement with a 
transmitter of identical power rating 
which has been certificated by the FCC 
for use by low power TV, TV trans-
lator, and TV booster stations, or any 
change which could result in a change 
in the electrical characteristics or per-
formance of the station. 

(2) Any change in the transmitting 
antenna system, including the direc-
tion of radiation, directive antenna 
pattern, antenna gain, transmission 
line loss characteristics, or height of 
antenna center of radiation. 

(3) Any change in the overall height 
of the antenna structure, except where 
notice to the Federal Aviation Admin-
istration is specifically not required 
under § 17.14(b) of this chapter. 

(4) Any horizontal change of the loca-
tion of the antenna structure which 

would (i) be in excess of 152.4 meters 
(500 feet), or (ii) require notice to the 
Federal Aviation Administration pur-
suant to § 17.7 of the FCC’s Rules. 

(5) A change in frequency assign-
ment. 

(6) Any changes in the location of the 
transmitter except within the same 
building or upon the same pole or 
tower. 

(7) A change of authorized operating 
power. 

(c) Other equipment changes not spe-
cifically referred to in paragraphs (a) 
and (b) of this section may be made at 
the discretion of the licensee, provided 
that the FCC in Washington, DC, At-
tention: Video Division, Media Bureau, 
is notified in writing upon the comple-
tion of such changes. 

(d) Upon installation of new or re-
placement transmitting equipment for 
which prior FCC authority is not re-
quired under the provisions of this sec-
tion, the licensee must place in the sta-
tion records a certification that the 
new installation complies in all re-
spects with the technical requirements 
of this part and the station authoriza-
tion. 

[28 FR 13722, Dec. 14, 1963, as amended at 38 
FR 6827, Mar. 13, 1973; 39 FR 38652, Nov. 1, 
1974; 45 FR 26067, Apr. 17, 1980; 47 FR 21501, 
May 18, 1982; 48 FR 41423, Sept. 15, 1983; 50 FR 
23710, June 5, 1985; 52 FR 31405, Aug. 20, 1987; 
63 FR 33879, June 22, 1998; 63 FR 36605, July 7, 
1998; 67 FR 13233, Mar. 21, 2002]

§ 74.761 Frequency tolerance. 

The licensee of a low power TV, TV 
translator, or TV booster station shall 
maintain the transmitter output fre-
quencies as set forth below. The fre-
quency tolerance of stations using di-
rect frequency conversion of a received 
signal and not engaging in offset car-
rier operation as set forth in paragraph 
(d) of this section will be referenced to 
the authorized plus or minus 10 kHz 
offset, if any, of the primary station. 

(a) The visual carrier shall be main-
tained to within 0.02 percent of the as-
signed visual carrier frequency for 
transmitters rated at not more than 
100 watts peak visual power. 

(b) The visual carrier shall be main-
tained to within 0.002 percent of the as-
signed visual carrier frequency for
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transmitters rated at more than 100 
watts peak visual power. 

(c) The aural carrier of stations em-
ploying modulating equipment shall be 
maintained at 4.5 MHz ±1 kHz above 
the visual carrier frequency. 

(d) The visual carrier shall be main-
tained to within 1 kHz of the assigned 
channel carrier frequency if the low 
power TV, TV translator, or TV boost-
er station is authorized with a specified 
offset designation in order to provide 
protection under the provisions of 
§ 74.705 or § 74.707. 

[43 FR 1952, Jan. 13, 1978, as amended at 52 
FR 31405, Aug. 20, 1987]

§ 74.762 Frequency measurements. 
(a) The licensee of a low power TV 

station, a TV translator, or a TV boost-
er station must measure the carrier 
frequencies of its output channel as 
often as necessary to ensure operation 
within the specified tolerances, and at 
least once each calendar year at inter-
vals not exceeding 14 months. 

(b) In the event that a low power TV, 
TV translator, or TV booster station is 
found to be operating beyond the fre-
quency tolerance prescribed in § 74.761, 
the licensee promptly shall suspend op-
eration of the transmitter and shall 
not resume operation until transmitter 
has been restored to its assigned fre-
quencies. Adjustment of the frequency 
determining circuits of the transmitter 
shall be made only by a qualified per-
son in accordance with § 74.750(g). 

[52 FR 31405, Aug. 20, 1987]

§ 74.763 Time of operation. 
(a) A low power TV, TV translator, or 

TV booster station is not required to 
adhere to any regular schedule of oper-
ation. However, the licensee of a TV 
translator or TV booster station is ex-
pected to provide service to the extent 
that such is within its control and to 
avoid unwarranted interruptions in the 
service provided. 

(b) In the event that causes beyond 
the control of the low power TV or TV 
translator station licensee make it im-
possible to continue operating, the li-
censee may discontinue operation for a 
period of not more than 30 days with-
out further authority from the FCC. 
Notification must be sent to the FCC 

in Washington, DC, Attention: Video 
Division, Media Bureau, not later than 
the 10th day of discontinued operation. 
During such period, the licensee shall 
continue to adhere to the requirements 
in the station license pertaining to the 
lighting of antenna structures. In the 
event normal operation is restored 
prior to the expiration of the 30 day pe-
riod, the FCC in Washington, DC, At-
tention: Video Division, Media Bureau, 
shall be notified in writing of the date 
normal operations resumed. If causes 
beyond the control of the licensee 
make it impossible to comply within 
the allowed period, a request for Spe-
cial Temporary Authority (see § 73.1635 
of this chapter) shall be made to the 
FCC no later than the 30th day for such 
additional time as may be deemed nec-
essary. 

(c) Failure of a low power TV, TV 
translator, or TV booster station to op-
erate for a period of 30 days or more, 
except for causes beyond the control of 
the licensee, shall be deemed evidence 
of discontinuation of operation and the 
license of the station may be cancelled 
at the discretion of the FCC. Further-
more, the station’s license will expire 
as a matter of law, without regard to 
any causes beyond control of the li-
censee, if the station fails to transmit 
broadcast signals for any consecutive 
12-month period, notwithstanding any 
provision, term, or condition of the li-
cense to the contrary. 

(d) A television broadcast translator 
station shall not be permitted to radi-
ate during extended periods when sig-
nals of the primary station are not 
being retransmitted. 

[28 FR 13722, Dec. 14, 1963, as amended at 52 
FR 7423, Mar. 11, 1987; 52 FR 31405, Aug. 20, 
1987; 61 FR 28768, June 6, 1996; 63 FR 33879, 
June 22, 1998; 67 FR 13233, Mar. 21, 2002]

§ 74.765 Posting of station and oper-
ator licenses. 

(a) The station license and any other 
instrument of authorization or indi-
vidual order concerning the construc-
tion of the station or manner of oper-
ation shall be kept in the station 
record file so as to be available for in-
spection upon request of authorized 
representatives of the FCC. 

(b) The call sign of the station, to-
gether with the name, address, and
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telephone number of the licensee or 
local representative of the licensee, if 
the licensee does not reside in the com-
munity served by the station, and the 
name and address of the person and 
place where the station records are 
maintained, shall be displayed at the 
transmitter site on the structure sup-
porting the transmitting antenna, so 
as to be visible to a person standing on 
the ground. The display shall be main-
tained in legible condition by the li-
censee. 

[47 FR 21502, May 18, 1982, as amended at 52 
FR 7423, Mar. 11, 1987; 60 FR 55483, Nov. 1, 
1995]

§ 74.769 Copies of rules. 
The licensee or permittee of a station 

authorized under this subpart shall 
have a current copy of Volume I and 
Volume III of the Commission’s Rules. 
Each such licensee or permittee shall 
be familiar with those rules relating to 
stations authorized under this subpart. 
Copies of the Commission’s rules may 
be obtained from the Superintendent of 
Documents, Government Printing Of-
fice, Washington, DC 20402. 

[60 FR 55483, Nov. 1, 1995]

§ 74.780 Broadcast regulations applica-
ble to translators, low power, and 
booster stations. 

The following rules are applicable to 
TV translator, low power TV, and TV 
booster stations:

Section 73.653—Operation of TV aural and 
visual transmitters. 

Section 73.658—Affiliation agreements and 
network program practices; territorial 
exclusivity in non-network program ar-
rangements. 

Part 73, Subpart G—Emergency Broadcast 
System (for low power TV stations lo-
cally originating programming as de-
fined by § 74.701(h)). 

Section 73.1201—Station identification (for 
low power TV stations locally origi-
nating programming as defined by 
§ 74.701(h)). 

Section 73.1206—Broadcast of telephone con-
versations. 

Section 73.1207—Rebroadcasts. 
Section 73.1208—Broadcast of taped, filmed 

or recorded material. 
Section 73.1211—Broadcast of lottery infor-

mation. 
Section 73.1212—Sponsorship identifications; 

list retention, related requirements. 

Section 73.1216—Licensee conducted con-
tests. 

Section 73.1510—Experimental authoriza-
tions. 

Section 73.1515—Special field test authoriza-
tions. 

Section 73.1615—Operation during modifica-
tions of facilities. 

Section 73.1635—Special temporary author-
izations (STA). 

Section 73.1650—International broadcasting 
agreements. 

Section 73.1680—Emergency antennas. 
Section 73.1692—Construction near or instal-

lations on an AM broadcast tower. 
Section 73.1940—Broadcasts by candidates for 

public office. 
Section 73.2080—Equal employment opportu-

nities (for low power TV stations only). 
Section 73.3500—Application and report 

forms. 
Section 73.3511—Applications required. 
Section 73.3512—Where to file; number of 

copies. 
Section 73.3513—Signing of applications. 
Section 73.3514—Content of applications. 
Section 73.3516—Specification of facilities. 
Section 73.3517—Contingent applications. 
Section 73.3518—Inconsistent or conflicting 

applications. 
Section 73.3519—Repetitious applications. 
Section 73.3521—Mutually exclusive applica-

tions for low power TV and TV translator 
stations. 

Section 73.3522—Amendment of applications. 
Section 73.3525—Agreements for removing 

application conflicts. 
Section 73.3533—Application for construction 

permit or modification of construction 
permit. 

Section 73.3534—Application for extension of 
construction permit or for construction 
permit to replace expired construction 
permit. 

Section 73.3536—Application for license to 
cover construction permit. 

Section 73.3538 (a)(1)(3)(4), (b)(2)—Application 
to make changes in existing station. 

Section 73.3539—Application for renewal of 
license. 

Section 73.3540—Application for voluntary 
assignment of transfer of control. 

Section 73.3541—Application for involuntary 
assignment or transfer of control. 

Section 73.3542—Application for emergency 
authorization. 

Section 73.3544—Application to obtain a 
modified station license. 

Section 73.3545—Application for permit to de-
liver programs to foreign stations. 

Section 73.3550—Requests for new or modi-
fied call sign assignments. 

Section 73.3561—Staff consideration of appli-
cations requiring Commission action. 

Section 73.3562—Staff consideration of appli-
cations not requiring action by the Com-
mission.
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Section 73.3564—Acceptance of applications. 
Section 73.3566—Defective applications. 
Section 73.3568—Dismissal of applications. 
Section 73.3572—Processing of TV broadcast, 

low power TV, and TV translator station 
applications. 

Section 73.3580—Local public notice of filing 
of broadcast applications. 

Section 73.3584—Petitions to deny. 
Section 73.3587—Informal objections. 
Section 73.3591—Grants without hearing. 
Section 73.3593—Designation for hearing. 
Section 73.3594—Local public notice of des-

ignation for hearing. 
Section 73.3597—Procedures on transfer and 

assignment applications. 
Section 73.3598—Period of construction. 
Section 73.3599—Forfeiture of construction 

permit. 
Section 73.3601—Simultaneous modification 

and renewal of license. 
Section 73.3603—Special waiver procedure 

relative to applications. 
Section 73.3612—Annual employment report 

(for low power TV stations only). 
Section 73.3613—Filing of contracts (network 

affiliation contracts for low power TV 
stations only).

[52 FR 7423, Mar. 11, 1987, as amended at 52 
FR 25867, July 9, 1987; 52 FR 31405, Aug. 20, 
1987; 56 FR 28099, June 19, 1991; 59 FR 31557, 
June 20, 1994; 62 FR 51063, Sept. 30, 1997]

§ 74.781 Station records. 
(a) The licensee of a low power TV, 

TV translator, or TV booster station 
shall maintain adequate station 
records, including the current instru-
ment of authorization, official cor-
respondence with the FCC, contracts, 
permission for rebroadcasts, and other 
pertinent documents. 

(b) Entries required by § 17.49 of this 
Chapter concerning any observed or 
otherwise known extinguishment or 
improper functioning of a tower light: 

(1) The nature of such extinguish-
ment or improper functioning. 

(2) The date and time the extinguish-
ment or improper operation was ob-
served or otherwise noted. 

(3) The date, time and nature of ad-
justments, repairs or replacements 
made. 

(c) The station records shall be main-
tained for inspection at a residence, of-
fice, or public building, place of busi-
ness, or other suitable place, in one of 
the communities of license of the 
translator or booster, except that the 
station records of a booster or trans-
lator licensed to the licensee of the pri-

mary station may be kept at the same 
place where the primary station 
records are kept. The name of the per-
son keeping station records, together 
with the address of the place where the 
records are kept, shall be posted in ac-
cordance with § 74.765(c) of the rules. 
The station records shall be made 
available upon request to any author-
ized representative of the Commission. 

(d) Station logs and records shall be 
retained for a period of two years. 

[48 FR 44806, Sept. 30, 1983, as amended at 52 
FR 31405, Aug. 20, 1987]

§ 74.783 Station identification. 
(a) Each low power TV and TV trans-

lator station not originating local pro-
gramming as defined by § 74.701(h) oper-
ating over 0.001 kw peak visual power 
(0.002 kw when using circularly polar-
ized antennas) must transmit its sta-
tion identification as follows: 

(1) By transmitting the call sign in 
International Morse Code at least once 
each hour. This transmission may be 
accomplished by means of an auto-
matic device as required by 
§ 74.750(c)(7). Call sign transmission 
shall be made at a code speed not in ex-
cess of 20 words per minute; or 

(2) By arranging for the primary sta-
tion, whose signal is being rebroadcast, 
to identify the translator station by 
transmitting an easily readable visual 
presentation or a clearly understand-
able aural presentation of the trans-
lator station’s call letters and location. 
Two such identifications shall be made 
between 7 a.m. and 9 a.m. and 3 p.m. 
and 5 p.m. each broadcast day at ap-
proximately one hour intervals during 
each time period. Television stations 
which do not begin their broadcast day 
before 9 a.m. shall make these identi-
fications in the hours closest to these 
time periods at the specified intervals. 

(b) Licensees of television translators 
whose station identification is made by 
the television station whose signals are 
being rebroadcast by the translator, 
must secure agreement with this tele-
vision station licensee to keep in its 
file, and available to FCC personnel, 
the translator’s call letters and loca-
tion, giving the name, address and tele-
phone number of the licensee or his 
service representative to be contacted 
in the event of malfunction of the
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translator. It shall be the responsi-
bility of the translator licensee to fur-
nish current information to the tele-
vision station licensee for this purpose. 

(c) A low power TV station shall 
comply with the station identification 
procedures given in § 73.1201 when lo-
cally originating programming, as de-
fined by § 74.701(h). The identification 
procedures given in paragraphs (a) and 
(b) are to be used at all other times. 

(d) Call signs for low power TV and 
TV translator stations will be made up 
of the initial letter K or W followed by 
the channel number assigned to the 
station and two additional letters. The 
use of the initial letter generally will 
follow the pattern used in the broad-
cast service, i.e., stations west of the 
Mississippi River will be assigned an 
initial letter K and those east, the let-
ter W. The two letter combinations fol-
lowing the channel number will be as-
signed in order and requests for the as-
signment of the particular combina-
tions of letters will not be considered. 
The channel number designator for 
Channels 2 through 9 will be incor-
porated in the call sign as a 2-digit 
number, i.e., 02, 03, . . . ., so as to avoid 
similarities with call signs assigned to 
amateur radio stations. 

(e) Low power TV permittees or li-
censees may request that they be as-
signed four-letter call signs in lieu of 
the five-character alpha-numeric call 
signs described in paragraph (d) of this 
section. Parties requesting four-letter 
call signs are to follow the procedures 
delineated in § 73.3550 of this chapter. 
Such four-letter call signs shall begin 
with K or W; stations west of the Mis-
sissippi River will be assigned an ini-
tial letter K and stations east of the 
Mississippi River will be assigned an 
initial letter W. The four-letter call 
sign will be followed by the suffix ‘‘-
LP.’’

(f) TV broadcast booster station shall 
be identified by their primary stations 
by broadcasting of the primary sta-
tion’s call letters and location in ac-
cordance with the provisions of § 73.1201 
of this chapter. 

[41 FR 17552, Apr. 27, 1976, as amended at 47 
FR 21502, May 18, 1982; 52 FR 7424, Mar. 11, 
1987; 52 FR 31405, Aug. 20, 1987; 59 FR 31557, 
June 20, 1994; 63 FR 71604, Dec. 29, 1998]

§ 74.784 Rebroadcasts. 

(a) The term rebroadcast means the 
reception by radio of the programs or 
other signals of a radio or television 
station and the simultaneous or subse-
quent retransmission of such programs 
or signals for direct reception by the 
general public. 

(b) The licensee of a low power TV or 
TV translator station shall not re-
broadcast the programs of any other 
TV broadcast station or other station 
authorized under the provisions of this 
Subpart without obtaining prior con-
sent of the station whose signals or 
programs are proposed to be retrans-
mitted. The FCC, Attention: Video Di-
vision, Media Bureau, shall be notified 
of the call letters of each station re-
broadcast, and the licensee of the low 
power TV or TV broadcast translator 
station shall certify it has obtained 
written consent from the licensee of 
the station whose programs are being 
retransmitted. 

(c) A TV translator station may re-
broadcast only programs and signals 
that are simultaneously transmitted 
by a TV broadcast station. 

(d) A TV booster station may re-
broadcast only programs and signals 
that are simultaneously transmitted 
by the primary station to which it is 
authorized. 

(e) The provisions of § 73.1207 of part 
73 of this chapter apply to low power 
TV stations in transmitting any mate-
rial during periods of program origina-
tion obtained from the transmissions 
of any other type of station. 

(Sec. 325, 48 Stat. 1091; 47 U.S.C. 325) 

[28 FR 13722, Dec. 14, 1963, as amended at 47 
FR 21502, May 18, 1982; 52 FR 31405, Aug. 20, 
1987; 63 FR 33879, June 22, 1998; 67 FR 13234, 
Mar. 21, 2002]

§ 74.785 Low power TV digital data 
service pilot project. 

Low power TV stations authorized 
pursuant to the LPTV Digital Data 
Services Act (Public Law 106–554, 114 
Stat. 4577, December 1, 2000) to partici-
pate in a digital data service pilot 
project shall be subject to the provi-
sions of the Commission Order imple-
menting that Act. FCC 01–137, adopted
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April 19, 2001, as modified by the Com-
mission Order on Reconsideration, FCC 
02–40, adopted February 12, 2002. 

[67 FR 9621, Mar. 4, 2002]

Subpart H—Low Power Auxiliary 
Stations

§ 74.801 Definitions. 
Cable television system operator. A 

cable television operator is defined in 
§ 76.5(cc) of the rules. 

Low power auxiliary station. An auxil-
iary station authorized and operated 
pursuant to the provisions set forth in 
this subpart. Devices authorized as low 
power auxiliary stations are intended 
to transmit over distances of approxi-
mately 100 meters for uses such as 
wireless microphones, cue and control 
communications, and synchronization 
of TV camera signals. 

Motion picture producer. Motion pic-
ture producer refers to a person or or-
ganization engaged in the production 
or filming of motion pictures. 

Television program producer. Tele-
vision program producer refers to a 
person or organization engaged in the 
production of television programs. 

(Sec. 5, 48 Stat. 1068; 47 U.S.C. 155) 

[42 FR 14729, March 16, 1977, as amended at 43 
FR 14662, Apr. 7, 1978; 51 FR 4603, Feb. 6, 1986; 
51 FR 9966, Mar. 24, 1986; 54 FR 41842, Oct. 12, 
1989]

§ 74.802 Frequency assignment. 
(a) Frequencies within the following 

bands may be assigned for use by low 
power auxiliary stations:

26.100–26.480 MHz 
54.000–72.000 MHz 
76.000–88.000 MHz 
161.625–161.775 MHz (except in Puerto Rico or 

the Virgin Islands) 
174.000–216.000 MHz 
450.000–451.000 MHz 
455.000–456.000 MHz 
470.000–488.000 MHz 
488.000–494.000 MHz (except Hawaii) 
494.000–608.000 MHz 
614.000–806.000 MHz 
944.000–952.000 MHz

(b) Operations in the bands allocated 
for TV broadcasting, listed below, are 
limited to locations removed from ex-
isting co-channel TV broadcast sta-
tions by not less than the following 

distances unless otherwise authorized 
by the FCC. (See § 73.609 for zone defini-
tions.) 

(1) 54.000–72.000 MHz and 76.000–88.000 
MHz:

Zone I 105 km (65 miles)
Zones II and III 129 km (80 miles)

(2) 174.000–216.000 MHz

Zone I 97 km (60 miles)
Zones II and III 129 km (80 miles)

(3) 480.000–608.000 MHz and 614.000—
806.000 MHz

All zones 113 km (70 miles)

(c) Specific frequency operation is re-
quired when operating within the 
bands allocated for TV broadcasting. 

(1) The frequency selection shall be 
offset from the upper or lower band 
limits by 25 kHz or an integral mul-
tiple thereof. 

(2) One or more adjacent 25 kHz seg-
ments within the assignable fre-
quencies may be combined to form a 
channel whose maximum bandwidth 
shall not exceed 200 kHz. 

(d) Low power auxiliary licensees 
will not be granted exclusive frequency 
assignments. 

[52 FR 2535, Jan. 23, 1987]

§ 74.803 Frequency selection to avoid 
interference. 

(a) Where two or more low power 
auxiliary licensees need to operate in 
the same area, the licensees shall en-
deavor to select frequencies or sched-
ule operation in such manner as to 
avoid mutual interference. If a mutu-
ally satisfactory arrangement cannot 
be reached, the Commission shall be 
notified and it will specify the fre-
quency or frequencies to be employed 
by each licensee. 

(b) The selection of frequencies in the 
bands allocated for TV broadcasting for 
use in any area shall be guided by the 
need to avoid interference to TV broad-
cast reception. In these bands, low 
power auxiliary station usage is sec-
ondary to TV broadcasting and land 
mobile stations operating in the UHF–
TV spectrum and must not cause harm-
ful interference. If such interference 
occurs, low power auxiliary station op-
eration must immediately cease and
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