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§ 27.2 Special retroactive require-
ments. 

(a) For each rotorcraft manufactured 
after September 16, 1992, each applicant 
must show that each occupant’s seat is 
equipped with a safety belt and shoul-
der harness that meets the require-
ments of paragraphs (a), (b), and (c) of 
this section. 

(1) Each occupant’s seat must have a 
combined safety belt and shoulder har-
ness with a single-point release. Each 
pilot’s combined safety belt and shoul-
der harness must allow each pilot, 
when seated with safety belt and shoul-
der harness fastened, to perform all 
functions necessary for flight oper-
ations. There must be a means to se-
cure belts and harnesses, when not in 
use, to prevent interference with the 
operation of the rotorcraft and with 
rapid egress in an emergency. 

(2) Each occupant must be protected 
from serious head injury by a safety 
belt plus a shoulder harness that will 
prevent the head from contacting any 
injurious object. 

(3) The safety belt and shoulder har-
ness must meet the static and dynamic 
strength requirements, if applicable, 
specified by the rotorcraft type certifi-
cation basis. 

(4) For purposes of this section, the 
date of manufacture is either— 

(i) The date the inspection accept-
ance records, or equivalent, reflect 
that the rotorcraft is complete and 
meets the FAA-Approved Type Design 
Data; or 

(ii) The date the foreign civil air-
worthiness authority certifies that the 
rotorcraft is complete and issues an 
original standard airworthiness certifi-
cate, or equivalent, in that country. 

(b) For rotorcraft with a certification 
basis established prior to October 18, 
1999— 

(1) The maximum passenger seat ca-
pacity may be increased to eight or 
nine provided the applicant shows com-
pliance with all the airworthiness re-
quirements of this part in effect on Oc-
tober 18, 1999. 

(2) The maximum weight may be in-
creased to greater than 6,000 pounds 
provided— 

(i) The number of passenger seats is 
not increased above the maximum 

number certificated on October 18, 1999, 
or 

(ii) The applicant shows compliance 
with all of the airworthiness require-
ments of this part in effect on October 
18, 1999. 

[Doc. No. 26078, 56 FR 41051, Aug. 16, 1991, as 
amended by Amdt. 27–37, 64 FR 45094, Aug. 18, 
1999]

Subpart B—Flight
GENERAL

§ 27.21 Proof of compliance. 
Each requirement of this subpart 

must be met at each appropriate com-
bination of weight and center of grav-
ity within the range of loading condi-
tions for which certification is re-
quested. This must be shown— 

(a) By tests upon a rotorcraft of the 
type for which certification is re-
quested, or by calculations based on, 
and equal in accuracy to, the results of 
testing; and 

(b) By systematic investigation of 
each required combination of weight 
and center of gravity if compliance 
cannot be reasonably inferred from 
combinations investigated. 

[Doc. No. 5074, 29 FR 15695, Nov. 24, 1964, as 
amended by Amdt. 27–21, 49 FR 44432, Nov. 6, 
1984]

§ 27.25 Weight limits. 
(a) Maximum weight. The maximum 

weight (the highest weight at which 
compliance with each applicable re-
quirement of this part is shown) must 
be established so that it is— 

(1) Not more than— 
(i) The highest weight selected by the 

applicant; 
(ii) The design maximum (the highest 

weight at which compliance with each 
applicable structural loading condition 
of this part is shown); or 

(iii) The highest weight at which 
compliance with each applicable flight 
requirement of this part is shown; and 

(2) Not less than the sum of— 
(i) The empty weight determined 

under § 27.29; and 
(ii) The weight of usable fuel appro-

priate to the intended operation with 
full payload; 

(iii) The weight of full oil capacity; 
and 
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(iv) For each seat, an occupant 
weight of 170 pounds or any lower 
weight for which certification is re-
quested. 

(b) Minimum weight. The minimum 
weight (the lowest weight at which 
compliance with each applicable re-
quirement of this part is shown) must 
be established so that it is— 

(1) Not more than the sum of— 
(i) The empty weight determined 

under § 27.29; and 
(ii) The weight of the minimum crew 

necessary to operate the rotorcraft, as-
suming for each crewmember a weight 
no more than 170 pounds, or any lower 
weight selected by the applicant or in-
cluded in the loading instructions; and 

(2) Not less than— 
(i) The lowest weight selected by the 

applicant; 
(ii) The design minimum weight (the 

lowest weight at which compliance 
with each applicable structural loading 
condition of this part is shown); or 

(iii) The lowest weight at which com-
pliance with each applicable flight re-
quirement of this part is shown. 

(c) Total weight with jettisonable exter-
nal load. A total weight for the rotor-
craft with a jettisonable external load 
attached that is greater than the max-
imum weight established under para-
graph (a) of this section may be estab-
lished for any rotorcraft-load combina-
tion if— 

(1) The rotorcraft-load combination 
does not include human external cargo, 

(2) Structural component approval 
for external load operations under ei-
ther § 27.865 or under equivalent oper-
ational standards is obtained, 

(3) The portion of the total weight 
that is greater than the maximum 
weight established under paragraph (a) 
of this section is made up only of the 
weight of all or part of the jettisonable 
external load, 

(4) Structural components of the 
rotorcraft are shown to comply with 
the applicable structural requirements 
of this part under the increased loads 
and stresses caused by the weight in-
crease over that established under 
paragraph (a) of this section, and 

(5) Operation of the rotorcraft at a 
total weight greater than the max-
imum certificated weight established 
under paragraph (a) of this section is 

limited by appropriate operating limi-
tations under § 27.865(a) and (d) of this 
part. 

(Secs. 313(a), 601, 603, 604, and 605 of the Fed-
eral Aviation Act of 1958 (49 U.S.C. 1354(a), 
1421, 1423, 1424, and 1425); and sec. 6(c) of the 
Dept. of Transportation Act (49 U.S.C. 
1655(c))) 

[Doc. No. 5074, 29 FR 15695, Nov. 29, 1964, as 
amended by Amdt. 27–11, 41 FR 55468, Dec. 20, 
1976; Amdt. 25–42, 43 FR 2324, Jan. 16, 1978; 
Amdt. 27–36, 64 FR 43019, Aug. 6, 1999]

§ 27.27 Center of gravity limits. 
The extreme forward and aft centers 

of gravity and, where critical, the ex-
treme lateral centers of gravity must 
be established for each weight estab-
lished under § 27.25. Such an extreme 
may not lie beyond— 

(a) The extremes selected by the ap-
plicant; 

(b) The extremes within which the 
structure is proven; or 

(c) The extremes within which com-
pliance with the applicable flight re-
quirements is shown. 

[Amdt. 27–2, 33 FR 962, Jan. 26, 1968]

§ 27.29 Empty weight and cor-
responding center of gravity. 

(a) The empty weight and cor-
responding center of gravity must be 
determined by weighing the rotorcraft 
without the crew and payload, but 
with— 

(1) Fixed ballast; 
(2) Unusable fuel; and 
(3) Full operating fluids, including— 
(i) Oil; 
(ii) Hydraulic fluid; and 
(iii) Other fluids required for normal 

operation of roto-craft systems, except 
water intended for injection in the en-
gines. 

(b) The condition of the rotorcraft at 
the time of determining empty weight 
must be one that is well defined and 
can be easily repeated, particularly 
with respect to the weights of fuel, oil, 
coolant, and installed equipment. 

(Secs. 313(a), 601, 603, 604, and 605 of the Fed-
eral Aviation Act of 1958 (49 U.S.C. 1354(a), 
1421, 1423, 1424, and 1425); and sec. 6(c) of the 
Dept. of Transportation Act (49 U.S.C. 
1655(c))) 

[Doc. No. 5074, 29 FR 15695, Nov. 24, 1964, as 
amended by Amdt. 27–14, 43 FR 2324, Jan. 16, 
1978]
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§ 27.31 Removable ballast. 
Removable ballast may be used in 

showing compliance with the flight re-
quirements of this subpart.

§ 27.33 Main rotor speed and pitch lim-
its. 

(a) Main rotor speed limits. A range of 
main rotor speeds must be established 
that— 

(1) With power on, provides adequate 
margin to accommodate the variations 
in rotor speed occurring in any appro-
priate maneuver, and is consistent 
with the kind of governor or synchro-
nizer used; and 

(2) With power off, allows each appro-
priate autorotative maneuver to be 
performed throughout the ranges of 
airspeed and weight for which certifi-
cation is requested. 

(b) Normal main rotor high pitch limits 
(power on). For rotocraft, except heli-
copters required to have a main rotor 
low speed warning under paragraph (e) 
of this section. It must be shown, with 
power on and without exceeding ap-
proved engine maximum limitations, 
that main rotor speeds substantially 
less than the minimum approved main 
rotor speed will not occur under any 
sustained flight condition. This must 
be met by— 

(1) Appropriate setting of the main 
rotor high pitch stop; 

(2) Inherent rotorcraft characteris-
tics that make unsafe low main rotor 
speeds unlikely; or 

(3) Adequate means to warn the pilot 
of unsafe main rotor speeds. 

(c) Normal main rotor low pitch limits 
(power off). It must be shown, with 
power off, that— 

(1) The normal main rotor low pitch 
limit provides sufficient rotor speed, in 
any autorotative condition, under the 
most critical combinations of weight 
and airspeed; and 

(2) It is possible to prevent over-
speeding of the rotor without excep-
tional piloting skill. 

(d) Emergency high pitch. If the main 
rotor high pitch stop is set to meet 
paragraph (b)(1) of this section, and if 
that stop cannot be exceeded inadvert-
ently, additional pitch may be made 
available for emergency use. 

(e) Main rotor low speed warning for 
helicopters. For each single engine 

helicopter, and each multiengine heli-
copter that does not have an approved 
device that automatically increases 
power on the operating engines when 
one engine fails, there must be a main 
rotor low speed warning which meets 
the following requirements: 

(1) The warning must be furnished to 
the pilot in all flight conditions, in-
cluding power-on and power-off flight, 
when the speed of a main rotor ap-
proaches a value that can jeopardize 
safe flight. 

(2) The warning may be furnished ei-
ther through the inherent aerodynamic 
qualities of the helicopter or by a de-
vice. 

(3) The warning must be clear and 
distinct under all conditons, and must 
be clearly distinguishable from all 
other warnings. A visual device that 
requires the attention of the crew 
within the cockpit is not acceptable by 
itself. 

(4) If a warning device is used, the de-
vice must automatically deactivate 
and reset when the low-speed condition 
is corrected. If the device has an audi-
ble warning, it must also be equipped 
with a means for the pilot to manually 
silence the audible warning before the 
low-speed condition is corrected. 

(Secs. 313(a), 601, 603, 604, and 605 of the Fed-
eral Aviation Act of 1958 (49 U.S.C. 1354(a), 
1421, 1423, 1424, and 1425); and sec. 6(c) of the 
Dept. of Transportation Act (49 U.S.C. 
1655(c))) 

[Doc. No. 5074, 29 FR 15695, Nov. 24, 1964, as 
amended by Amdt. 27–2, 33 FR 962, Jan. 26, 
1968; Amdt. 27–14, 43 FR 2324, Jan. 16, 1978]

PERFORMANCE

§ 27.45 General. 
(a) Unless otherwise prescribed, the 

performance requirements of this sub-
part must be met for still air and a 
standard atmosphere. 

(b) The performance must correspond 
to the engine power available under the 
particular ambient atmospheric condi-
tions, the particular flight condition, 
and the relative humidity specified in 
paragraphs (d) or (e) of this section, as 
appropriate. 

(c) The available power must cor-
respond to engine power, not exceeding 
the approved power, less— 

(1) Installation losses; and 
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(2) The power absorbed by the acces-
sories and services appropriate to the 
particular ambient atmopheric condi-
tions and the particular flight condi-
tion. 

(d) For reciprocating engine-powered 
rotorcraft, the performance, as affected 
by engine power, must be based on a 
relative humidity of 80 percent in a 
standard atmosphere. 

(e) For turbine engine-powered rotor-
craft, the performance, as affected by 
engine power, must be based on a rel-
ative humidity of— 

(1) 80 percent, at and below standard 
temperature; and 

(2) 34 percent, at and above standard 
temperature plus 50 degrees F. Between 
these two temperatures, the relative 
humidity must vary linearly. 

(f) For turbine-engine-powered rotor-
craft, a means must be provided to per-
mit the pilot to determine prior to 
takeoff that each engine is capable of 
developing the power necessary to 
achieve the applicable rotorcraft per-
formance prescribed in this subpart. 

(Secs. 313(a), 601, 603, 604, and 605 of the Fed-
eral Aviation Act of 1958 (49 U.S.C. 1354(a), 
1421, 1423, 1424, and 1425); and sec. 6(c) of the 
Dept. of Transportation Act (49 U.S.C. 
1655(c))) 

[Amdt. 27–14, 43 FR 2324, Jan. 16, 1978, as 
amended by Amdt. 27–21, 49 FR 44432, Nov. 6, 
1984]

§ 27.51 Takeoff. 

(a) The takeoff, with takeoff power 
and r.p.m., and with the extreme for-
ward center of gravity— 

(1) May not require exceptional pilot-
ing skill or exceptionally favorable 
conditions; and 

(2) Must be made in such a manner 
that a landing can be made safely at 
any point along the flight path if an 
engine fails. 

(b) Paragraph (a) of this section must 
be met throughout the ranges of— 

(1) Altitude, from standard sea level 
conditions to the maximum altitude 
capability of the rotorcraft, or 7,000 
feet, whichever is less; and 

(2) Weight, from the maximum 
weight (at sea level) to each lesser 
weight selected by the applicant for 
each altitude covered by paragraph 
(b)(1) of this section.

§ 27.65 Climb: all engines operating. 
(a) For rotorcraft other than heli-

copters— 
(1) The steady rate of climb, at VY, 

must be determined— 
(i) With maximum continuous power 

on each engine; 
(ii) With the landing gear retracted; 

and 
(iii) For the weights, altitudes, and 

temperatures for which certification is 
requested; and 

(2) The climb gradient, at the rate of 
climb determined in accordance with 
paragraph (a)(1) of this section, must 
be either— 

(i) At least 1:10 if the horizontal dis-
tance required to take off and climb 
over a 50-foot obstacle is determined 
for each weight, altitude, and tempera-
ture within the range for which certifi-
cation is requested; or 

(ii) At least 1:6 under standard sea 
level conditions. 

(b) Each helicopter must meet the 
following requirements: 

(1) VY must be determined— 
(i) For standard sea level conditions; 
(ii) At maximum weight; and 
(iii) With maximum continuous 

power on each engine. 
(2) The steady rate of climb must be 

determined— 
(i) At the climb speed selected by the 

applicant at or below VNE; 
(ii) Within the range from sea level 

up to the maximum altitude for which 
certification is requested; 

(iii) For the weights and tempera-
tures that correspond to the altitude 
range set forth in paragraph (b)(2)(ii) of 
this section and for which certification 
is requested; and 

(iv) With maximum continuous power 
on each engine. 

(Secs. 313(a), 601, 603, 604, and 605 of the Fed-
eral Aviation Act of 1958 (49 U.S.C. 1354(a), 
1421, 1423, 1424, and 1425); and sec. 6(c) of the 
Dept. of Transportation Act (49 U.S.C. 
1655(c))) 

[Doc. No. 5074, 29 FR 15695, Nov. 24, 1964, as 
amended by Amdt. 27–14, 43 FR 2324, Jan. 16, 
1978; Amdt. 27–33, 61 FR 21907, May 10, 1996]

§ 27.67 Climb: one engine inoperative. 
For multiengine helicopters, the 

steady rate of climb (or descent), at Vy 
(or at the speed for minimum rate of 
descent), must be determined with— 
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(a) Maximum weight; 
(b) The critical engine inoperative 

and the remaining engines at either— 
(1) Maximum continuous power and, 

for helicopters for which certification 
for the use of 30-minute OEI power is 
requested, at 30-minute OEI power; or 

(2) Continuous OEI power for heli-
copters for which certification for the 
use of continuous OEI power is re-
quested. 

(Secs. 313(a), 601, 603, 604, and 605 of the Fed-
eral Aviation Act of 1958 (49 U.S.C. 1354(a), 
1421, 1423, 1424, and 1425); and sec. 6(c) of the 
Dept. of Transportation Act (49 U.S.C. 
1655(c))) 

[Doc. No 5074, 29 FR 15695, Nov. 24, 1964, as 
amended by Amdt. 27–23, 53 FR 34210, Sept. 2, 
1988]

§ 27.71 Glide performance. 
For single-engine helicopters and 

multiengine helicopters that do not 
meet the Category A engine isolation 
requirements of Part 29 of this chapter, 
the minimum rate of descent airspeed 
and the best angle-of-glide airspeed 
must be determined in autorotation 
at— 

(a) Maximum weight; and 
(b) Rotor speed(s) selected by the ap-

plicant. 

[Amdt. 27–21, 49 FR 44433, Nov. 6, 1984]

§ 27.73 Performance at minimum oper-
ating speed. 

(a) For helicopters— 
(1) The hovering ceiling must be de-

termined over the ranges of weight, al-
titude, and temperature for which cer-
tification is requested, with— 

(i) Takeoff power; 
(ii) The landing gear extended; and 
(iii) The helicopter in ground effect 

at a height consistent with normal 
takeoff procedures; and 

(2) The hovering ceiling determined 
under paragraph (a)(1) of this section 
must be at least— 

(i) For reciprocating engine powered 
helicopters, 4,000 feet at maximum 
weight with a standard atmosphere; or 

(ii) For turbine engine powered heli-
copters, 2,500 feet pressure altitude at 
maximum weight at a temperature of 
standard +40 degrees F. 

(b) For rotorcraft other than heli-
copters, the steady rate of climb at the 
minimum operating speed must be de-

termined, over the ranges of weight, al-
titude, and temperature for which cer-
tification is requested, with— 

(1) Takeoff power; and 
(2) The landing gear extended.

§ 27.75 Landing. 

(a) The rotorcraft must be able to be 
landed with no excessive vertical accel-
eration, no tendency to bounce, nose 
over, ground loop, porpoise, or water 
loop, and without exceptional piloting 
skill or exceptionally favorable condi-
tions, with— 

(1) Approach or glide speeds appro-
priate to the type of rotorcraft and se-
lected by the applicant; 

(2) The approach and landing made 
with— 

(i) Power off, for single-engine rotor-
craft; and 

(ii) For multiengine rotocraft, one 
engine inoperative and with each oper-
ating engine within approved operating 
limitations; and 

(3) The approach and landing entered 
from steady autorotation. 

(b) Multiengine rotorcraft must be 
able to be landed safely after complete 
power failure under normal operating 
conditions. 

[Doc. No. 5074, 29 FR 15695, Nov. 24, 1964, as 
amended by Amdt. 27–14, 43 FR 2324, Jan. 16, 
1978]

§ 27.79 Limiting height—speed enve-
lope. 

(a) If there is any combination of 
height and forward speed (including 
hover) under which a safe landing can-
not be made under the applicable power 
failure condition in paragraph (b) of 
this section, a limiting height-speed 
envelope must be established (includ-
ing all pertinent information) for that 
condition, throughout the ranges of— 

(1) Altitude, from standard sea level 
conditions to the maximum altitude 
capability of the rotorcraft, or 7,000 
feet, whichever is less; and 

(2) Weight, from the maximum 
weight (at sea level) to the lesser 
weight selected by the applicant for 
each altitude covered by paragraph 
(a)(1) of this section. For helicopters, 
the weight at altitudes above sea level 
may not be less than the maximum 
weight or the highest weight allowing 
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hovering out of ground effect which is 
lower. 

(b) The applicable power failure con-
ditions are— 

(1) For single-engine helicopters, full 
autorotation; 

(2) For multiengine helicopters, one 
engine inoperative (where engine isola-
tion features insure continued oper-
ation of the remaining engines), and 
the remaining engines at the greatest 
power for which certification is re-
quested, and 

(3) For other rotocraft, conditions ap-
propriate to the type. 

(Secs. 313(a), 601, 603, 604, Federal Aviation 
Act of 1958 (49 U.S.C. 1354(a), 1421, 1423, 1424), 
sec. 6(c), Dept. of Transportation Act (49 
U.S.C. 1655(c))) 

[Doc. No. 5074, 29 FR 15695, Nov. 24, 1964, as 
amended by Amdt. 27–14, 43 FR 2324, Jan. 16, 
1978; Amdt. 27–21, 49 FR 44433, Nov. 6, 1984]

FLIGHT CHARACTERISTICS

§ 27.141 General. 

The rotorcraft must— 
(a) Except as specifically required in 

the applicable section, meet the flight 
characteristics requirements of this 
subpart— 

(1) At the altitudes and temperatures 
expected in operation; 

(2) Under any critical loading condi-
tion within the range of weights and 
centers of gravity for which certifi-
cation is requested; 

(3) For power-on operations, under 
any condition of speed, power, and 
rotor r.p.m. for which certification is 
requested; and 

(4) For power-off operations, under 
any condition of speed and rotor r.p.m. 
for which certification is requested 
that is attainable with the controls 
rigged in accordance with the approved 
rigging instructions and tolerances; 

(b) Be able to maintain any required 
flight condition and make a smooth 
transition from any flight condition to 
any other flight condition without ex-
ceptional piloting skill, alertness, or 
strength, and without danger of ex-
ceeding the limit load factor under any 
operating condition probable for the 
type, including— 

(1) Sudden failure of one engine, for 
multiengine rotorcraft meeting Trans-

port Category A engine isolation re-
quirements of Part 29 of this chapter; 

(2) Sudden, complete power failure 
for other rotorcraft; and 

(3) Sudden, complete control system 
failures specified in § 27.695 of this part; 
and 

(c) Have any additional char-
acteristic required for night or instru-
ment operation, if certification for 
those kinds of operation is requested. 
Requirements for helicopter instru-
ment flight are contained in appendix 
B of this part. 

[Doc. No. 5074, 29 FR 15695, Nov. 24, 1964, as 
amended by Amdt. 27–2, 33 FR 962, Jan. 26, 
1968; Amdt. 27–11, 41 FR 55468, Dec. 20, 1976; 
Amdt. 27–19, 48 FR 4389, Jan. 31, 1983; Amdt. 
27–21, 49 FR 44433, Nov. 6, 1984]

§ 27.143 Controllability and maneuver-
ability. 

(a) The rotorcraft must be safely con-
trollable and maneuverable— 

(1) During steady flight; and 
(2) During any maneuver appropriate 

to the type, including— 
(i) Takeoff; 
(ii) Climb; 
(iii) Level flight; 
(iv) Turning flight; 
(v) Glide; 
(vi) Landing (power on and power 

off); and 
(vii) Recovery to power-on flight 

from a balked autorotative approach. 
(b) The margin of cyclic control must 

allow satisfactory roll and pitch con-
trol at VNE with— 

(1) Critical weight; 
(2) Critical center of gravity; 
(3) Critical rotor r.p.m.; and 
(4) Power off (except for helicopters 

demonstrating compliance with para-
graph (e) of this section) and power on. 

(c) A wind velocity of not less than 17 
knots must be established in which the 
rotorcraft can be operated without loss 
of control on or near the ground in any 
maneuver appropriate to the type (such 
as crosswind takeoffs, sideward flight, 
and rearward flight), with— 

(1) Critical weight; 
(2) Critical center of gravity; 
(3) Critical rotor r.p.m.; and 
(4) Altitude, from standard sea level 

conditions to the maximum altitude 
capability of the rotorcraft or 7,000 
feet, whichever is less. 
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(d) The rotorcraft, after (1) failure of 
one engine in the case of multiengine 
rotorcraft that meet Transport Cat-
egory A engine isolation requirements, 
or (2) complete engine failure in the 
case of other rotorcraft, must be con-
trollable over the range of speeds and 
altitudes for which certification is re-
quested when such power failure occurs 
with maximum continuous power and 
critical weight. No corrective action 
time delay for any condition following 
power failure may be less than— 

(i) For the cruise condition, one sec-
ond, or normal pilot reaction time 
(whichever is greater); and 

(ii) For any other condition, normal 
pilot reaction time. 

(e) For helicopters for which a VNE 
(power-off) is established under 
§ 27.1505(c), compliance must be dem-
onstrated with the following require-
ments with critical weight, critical 
center of gravity, and critical rotor 
r.p.m.: 

(1) The helicopter must be safely 
slowed to VNE (power-off), without ex-
ceptional pilot skill, after the last op-
erating engine is made inoperative at 
power-on VNE. 

(2) At a speed of 1.1 VNE (power-off), 
the margin of cyclic control must 
allow satisfactory roll and pitch con-
trol with power off. 

(Secs. 313(a), 601, 603, 604, and 605 of the Fed-
eral Aviation Act of 1958 (49 U.S.C. 1354(a), 
1421, 1423, 1424, and 1425); and sec. 6(c) of the 
Dept. of Transportation Act (49 U.S.C. 
1655(c))) 

[Doc. No. 5074, 29 FR 15695, Nov. 24, 1964, as 
amended by Amdt. 27–2, 33 FR 963, Jan. 26, 
1968; Amdt. 27–14, 43 FR 2325, Jan. 16, 1978; 
Amdt. 27–21, 49 FR 44433, Nov. 6, 1984]

§ 27.151 Flight controls. 
(a) Longitudinal, lateral, directional, 

and collective controls may not exhibit 
excessive breakout force, friction, or 
preload. 

(b) Control system forces and free 
play may not inhibit a smooth, direct 
rotorcraft response to control system 
input. 

[Amdt. 27–21, 49 FR 44433, Nov. 6, 1984]

§ 27.161 Trim control. 
The trim control— 
(a) Must trim any steady longitu-

dinal, lateral, and collective control 

forces to zero in level flight at any ap-
propriate speed; and 

(b) May not introduce any undesir-
able discontinuities in control force 
gradients. 

[Doc. No. 5074, 29 FR 15695, Nov. 24, 1964, as 
amended by Amdt. 27–21, 49 FR 44433, Nov. 6, 
1984]

§ 27.171 Stability: general. 
The rotorcraft must be able to be 

flown, without undue pilot fatigue or 
strain, in any normal maneuver for a 
period of time as long as that expected 
in normal operation. At least three 
landings and takeoffs must be made 
during this demonstration.

§ 27.173 Static longitudinal stability. 
(a) The longitudinal control must be 

designed so that a rearward movement 
of the control is necessary to obtain a 
speed less than the trim speed, and a 
forward movement of the control is 
necessary to obtain a speed more than 
the trim speed. 

(b) With the throttle and collective 
pitch held constant during the maneu-
vers specified in § 27.175 (a) through (c), 
the slope of the control position versus 
speed curve must be positive through-
out the full range of altitude for which 
certification is requested. 

(c) During the maneuver specified in 
§ 27.175(d), the longitudinal control po-
sition versus speed curve may have a 
negative slope within the specified 
speed range if the negative motion is 
not greater than 10 percent of total 
control travel. 

[Amdt. 27–21, 49 FR 44433, Nov. 6, 1984]

§ 27.175 Demonstration of static longi-
tudinal stability. 

(a) Climb. Static longitudinal sta-
bility must be shown in the climb con-
dition at speeds from 0.85 VY to 1.2 VY, 
with— 

(1) Critical weight; 
(2) Critical center of gravity; 
(3) Maximum continuous power; 
(4) The landing gear retracted; and 
(5) The rotorcraft trimmed at VY. 
(b) Cruise. Static longitudinal sta-

bility must be shown in the cruise con-
dition at speeds from 0.7 VH or 0.7 VNE, 
whichever is less, to 1.1 VH or 1.1 VNE, 
whichever is less, with— 
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(1) Critical weight; 
(2) Critical center of gravity; 
(3) Power for level flight at 0.9 VH or 

0.9 VNE, whichever is less; 
(4) The landing gear retracted; and 
(5) The rotorcraft trimmed at 0.9 VH 

or 0.9 VNE, whichever is less. 
(c) Autorotation. Static longitudinal 

stability must be shown in autorota-
tion at airspeeds from 0.5 times the 
speed for minimum rate of descent to 
VNE, or to 1.1 VNE (power-off) if VNE 
(power-off) is established under 
§ 27.1505(c), and with— 

(1) Critical weight; 
(2) Critical center of gravity; 
(3) Power off; 
(4) The landing gear— 
(i) Retracted; and 
(ii) Extended; and 
(5) The rotorcraft trimmed at appro-

priate speeds found necessary by the 
Administrator to demonstrate stability 
throughout the prescribed speed range. 

(d) Hovering. For helicopters, the lon-
gitudinal cyclic control must operate 
with the sense and direction of motion 
prescribed in § 27.173 between the max-
imum approved rearward speed and a 
forward speed of 17 knots with— 

(1) Critical weight; 
(2) Critical center of gravity; 
(3) Power required to maintain an ap-

proximate constant height in ground 
effect; 

(4) The landing gear extended; and 
(5) The helicopter trimmed for hov-

ering. 

(Secs. 313(a), 601, 603, 604, and 605 of the Fed-
eral Aviation Act of 1958 (49 U.S.C. 1354(a), 
1421, 1423, 1424, and 1425); and sec. 6(c) of the 
Dept. of Transportation Act (49 U.S.C. 
1655(c))) 

[Doc. No. 5074, 29 FR 15695, Nov. 24, 1964, as 
amended by Amdt. 27–2, 33 FR 963, Jan. 26, 
1968; Amdt. 27–11, 41 FR 55468, Dec. 20, 1976; 
Amdt. 27–14, 43 FR 2325, Jan. 16, 1978; Amdt. 
27–21, 49 FR 44433, Nov. 6, 1984; Amdt. 27–34, 62 
FR 46173, Aug. 29, 1997]

§ 27.177 Static directional stability. 
Static directional stability must be 

positive with throttle and collective 
controls held constant at the trim con-
ditions specified in § 27.175 (a) and (b). 
This must be shown by steadily in-
creasing directional control deflection 
for sideslip angles up to ±10° from trim. 
Sufficient cues must accompany side-

slip to alert the pilot when approach-
ing sideslip limits. 

[Amdt. 27–21, 49 FR 44433, Nov. 6, 1984]

GROUND AND WATER HANDLING 
CHARACTERISTICS

§ 27.231 General. 
The rotorcraft must have satisfac-

tory ground and water handling char-
acteristics, including freedom from un-
controllable tendencies in any condi-
tion expected in operation.

§ 27.235 Taxiing condition. 
The rotorcraft must be designed to 

withstand the loads that would occur 
when the rotorcraft is taxied over the 
roughest ground that may reasonably 
be expected in normal operation.

§ 27.239 Spray characteristics. 
If certification for water operation is 

requested, no spray characteristics 
during taxiing, takeoff, or landing may 
obscure the vision of the pilot or dam-
age the rotors, propellers, or other 
parts of the rotorcraft.

§ 27.241 Ground resonance. 
The rotorcraft may have no dan-

gerous tendency to oscillate on the 
ground with the rotor turning.

MISCELLANEOUS FLIGHT REQUIREMENTS

§ 27.251 Vibration. 
Each part of the rotorcraft must be 

free from excessive vibration under 
each appropriate speed and power con-
dition.

Subpart C—Strength Requirements
GENERAL

§ 27.301 Loads. 
(a) Strength requirements are speci-

fied in terms of limit loads (the max-
imum loads to be expected in service) 
and ultimate loads (limit loads multi-
plied by prescribed factors of safety). 
Unless otherwise provided, prescribed 
loads are limit loads. 

(b) Unless otherwise provided, the 
specified air, ground, and water loads 
must be placed in equilibrium with in-
ertia forces, considering each item of 
mass in the rotorcraft. These loads 
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