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(b) For the purposes of this section, 
the terms candidate and election have 
the same meaning as that set forth in 
the regulations of the Federal Election 
Commission.

§ 91.323 Increased maximum certifi-
cated weights for certain airplanes 
operated in Alaska. 

(a) Notwithstanding any other provi-
sion of the Federal Aviation Regula-
tions, the Administrator will approve, 
as provided in this section, an increase 
in the maximum certificated weight of 
an airplane type certificated under 
Aeronautics Bulletin No. 7–A of the 
U.S. Department of Commerce dated 
January 1, 1931, as amended, or under 
the normal category of part 4a of the 
former Civil Air Regulations (14 CFR 
part 4a, 1964 ed.) if that airplane is op-
erated in the State of Alaska by— 

(1) A certificate holder conducting 
operations under part 121 or part 135 of 
this chapter; or 

(2) The U.S. Department of Interior 
in conducting its game and fish law en-
forcement activities or its manage-
ment, fire detection, and fire suppres-
sion activities concerning public lands. 

(b) The maximum certificated weight 
approved under this section may not 
exceed— 

(1) 12,500 pounds; 
(2) 115 percent of the maximum 

weight listed in the FAA aircraft speci-
fications; 

(3) The weight at which the airplane 
meets the positive maneuvering load 
factor requirement for the normal cat-
egory specified in § 23.337 of this chap-
ter; or 

(4) The weight at which the airplane 
meets the climb performance require-
ments under which it was type certifi-
cated. 

(c) In determining the maximum cer-
tificated weight, the Administrator 
considers the structural soundness of 
the airplane and the terrain to be tra-
versed. 

(d) The maximum certificated weight 
determined under this section is added 
to the airplane’s operation limitations 
and is identified as the maximum 

weight authorized for operations with-
in the State of Alaska. 

[Doc. No. 18334, 54 FR 34308, Aug. 18, 1989; 
Amdt. 91–211, 54 FR 41211, Oct. 5, 1989, as 
amended by Amdt. 91–253, 62 FR 13253, Mar. 
19, 1997]

§ 91.325 Primary category aircraft: Op-
erating limitations. 

(a) No person may operate a primary 
category aircraft carrying persons or 
property for compensation or hire. 

(b) No person may operate a primary 
category aircraft that is maintained by 
the pilot-owner under an approved spe-
cial inspection and maintenance pro-
gram except— 

(1) The pilot-owner; or 
(2) A designee of the pilot-owner, pro-

vided that the pilot-owner does not re-
ceive compensation for the use of the 
aircraft. 

[Doc. No. 23345, 57 FR 41370, Sept. 9, 1992]

§§ 91.326–91.399 [Reserved]

Subpart E—Maintenance, Preven-
tive Maintenance, and Alter-
ations

SOURCE: Docket No. 18334, 54 FR 34311, Aug. 
18, 1989, unless otherwise noted.

§ 91.401 Applicability. 

(a) This subpart prescribes rules gov-
erning the maintenance, preventive 
maintenance, and alterations of U.S.-
registered civil aircraft operating with-
in or outside of the United States. 

(b) Sections 91.405, 91.409, 91.411, 
91.417, and 91.419 of this subpart do not 
apply to an aircraft maintained in ac-
cordance with a continuous airworthi-
ness maintenance program as provided 
in part 121, 129, or § 135.411(a)(2) of this 
chapter. 

(c) Sections 91.405 and 91.409 of this 
part do not apply to an airplane in-
spected in accordance with part 125 of 
this chapter. 

[Doc. No. 18334, 54 FR 34311, Aug. 18, 1989, as 
amended by Amdt. 91–267, 66 FR 21066, Apr. 
27, 2001]
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§ 91.403 General. 
(a) The owner or operator of an air-

craft is primarily responsible for main-
taining that aircraft in an airworthy 
condition, including compliance with 
part 39 of this chapter. 

(b) No person may perform mainte-
nance, preventive maintenance, or al-
terations on an aircraft other than as 
prescribed in this subpart and other ap-
plicable regulations, including part 43 
of this chapter. 

(c) No person may operate an aircraft 
for which a manufacturer’s mainte-
nance manual or instructions for con-
tinued airworthiness has been issued 
that contains an airworthiness limita-
tions section unless the mandatory re-
placement times, inspection intervals, 
and related procedures specified in that 
section or alternative inspection inter-
vals and related procedures set forth in 
an operations specification approved 
by the Administrator under part 121 or 
135 of this chapter or in accordance 
with an inspection program approved 
under § 91.409(e) have been complied 
with. 

[Doc. No. 18334, 54 FR 34311, Aug. 18, 1989, as 
amended by Amdt. 91–267, 66 FR 21066, Apr. 
27, 2001]

§ 91.405 Maintenance required. 
Each owner or operator of an air-

craft— 
(a) Shall have that aircraft inspected 

as prescribed in subpart E of this part 
and shall between required inspections, 
except as provided in paragraph (c) of 
this section, have discrepancies re-
paired as prescribed in part 43 of this 
chapter; 

(b) Shall ensure that maintenance 
personnel make appropriate entries in 
the aircraft maintenance records indi-
cating the aircraft has been approved 
for return to service; 

(c) Shall have any inoperative instru-
ment or item of equipment, permitted 
to be inoperative by § 91.213(d)(2) of this 
part, repaired, replaced, removed, or 
inspected at the next required inspec-
tion; and 

(d) When listed discrepancies include 
inoperative instruments or equipment, 
shall ensure that a placard has been in-
stalled as required by § 43.11 of this 
chapter.

§ 91.407 Operation after maintenance, 
preventive maintenance, rebuild-
ing, or alteration. 

(a) No person may operate any air-
craft that has undergone maintenance, 
preventive maintenance, rebuilding, or 
alteration unless— 

(1) It has been approved for return to 
service by a person authorized under 
§ 43.7 of this chapter; and 

(2) The maintenance record entry re-
quired by § 43.9 or § 43.11, as applicable, 
of this chapter has been made. 

(b) No person may carry any person 
(other than crewmembers) in an air-
craft that has been maintained, re-
built, or altered in a manner that may 
have appreciably changed its flight 
characteristics or substantially af-
fected its operation in flight until an 
appropriately rated pilot with at least 
a private pilot certificate flies the air-
craft, makes an operational check of 
the maintenance performed or alter-
ation made, and logs the flight in the 
aircraft records. 

(c) The aircraft does not have to be 
flown as required by paragraph (b) of 
this section if, prior to flight, ground 
tests, inspection, or both show conclu-
sively that the maintenance, preven-
tive maintenance, rebuilding, or alter-
ation has not appreciably changed the 
flight characteristics or substantially 
affected the flight operation of the air-
craft. 

(Approved by the Office of Management and 
Budget under control number 2120–0005)

§ 91.409 Inspections. 
(a) Except as provided in paragraph 

(c) of this section, no person may oper-
ate an aircraft unless, within the pre-
ceding 12 calendar months, it has had— 

(1) An annual inspection in accord-
ance with part 43 of this chapter and 
has been approved for return to service 
by a person authorized by § 43.7 of this 
chapter; or 

(2) An inspection for the issuance of 
an airworthiness certificate in accord-
ance with part 21 of this chapter. 
No inspection performed under para-
graph (b) of this section may be sub-
stituted for any inspection required by 
this paragraph unless it is performed 
by a person authorized to perform an-
nual inspections and is entered as an 
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‘‘annual’’ inspection in the required 
maintenance records. 

(b) Except as provided in paragraph 
(c) of this section, no person may oper-
ate an aircraft carrying any person 
(other than a crewmember) for hire, 
and no person may give flight instruc-
tion for hire in an aircraft which that 
person provides, unless within the pre-
ceding 100 hours of time in service the 
aircraft has received an annual or 100-
hour inspection and been approved for 
return to service in accordance with 
part 43 of this chapter or has received 
an inspection for the issuance of an air-
worthiness certificate in accordance 
with part 21 of this chapter. The 100-
hour limitation may be exceeded by 
not more than 10 hours while en route 
to reach a place where the inspection 
can be done. The excess time used to 
reach a place where the inspection can 
be done must be included in computing 
the next 100 hours of time in service. 

(c) Paragraphs (a) and (b) of this sec-
tion do not apply to— 

(1) An aircraft that carries a special 
flight permit, a current experimental 
certificate, or a provisional airworthi-
ness certificate; 

(2) An aircraft inspected in accord-
ance with an approved aircraft inspec-
tion program under part 125 or 135 of 
this chapter and so identified by the 
registration number in the operations 
specifications of the certificate holder 
having the approved inspection pro-
gram; 

(3) An aircraft subject to the require-
ments of paragraph (d) or (e) of this 
section; or 

(4) Turbine-powered rotorcraft when 
the operator elects to inspect that 
rotorcraft in accordance with para-
graph (e) of this section. 

(d) Progressive inspection. Each reg-
istered owner or operator of an aircraft 
desiring to use a progressive inspection 
program must submit a written request 
to the FAA Flight Standards district 
office having jurisdiction over the area 
in which the applicant is located, and 
shall provide— 

(1) A certificated mechanic holding 
an inspection authorization, a certifi-
cated airframe repair station, or the 
manufacturer of the aircraft to super-
vise or conduct the progressive inspec-
tion; 

(2) A current inspection procedures 
manual available and readily under-
standable to pilot and maintenance 
personnel containing, in detail— 

(i) An explanation of the progressive 
inspection, including the continuity of 
inspection responsibility, the making 
of reports, and the keeping of records 
and technical reference material; 

(ii) An inspection schedule, speci-
fying the intervals in hours or days 
when routine and detailed inspections 
will be performed and including in-
structions for exceeding an inspection 
interval by not more than 10 hours 
while en route and for changing an in-
spection interval because of service ex-
perience; 

(iii) Sample routine and detailed in-
spection forms and instructions for 
their use; and 

(iv) Sample reports and records and 
instructions for their use; 

(3) Enough housing and equipment 
for necessary disassembly and proper 
inspection of the aircraft; and 

(4) Appropriate current technical in-
formation for the aircraft. 
The frequency and detail of the pro-
gressive inspection shall provide for 
the complete inspection of the aircraft 
within each 12 calendar months and be 
consistent with the manufacturer’s 
recommendations, field service experi-
ence, and the kind of operation in 
which the aircraft is engaged. The pro-
gressive inspection schedule must en-
sure that the aircraft, at all times, will 
be airworthy and will conform to all 
applicable FAA aircraft specifications, 
type certificate data sheets, airworthi-
ness directives, and other approved 
data. If the progressive inspection is 
discontinued, the owneror operator 
shall immediately notify the local FAA 
Flight Standards district office, in 
writing, of the discontinuance. After 
the discontinuance, the first annual in-
spection under § 91.409(a)(1) is due with-
in 12 calendar months after the last 
complete inspection of the aircraft 
under the progressive inspection. The 
100-hour inspection under § 91.409(b) is 
due within 100 hours after that com-
plete inspection. A complete inspection 
of the aircraft, for the purpose of deter-
mining when the annual and 100-hour 
inspections are due, requires a detailed 
inspection of the aircraft and all its 
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components in accordance with the 
progressive inspection. A routine in-
spection of the aircraft and a detailed 
inspection of several components is not 
considered to be a complete inspection. 

(e) Large airplanes (to which part 125 is 
not applicable), turbojet multiengine air-
planes, turbopropeller-powered multien-
gine airplanes, and turbine-powered 
rotorcraft. No person may operate a 
large airplane, turbojet multiengine 
airplane, turbopropeller-powered mul-
tiengine airplane, or turbine-powered 
rotorcraft unless the replacement 
times for life-limited parts specified in 
the aircraft specifications, type data 
sheets, or other documents approved by 
the Administrator are complied with 
and the airplane or turbine-powered 
rotorcraft, including the airframe, en-
gines, propellers, rotors, appliances, 
survival equipment, and emergency 
equipment, is inspected in accordance 
with an inspection program selected 
under the provisions of paragraph (f) of 
this section, except that, the owner or 
operator of a turbine-powered rotor-
craft may elect to use the inspection 
provisions of § 91.409(a), (b), (c), or (d) in 
lieu of an inspection option of 
§ 91.409(f). 

(f) Selection of inspection program 
under paragraph (e) of this section. The 
registered owner or operator of each 
airplane or turbine-powered rotorcraft 
described in paragraph (e) of this sec-
tion must select, identify in the air-
craft maintenance records, and use one 
of the following programs for the in-
spection of the aircraft: 

(1) A continuous airworthiness in-
spection program that is part of a con-
tinuous airworthiness maintenance 
program currently in use by a person 
holding an air carrier operating certifi-
cate or an operating certificate issued 
under part 121 or 135 of this chapter and 
operating that make and model air-
craft under part 121 of this chapter or 
operating that make and model under 
part 135 of this chapter and maintain-
ing it under § 135.411(a)(2) of this chap-
ter. 

(2) An approved aircraft inspection 
program approved under § 135.419 of this 
chapter and currently in use by a per-
son holding an operating certificate 
issued under part 135 of this chapter. 

(3) A current inspection program rec-
ommended by the manufacturer. 

(4) Any other inspection program es-
tablished by the registered owner or 
operator of that airplane or turbine-
powered rotorcraft and approved by the 
Administrator under paragraph (g) of 
this section. However, the Adminis-
trator may require revision of this in-
spection program in accordance with 
the provisions of § 91.415. 

Each operator shall include in the se-
lected program the name and address 
of the person responsible for scheduling 
the inspections required by the pro-
gram and make a copy of that program 
available to the person performing in-
spections on the aircraft and, upon re-
quest, to the Administrator. 

(g) Inspection program approved under 
paragraph (e) of this section. Each oper-
ator of an airplane or turbine-powered 
rotorcraft desiring to establish or 
change an approved inspection program 
under paragraph (f)(4) of this section 
must submit the program for approval 
to the local FAA Flight Standards dis-
trict office having jurisdiction over the 
area in which the aircraft is based. The 
program must be in writing and in-
clude at least the following informa-
tion: 

(1) Instructions and procedures for 
the conduct of inspections for the par-
ticular make and model airplane or 
turbine-powered rotorcraft, including 
necessary tests and checks. The in-
structions and procedures must set 
forth in detail the parts and areas of 
the airframe, engines, propellers, ro-
tors, and appliances, including survival 
and emergency equipment required to 
be inspected. 

(2) A schedule for performing the in-
spections that must be performed 
under the program expressed in terms 
of the time in service, calendar time, 
number of system operations, or any 
combination of these. 

(h) Changes from one inspection pro-
gram to another. When an operator 
changes from one inspection program 
under paragraph (f) of this section to 
another, the time in service, calendar 
times, or cycles of operation accumu-
lated under the previous program must 
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be applied in determining inspection 
due times under the new program. 

(Approved by the Office of Management and 
Budget under control number 2120–0005) 

[Doc. No. 18334, 54 FR 34311, Aug. 18, 1989; 
Amdt. 91–211, 54 FR 41211, Oct. 5, 1989; Amdt. 
91–267, 66 FR 21066, Apr. 27, 2001]

§ 91.410 Special maintenance program 
requirements. 

(a) No person may operate an Airbus 
Model A300 (excluding the –600 series), 
British Aerospace Model BAC 1–11, Boe-
ing Model, 707, 720, 727, 737 or 747, 
McDonnell Douglas Model DC–8, DC–9/
MD–80 or DC–10, Fokker Model F28, or 
Lockheed Model L–1011 airplane beyond 
applicable flight cycle implementation 
time specified below, or May 25, 2001, 
whichever occurs later, unless repair 
assessment guidelines applicable to the 
fuselage pressure boundary (fuselage 
skin, door skin, and bulkhead webs) 
that have been approved by the FAA 
Aircraft Certification Office (ACO), or 
office of the Transport Airplane Direc-
torate, having cognizance over the type 
certificate for the affected airplane are 
incorporated within its inspection pro-
gram: 

(1) For the Airbus Model A300 (ex-
cluding the –600 series), the flight cycle 
implementation time is: 

(i) Model B2: 36,000 flights. 
(ii) Model B4–100 (including Model 

B4–2C): 30,000 flights above the window 
line, and 36,000 flights below the win-
dow line. 

(iii) Model B4–200: 25,500 flights above 
the window line, and 34,000 flights 
below the window line. 

(2) For all models of the British Aero-
space BAC 1–11, the flight cycle imple-
mentation time is 60,000 flights. 

(3) For all models of the Boeing 707, 
the flight cycle implementation time is 
15,000 flights. 

(4) For all models of the Boeing 720, 
the flight cycle implementation time is 
23,000 flights. 

(5) For all models of the Boeing 727, 
the flight cycle implementation time is 
45,000 flights. 

(6) For all models of the Boeing 737, 
the flight cycle implementation time is 
60,000 flights. 

(7) For all models of the Boeing 747, 
the flight cycle implementation time is 
15,000 flights. 

(8) For all models of the McDonnell 
Douglas DC–8, the flight cycle imple-
mentation time is 30,000 flights. 

(9) For all models of the McDonnell 
Douglas DC–9/MD–80, the flight cycle 
implementation time is 60,000 flights. 

(10) For all models of the McDonnell 
Douglas DC–10, the flight cycle imple-
mentation time is 30,000 flights. 

(11) For all models of the Lockheed 
L–1011, the flight cycle implementation 
time is 27,000 flights. 

(12) For the Fokker F–28 Mark 1000, 
2000, 3000, and 4000, the flight cycle im-
plementation time is 60,000 flights. 

(b) After December 6, 2004, no person 
may operate a turbine-powered trans-
port category airplane with a type cer-
tificate issued after January 1, 1958, 
and either a maximum type certifi-
cated passenger capacity of 30 or more, 
or a maximum type certificated pay-
load capacity of 7,500 pounds or more, 
unless instructions for maintenance 
and inspection of the fuel tank system 
are incorporated into its inspection 
program. These instructions must ad-
dress the actual configuration of the 
fuel tank systems of each affected air-
plane, and must be approved by the 
FAA Aircraft Certification Office 
(ACO), or office of the Transport Air-
plane Directorate, having cognizance 
over the type certificate for the af-
fected airplane. Operators must submit 
their request through the cognizant 
Flight Standards District Office, who 
may add comments and then send it to 
the manager of the appropriate office. 
Thereafter, the approved instructions 
can be revised only with the approval 
of the FAA Aircraft Certification Of-
fice (ACO), or office of the Transport 
Airplane Directorate, having cog-
nizance over the type certificate for 
the affected airplane. Operators must 
submit their request for revisions 
through the cognizant Flight Stand-
ards District Office, who may add com-
ments and then send it to the manager 
of the appropriate office. 

[Doc. No. 29104, 65 FR 24125, Apr. 25, 2000; 65 
FR 35703, June 5, 2000; 65 FR 50744, Aug. 21, 
2000, as amended by Amdt. 91–266, 66 FR 
23130, May 7, 2001; Amdt. 91–272, 67 FR 72834, 
Dec. 9, 2002]
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§ 91.411 Altimeter system and altitude 
reporting equipment tests and in-
spections.

(a) No person may operate an air-
plane, or helicopter, in controlled air-
space under IFR unless— 

(1) Within the preceding 24 calendar 
months, each static pressure system, 
each altimeter instrument, and each 
automatic pressure altitude reporting 
system has been tested and inspected 
and found to comply with appendix E 
of part 43 of this chapter; 

(2) Except for the use of system drain 
and alternate static pressure valves, 
following any opening and closing of 
the static pressure system, that system 
has been tested and inspected and 
found to comply with paragraph (a), 
appendices E and F, of part 43 of this 
chapter; and 

(3) Following installation or mainte-
nance on the automatic pressure alti-
tude reporting system of the ATC 
transponder where data correspondence 
error could be introduced, the inte-
grated system has been tested, in-
spected, and found to comply with 
paragraph (c), appendix E, of part 43 of 
this chapter. 

(b) The tests required by paragraph 
(a) of this section must be conducted 
by— 

(1) The manufacturer of the airplane, 
or helicopter, on which the tests and 
inspections are to be performed; 

(2) A certificated repair station prop-
erly equipped to perform those func-
tions and holding— 

(i) An instrument rating, Class I; 
(ii) A limited instrument rating ap-

propriate to the make and model of ap-
pliance to be tested; 

(iii) A limited rating appropriate to 
the test to be performed; 

(iv) An airframe rating appropriate 
to the airplane, or helicopter, to be 
tested; or 

(v) A limited rating for a manufac-
turer issued for the appliance in ac-
cordance with § 145.101(b)(4) of this 
chapter; or 

(3) A certificated mechanic with an 
airframe rating (static pressure system 
tests and inspections only). 

(c) Altimeter and altitude reporting 
equipment approved under Technical 
Standard Orders are considered to be 

tested and inspected as of the date of 
their manufacture. 

(d) No person may operate an air-
plane, or helicopter, in controlled air-
space under IFR at an altitude above 
the maximum altitude at which all al-
timeters and the automatic altitude re-
porting system of that airplane, or hel-
icopter, have been tested.

EFFECTIVE DATE NOTE: At 66 FR 41116, Aug. 
6, 2001, § 91.411 was amended by removing 
paragraph (b)(2)(v), effective Apr. 6, 2003.

§ 91.413 ATC transponder tests and in-
spections.

(a) No persons may use an ATC trans-
ponder that is specified in 91.215(a), 
121.345(c), or § 135.143(c) of this chapter 
unless, within the preceding 24 cal-
endar months, the ATC transponder 
has been tested and inspected and 
found to comply with appendix F of 
part 43 of this chapter; and 

(b) Following any installation or 
maintenance on an ATC transponder 
where data correspondence error could 
be introduced, the integrated system 
has been tested, inspected, and found 
to comply with paragraph (c), appendix 
E, of part 43 of this chapter. 

(c) The tests and inspections speci-
fied in this section must be conducted 
by— 

(1) A certificated repair station prop-
erly equipped to perform those func-
tions and holding— 

(i) A radio rating, Class III; 
(ii) A limited radio rating appro-

priate to the make and model trans-
ponder to be tested; 

(iii) A limited rating appropriate to 
the test to be performed; 

(iv) A limited rating for a manufac-
turer issued for the transponder in ac-
cordance with § 145.101(b)(4) of this 
chapter; or 

(2) A holder of a continuous air-
worthiness maintenance program as 
provided in part 121 or § 135.411(a)(2) of 
this chapter; or 

(3) The manufacturer of the aircraft 
on which the transponder to be tested 
is installed, if the transponder was in-
stalled by that manufacturer. 

[Doc. No. 18334, 54 FR 34311, Aug. 18, 1989, as 
amended by Amdt. 91–267, 66 FR 21066, Apr. 
27, 2001]
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EFFECTIVE DATE NOTE: At 66 FR 41116, Aug. 
6, 2001, § 91.413 was amended by removing 
paragraph (c)(1)(iv), effective Apr. 6, 2003.

§ 91.415 Changes to aircraft inspection 
programs. 

(a) Whenever the Administrator finds 
that revisions to an approved aircraft 
inspection program under § 91.409(f)(4) 
are necessary for the continued ade-
quacy of the program, the owner or op-
erator shall, after notification by the 
Administrator, make any changes in 
the program found to be necessary by 
the Administrator. 

(b) The owner or operator may peti-
tion the Administrator to reconsider 
the notice to make any changes in a 
program in accordance with paragraph 
(a) of this section. 

(c) The petition must be filed with 
the FAA Flight Standards district of-
fice which requested the change to the 
program within 30 days after the cer-
tificate holder receives the notice. 

(d) Except in the case of an emer-
gency requiring immediate action in 
the interest of safety, the filing of the 
petition stays the notice pending a de-
cision by the Administrator.

§ 91.417 Maintenance records. 
(a) Except for work performed in ac-

cordance with §§ 91.411 and 91.413, each 
registered owner or operator shall keep 
the following records for the periods 
specified in paragraph (b) of this sec-
tion: 

(1) Records of the maintenance, pre-
ventive maintenance, and alteration 
and records of the 100-hour, annual, 
progressive, and other required or ap-
proved inspections, as appropriate, for 
each aircraft (including the airframe) 
and each engine, propeller, rotor, and 
appliance of an aircraft. The records 
must include— 

(i) A description (or reference to data 
acceptable to the Administrator) of the 
work performed; and 

(ii) The date of completion of the 
work performed; and 

(iii) The signature, and certificate 
number of the person approving the 
aircraft for return to service. 

(2) Records containing the following 
information: 

(i) The total time in service of the 
airframe, each engine, each propeller, 
and each rotor. 

(ii) The current status of life-limited 
parts of each airframe, engine, pro-
peller, rotor, and appliance. 

(iii) The time since last overhaul of 
all items installed on the aircraft 
which are required to be overhauled on 
a specified time basis. 

(iv) The current inspection status of 
the aircraft, including the time since 
the last inspection required by the in-
spection program under which the air-
craft and its appliances are main-
tained. 

(v) The current status of applicable 
airworthiness directives (AD) includ-
ing, for each, the method of compli-
ance, the AD number, and revision 
date. If the AD involves recurring ac-
tion, the time and date when the next 
action is required. 

(vi) Copies of the forms prescribed by 
§ 43.9(a) of this chapter for each major 
alteration to the airframe and cur-
rently installed engines, rotors, propel-
lers, and appliances. 

(b) The owner or operator shall re-
tain the following records for the peri-
ods prescribed: 

(1) The records specified in paragraph 
(a)(1) of this section shall be retained 
until the work is repeated or super-
seded by other work or for 1 year after 
the work is performed. 

(2) The records specified in paragraph 
(a)(2) of this section shall be retained 
and transferred with the aircraft at the 
time the aircraft is sold. 

(3) A list of defects furnished to a 
registered owner or operator under 
§ 43.11 of this chapter shall be retained 
until the defects are repaired and the 
aircraft is approved for return to serv-
ice. 

(c) The owner or operator shall make 
all maintenance records required to be 
kept by this section available for in-
spection by the Administrator or any 
authorized representative of the Na-
tional Transportation Safety Board 
(NTSB). In addition, the owner or oper-
ator shall present Form 337 described 
in paragraph (d) of this section for in-
spection upon request of any law en-
forcement officer. 

(d) When a fuel tank is installed 
within the passenger compartment or a 
baggage compartment pursuant to part 
43 of this chapter, a copy of FAA Form 
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337 shall be kept on board the modified 
aircraft by the owner or operator. 

(Approved by the Office of Management and 
Budget under control number 2120–0005)

§ 91.419 Transfer of maintenance 
records. 

Any owner or operator who sells a 
U.S.-registered aircraft shall transfer 
to the purchaser, at the time of sale, 
the following records of that aircraft, 
in plain language form or in coded form 
at the election of the purchaser, if the 
coded form provides for the preserva-
tion and retrieval of information in a 
manner acceptable to the Adminis-
trator: 

(a) The records specified in 
§ 91.417(a)(2). 

(b) The records specified in 
§ 91.417(a)(1) which are not included in 
the records covered by paragraph (a) of 
this section, except that the purchaser 
may permit the seller to keep physical 
custody of such records. However, cus-
tody of records by the seller does not 
relieve the purchaser of the responsi-
bility under § 91.417(c) to make the 
records available for inspection by the 
Administrator or any authorized rep-
resentative of the National Transpor-
tation Safety Board (NTSB).

§ 91.421 Rebuilt engine maintenance 
records. 

(a) The owner or operator may use a 
new maintenance record, without pre-
vious operating history, for an aircraft 
engine rebuilt by the manufacturer or 
by an agency approved by the manufac-
turer. 

(b) Each manufacturer or agency 
that grants zero time to an engine re-
built by it shall enter in the new 
record— 

(1) A signed statement of the date the 
engine was rebuilt; 

(2) Each change made as required by 
airworthiness directives; and 

(3) Each change made in compliance 
with manufacturer’s service bulletins, 
if the entry is specifically requested in 
that bulletin. 

(c) For the purposes of this section, a 
rebuilt engine is a used engine that has 
been completely disassembled, in-
spected, repaired as necessary, reas-
sembled, tested, and approved in the 
same manner and to the same toler-

ances and limits as a new engine with 
either new or used parts. However, all 
parts used in it must conform to the 
production drawing tolerances and lim-
its for new parts or be of approved 
oversized or undersized dimensions for 
a new engine.

§§ 91.423–91.499 [Reserved]

Subpart F—Large and Turbine-
Powered Multiengine Airplanes

SOURCE: Docket No. 18334, 54 FR 34314, Aug. 
18, 1989, unless otherwise noted.

§ 91.501 Applicability. 
(a) This subpart prescribes operating 

rules, in addition to those prescribed in 
other subparts of this part, governing 
the operation of large and of turbojet-
powered multiengine civil airplanes of 
U.S. registry. The operating rules in 
this subpart do not apply to those air-
planes when they are required to be op-
erated under parts 121, 125, 129, 135, and 
137 of this chapter. (Section 91.409 pre-
scribes an inspection program for large 
and for turbine-powered (turbojet and 
turboprop) multiengine airplanes of 
U.S. registry when they are operated 
under this part or part 129 or 137.) 

(b) Operations that may be conducted 
under the rules in this subpart instead 
of those in parts 121, 129, 135, and 137 of 
this chapter when common carriage is 
not involved, include— 

(1) Ferry or training flights; 
(2) Aerial work operations such as 

aerial photography or survey, or pipe-
line patrol, but not including fire fight-
ing operations; 

(3) Flights for the demonstration of 
an airplane to prospective customers 
when no charge is made except for 
those specified in paragraph (d) of this 
section; 

(4) Flights conducted by the operator 
of an airplane for his personal trans-
portation, or the transportation of his 
guests when no charge, assessment, or 
fee is made for the transportation; 

(5) Carriage of officials, employees, 
guests, and property of a company on 
an airplane operated by that company, 
or the parent or a subsidiary of the 
company or a subsidiary of the parent, 
when the carriage is within the scope 
of, and incidental to, the business of 
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