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2 Form may be obtained from the Office of 
Safety, Federal Railroad Administration, 
Washington, DC 20590. Reproduction is au-
thorized.

least 8 consecutive hours off duty dur-
ing the preceding 24 hours. 

(b) Reports required by paragraph (a) 
of this section shall be filed in writing 
on FRA Form F–6180–3 2 with the Office 
of Safety, Federal Railroad Adminis-
tration, Washington, DC 20590. A sepa-
rate form shall be used for each in-
stance reported.

[37 FR 12234, June 21, 1972, as amended at 43 
FR 3124, Jan. 23, 1978]

§ 228.21 Civil penalty. 

Any person (an entity of any type 
covered under 1 U.S.C. 1, including but 
not limited to the following: a railroad; 
a manager, supervisor, official, or 
other employee or agent of a railroad; 
any owner, manufacturer, lessor, or 
lessee of railroad equipment, track, or 
facilities; any independent contractor 
providing goods or services to a rail-
road; and any employee of such owner, 
manufacturer, lessor, lessee, or inde-
pendent contractor) who violates any 
requirement of this part or causes the 
violation of any such requirement is 
subject to a civil penalty of at least 
$500 and not more than $11,000 per vio-
lation, except that: Penalties may be 
assessed against individuals only for 
willful violations, and, where a grossly 
negligent violation or a pattern of re-
peated violations has created an immi-
nent hazard of death or injury to per-
sons, or has caused death or injury, a 
penalty not to exceed $22,000 per viola-
tion may be assessed. Each day a viola-
tion continues shall constitute a sepa-
rate offense. See appendix B to this 
part for a statement of agency civil 
penalty policy. Violations of the Hours 
of Service Act itself (e.g., requiring an 
employee to work excessive hours or 
beginning construction of a sleeping 
quarters subject to approval under sub-
part C of this part without prior ap-
proval) are subject to penalty under 
that Act’s penalty provision, 45 U.S.C. 
64a. 

[53 FR 52931, Dec. 29, 1988, as amended at 63 
FR 11622, Mar. 10, 1998]

§ 228.23 Criminal penalty. 
Any person who knowingly and will-

fully falsifies a report or record re-
quired to be kept under this part or 
otherwise knowingly and willfully vio-
lates any requirement of this part may 
be liable for criminal penalties of a fine 
up to $5,000, imprisonment for up to 
two years, or both, in accordance with 
45 U.S.C. 438(e). 

[53 FR 52931, Dec. 29, 1988]

Subpart C—Construction of 
Employee Sleeping Quarters

SOURCE: 43 FR 31012, July 19, 1978, unless 
otherwise noted.

§ 228.101 Distance requirement; defini-
tions. 

(a) The Hours of Service Act, as 
amended (45 U.S.C. 61–64b), makes it 
unlawful for any common carrier en-
gaged in interstate or foreign com-
merce by railroad to begin, on or after 
July 8, 1976, the construction or recon-
struction of sleeping quarters for em-
ployees who perform duties covered by 
the act ‘‘within or in the immediate vi-
cinity (as determined in accordance 
with rules prescribed by the Secretary 
of Transportation) of any area where 
railroad switching or humping oper-
ations are performed.’’ 45 U.S.C. 
62(a)(4). This subpart sets forth (1) a 
general definition of ‘‘immediate vicin-
ity’’ (§ 228.101(b)), (2) procedures under 
which a carrier may request a deter-
mination by the Federal Railroad Ad-
ministration that a particular proposed 
site is not within the ‘‘immediate vi-
cinity’’ of railroad switching or hump-
ing operations (§§ 228.103 and 228.105), 
and (3) the basic criteria utilized in 
evaluating proposed sites (§ 228.107). 

(b) Except as determined in accord-
ance with the provisions of this sub-
part. ‘‘The immediate vicinity’’ shall 
mean the area within one-half mile 
(2,640 feet) (804 meters) of switching or 
humping operations as measured from 
the nearest rail of the nearest trackage 
where switching or humping operations 
are performed to the point on the site 
where the carrier proposes to construct 
or reconstruct the exterior wall of the 
structure, or portion of such wall, 
which is closest to such operations. 
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(c) As used in this subpart— 
(1) Construction shall refer to the— 
(i) Creation of a new facility; 
(ii) Expansion of an existing facility; 
(iii) Placement of a mobile or mod-

ular facility; or 
(iv) Acquisition and use of an exist-

ing building. 
(2) Reconstruction shall refer to the— 
(i) Replacement of an existing facil-

ity with a new facility on the same 
site; or 

(ii) Rehabilitation or improvement of 
an existing facility (normal periodic 
maintenance excepted) involving the 
expenditure of an amount representing 
more than 50 percent of the cost of re-
placing such facility on the same site 
at the time the work of rehabilitation 
or improvement began, the replace-
ment cost to be estimated on the basis 
of contemporary construction methods 
and materials. 

(3) Switching or humping operations in-
cludes the classification of placarded 
railroad cars according to commodity 
or destination, assembling of placarded 
cars for train movements, changing the 
position of placarded cars for purposes 
of loading, unloading, or weighing, and 
the placing of placarded cars for repair. 
However, the term does not include the 
moving of rail equipment in connection 
with work service, the moving of a 
train or part of a train within yard 
limits by a road locomotive or placing 
locomotives or cars in a train or re-
moving them from a train by a road lo-
comotive while en route to the train’s 
destination. The term does include op-
erations within this definition which 
are conducted by any railroad; it is not 
limited to the operations of the carrier 
contemplating construction or recon-
struction of railroad employee sleeping 
quarters. 

(4) Placarded car shall mean a rail-
road car required to be placarded by 
the Department of Transportation haz-
ardous materials regulations (49 CFR 
172.504). 

(5) The term Leq (8) shall mean the 
equivalent steady state sound level 
which in 8 hours would contain the 
same acoustic energy as the time-vary-
ing sound level during the same time 
period.

§ 228.103 Approval procedure: con-
struction within one-half mile (2,640 
feet) (804 meters). 

(a) A common carrier that has devel-
oped plans for the construction or re-
construction of sleeping quarters sub-
ject to this subpart and which is con-
sidering a site less than one-half mile 
(2,640 feet) (804 meters) from any area 
where switching or humping operations 
are performed, measured from the 
nearest rail of the nearest trackage 
utilized on a regular or intermittent 
basis for switching or humping oper-
ations to the point on the site where 
the carrier proposes to construct or re-
construct the exterior wall of the 
structure, or portion of such wall, 
which is closest to such operations, 
must obtain the approval of the Fed-
eral Railroad Administration before 
commencing construction or recon-
struction on that site. Approval may 
be requested by filing a petition con-
forming to the requirements of this 
subpart. 

(b) A carrier is deemed to have con-
ducted switching or humping oper-
ations on particular trackage within 
the meaning of this subpart if plac-
arded cars are subjected to the oper-
ations described in § 228.101(c)(3) within 
the 365-day period immediately pre-
ceding the date construction or recon-
struction is commenced or if such oper-
ations are to be permitted on such 
trackage after such date. If the carrier 
does not have reliable records con-
cerning the traffic handled on the 
trackage within the specified period, it 
shall be presumed that switching of 
placarded cars is conducted at the loca-
tion and construction or reconstruc-
tion of sleeping quarters within one-
half mile shall be subject to the ap-
proval procedures of this subpart. 

(c) A petition shall be filed in trip-
licate with the Secretary, Railroad 
Safety Board, Federal Railroad Admin-
istration, Washington, DC 20590 and 
shall contain the following: 

(1) A brief description of the type of 
construction planned, including mate-
rials to be employed, means of egress 
from the quarters, and actual and pro-
jected exterior noise levels and pro-
jected interior noise levels; 
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(2) The number of employees ex-
pected to utilize the quarters at full ca-
pacity; 

(3) A brief description of the site, in-
cluding: 

(i) Distance from trackage where 
switching or humping operations are 
performed, specifying distances from 
particular functions such as classifica-
tion, repair, assembling of trains from 
large groups of cars, etc. cetera; 

(ii) Topography within a general area 
consisting of the site and all of the rail 
facilities close to the site; 

(iii) Location of other physical im-
provements situated between the site 
and areas where railroad operations are 
conducted; 

(4) A blueprint or other drawing 
showing the relationship of the site to 
trackage and other planned and exist-
ing facilities; 

(5) The proposed or estimated date 
for commencement of construction; 

(6) A description of the average num-
ber and variety of rail operations in 
the areas within one-half mile (2,640 
feet) (804 meters) of the site (e.g., num-
ber of cars classified in 24-hour period; 
number of train movements); 

(7) An estimate of the average daily 
number of placarded rail cars trans-
porting hazardous materials through 
the railroad facility (where prac-
ticable, based on a 365-day period sam-
ple, that period not having ended more 
than 120 days prior to the date of filing 
the petition), specifying the— 

(i) Number of such cars transporting 
class A explosives and poison gases; 
and 

(ii) Number of DOT Specification 
112A and 114A tank cars transporting 
flammable gas subject to FRA emer-
gency order No. 5; 

(8) A statement certified by a cor-
porate officer of the carrier possessing 
authority over the subject matter ex-
plaining any plans of that carrier for 
utilization of existing trackage, or for 
the construction of new trackage, 
which may impact on the location of 
switching or humping operations with-
in one-half mile of the proposed site (if 
there are no plans, the carrier official 
must so certify); and 

(9) Any further information which is 
necessary for evaluation of the site. 

(d) A petition filed under this section 
must contain a statement that the pe-
tition has been served on the recog-
nized representatives of the railroad 
employees who will be utilizing the 
proposed sleeping quarters, together 
with a list of the employee representa-
tives served.

§ 228.105 Additional requirements; 
construction within one-third mile 
(1,760 feet) (536 meters) of certain 
switching. 

(a) In addition to providing the infor-
mation specified by § 228.103, a carrier 
seeking approval of a site located with-
in one-third mile (1,760 feet) (536 me-
ters) of any area where railroad switch-
ing or humping operations are per-
formed involving any cars required to 
be placarded ‘‘EXPLOSIVES A’’ or 
‘‘POISON GAS’’ or any DOT Specifica-
tion 112A or 114A tank cars trans-
porting flammable gas subject to FRA 
emergency order No. 5 shall establish 
by a supplementary statement certified 
by a corporate officer possessing au-
thority over the subject matter that— 

(1) No feasible alternate site located 
at or beyond one-third mile from 
switching or humping operations is ei-
ther presently available to the railroad 
or is obtainable within 3 miles (15,840 
feet) (4,827 meters) of the reporting 
point for the employees who are to be 
housed in the sleeping quarters; 

(2) Natural or other barriers exist or 
will be created prior to occupancy of 
the proposed facility between the pro-
posed site and any areas in which 
switching or humping operations are 
performed which will be adequate to 
shield the facility from the direct and 
severe effects of a hazardous materials 
accident/incident arising in an area of 
switching or humping operations; 

(3) The topography of the property is 
such as most likely to cause any haz-
ardous materials unintentionally re-
leased during switching or humping to 
flow away from the proposed site; and 

(4) Precautions for ensuring em-
ployee safety from toxic gases or explo-
sions such as employee training and 
evacuation plans, availability of appro-
priate respiratory protection, and 
measures for fire protection, have been 
considered. 
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(b) In the absence of reliable records 
concerning traffic handled on trackage 
within the one-third mile area, it shall 
be presumed that the types of cars enu-
merated in paragraph (a) of this sec-
tion are switched on that trackage; and 
the additional requirements of this sec-
tion shall be met by the petitioning 
carrier, unless the carrier establishes 
that the switching of the enumerated 
cars will be effectively barred from the 
trackage if the petition is approved.

§ 228.107 Action on petition. 

(a) Each petition for approval filed 
under § 228.103 is referred to the Rail-
road Safety Board for action in accord-
ance with the provisions of part 211, 
title 49, CFR, concerning the proc-
essing of requests for special approvals. 

(b) In considering a petition for ap-
proval filed under this subpart, the 
Railroad Safety Board evaluates the 
material factors bearing on— 

(1) The safety of employees utilizing 
the proposed facility in the event of a 
hazardous materials accident/incident 
and in light of other relevant safety 
factors; and 

(2) Interior noise levels in the facil-
ity. 

(c) The Railroad Safety Board will 
not approve an application submitted 
under this subpart if it appears from 
the available information that the pro-
posed sleeping quarters will be so situ-
ated and constructed as to permit inte-
rior noise levels due to noise under the 
control of the railroad to exceed an 
Leq(8) value of 55dB(A). If individual air 
conditioning and heating systems are 
to be utilized, projections may relate 
to noise levels with such units turned 
off. 

(d) Approval of a petition filed under 
this subpart may be withdrawn or 
modified at any time if it is 
ascertained, after opportunity for a 
hearing, that any representation of 
fact or intent made by a carrier in ma-
terials submitted in support of a peti-
tion was not accurate or truthful at 
the time such representation was 
made.

APPENDIX A TO PART 228—REQUIRE-
MENTS OF THE HOURS OF SERVICE 
ACT: STATEMENT OF AGENCY POLICY 
AND INTERPRETATION 

First enacted in 1907, the Hours of Service 
Act was substantially revised in 1969 by Pub-
lic Law 91–169. Further amendments were en-
acted as part of the Federal Railroad Safety 
Authorization Act of 1976, Public Law 94–348 
and by the Rail Safety Improvement Act of 
1988, Public Law 100–342. The purpose of the 
law is ‘‘to promote the safety of employees 
and travelers upon railroads by limiting the 
hours of service of employees * * *.’’ This ap-
pendix is designed to explain the effect of the 
law in commonly-encountered situations. 

The Act governs the maximum work hours 
of employees engaged in one or more of the 
basic categories of covered service treated 
below. If an individual performs more than 
one kind of covered service during a tour of 
duty, then the most restrictive of the appli-
cable limitations control. 

The act applies to any railroad, as that 
term is defined in 45 U.S.C. 431(e). It governs 
the carrier’s operations over its own railroad 
and all lines of road which it uses. 

TRAIN AND ENGINE SERVICE 

Covered Service. Train or engine service re-
fers to the actual assembling or operation of 
trains. Employees who perform this type of 
service commonly include locomotive engi-
neers, firemen, conductors, trainmen, 
switchmen, switchtenders (unless their du-
ties come under the provisions of section 3) 
and hostlers. With the passage of the 1976 
amendments, both inside and outside hos-
tlers are considered to be connected with the 
movement of trains. Previously, only outside 
hostlers were covered. Any other employee 
who is actually engaged in or connected with 
the movement of any train is also covered, 
regardless of his job title. 

Limitations on Hours. The Act establishes 
two limitations on hours of service. First, no 
employee engaged in train or engine service 
may be required or permitted to work in ex-
cess of twelve consecutive hours. After work-
ing a full twelve consecutive hours, an em-
ployee must be given at least ten consecu-
tive hours off duty before being permitted to 
return to work. 

Second, no employee engaged in train or 
engine service may be required or permitted 
to continue on duty or go on duty unless he 
has had at least eight consecutive hours off 
duty within the preceding twenty-four hours. 
This latter limitation, when read in conjunc-
tion with the requirements with respect to 
computation of duty time (discussed below) 
results in several conclusions: 

VerDate jul<14>2003 10:17 Oct 31, 2003 Jkt 200206 PO 00000 Frm 00295 Fmt 8010 Sfmt 8002 Y:\SGML\200206T.XXX 200206T


		Superintendent of Documents
	2014-11-25T10:01:54-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




