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1 EPZs for power reactors are discussed in 
NUREG–0396; EPA 520/1–78–016, ‘‘Planning 
Basis for the Development of State and 
Local Government Radiological Emergency 
Response Plans in Support of Light Water 
Nuclear Power Plants,’’ December 1978. The 
size of the EPZs for a nuclear power plant 
shall be determined in relation to local 
emergency response needs and capabilities as 
they are affected by such conditions as de-
mography, topography, land characteristics, 
access routes, and jurisdictional boundaries. 
The size of the EPZs also may be determined 
on a case-by-case basis for gas-cooled nu-
clear reactors and for reactors with an au-
thorized power level less than 250 MW ther-
mal. Generally, the plume exposure pathway 
EPZ for nuclear power plants with an au-
thorized power level greater than 250 MW 
thermal shall consist of an area about 10 
miles (16 km) in radius and the ingestion 
pathway EPZ shall consist of an area about 
50 miles (80 km) in radius. 

2 Regulatory Guide 2.6 will be used as guid-
ance for the acceptability of research and 
test reactor emergency response plans. 

III. ANNUAL FINANCIAL STATEMENT 

Each holder of a construction permit for a 
production or utilization facility of a type 
described in § 50.21(b) or § 50.22, or a testing 
facility is required by § 50.71(b) to file its an-
nual financial report with the Commission at 
the time of issuance thereof. This require-
ment does not apply to licensees or holders 
of construction permits for medical and re-
search reactors. 

IV. ADDITIONAL INFORMATION 

The Commission may, from time to time, 
request the applicant, whether an estab-
lished organization or newly formed entity, 
to submit additional or more detailed infor-
mation respecting its financial arrange-
ments and status of funds if such informa-
tion is deemed necessary to enable the 
Commiasion to determine an applicant’s fi-
nancial qualifications for the license. 

[49 FR 35753, Sept. 12, 1984, as amended at 50 
FR 18853, May 3, 1985] 
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I. INTRODUCTION 

Each applicant for a construction permit is 
required by § 50.34(a) to include in the pre-
liminary safety analysis report a discussion 
of preliminary plans for coping with emer-
gencies. Each applicant for an operating li-
cense is required by § 50.34(b) to include in 
the final safety analysis report plans for cop-
ing with emergencies. 

This appendix establishes minimum re-
quirements for emergency plans for use in 
attaining an acceptable state of emergency 
preparedness. These plans shall be described 
generally in the preliminary safety analysis 
report and submitted as part of the final 
safety analysis report. 

The potential radiological hazards to the 
public associated with the operation of re-
search and test reactors and fuel facilities li-
censed under 10 CFR parts 50 and 70 involve 
considerations different than those associ-
ated with nuclear power reactors. Con-
sequently, the size of Emergency Planning 

Zones 1 (EPZs) for facilities other than power 
reactors and the degree to which compliance 
with the requirements of this section and 
sections II, III, IV, and V as necessary will be 
determined on a case-by-case basis.2 

Notwithstanding the above paragraphs, in 
the case of an operating license authorizing 
only fuel loading and/or low power oper-
ations up to 5% of rated power, no NRC or 
FEMA review, findings, or determinations 
concerning the state of offsite emergency 
preparedness or the adequacy of and the ca-
pability to implement State and local offsite 
emergency plans, as defined in this appendix, 
are required prior to the issuance of such a 
license. 

II. THE PRELIMINARY SAFETY ANALYSIS 
REPORT 

The Preliminary Safety Analysis Report 
shall contain sufficient information to en-
sure the compatibility of proposed emer-
gency plans for both onsite areas and the 
EPZs, with facility design features, site lay-
out, and site location with respect to such 
considerations as access routes, surrounding 
population distributions, land use, and local 
jurisdictional boundaries for the EPZs in the 
case of nuclear power reactors as well as the 
means by which the standards of § 50.47(b) 
will be met. 

As a minimum, the following items shall 
be described: 

A. Onsite and offsite organizations for cop-
ing with emergencies and the means for noti-
fication, in the event of an emergency, of 
persons assigned to the emergency organiza-
tions. 
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