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than 1000 grams, of which not more 
than 20 percent by mass may consist of 
plutonium-239, plutonium-241, or any 
combination of these radionuclides. 

§ 71.16 [Reserved] 

Subpart C—General Licenses 

SOURCE: 69 FR 3786, Jan. 26, 2004, unless 
otherwise noted. 

§ 71.17 General license: NRC-approved 
package. 

(a) A general license is issued to any 
licensee of the Commission to trans-
port, or to deliver to a carrier for 
transport, licensed material in a pack-
age for which a license, certificate of 
compliance (CoC), or other approval 
has been issued by the NRC. 

(b) This general license applies only 
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part. 

(c) This general license applies only 
to a licensee who— 

(1) Has a copy of the CoC, or other 
approval of the package, and has the 
drawings and other documents ref-
erenced in the approval relating to the 
use and maintenance of the packaging 
and to the actions to be taken before 
shipment; 

(2) Complies with the terms and con-
ditions of the license, certificate, or 
other approval, as applicable, and the 
applicable requirements of subparts A, 
G, and H of this part; and 

(3) Before the licensee’s first use of 
the package, submits in writing to: 
ATTN: Document Control Desk, Direc-
tor, Spent Fuel Project Office, Office of 
Nuclear Material Safety and Safe-
guards, using an appropriate method 
listed in § 71.1(a), the licensee’s name 
and license number and the package 
identification number specified in the 
package approval. 

(d) This general license applies only 
when the package approval authorizes 
use of the package under this general 
license. 

(e) For a Type B or fissile material 
package, the design of which was ap-
proved by NRC before April 1, 1996, the 
general license is subject to the addi-
tional restrictions of § 71.19. 

§ 71.18 [Reserved] 

§ 71.19 Previously approved package. 

(a) A Type B package previously ap-
proved by NRC, but not designated as 
B(U), B(M), B(U)F, or B(M)F in the 
identification number of the NRC CoC, 
or Type AF packages approved by the 
NRC prior to September 6, 1983, may be 
used under the general license of § 71.17 
with the following additional condi-
tions: 

(1) Fabrication of the packaging was 
satisfactorily completed by August 31, 
1986, as demonstrated by application of 
its model number in accordance with 
§ 71.85(c); 

(2) A serial number that uniquely 
identifies each packaging which con-
forms to the approved design is as-
signed to, and legibly and durably 
marked on, the outside of each pack-
aging; and 

(3) Paragraph (a) of this section ex-
pires October 1, 2008. 

(b) A Type B(U) package, a Type 
B(M) package, or a fissile material 
package, previously approved by the 
NRC but without the designation ‘‘-85’’ 
in the identification number of the 
NRC CoC, may be used under the gen-
eral license of § 71.17 with the following 
additional conditions: 

(1) Fabrication of the package is sat-
isfactorily completed by April 1, 1999, 
as demonstrated by application of its 
model number in accordance with 
§ 71.85(c); 

(2) A package used for a shipment to 
a location outside the United States is 
subject to multilateral approval as de-
fined in DOT regulations at 49 CFR 
173.403; and 

(3) A serial number which uniquely 
identifies each packaging which con-
forms to the approved design is as-
signed to and legibly and durably 
marked on the outside of each pack-
aging. 

(c) A Type B(U) package, a Type B(M) 
package, or a fissile material package 
previously approved by the NRC with 
the designation ‘‘-85’’ in the identifica-
tion number of the NRC CoC, may be 
used under the general license of § 71.17 
with the following additional condi-
tions: 
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(1) Fabrication of the package must 
be satisfactorily completed by Decem-
ber 31, 2006, as demonstrated by appli-
cation of its model number in accord-
ance with § 71.85(c); and 

(2) After December 31, 2003, a package 
used for a shipment to a location out-
side the United States is subject to 
multilateral approval as defined in 
DOT regulations at 49 CFR 173.403. 

(d) NRC will approve modifications 
to the design and authorized contents 
of a Type B package, or a fissile mate-
rial package, previously approved by 
NRC, provided— 

(1) The modifications of a Type B 
package are not significant with re-
spect to the design, operating charac-
teristics, or safe performance of the 
containment system, when the package 
is subjected to the tests specified in 
§§ 71.71 and 71.73; 

(2) The modifications of a fissile ma-
terial package are not significant, with 
respect to the prevention of criticality, 
when the package is subjected to the 
tests specified in §§ 71.71 and 71.73; and 

(3) The modifications to the package 
satisfy the requirements of this part. 

(e) NRC will revise the package iden-
tification number to designate pre-
viously approved package designs as B, 
BF, AF, B(U), B(M), B(U)F, B(M)F, 
B(U)-85, B(U)F–85, B(M)-85, B(M)F–85, 
or AF–85 as appropriate, and with the 
identification number suffix ‘‘-96’’ after 
receipt of an application dem-
onstrating that the design meets the 
requirements of this part. 

[69 FR 3786, Jan. 26, 2004; 69 FR 6139, Feb. 10, 
2004] 

EFFECTIVE DATE NOTE: At 69 FR 3786, Jan. 
26, 2004, as corrected at 69 FR 6139, Feb. 10, 
2004, § 71.19 was revised, effective Oct. 1, 2004. 
Paragraph (a) of this section will expire on 
Oct. 1, 2008. 

§ 71.20 General license: DOT specifica-
tion container. 

(a) A general license is issued to any 
licensee of the Commission to trans-
port, or to deliver to a carrier for 
transport, licensed material in a speci-
fication container for fissile material 
or for a Type B quantity of radioactive 
material as specified in DOT regula-
tions at 49 CFR parts 173 and 178. 

(b) This general license applies only 
to a licensee who has a quality assur-

ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part. 

(c) This general license applies only 
to a licensee who— 

(1) Has a copy of the specification; 
and 

(2) Complies with the terms and con-
ditions of the specification and the ap-
plicable requirements of subparts A, G, 
and H of this part. 

(d) This general license is subject to 
the limitation that the specification 
container may not be used for a ship-
ment to a location outside the United 
States, except by multilateral ap-
proval, as defined in DOT regulations 
at 49 CFR 173.403. 

(e) This section expires October 1, 
2008. 

[69 FR 3786, Jan. 26, 2004] 

EFFECTIVE DATE NOTE: At 69 FR 3786, § 71.20 
was revised, effective Oct. 1, 2004 to Oct. 1, 
2008. 

§ 71.21 General license: Use of foreign 
approved package. 

(a) A general license is issued to any 
licensee of the Commission to trans-
port, or to deliver to a carrier for 
transport, licensed material in a pack-
age, the design of which has been ap-
proved in a foreign national competent 
authority certificate, that has been re-
validated by DOT as meeting the appli-
cable requirements of 49 CFR 171.12. 

(b) Except as otherwise provided in 
this section, the general license applies 
only to a licensee who has a quality as-
surance program approved by the Com-
mission as satisfying the applicable 
provisions of subpart H of this part. 

(c) This general license applies only 
to shipments made to or from locations 
outside the United States. 

(d) This general license applies only 
to a licensee who— 

(1) Has a copy of the applicable cer-
tificate, the revalidation, and the 
drawings and other documents ref-
erenced in the certificate, relating to 
the use and maintenance of the pack-
aging and to the actions to be taken 
before shipment; and 

(2) Complies with the terms and con-
ditions of the certificate and revalida-
tion, and with the applicable require-
ments of subparts A, G, and H of this 
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part. With respect to the quality assur-
ance provisions of subpart H of this 
part, the licensee is exempt from de-
sign, construction, and fabrication con-
siderations. 

§ 71.22 General license: Fissile mate-
rial. 

(a) A general license is issued to any 
licensee of the Commission to trans-
port fissile material, or to deliver 
fissile material to a carrier for trans-
port, if the material is shipped in ac-
cordance with this section. The fissile 
material need not be contained in a 
package which meets the standards of 
subparts E and F of this part; however, 
the material must be contained in a 
Type A package. The Type A package 
must also meet the DOT requirements 
of 49 CFR 173.417(a). 

(b) The general license applies only 
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part. 

(c) The general license applies only 
when a package’s contents: 

(1) Contain no more than a Type A 
quantity of radioactive material; and 

(2) Contain less than 500 total grams 
of beryllium, graphite, or hydrogenous 
material enriched in deuterium. 

(d) The general license applies only 
to packages containing fissile material 
that are labeled with a CSI which: 

(1) Has been determined in accord-
ance with paragraph (e) of this section; 

(2) Has a value less than or equal to 
10; and 

(3) For a shipment of multiple pack-
ages containing fissile material, the 
sum of the CSIs must be less than or 
equal to 50 (for shipment on a non-
exclusive use conveyance) and less 
than or equal to 100 (for shipment on 
an exclusive use conveyance). 

(e)(1) The value for the CSI must be 
greater than or equal to the number 
calculated by the following equation: 

CSI =
grams of U

X

grams of U

Y

grams of Pu

Z
;

235 233

10 + +










(2) The calculated CSI must be round-
ed up to the first decimal place; 

(3) The values of X, Y, and Z used in 
the CSI equation must be taken from 
Tables 71–1 or 71–2, as appropriate; 

(4) If Table 71–2 is used to obtain the 
value of X, then the values for the 
terms in the equation for uranium-233 
and plutonium must be assumed to be 
zero; and 

(5) Table 71–1 values for X, Y, and Z 
must be used to determine the CSI if: 

(i) Uranium-233 is present in the 
package; 

(ii) The mass of plutonium exceeds 1 
percent of the mass of uranium-235; 

(iii) The uranium is of unknown ura-
nium-235 enrichment or greater than 24 
weight percent enrichment; or 

(iv) Substances having a moderating 
effectiveness (i.e., an average hydrogen 
density greater than H2O) (e.g., certain 
hydrocarbon oils or plastics) are 
present in any form, except as poly-
ethylene used for packing or wrapping. 

TABLE 71–1—MASS LIMITS FOR GENERAL LICENSE PACKAGES CONTAINING MIXED QUANTITIES OF 
FISSILE MATERIAL OR URANIUM-235 OF UNKNOWN ENRICHMENT PER § 71.22(e) 

Fissile material 

Fissile material 
mass mixed with 
moderating sub-

stances having an 
average hydrogen 
density less than 
or equal to H2O 

(grams) 

Fissile material 
mass mixed with 
moderating sub-

stances having an 
average hydrogen 

density greater 
than H2Oa (grams) 

235 U (X) ............................................................................................................................. 60 38 
233 U (Y) ............................................................................................................................. 43 27 
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TABLE 71–1—MASS LIMITS FOR GENERAL LICENSE PACKAGES CONTAINING MIXED QUANTITIES OF 
FISSILE MATERIAL OR URANIUM-235 OF UNKNOWN ENRICHMENT PER § 71.22(e)—Continued 

Fissile material 

Fissile material 
mass mixed with 
moderating sub-

stances having an 
average hydrogen 
density less than 
or equal to H2O 

(grams) 

Fissile material 
mass mixed with 
moderating sub-

stances having an 
average hydrogen 

density greater 
than H2Oa (grams) 

239 Pu or 241 Pu (Z) ............................................................................................................ 37 24 

a When mixtures of moderating substances are present, the lower mass limits shall be used if more than 15 percent of the 
moderating substance has an average hydrogen density greater than H2O. 

TABLE 71–2—MASS LIMITS FOR GENERAL LI-
CENSE PACKAGES CONTAINING URANIUM-235 
OF KNOWN ENRICHMENT PER § 71.22(e) 

Uranium enrichment in weight percent of 235 U 
not exceeding 

Fissile ma-
terial mass 
of 235 U (X) 

(grams) 

24 ....................................................................... 60 
20 ....................................................................... 63 
15 ....................................................................... 67 
11 ....................................................................... 72 
10 ....................................................................... 76 
9.5 ...................................................................... 78 
9 ......................................................................... 81 
8.5 ...................................................................... 82 
8 ......................................................................... 85 
7.5 ...................................................................... 88 
7 ......................................................................... 90 
6.5 ...................................................................... 93 
6 ......................................................................... 97 
5.5 ...................................................................... 102 
5 ......................................................................... 108 
4.5 ...................................................................... 114 
4 ......................................................................... 120 
3.5 ...................................................................... 132 
3 ......................................................................... 150 
2.5 ...................................................................... 180 
2 ......................................................................... 246 
1.5 ...................................................................... 408 
1.35 .................................................................... 480 
1 ......................................................................... 1,020 
0.92 .................................................................... 1,800 

[69 FR 3786, Jan. 26, 2004; 69 FR 58038, Sept. 
29, 2004] 

§ 71.23 General license: Plutonium-be-
ryllium special form material. 

(a) A general license is issued to any 
licensee of the Commission to trans-
port fissile material in the form of plu-
tonium-beryllium (Pu-Be) special form 
sealed sources, or to deliver Pu-Be 
sealed sources to a carrier for trans-
port, if the material is shipped in ac-

cordance with this section. This mate-
rial need not be contained in a package 
which meets the standards of subparts 
E and F of this part; however, the ma-
terial must be contained in a Type A 
package. The Type A package must 
also meet the DOT requirements of 49 
CFR 173.417(a). 

(b) The general license applies only 
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part. 

(c) The general license applies only 
when a package’s contents: 

(1) Contain no more than a Type A 
quantity of radioactive material; and 

(2) Contain less than 1000 g of pluto-
nium, provided that: plutonium-239, 
plutonium-241, or any combination of 
these radionuclides, constitutes less 
than 240 g of the total quantity of plu-
tonium in the package. 

(d) The general license applies only 
to packages labeled with a CSI which: 

(1) Has been determined in accord-
ance with paragraph (e) of this section; 

(2) Has a value less than or equal to 
100; and 

(3) For a shipment of multiple pack-
ages containing Pu-Be sealed sources, 
the sum of the CSIs must be less than 
or equal to 50 (for shipment on a non-
exclusive use conveyance) and less 
than or equal to 100 (for shipment on 
an exclusive use conveyance). 

(e)(1) The value for the CSI must be 
greater than or equal to the number 
calculated by the following equation: 

CSI =
grams of Pu  grams of Pu

; and
239 241

10
24

+
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(2) The calculated CSI must be round-
ed up to the first decimal place. 

[69 FR 3786, Jan. 26, 2004; 69 FR 58038, Sept. 
29, 2004] 

§§ 71.24–71.25 [Reserved] 

Subpart D—Application for 
Package Approval 

§ 71.31 Contents of application. 
(a) An application for an approval 

under this part must include, for each 
proposed packaging design, the fol-
lowing information: 

(1) A package description as required 
by § 71.33; 

(2) A package evaluation as required 
by § 71.35; and 

(3) A quality assurance program de-
scription, as required by § 71.37, or a 
reference to a previously approved 
quality assurance program. 

(b) Except as provided in § 71.13, an 
application for modification of a pack-
age design, whether for modification of 
the packaging or authorized contents, 
must include sufficient information to 
demonstrate that the proposed design 
satisfies the package standards in ef-
fect at the time the application is filed. 

(c) The applicant shall identify any 
established codes and standards pro-
posed for use in package design, fab-
rication, assembly, testing, mainte-
nance, and use. In the absence of any 
codes and standards, the applicant 
shall describe and justify the basis and 
rationale used to formulate the pack-
age quality assurance program. 

§ 71.33 Package description. 
The application must include a de-

scription of the proposed package in 
sufficient detail to identify the pack-
age accurately and provide a sufficient 
basis for evaluation of the package. 
The description must include— 

(a) With respect to the packaging— 
(1) Classification as Type B(U), Type 

B(M), or fissile material packaging; 
(2) Gross weight; 
(3) Model number; 
(4) Identification of the containment 

system; 
(5) Specific materials of construc-

tion, weights, dimensions, and fabrica-
tion methods of— 

(i) Receptacles; 

(ii) Materials specifically used as 
nonfissile neutron absorbers or mod-
erators; 

(iii) Internal and external structures 
supporting or protecting receptacles; 

(iv) Valves, sampling ports, lifting 
devices, and tie-down devices; and 

(v) Structural and mechanical means 
for the transfer and dissipation of heat; 
and 

(6) Identification and volumes of any 
receptacles containing coolant. 

(b) With respect to the contents of 
the package— 

(1) Identification and maximum ra-
dioactivity of radioactive constituents; 

(2) Identification and maximum 
quantities of fissile constituents; 

(3) Chemical and physical form; 
(4) Extent of reflection, the amount 

and identity of nonfissile materials 
used as neutron absorbers or modera-
tors, and the atomic ratio of moderator 
to fissile constituents; 

(5) Maximum normal operating pres-
sure; 

(6) Maximum weight; 
(7) Maximum amount of decay heat; 

and 
(8) Identification and volumes of any 

coolants. 

§ 71.35 Package evaluation. 
The application must include the fol-

lowing: 
(a) A demonstration that the package 

satisfies the standards specified in sub-
parts E and F of this part; 

(b) For a fissile material package, 
the allowable number of packages that 
may be transported in the same vehicle 
in accordance with § 71.59; and 

(c) For a fissile material shipment, 
any proposed special controls and pre-
cautions for transport, loading, unload-
ing, and handling and any proposed 
special controls in case of an accident 
or delay. 

§ 71.37 Quality assurance. 
(a) The applicant shall describe the 

quality assurance program (see Sub-
part H of this part) for the design, fab-
rication, assembly, testing, mainte-
nance, repair, modification, and use of 
the proposed package. 

(b) The applicant shall identify any 
specific provisions of the quality assur-
ance program that are applicable to 
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