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63.311, 63.312, 63.321, 63.322, 63.331, 63.332, 
63.341, and 63.342. 

Subpart K—Preclosure Public 
Health and Environmental 
Standards 

§ 63.201 Purpose and scope. 
This subpart covers the storage of ra-

dioactive material by DOE in the 
Yucca Mountain repository and on the 
Yucca Mountain site. For the purposes 
of demonstrating compliance with this 
subpart, to the extent there may be 
any conflict with the requirements 
specified in this subpart and the re-
quirements contained in Subparts A–J 
of this regulation, including defini-
tions, the requirements in this subpart 
shall take precedence. 

§ 63.202 Definitions for Subpart K. 
General environment means every-

where outside the Yucca Mountain 
site, the Nellis Air Force Range, and 
the Nevada Test Site. 

Member of the public means anyone 
who is not a radiation worker for pur-
poses of worker protection. 

Radioactive material means matter 
composed of or containing radio-
nuclides subject to the Atomic Energy 
Act of 1954, as amended (42 U.S.C. sec. 
2014 et seq.). Radioactive material in-
cludes, but is not limited to, high-level 
radioactive waste and spent nuclear 
fuel. 

Spent nuclear fuel means fuel that has 
been withdrawn from a nuclear reactor 
following irradiation, the constituent 
elements of which have not been sepa-
rated by reprocessing. 

Storage means retention (and any as-
sociated activity, operation, or process 
necessary to carry out successful re-
tention) of radioactive material with 
the intent or capability to readily ac-
cess or retrieve such material. 

Yucca Mountain repository means the 
excavated portion of the facility con-
structed underground within the Yucca 
Mountain site. 

Yucca Mountain site means: 
(1) The site recommended by the Sec-

retary of DOE to the President under 
section 112(b)(1)(B) of the Nuclear 
Waste Policy Act of 1982 (42 U.S.C. 
10132(b)(1)(B)) on May 27, 1986; or 

(2) The area under the control of DOE 
for the use of Yucca Mountain activi-
ties at the time of licensing, if the site 
designated under the Nuclear Waste 
Policy Act is amended by Congress 
prior to the time of licensing. 

§ 63.203 Implementation of Subpart K. 

DOE must demonstrate that normal 
operations at the Yucca Mountain site 
will and do occur in compliance with 
this subpart before the Commission 
grants or continues a license for DOE 
to receive and possess radioactive ma-
terial within the Yucca Mountain site. 

§ 63.204 Preclosure standard. 

DOE must ensure that no member of 
the public in the general environment 
receives more than an annual dose of 
0.15 mSv (15 mrem) from the combina-
tion of: 

(a) Management and storage (as de-
fined in 40 CFR 191.2) of radioactive 
material that: 

(1) Is subject to 40 CFR 191.3(a); and 
(2) Occurs outside of the Yucca 

Mountain repository but within the 
Yucca Mountain site; and 

(b) Storage (as defined in § 63.202) of 
radioactive material inside the Yucca 
Mountain repository. 

Subpart L—Postclosure Public 
Health and Environmental 
Standards 

§ 63.301 Purpose and scope. 

This subpart covers the disposal of 
radioactive material in the Yucca 
Mountain repository by DOE. For the 
purposes of demonstrating compliance 
with this subpart, to the extent that 
there may be any conflict with the re-
quirements specified in this subpart 
and the requirements contained in Sub-
parts A–J of this part, including defini-
tions, the requirements in this subpart 
shall take precedence. 

§ 63.302 Definitions for Subpart L. 

All definitions in subpart K of this 
part, and the following: 

Accessible environment means any 
point outside of the controlled area, in-
cluding: 
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(1) The atmosphere (including the at-
mosphere above the surface area of the 
controlled area); 

(2) Land surfaces; 
(3) Surface waters; 
(4) Oceans; and 
(5) The lithosphere. 
Aquifer means a water-bearing under-

ground geological formation, group of 
formations, or part of a formation (ex-
cluding perched water bodies) that can 
yield a significant amount of ground 
water to a well or spring. 

Controlled area means: 
(1) The surface area, identified by 

passive institutional controls, that en-
compasses no more than 300 square kil-
ometers. It must not extend farther: 

(i) South than 36°40′13.6661″ North 
latitude, in the predominant direction 
of ground-water flow; and 

(ii) Than five kilometers from the re-
pository footprint in any other direc-
tion; and 

(2) The subsurface underlying the 
surface area. 

Disposal means the emplacement of 
radioactive material into the Yucca 
Mountain disposal system with the in-
tent of isolating it for as long as rea-
sonably possible and with no intent of 
recovery, whether or not the design of 
the disposal system permits the ready 
recovery of the material. Disposal of 
radioactive material in the Yucca 
Mountain disposal system begins when 
all of the ramps and other openings 
into the Yucca Mountain repository 
are sealed. 

Ground water means water that is 
below the land surface and in a satu-
rated zone. 

Human intrusion means breaching of 
any portion of the Yucca Mountain dis-
posal system, within the repository 
footprint, by any human activity. 

Passive institutional controls means: 
(1) Markers, as permanent as prac-

ticable, placed on the Earth’s surface; 
(2) Public records and archives; 
(3) Government ownership and regu-

lations regarding land or resource use; 
and 

(4) Other reasonable methods of pre-
serving knowledge about the location, 
design, and contents of the Yucca 
Mountain disposal system. 

Peak dose means the highest annual 
dose projected to be received by the 

reasonably maximally exposed indi-
vidual. 

Period of geologic stability means the 
time during which the variability of 
geologic characteristics and their fu-
ture behavior in and around the Yucca 
Mountain site can be bounded, that is, 
they can be projected within a reason-
able range of possibilities. 

Plume of contamination means that 
volume of ground water in the pre-
dominant direction of ground-water 
flow that contains radioactive con-
tamination from releases from the 
Yucca Mountain repository. It does not 
include releases from any other poten-
tial sources on or near the Nevada Test 
Site. 

Repository footprint means the outline 
of the outermost locations of where the 
waste is emplaced in the Yucca Moun-
tain repository. 

Slice of the plume means a cross-sec-
tion of the plume of contamination 
with sufficient thickness parallel to 
the prevalent direction of flow of the 
plume that it contains the representa-
tive volume. 

Total dissolved solids means the total 
dissolved (filterable) solids in water as 
determined by use of the method speci-
fied in 40 CFR part 136. 

Undisturbed performance means that 
human intrusion or the occurrence of 
unlikely natural features, events, and 
processes do not disturb the disposal 
system. 

Undisturbed Yucca Mountain disposal 
system means that the Yucca Mountain 
disposal system is not affected by 
human intrusion. 

Waste means any radioactive mate-
rial emplaced for disposal into the 
Yucca Mountain repository. 

Well-capture zone means the volume 
from which a well pumping at a defined 
rate is withdrawing water from an aq-
uifer. The dimensions of the well-cap-
ture zone are determined by the pump-
ing rate in combination with aquifer 
characteristics assumed for calcula-
tions, such as hydraulic conductivity, 
gradient, and the screened interval. 

Yucca Mountain disposal system means 
the combination of underground engi-
neered and natural barriers within the 
controlled area that prevents or sub-
stantially reduces releases from the 
waste. 
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§ 63.303 Implementation of Subpart L. 
DOE must demonstrate that there is 

a reasonable expectation of compliance 
with this subpart before a license may 
be issued. In the case of the specific nu-
merical requirements in § 63.311 of this 
subpart, and if performance assessment 
is used to demonstrate compliance 
with the specific numerical require-
ments in §§ 63.321 and 63.331 of this sub-
part, compliance is based upon the 
mean of the distribution of projected 
doses of DOE’s performance assess-
ments which project the performance 
of the Yucca Mountain disposal system 
for 10,000 years after disposal. 

§ 63.304 Reasonable expectation. 
Reasonable expectation means that the 

Commission is satisfied that compli-
ance will be achieved based upon the 
full record before it. Characteristics of 
reasonable expectation include that it: 

(1) Requires less than absolute proof 
because absolute proof is impossible to 
attain for disposal due to the uncer-
tainty of projecting long-term perform-
ance; 

(2) Accounts for the inherently great-
er uncertainties in making long-term 
projections of the performance of the 
Yucca Mountain disposal system; 

(3) Does not exclude important pa-
rameters from assessments and anal-
yses simply because they are difficult 
to precisely quantify to a high degree 
of confidence; and 

(4) Focuses performance assessments 
and analyses on the full range of defen-
sible and reasonable parameter dis-
tributions rather than only upon ex-
treme physical situations and param-
eter values. 

§ 63.305 Required characteristics of 
the reference biosphere. 

(a) Features, events, and processes 
that describe the reference biosphere 
must be consistent with present knowl-
edge of the conditions in the region 
surrounding the Yucca Mountain site. 

(b) DOE should not project changes 
in society, the biosphere (other than 
climate), human biology, or increases 
or decreases of human knowledge or 
technology. In all analyses done to 
demonstrate compliance with this part, 
DOE must assume that all of those fac-
tors remain constant as they are at the 

time of submission of the license appli-
cation. 

(c) DOE must vary factors related to 
the geology, hydrology, and climate 
based upon cautious, but reasonable as-
sumptions consistent with present 
knowledge of factors that could affect 
the Yucca Mountain disposal system 
over the next 10,000 years. 

(d) Biosphere pathways must be con-
sistent with arid or semi-arid condi-
tions. 

POSTCLOSURE INDIVIDUAL PROTECTION 
STANDARD 

§ 63.311 Individual protection stand-
ard after permanent closure. 

DOE must demonstrate, using per-
formance assessment, that there is a 
reasonable expectation that, for 10,000 
years following disposal, the reason-
ably maximally exposed individual re-
ceives no more than an annual dose of 
0.15 mSv (15 mrem) from releases from 
the undisturbed Yucca Mountain dis-
posal system. DOE’s analysis must in-
clude all potential pathways of radio-
nuclide transport and exposure. 

§ 63.312 Required characteristics of 
the reasonably maximally exposed 
individual. 

The reasonably maximally exposed 
individual is a hypothetical person who 
meets the following criteria: 

(a) Lives in the accessible environ-
ment above the highest concentration 
of radionuclides in the plume of con-
tamination; 

(b) Has a diet and living style rep-
resentative of the people who now re-
side in the Town of Amargosa Valley, 
Nevada. DOE must use projections 
based upon surveys of the people resid-
ing in the Town of Amargosa Valley, 
Nevada, to determine their current 
diets and living styles and use the 
mean values of these factors in the as-
sessments conducted for §§ 63.311 and 
63.321; 

(c) Uses well water with average con-
centrations of radionuclides based on 
an annual water demand of 3000 acre- 
feet; 

(d) Drinks 2 liters of water per day 
from wells drilled into the ground 
water at the location specified in para-
graph (a) of this section; and 
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(e) Is an adult with metabolic and 
physiological considerations consistent 
with present knowledge of adults. 

HUMAN INTRUSION STANDARD 

§ 63.321 Individual protection stand-
ard for human intrusion. 

DOE must determine the earliest 
time after disposal that the waste 
package would degrade sufficiently 
that a human intrusion could occur 
without recognition by the drillers. 
DOE must: 

(a) Provide the analyses and its tech-
nical bases used to determine the time 
of occurrence of human intrusion (see 
§ 63.322) without recognition by the 
drillers. 

(b) If complete waste package pene-
tration is projected to occur at or be-
fore 10,000 years after disposal: 

(1) Demonstrate that there is a rea-
sonable expectation that the reason-
ably maximally exposed individual re-
ceives no more than an annual dose of 
0.15 mSv (15 mrem) as a result of a 
human intrusion, at or before 10,000 
years after disposal. The analysis must 
include all potential environmental 
pathways of radionuclide transport and 
exposure subject to the requirements 
at § 63.322; and 

(2) If exposures to the reasonably 
maximally exposed individual occur 
more than 10,000 years after disposal, 
include the results of the analysis and 
its bases in the environmental impact 
statement for Yucca Mountain as an 
indicator of long-term disposal system 
performance. 

(c) Include the results of the analysis 
and its bases in the environmental im-
pact statement for Yucca Mountain as 
an indicator of long-term disposal sys-
tem performance, if the intrusion is 
not projected to occur before 10,000 
years after disposal. 

§ 63.322 Human intrusion scenario. 

For the purposes of the analysis of 
human intrusion, DOE must make the 
following assumptions: 

(a) There is a single human intrusion 
as a result of exploratory drilling for 
ground water; 

(b) The intruders drill a borehole di-
rectly through a degraded waste pack-
age into the uppermost aquifer under-
lying the Yucca Mountain repository; 

(c) The drillers use the common tech-
niques and practices that are currently 
employed in exploratory drilling for 
ground water in the region surrounding 
Yucca Mountain; 

(d) Careful sealing of the borehole 
does not occur, instead natural deg-
radation processes gradually modify 
the borehole; 

(e) No particulate waste material 
falls into the borehole; 

(f) The exposure scenario includes 
only those radionuclides transported to 
the saturated zone by water (e.g., 
water enters the waste package, re-
leases radionuclides, and transports 
radionuclides by way of the borehole to 
the saturated zone); and 

(g) No releases are included which are 
caused by unlikely natural processes 
and events. 

GROUND-WATER PROTECTION STANDARDS 

§ 63.331 Separate standards for protec-
tion of ground water. 

DOE must demonstrate that there is 
a reasonable expectation that, for 
10,000 years of undisturbed performance 
after disposal, releases of radionuclides 
from waste in the Yucca Mountain dis-
posal system into the accessible envi-
ronment will not cause the level of ra-
dioactivity in the representative vol-
ume of ground water to exceed the lim-
its in the following Table 1: 

TABLE 1—LIMITS ON RADIONUCLIDES IN THE REPRESENTATIVE VOLUME 

Radionuclide or type of radiation emitted Limit Is natural background 
included? 

Combined radium-226 and radium-228 .................. 5 picocuries per liter ............................................. Yes. 
Gross alpha activity (including radium-226 but ex-

cluding radon and uranium).
15 picocuries per liter ........................................... Yes. 

Combined beta and photon emitting radionuclides 0.04 mSv (4 mrem) per year to the whole body 
or any organ, based on drinking 2 liters of 
water per day from the representative volume.

No. 
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§ 63.332 Representative volume. 

(a) The representative volume is the 
volume of ground water that would be 
withdrawn annually from an aquifer 
containing less than 10,000 milligrams 
of total dissolved solids per liter of 
water to supply a given water demand. 
DOE must project the concentration of 
radionuclides released from the Yucca 
Mountain disposal system that will be 
in the representative volume. DOE 
must use the projected concentrations 
to demonstrate a reasonable expecta-
tion that the Yucca Mountain disposal 
system complies with § 63.331. The DOE 
must make the following assumptions 
concerning the representative volume: 

(1) It includes the highest concentra-
tion level in the plume of contamina-
tion in the accessible environment; 

(2) Its position and dimensions in the 
aquifer are determined using average 
hydrologic characteristics which have 
cautious, but reasonable, values rep-
resentative of the aquifers along the 
radionuclide migration path from the 
Yucca Mountain repository to the ac-
cessible environment as determined by 
site characterization; and 

(3) It contains 3,000 acre-feet of water 
(about 3,714,450,000 liters or 977,486,000 
gallons). 

(b) DOE must use one of two alter-
native methods for determining the di-
mensions of the representative volume. 
The DOE must propose its chosen 
method, and any underlying assump-
tions, to NRC for approval. 

(1) DOE may calculate the dimen-
sions as a well-capture zone. If DOE 
uses this approach, it must assume 
that the: 

(i) Water supply well(s) has (have) 
characteristics consistent with public 
water supply wells in the Town of 
Amargosa Valley, Nevada, for example, 
well-bore size and length of the 
screened intervals; 

(ii) Screened interval(s) include(s) 
the highest concentration in the plume 
of contamination in the accessible en-
vironment; and 

(iii) Pumping rates and the place-
ment of the well(s) must be set to 
produce an annual withdrawal equal to 
the representative volume and to tap 
the highest concentration within the 
plume of contamination. 

(2) DOE may calculate the dimen-
sions as a slice of the plume. If DOE 
uses this approach, it must: 

(i) Propose, for approval, where the 
location of the edge of the plume of 
contamination occurs. For example, 
the place where the concentration of 
radionuclides reaches 0.1% of the level 
of the highest concentration in the ac-
cessible environment; 

(ii) Assume that the slice of the 
plume is perpendicular to the prevalent 
direction of flow of the aquifer; and 

(iii) Assume that the volume of 
ground water contained within the 
slice of the plume equals the represent-
ative volume. 

ADDITIONAL PROVISIONS 

§ 63.341 Projections of peak dose. 

To complement the results of § 63.311, 
DOE must calculate the peak dose of 
the reasonably maximally exposed in-
dividual that would occur after 10,000 
years following disposal but within the 
period of geologic stability. No regu-
latory standard applies to the results 
of this analysis; however, DOE must in-
clude the results and their bases in the 
environmental impact statement for 
Yucca Mountain as an indicator of 
long-term disposal system perform-
ance. 

§ 63.342 Limits on performance assess-
ments. 

DOE’s performance assessments shall 
not include consideration of very un-
likely features, events, or processes, 
i.e., those that are estimated to have 
less than one chance in 10,000 of occur-
ring within 10,000 years of disposal. 
DOE’s assessments for the human-in-
trusion and ground-water protection 
standards shall not include consider-
ation of unlikely features, events, and 
processes, or sequences of events and 
processes, i.e., those that are estimated 
to have less than one chance in 10 and 
at least one chance in 10,000 of occur-
ring within 10,000 years of disposal. In 
addition, DOE’s performance assess-
ments need not evaluate the impacts 
resulting from any features, events, 
and processes or sequences of events 
and processes with a higher chance of 
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occurrence if the results of the per-
formance assessments would not be 
changed significantly. 

[67 FR 62634, Oct. 8, 2002] 

§ 63.343 Severability of individual pro-
tection and ground-water protec-
tion standards. 

The individual protection and 
ground-water protection standards are 
severable. 
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