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cargo in combination cargo-passenger 
airplanes. 

(b) The certificate holder shall de-
scribe in its manual the functions of 
each category of required crew-
members under paragraph (a) of this 
section. 

Subpart I—Flight Crewmember 
Requirements 

§ 125.281 Pilot-in-command qualifica-
tions. 

No certificate holder may use any 
person, nor may any person serve, as 
pilot in command of an airplane unless 
that person— 

(a) Holds at least a commercial pilot 
certificate, an appropriate category, 
class, and type rating, and an instru-
ment rating; and 

(b) Has had at least 1,200 hours of 
flight time as a pilot, including 500 
hours of cross-country flight time, 100 
hours of night flight time, including at 
least 10 night takeoffs and landings, 
and 75 hours of actual or simulated in-
strument flight time, at least 50 hours 
of which were actual flight. 

§ 125.283 Second-in-command quali-
fications. 

No certificate holder may use any 
person, nor may any person serve, as 
second in command of an airplane un-
less that person— 

(a) Holds at least a commercial pilot 
certificate with appropriate category 
and class ratings, and an instrument 
rating; and 

(b) For flight under IFR, meets the 
recent instrument experience require-
ments prescribed for a pilot in com-
mand in part 61 of this chapter. 

§ 125.285 Pilot qualifications: Recent 
experience. 

(a) No certificate holder may use any 
person, nor may any person serve, as a 
required pilot flight crewmember un-
less within the preceding 90 calendar 
days that person has made at least 
three takeoffs and landings in the type 
airplane in which that person is to 
serve. The takeoffs and landings re-
quired by this paragraph may be per-
formed in a flight simulator if the 
flight simulator is qualified and ap-
proved by the Administrator for such 

purpose. However, any person who fails 
to qualify for a 90-consecutive-day pe-
riod following the date of that person’s 
last qualification under this paragraph 
must reestablish recency of experience 
as provided in paragraph (b) of this sec-
tion. 

(b) A required pilot flight crew-
member who has not met the require-
ments of paragraph (a) of this section 
may reestablish recency of experience 
by making at least three takeoffs and 
landings under the supervision of an 
authorized check airman, in accord-
ance with the following: 

(1) At least one takeoff must be made 
with a simulated failure of the most 
critical powerplant. 

(2) At least one landing must be made 
from an ILS approach to the lowest 
ILS minimums authorized for the cer-
tificate holder. 

(3) At least one landing must be made 
to a complete stop. 

(c) A required pilot flight crew-
member who performs the maneuvers 
required by paragraph (b) of this sec-
tion in a qualified and approved flight 
simulator, as prescribed in paragraph 
(a) of this section, must— 

(1) Have previously logged 100 hours 
of flight time in the same type airplane 
in which the pilot is to serve; and 

(2) Be observed on the first two land-
ings made in operations under this part 
by an authorized check airman who 
acts as pilot in command and occupies 
a pilot seat. The landings must be 
made in weather minimums that are 
not less than those contained in the 
certificate holder’s operations speci-
fications for Category I operations and 
must be made within 45 days following 
completion of simulator testing. 

(d) An authorized check airman who 
observes the takeoffs and landings pre-
scribed in paragraphs (b) and (c)(3) of 
this section shall certify that the per-
son being observed is proficient and 
qualified to perform flight duty in op-
erations under this part, and may re-
quire any additional maneuvers that 
are determined necessary to make this 
certifying statement. 

[Doc. No. 19779, 45 FR 67235, Oct. 9, 1980, as 
amended by Amdt. 125–27, 61 FR 34561, July 2, 
1996] 
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§ 125.287 Initial and recurrent pilot 
testing requirements. 

(a) No certificate holder may use any 
person, nor may any person serve as a 
pilot, unless, since the beginning of the 
12th calendar month before that serv-
ice, that person has passed a written or 
oral test, given by the Administrator 
or an authorized check airman on that 
person’s knowledge in the following 
areas— 

(1) The appropriate provisions of 
parts 61, 91, and 125 of this chapter and 
the operations specifications and the 
manual of the certificate holder; 

(2) For each type of airplane to be 
flown by the pilot, the airplane power-
plant, major components and systems, 
major appliances, performance and op-
erating limitations, standard and 
emergency operating procedures, and 
the contents of the approved Airplane 
Flight Manual or approved equivalent, 
as applicable; 

(3) For each type of airplane to be 
flown by the pilot, the method of deter-
mining compliance with weight and 
balance limitations for takeoff, land-
ing, and en route operations; 

(4) Navigation and use of air naviga-
tion aids appropriate to the operation 
of pilot authorization, including, when 
applicable, instrument approach facili-
ties and procedures; 

(5) Air traffic control procedures, in-
cluding IFR procedures when applica-
ble; 

(6) Meteorology in general, including 
the principles of frontal systems, icing, 
fog, thunderstorms, and windshear, 
and, if appropriate for the operation of 
the certificate holder, high altitude 
weather; 

(7) Procedures for avoiding oper-
ations in thunderstorms and hail, and 
for operating in turbulent air or in 
icing conditions; 

(8) New equipment, procedures, or 
techniques, as appropriate; 

(9) Knowledge and procedures for op-
erating during ground icing conditions, 
(i.e., any time conditions are such that 
frost, ice, or snow may reasonably be 
expected to adhere to the airplane), if 
the certificate holder expects to au-
thorize takeoffs in ground icing condi-
tions, including: 

(i) The use of holdover times when 
using deicing/anti-icing fluids. 

(ii) Airplane deicing/anti-icing proce-
dures, including inspection and check 
procedures and responsibilities. 

(iii) Communications. 
(iv) Airplane surface contamination 

(i.e., adherence of frost, ice, or snow) 
and critical area identification, and 
knowledge of how contamination ad-
versely affects airplane performance 
and flight characteristics. 

(v) Types and characteristics of deic-
ing/anti-icing fluids, if used by the cer-
tificate holder. 

(vi) Cold weather preflight inspection 
procedures. 

(vii) Techniques for recognizing con-
tamination on the airplane. 

(b) No certificate holder may use any 
person, nor may any person serve, as a 
pilot in any airplane unless, since the 
beginning of the 12th calendar month 
before that service, that person has 
passed a competency check given by 
the Administrator or an authorized 
check airman in that type of airplane 
to determine that person’s competence 
in practical skills and techniques in 
that airplane or type of airplane. The 
extent of the competency check shall 
be determined by the Administrator or 
authorized check airman conducting 
the competency check. The com-
petency check may include any of the 
maneuvers and procedures currently 
required for the original issuance of 
the particular pilot certificate required 
for the operations authorized and ap-
propriate to the category, class, and 
type of airplane involved. For the pur-
poses of this paragraph, type, as to an 
airplane, means any one of a group of 
airplanes determined by the Adminis-
trator to have a similar means of pro-
pulsion, the same manufacturer, and 
no significantly different handling or 
flight characteristics. 

(c) The instrument proficiency check 
required by § 125.291 may be substituted 
for the competency check required by 
this section for the type of airplane 
used in the check. 

(d) For the purposes of this part, 
competent performance of a procedure 
or maneuver by a person to be used as 
a pilot requires that the pilot be the 
obvious master of the airplane with the 
successful outcome of the maneuver 
never in doubt. 
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(e) The Administrator or authorized 
check airman certifies the competency 
of each pilot who passes the knowledge 
or flight check in the certificate hold-
er’s pilot records. 

(f) Portions of a required competency 
check may be given in an airplane sim-
ulator or other appropriate training de-
vice, if approved by the Administrator. 

[45 FR 67235, Oct. 9, 1980, as amended by 
Amdt. 125–18, 58 FR 69629, Dec. 30, 1993] 

§ 125.289 Initial and recurrent flight 
attendant crewmember testing re-
quirements. 

No certificate holder may use any 
person, nor may any person serve, as a 
flight attendant crewmember, unless, 
since the beginning of the 12th cal-
endar month before that service, the 
certificate holder has determined by 
appropriate initial and recurrent test-
ing that the person is knowledgeable 
and competent in the following areas 
as appropriate to assigned duties and 
responsibilities: 

(a) Authority of the pilot in com-
mand; 

(b) Passenger handling, including 
procedures to be followed in handling 
deranged persons or other persons 
whose conduct might jeopardize safety; 

(c) Crewmember assignments, func-
tions, and responsibilities during ditch-
ing and evacuation of persons who may 
need the assistance of another person 
to move expeditiously to an exit in an 
emergency; 

(d) Briefing of passengers; 
(e) Location and operation of port-

able fire extinguishers and other items 
of emergency equipment; 

(f) Proper use of cabin equipment and 
controls; 

(g) Location and operation of pas-
senger oxygen equipment; 

(h) Location and operation of all nor-
mal and emergency exits, including 
evacuation chutes and escape ropes; 
and 

(i) Seating of persons who may need 
assistance of another person to move 
rapidly to an exit in an emergency as 
prescribed by the certificate holder’s 
operations manual. 

§ 125.291 Pilot in command: Instru-
ment proficiency check require-
ments. 

(a) No certificate holder may use any 
person, nor may any person serve, as a 
pilot in command of an airplane under 
IFR unless, since the beginning of the 
sixth calendar month before that serv-
ice, that person has passed an instru-
ment proficiency check and the Admin-
istrator or an authorized check airman 
has so certified in a letter of com-
petency. 

(b) No pilot may use any type of pre-
cision instrument approach procedure 
under IFR unless, since the beginning 
of the sixth calendar month before that 
use, the pilot has satisfactorily dem-
onstrated that type of approach proce-
dure and has been issued a letter of 
competency under paragraph (g) of this 
section. No pilot may use any type of 
nonprecision approach procedure under 
IFR unless, since the beginning of the 
sixth calendar month before that use, 
the pilot has satisfactorily dem-
onstrated either that type of approach 
procedure or any other two different 
types of nonprecision approach proce-
dures and has been issued a letter of 
competency under paragraph (g) of this 
section. The instrument approach pro-
cedure or procedures must include at 
least one straight-in approach, one cir-
cling approach, and one missed ap-
proach. Each type of approach proce-
dure demonstrated must be conducted 
to published minimums for that proce-
dure. 

(c) The instrument proficiency check 
required by paragraph (a) of this sec-
tion consists of an oral or written 
equipment test and a flight check 
under simulated or actual IFR condi-
tions. The equipment test includes 
questions on emergency procedures, en-
gine operation, fuel and lubrication 
systems, power settings, stall speeds, 
best engine-out speed, propeller and su-
percharge operations, and hydraulic, 
mechanical, and electrical systems, as 
appropriate. The flight check includes 
navigation by instruments, recovery 
from simulated emergencies, and 
standard instrument approaches in-
volving navigational facilities which 
that pilot is to be authorized to use. 

(1) For a pilot in command of an air-
plane, the instrument proficiency 
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check must include the procedures and 
maneuvers for a commercial pilot cer-
tificate with an instrument rating and, 
if required, for the appropriate type 
rating. 

(2) The instrument proficiency check 
must be given by an authorized check 
airman or by the Administrator. 

(d) If the pilot in command is as-
signed to pilot only one type of air-
plane, that pilot must take the instru-
ment proficiency check required by 
paragraph (a) of this section in that 
type of airplane. 

(e) If the pilot in command is as-
signed to pilot more than one type of 
airplane, that pilot must take the in-
strument proficiency check required by 
paragraph (a) of this section in each 
type of airplane to which that pilot is 
assigned, in rotation, but not more 
than one flight check during each pe-
riod described in paragraph (a) of this 
section. 

(f) Portions of a required flight check 
may be given in an airplane simulator 
or other appropriate training device, if 
approved by the Administrator. 

(g) The Administrator or authorized 
check airman issues a letter of com-
petency to each pilot who passes the 
instrument proficiency check. The let-
ter of competency contains a list of the 
types of instrument approach proce-
dures and facilities authorized. 

§ 125.293 Crewmember: Tests and 
checks, grace provisions, accepted 
standards. 

(a) If a crewmember who is required 
to take a test or a flight check under 
this part completes the test or flight 
check in the calendar month before or 
after the calendar month in which it is 
required, that crewmember is consid-
ered to have completed the test or 
check in the calendar month in which 
it is required. 

(b) If a pilot being checked under this 
subpart fails any of the required ma-
neuvers, the person giving the check 
may give additional training to the 
pilot during the course of the check. In 
addition to repeating the maneuvers 
failed, the person giving the check may 
require the pilot being checked to re-
peat any other maneuvers that are nec-
essary to determine the pilot’s pro-
ficiency. If the pilot being checked is 

unable to demonstrate satisfactory 
performance to the person conducting 
the check, the certificate holder may 
not use the pilot, nor may the pilot 
serve, in the capacity for which the 
pilot is being checked in operations 
under this part until the pilot has sat-
isfactorily completed the check. 

§ 125.295 Check airman authorization: 
Application and issue. 

Each certificate holder desiring FAA 
approval of a check airman shall sub-
mit a request in writing to the FAA 
Flight Standards district office 
charged with the overall inspection of 
the certificate holder. The Adminis-
trator may issue a letter of authority 
to each check airman if that airman 
passes the appropriate oral and flight 
test. The letter of authority lists the 
tests and checks in this part that the 
check airman is qualified to give, and 
the category, class and type airplane, 
where appropriate, for which the check 
airman is qualified. 

§ 125.296 Training, testing, and check-
ing conducted by training centers: 
Special rules. 

A crewmember who has successfully 
completed training, testing, or check-
ing in accordance with an approved 
training program that meets the re-
quirements of this part and that is con-
ducted in accordance with an approved 
course conducted by a training center 
certificated under part 142 of this chap-
ter, is considered to meet applicable re-
quirements of this part. 

[Doc. No. 26933, 61 FR 34561, July 2, 1996] 

§ 125.297 Approval of flight simulators 
and flight training devices. 

(a) Flight simulators and flight 
training devices approved by the Ad-
ministrator may be used in training, 
testing, and checking required by this 
subpart. 

(b) Each flight simulator and flight 
training device that is used in training, 
testing, and checking required under 
this subpart must be used in accord-
ance with an approved training course 
conducted by a training center certifi-
cated under part 142 of this chapter, or 
meet the following requirements: 

(1) It must be specifically approved 
for— 
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(i) The certificate holder; 
(ii) The type airplane and, if applica-

ble, the particular variation within 
type for which the check is being con-
ducted; and 

(iii) The particular maneuver, proce-
dure, or crewmember function in-
volved. 

(2) It must maintain the perform-
ance, functional, and other characteris-
tics that are required for approval. 

(3) It must be modified to conform 
with any modification to the airplane 
being simulated that changes the per-
formance, functional, or other charac-
teristics required for approval. 

[Doc. No. 19779, 45 FR 67235, Oct. 9, 1980, as 
amended by Amdt. 125–27, 61 FR 34561, July 2, 
1996] 

Subpart J—Flight Operations 
§ 125.311 Flight crewmembers at con-

trols. 
(a) Except as provided in paragraph 

(b) of this section, each required flight 
crewmember on flight deck duty must 
remain at the assigned duty station 
with seat belt fastened while the air-
plane is taking off or landing and while 
it is en route. 

(b) A required flight crewmember 
may leave the assigned duty station— 

(1) If the crewmember’s absence is 
necessary for the performance of duties 
in connection with the operation of the 
airplane; 

(2) If the crewmember’s absence is in 
connection with physiological needs; or 

(3) If the crewmember is taking a rest 
period and relief is provided— 

(i) In the case of the assigned pilot in 
command, by a pilot qualified to act as 
pilot in command. 

(ii) In the case of the assigned second 
in command, by a pilot qualified to act 
as second in command of that airplane 
during en route operations. However, 
the relief pilot need not meet the re-
cent experience requirements of 
§ 125.285. 

§ 125.313 Manipulation of controls 
when carrying passengers. 

No pilot in command may allow any 
person to manipulate the controls of an 
airplane while carrying passengers dur-
ing flight, nor may any person manipu-
late the controls while carrying pas-

sengers during flight, unless that per-
son is a qualified pilot of the certifi-
cate holder operating that airplane. 

§ 125.315 Admission to flight deck. 
(a) No person may admit any person 

to the flight deck of an airplane unless 
the person being admitted is— 

(1) A crewmember; 
(2) An FAA inspector or an author-

ized representative of the National 
Transportation Safety Board who is 
performing official duties; or 

(3) Any person who has the permis-
sion of the pilot in command. 

(b) No person may admit any person 
to the flight deck unless there is a seat 
available for the use of that person in 
the passenger compartment, except— 

(1) An FAA inspector or an author-
ized representative of the Adminis-
trator or National Transportation 
Safety Board who is checking or ob-
serving flight operations; or 

(2) A certificated airman employed 
by the certificate holder whose duties 
require an airman certificate. 

§ 125.317 Inspector’s credentials: Ad-
mission to pilots’ compartment: For-
ward observer’s seat. 

(a) Whenever, in performing the du-
ties of conducting an inspection, an 
FAA inspector presents an Aviation 
Safety Inspector credential, FAA Form 
110A, to the pilot in command of an 
airplane operated by the certificate 
holder, the inspector must be given 
free and uninterrupted access to the 
pilot compartment of that airplane. 
However, this paragraph does not limit 
the emergency authority of the pilot in 
command to exclude any person from 
the pilot compartment in the interest 
of safety. 

(b) A forward observer’s seat on the 
flight deck, or forward passenger seat 
with headset or speaker, must be pro-
vided for use by the Administrator 
while conducting en route inspections. 
The suitability of the location of the 
seat and the headset or speaker for use 
in conducting en route inspections is 
determined by the Administrator. 

§ 125.319 Emergencies. 
(a) In an emergency situation that 

requires immediate decision and ac-
tion, the pilot in command may take 
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