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(2) For which a building design is cre-
ated after the effective date of this 
rule. 

(f) Building design means the develop-
ment of plans and specifications for 
human living space. 

(g) Conservation Optimization Standard 
for Savings in Federal Residences means 
the computerized calculation proce-
dure that is used to establish an energy 
consumption goal for the design of Fed-
eral residential buildings. 

(h) COSTSAFR means the Conserva-
tion Optimization Standard for Savings 
in Federal Residences. 

(i) DOE means U.S. Department of 
Energy. 

(j) Domestic hot water (DHW) means 
the supply of hot water for purposes 
other than space conditioning. 

(k) Energy conservation measure (ECM) 
means a building material or compo-
nent whose use will affect the energy 
consumed for space heating, space 
cooling, domestic hot water or refrig-
eration. 

(l) Energy performance standard means 
an energy consumption goal or goals to 
be met without specification of the 
method, materials, and processes to be 
employed in achieving that goal or 
goals, but including statements of the 
requirements, criteria evaluation 
methods to be used, and any necessary 
commentary. 

(m) Federal agency means any depart-
ment, agency, corporation, or other en-
tity or instrumentality of the execu-
tive branch of the Federal Government, 
including the United States Postal 
Service, the Federal National Mort-
gage Association, and the Federal 
Home Loan Mortgage Corporation. 

(n) Federal residential building means 
any residential building to be con-
structed by or for the use of any Fed-
eral agency in the Continental U.S., 
Alaska, or Hawaii that is not legally 
subject to state or local building codes 
or similar requirements. 

(o) Life cycle cost means the minimum 
life cycle cost calculated by using a 
methodology specified in subpart A of 
10 CFR part 436. 

(p) Point system means the tables that 
display the effect of the set of energy 
conservation measures on the design 
energy consumption and energy costs 
of a residential building for a par-

ticular location, building type and fuel 
type. 

(q) Practicable optimum life cycle en-
ergy cost means the energy costs of the 
set of conservation measures that has 
the minimum life cycle cost to the 
Federal government incurred during a 
25 year period and including the costs 
of construction, maintenance, oper-
ation, and replacement. 

(r) Project means the group of one or 
more Federal residential buildings to 
be built at a specific geographic loca-
tion that are included by a Federal 
agency in specifications issued or used 
by a Federal agency for design or con-
struction of the buildings. 

(s) Prototype means a fundamental 
house design based on typical construc-
tion assumptions. The nine prototypes 
in COSTSAFR are: single-section man-
ufactured house, double-section manu-
factured house, ranch-style house, two- 
story house, split-level house, mid-unit 
apartment, end-unit apartment, mid- 
unit townhouse, end-unit townhouse. 

(t) Residential building means a new 
building that is designed to be con-
structed and developed for residential 
occupancy. 

(u) Set of conservation options means 
the combination of envelope design and 
equipment measures that influences 
the long term energy use in a building 
designed to maintain a minimum of 
ventilation level of 0.7 air changes per 
hour, including the heating and cooling 
equipment, domestic hot water equip-
ment, glazing, insulation, refrigerators 
and air infiltration control measures. 

(v) Shading coefficient means the ratio 
of the heat gains through windows, 
with or without integral shading de-
vices, to that occurring through 
unshaded, 1⁄8-inch clear glass. 

(w) Total annual coil load means the 
energy for space heating and/or cooling 
with no adjustment for HVAC equip-
ment efficiency. 

[56 FR 3772, Jan. 31, 1991] 

§ 435.303 Requirements for the design 
of a Federal residential building. 

(a) The head of each Federal agency 
responsible for the construction of Fed-
eral residential buildings shall estab-
lish an energy consumption goal for 
each residential building to be designed 
or constructed by or for the agency, for 

VerDate Nov<24>2008 07:51 Feb 23, 2010 Jkt 220032 PO 00000 Frm 00558 Fmt 8010 Sfmt 8010 Y:\SGML\220032.XXX 220032W
R

ei
er

-A
vi

le
s 

on
 D

S
K

J8
S

O
Y

B
1P

R
O

D
 w

ith
 C

F
R



549 

Department of Energy § 435.305 

which design for construction began 
before January 3, 2007. 

(b) The energy consumption goal for 
a Federal residential building for 
which design for construction began 
before January 3, 2007, shall be a total 
point score derived by using the micro- 
computer program and user manual en-
titled ‘‘Conservation Optimization 
Standard for Savings in Federal Resi-
dences (COSTSAFR),’’ unless the head 
of the Federal agency shall establish 
more stringent requirements for that 
agency. 

(c) The head of each Federal agency 
shall adopt such procedures as may be 
necessary to ensure that the design of 
a Federal residential building is not 
less energy conserving than the energy 
consumption goal established for the 
building. 

[53 FR 32545, Aug. 25, 1988, as amended at 71 
FR 70284, Dec. 4, 2006] 

§ 435.304 The COSTSAFR Program. 

(a) The COSTSAFR Program 
(Version 3.0) provides a computerized 
calculation procedure to determine the 
most effective set of energy conserva-
tion measures, selected from among 
the measures included within the Pro-
gram that will produce the practicable 
optimum life cycle cost for a type of 
residential building in a specific geo-
graphic location. The most effective 
set of energy conservation measures is 
expressed as a total point score that 
serves as the energy consumption goal. 

(b) The COSTSAFR Program 
(Version 3.0) also prints out a point 
system that identifies a wide array of 
different energy conservation measures 
indicating how many points various 
levels of each measure would con-
tribute to reaching the total point 
score of the energy consumption goal. 
This enables a Federal agency to use 
the energy consumption goal and the 
point system in the design and procure-
ment procedures so that designers and 
builders can pick and choose among 
different combinations of energy con-
servation measures to meet or exceed 
the total point score required to meet 
the energy consumption goal. 

(c) The COSTSAFR Program (Version 
3.0) operates on a micro-computer sys-
tem that uses the MS DOS operating 

system and is equipped with an 8087 co- 
processor. 

(d) The COSTSAFR Program 
(Version 3.0) may be obtained from: 

National Technical Information Service; De-
partment of Commerce; Springfield, Virginia 
22161; (202) 487-4600 

[53 FR 32545, Aug. 25, 1988, as amended at 56 
FR 3772, Jan. 31, 1991] 

§ 435.305 Alternative compliance pro-
cedure. 

(a) If a proposed building design in-
cludes unusual or innovative energy 
conservation measures which are not 
covered by the COSTSAFR program, 
the Federal agency shall determine 
whether that design meets or exceeds 
the applicable energy consumption 
goal in compliance with the procedures 
set forth in this section. 

(b) The Federal agency shall deter-
mine the estimated discounted energy 
cost for the COSTSAFR prototype 
building design, which is the most 
similar of the COSTSAFR prototypes 
to the proposed building design, by— 

(1) Printing out the COSTSAFR com-
pliance forms for the prototype show-
ing the points attributable to levels of 
various energy conservation measures; 

(2) Calculating the estimated unit en-
ergy cost on the compliance forms, on 
the basis of selecting the optimum lev-
els on the compliance forms or other-
wise in the User’s Manual for each en-
ergy conservation measure; and 

(3) Multiplying the estimated unit 
energy cost by 100. 

(c) The Federal agency shall deter-
mine the estimated discounted energy 
cost for the proposed building design 
by— 

(1) Estimating the heating and cool-
ing total annual coil loads of the pro-
posed building design with the DOE 
2.1C computer program on the basis of 
input assumptions including— 

(i) Shading coefficients of 0.6 for 
summer and 0.8 for winter; 

(ii) Thermostat setpoints of 78 de-
grees Fahrenheit for cooling, 70 degrees 
Fahrenheit for heating (6 am to 12 mid-
night), and 60 degrees Fahrenheit for 
Night Setback (12 midnight to 6 am, 
except for houses with heat pumps); 

(iii) The infiltration rate measured in 
air changes per hour as calculated 
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