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(f) Each application for export air-
worthiness approval of a Class I prod-
uct must include, as applicable: 

(1) A Statement of Conformity, FAA 
Form 8130–9, for each new product that 
has not been manufactured under a 
production certificate. 

(2) A weight and balance report, with 
a loading schedule when applicable, for 
each aircraft in accordance with Part 
43 of this chapter. For transport air-
craft and commuter category airplanes 
this report must be based on an actual 
weighing of the aircraft within the pre-
ceding twelve months, but after any 
major repairs or alterations to the air-
craft. Changes in equipment not 
classed as major changes that are made 
after the actual weighing may be ac-
counted for on a ‘‘computed’’ basis and 
the report revised accordingly. Manu-
facturers of new nontransport category 
airplanes, normal category rotorcraft, 
and gliders may submit reports having 
computed weight and balance data, in 
place of an actual weighing of the air-
craft, if fleet weight control procedures 
approved by the FAA have been estab-
lished for such aircraft. In such a case, 
the following statement must be en-
tered in each report: ‘‘The weight and 
balance data shown in this report are 
computed on the basis of Federal Avia-
tion Administration approved proce-
dures for establishing fleet weight 
averages.’’ The weight and balance re-
port must include an equipment list 
showing weights and moment arms of 
all required and optional items of 
equipment that are included in the cer-
tificated empty weight. 

(3) A maintenance manual for each 
new product when such a manual is re-
quired by the applicable airworthiness 
rules. 

(4) Evidence of compliance with the 
applicable airworthiness directives. A 
suitable notation must be made when 
such directives are not complied with. 

(5) When temporary installations are 
incorporated in an aircraft for the pur-
pose of export delivery, the application 
form must include a general descrip-
tion of the installations together with 
a statement that the installation will 
be removed and the aircraft restored to 
the approved configuration upon com-
pletion of the delivery flight. 

(6) Historical records such as aircraft 
and engine log books, repair and alter-
ation forms, etc., for used aircraft and 
newly overhauled products. 

(7) For products intended for overseas 
shipment, the application form must 
describe the methods used, if any, for 
the preservation and packaging of such 
products to protect them against cor-
rosion and damage while in transit or 
storage. The description must also in-
dicate the duration of the effectiveness 
of such methods. 

(8) The Airplane or Rotorcraft Flight 
Manual when such material is required 
by the applicable airworthiness regula-
tions for the particular aircraft. 

(9) A statement as to the date when 
title passed or is expected to pass to a 
foreign purchaser. 

(10) The data required by the special 
requirements of the importing country. 

[Amdt. 21–2, 30 FR 8465, July 2, 1965, as 
amended by Doc. No. 8084, 32 FR 5769, Apr. 11, 
1967; Amdt. 21–48, 44 FR 15650, Mar. 15, 1979; 
Amdt. 21–59, 52 FR 1836, Jan. 15, 1987] 

§ 21.329 Issue of export certificates of 
airworthiness for Class I products. 

An applicant is entitled to an export 
certificate of airworthiness for a Class 
I product if that applicant shows at the 
time the product is submitted to the 
Administrator for export airworthiness 
approval that it meets the require-
ments of paragraphs (a) through (f) of 
this section, as applicable, except as 
provided in paragraph (g) of this sec-
tion: 

(a) New or used aircraft manufac-
tured in the United States must meet 
the airworthiness requirement for a 
standard U.S. airworthiness certificate 
under § 21.183, or meet the airworthi-
ness certification requirements for a 
‘‘restricted’’ airworthiness certificate 
under § 21.185. 

(b) New or used aircraft manufac-
tured outside the United States must 
have a valid U.S. standard airworthi-
ness certificate. 

(c) Used aircraft must have under-
gone an annual type inspection and be 
approved for return to service in ac-
cordance with Part 43 of this chapter. 
The inspection must have been per-
formed and properly documented with-
in 30 days before the date the applica-
tion is made for an export certificate of 
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airworthiness. In complying with this 
paragraph, consideration may be given 
to the inspections performed on an air-
craft maintained in accordance with a 
continuous airworthiness maintenance 
program under Part 121 of this chapter 
or a progressive inspection program 
under Part 91 of this chapter, within 
the 30 days prior to the date the appli-
cation is made for an export certificate 
of airworthiness. 

(d) New engines and propellers must 
conform to the type design and must be 
in a condition for safe operation. 

(e) Used engines and propellers which 
are not being exported as part of a cer-
tificated aircraft must have been newly 
overhauled. 

(f) The special requirements of the 
importing country must have been 
met. 

(g) A product need not meet a re-
quirement specified in paragraphs (a) 
through (f) of this section, as applica-
ble, if acceptable to the importing 
country and the importing country in-
dicates that acceptability in accord-
ance with § 21.327(e)(4) of this part. 

[Amdt. 21–2, 30 FR 8465, July 2, 1965, as 
amended by Amdt. 21–8, 31 FR 2421, Feb. 5, 
1966; Amdt. 21–9, 31 FR 3336, Mar. 3, 1966; 
Amdt. 21–48, 44 FR 15650, Mar. 15, 1979; Amdt. 
21–79, 66 FR 21066, Apr. 27, 2001] 

§ 21.331 Issue of airworthiness ap-
proval tags for Class II products. 

(a) An applicant is entitled to an ex-
port airworthiness approval tag for 
Class II products if that applicant 
shows, except as provided in paragraph 
(b) of this section, that–– 

(1) The products are new or have been 
newly overhauled and conform to the 
approved design data; 

(2) The products are in a condition 
for safe operation; 

(3) The products are identified with 
at least the manufacturer’s name, part 
number, model designation (when ap-
plicable), and serial number or equiva-
lent; and 

(4) The products meet the special re-
quirements of the importing country. 

(b) A product need not meet a re-
quirement specified in paragraph (a) of 
this section if acceptable to the im-
porting country and the importing 
country indicates that acceptability in 

accordance with § 21.327(e)(4) of this 
part. 

[Amdt. 21–2, 30 FR 8465, July 2, 1965, as 
amended by Amdt. 21–48, 44 FR 15650, Mar. 15, 
1979] 

§ 21.333 Issue of export airworthiness 
approval tags for Class III products. 

(a) An applicant is entitled to an ex-
port airworthiness approval tag for 
Class III products if that applicant 
shows, except as provided in paragraph 
(b) of this section, that— 

(1) The products conform to the ap-
proved design data applicable to the 
Class I or Class II product of which 
they are a part; 

(2) The products are in a condition 
for safe operation; and 

(3) The products comply with the spe-
cial requirements of the importing 
country. 

(b) A product need not meet a re-
quirement specified in paragraph (a) of 
this section if acceptable to the im-
porting country and the importing 
country indicates that acceptability in 
accordance with § 21.327(e)(4) of this 
part. 

[Amdt. 21–2, 30 FR 8465, July 2, 1965, as 
amended by Amdt. 21–48, 44 FR 15650, Mar. 15, 
1979] 

§ 21.335 Responsibilities of exporters. 
Each exporter receiving an export 

airworthiness approval for a product 
shall— 

(a) Forward to the air authority of 
the importing country all documents 
and information necessary for the 
proper operation of the products being 
exported, e.g., Flight Manuals, Mainte-
nance Manuals, Service Bulletins, and 
assembly instructions, and such other 
material as is stipulated in the special 
requirements of the importing country. 
The documents, information, and ma-
terial may be forwarded by any means 
consistent with the special require-
ments of the importing country; 

(b) Forward the manufacturer’s as-
sembly instructions and an FAA-ap-
proved flight test checkoff form to the 
air authority of the importing country 
when unassembled aircraft are being 
exported. These instructions must be 
in sufficient detail to permit whatever 
rigging, alignment, and ground testing 
is necessary to ensure that the aircraft 

VerDate Nov<24>2008 10:44 Mar 02, 2010 Jkt 220043 PO 00000 Frm 00187 Fmt 8010 Sfmt 8010 Y:\SGML\220043.XXX 220043er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-09-02T11:22:08-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




