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14 CFR Ch. I (1–1–10 Edition) § 23.1308 

§ 23.1308 High-intensity Radiated 
Fields (HIRF) Protection. 

(a) Except as provided in paragraph 
(d) of this section, each electrical and 
electronic system that performs a func-
tion whose failure would prevent the 
continued safe flight and landing of the 
airplane must be designed and installed 
so that— 

(1) The function is not adversely af-
fected during and after the time the 
airplane is exposed to HIRF environ-
ment I, as described in appendix J to 
this part; 

(2) The system automatically recov-
ers normal operation of that function, 
in a timely manner, after the airplane 
is exposed to HIRF environment I, as 
described in appendix J to this part, 
unless the system’s recovery conflicts 
with other operational or functional 
requirements of the system; and 

(3) The system is not adversely af-
fected during and after the time the 
airplane is exposed to HIRF environ-
ment II, as described in appendix J to 
this part. 

(b) Each electrical and electronic 
system that performs a function whose 
failure would significantly reduce the 
capability of the airplane or the ability 
of the flightcrew to respond to an ad-
verse operating condition must be de-
signed and installed so the system is 
not adversely affected when the equip-
ment providing the function is exposed 
to equipment HIRF test level 1 or 2, as 
described in appendix J to this part. 

(c) Each electrical and electronic sys-
tem that performs a function whose 
failure would reduce the capability of 
the airplane or the ability of the 
flightcrew to respond to an adverse op-
erating condition must be designed and 
installed so the system is not adversely 
affected when the equipment providing 
the function is exposed to equipment 
HIRF test level 3, as described in ap-
pendix J to this part. 

(d) Before December 1, 2012, an elec-
trical or electronic system that per-
forms a function whose failure would 
prevent the continued safe flight and 
landing of an airplane may be designed 
and installed without meeting the pro-
visions of paragraph (a) provided— 

(1) The system has previously been 
shown to comply with special condi-

tions for HIRF, prescribed under § 21.16, 
issued before December 1, 2007; 

(2) The HIRF immunity characteris-
tics of the system have not changed 
since compliance with the special con-
ditions was demonstrated; and 

(3) The data used to demonstrate 
compliance with the special conditions 
is provided. 

[Doc. No. FAA–2006–23657, 72 FR 44024, Aug. 6, 
2007] 

§ 23.1309 Equipment, systems, and in-
stallations. 

(a) Each item of equipment, each sys-
tem, and each installation: 

(1) When performing its intended 
function, may not adversely affect the 
response, operation, or accuracy of 
any— 

(i) Equipment essential to safe oper-
ation; or 

(ii) Other equipment unless there is a 
means to inform the pilot of the effect. 

(2) In a single-engine airplane, must 
be designed to minimize hazards to the 
airplane in the event of a probable mal-
function or failure. 

(3) In a multiengine airplane, must be 
designed to prevent hazards to the air-
plane in the event of a probable mal-
function or failure. 

(4) In a commuter category airplane, 
must be designed to safeguard against 
hazards to the airplane in the event of 
their malfunction or failure. 

(b) The design of each item of equip-
ment, each system, and each installa-
tion must be examined separately and 
in relationship to other airplane sys-
tems and installations to determine if 
the airplane is dependent upon its func-
tion for continued safe flight and land-
ing and, for airplanes not limited to 
VFR conditions, if failure of a system 
would significantly reduce the capa-
bility of the airplane or the ability of 
the crew to cope with adverse oper-
ating conditions. Each item of equip-
ment, each system, and each installa-
tion identified by this examination as 
one upon which the airplane is depend-
ent for proper functioning to ensure 
continued safe flight and landing, or 
whose failure would significantly re-
duce the capability of the airplane or 
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