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Federal Aviation Administration, DOT § 23.853 

(2) Tests of the pressurization system 
to show proper functioning under each 
possible condition of pressure, tem-
perature, and moisture, up to the max-
imum altitude for which certification 
is requested. 

(3) Flight tests, to show the perform-
ance of the pressure supply, pressure 
and flow regulators, indicators, and 
warning signals, in steady and stepped 
climbs and descents at rates cor-
responding to the maximum attainable 
within the operating limitations of the 
airplane, up to the maximum altitude 
for which certification is requested. 

(4) Tests of each door and emergency 
exit, to show that they operate prop-
erly after being subjected to the flight 
tests prescribed in paragraph (b)(3) of 
this section. 

FIRE PROTECTION 

§ 23.851 Fire extinguishers. 

(a) There must be at least one hand 
fire extinguisher for use in the pilot 
compartment that is located within 
easy access of the pilot while seated. 

(b) There must be at least one hand 
fire extinguisher located conveniently 
in the passenger compartment— 

(1) Of each airplane accommodating 
more than 6 passengers; and 

(2) Of each commuter category air-
plane. 

(c) For hand fire extinguishers, the 
following apply: 

(1) The type and quantity of each ex-
tinguishing agent used must be appro-
priate to the kinds of fire likely to 
occur where that agent is to be used. 

(2) Each extinguisher for use in a per-
sonnel compartment must be designed 
to minimize the hazard of toxic gas 
concentrations. 

[Doc. No. 26269, 58 FR 42165, Aug. 6, 1993] 

§ 23.853 Passenger and crew compart-
ment interiors. 

For each compartment to be used by 
the crew or passengers: 

(a) The materials must be at least 
flame-resistant; 

(b) [Reserved] 
(c) If smoking is to be prohibited, 

there must be a placard so stating, and 
if smoking is to be allowed— 

(1) There must be an adequate num-
ber of self-contained, removable ash-
trays; and 

(2) Where the crew compartment is 
separated from the passenger compart-
ment, there must be at least one illu-
minated sign (using either letters or 
symbols) notifying all passengers when 
smoking is prohibited. Signs which no-
tify when smoking is prohibited must— 

(i) When illuminated, be legible to 
each passenger seated in the passenger 
cabin under all probable lighting condi-
tions; and 

(ii) Be so constructed that the crew 
can turn the illumination on and off; 
and 

(d) In addition, for commuter cat-
egory airplanes the following require-
ments apply: 

(1) Each disposal receptacle for tow-
els, paper, or waste must be fully en-
closed and constructed of at least fire 
resistant materials and must contain 
fires likely to occur in it under normal 
use. The ability of the disposal recep-
tacle to contain those fires under all 
probable conditions of wear, misalign-
ment, and ventilation expected in serv-
ice must be demonstrated by test. A 
placard containing the legible words 
‘‘No Cigarette Disposal’’ must be lo-
cated on or near each disposal recep-
tacle door. 

(2) Lavatories must have ‘‘No Smok-
ing’’ or ‘‘No Smoking in Lavatory’’ 
placards located conspicuously on each 
side of the entry door and self-con-
tained, removable ashtrays located 
conspicuously on or near the entry side 
of each lavatory door, except that one 
ashtray may serve more than one lava-
tory door if it can be seen from the 
cabin side of each lavatory door served. 
The placards must have red letters at 
least 1⁄2 inch high on a white back-
ground at least 1 inch high (a ‘‘No 
Smoking’’ symbol may be included on 
the placard). 

(3) Materials (including finishes or 
decorative surfaces applied to the ma-
terials) used in each compartment oc-
cupied by the crew or passengers must 
meet the following test criteria as ap-
plicable: 

(i) Interior ceiling panels, interior 
wall panels, partitions, galley struc-
ture, large cabinet walls, structural 
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