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pilot seat, unless that airplane is 
equipped with an approved terrain 
awareness and warning system that 
meets the requirements for Class A 
equipment in Technical Standard Order 
(TSO)–C151. The airplane must also in-
clude an approved terrain situational 
awareness display. 

(2) No person may operate a turbine- 
powered airplane configured with 6 to 9 
passenger seats, excluding any pilot 
seat, unless that airplane is equipped 
with an approved terrain awareness 
and warning system that meets as a 
minimum the requirements for Class B 
equipment in Technical Standard Order 
(TSO)–C151. 

(b) Airplanes manufactured on or before 
March 29, 2002: 

(1) No person may operate a turbine- 
powered airplane configured with 10 or 
more passenger seats, excluding any 
pilot seat, after March 29, 2005, unless 
that airplane is equipped with an ap-
proved terrain awareness and warning 
system that meets the requirements 
for Class A equipment in Technical 
Standard Order (TSO)–C151. The air-
plane must also include an approved 
terrain situational awareness display. 

(2) No person may operate a turbine- 
powered airplane configured with 6 to 9 
passenger seats, excluding any pilot 
seat, after March 29, 2005, unless that 
airplane is equipped with an approved 
terrain awareness and warning system 
that meets as a minimum the require-
ments for Class B equipment in Tech-
nical Standard Order (TSO)–C151. 

(Approved by the Office of Management and 
Budget under control number 2120–0631) 

(c) Airplane Flight Manual. The Air-
plane Flight Manual shall contain ap-
propriate procedures for— 

(1) The use of the terrain awareness 
and warning system; and 

(2) Proper flight crew reaction in re-
sponse to the terrain awareness and 
warning system audio and visual warn-
ings. 

[Doc. No. 29312, 65 FR 16755, Mar. 29, 2000] 

§ 135.155 Fire extinguishers: Pas-
senger-carrying aircraft. 

No person may operate an aircraft 
carrying passengers unless it is 
equipped with hand fire extinguishers 

of an approved type for use in crew and 
passenger compartments as follows— 

(a) The type and quantity of extin-
guishing agent must be suitable for the 
kinds of fires likely to occur; 

(b) At least one hand fire extin-
guisher must be provided and conven-
iently located on the flight deck for 
use by the flight crew; and 

(c) At least one hand fire extin-
guisher must be conveniently located 
in the passenger compartment of each 
aircraft having a passenger seating 
configuration, excluding any pilot seat, 
of at least 10 seats but less than 31 
seats. 

§ 135.157 Oxygen equipment require-
ments. 

(a) Unpressurized aircraft. No person 
may operate an unpressurized aircraft 
at altitudes prescribed in this section 
unless it is equipped with enough oxy-
gen dispensers and oxygen to supply 
the pilots under § 135.89(a) and to sup-
ply, when flying— 

(1) At altitudes above 10,000 feet 
through 15,000 feet MSL, oxygen to at 
least 10 percent of the occupants of the 
aircraft, other than the pilots, for that 
part of the flight at those altitudes 
that is of more than 30 minutes dura-
tion; and 

(2) Above 15,000 feet MSL, oxygen to 
each occupant of the aircraft other 
than the pilots. 

(b) Pressurized aircraft. No person may 
operate a pressurized aircraft— 

(1) At altitudes above 25,000 feet 
MSL, unless at least a 10-minute sup-
ply of supplemental oxygen is available 
for each occupant of the aircraft, other 
than the pilots, for use when a descent 
is necessary due to loss of cabin pres-
surization; and 

(2) Unless it is equipped with enough 
oxygen dispensers and oxygen to com-
ply with paragraph (a) of this section 
whenever the cabin pressure altitude 
exceeds 10,000 feet MSL and, if the 
cabin pressurization fails, to comply 
with § 135.89 (a) or to provide a 2-hour 
supply for each pilot, whichever is 
greater, and to supply when flying— 

(i) At altitudes above 10,000 feet 
through 15,000 feet MSL, oxygen to at 
least 10 percent of the occupants of the 
aircraft, other than the pilots, for that 
part of the flight at those altitudes 
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