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small vessel at one pier, only one kit 
shall be required. The kit, when re-
quired, shall be kept close to the vessel 
and at least one employee, close at 
hand, shall be qualified to administer 
first aid to the injured. 

(b) The first aid kit shall consist of a 
weatherproof container with individual 
sealed packages for each type of item. 
The contents of such kit shall contain 
a sufficient quantity of at least the fol-
lowing types of items: 

Gauze roller bandages, 1 inch and 2 inch. 
Gauze compress bandages, 4 inch. 
Adhesive bandages, 1 inch. 
Triangular bandage, 40 inch. 
Ammonia inhalants and ampules. 
Antiseptic applicators or swabs. 
Burn dressing. 
Eye dressing. 
Wire or thin board splints. 
Forceps and tourniquet. 

(c) The contents of the first aid kit 
shall be checked before being sent out 
on each job and at least weekly on each 
job to ensure that the expended items 
are replaced. 

(d) There shall be available for each 
vessel on which ten (10) or more em-
ployees are working one Stokes basket 
stretcher, or equivalent, permanently 
equipped with bridles for attaching to 
the hoisting gear, except that no more 
than two strechers are required on 
each job location. A blanket or other 
liner suitable for transferring the pa-
tient to and from the stretcher shall be 
provided. Stretchers shall be kept close 
to the vessels. This paragraph does not 
apply where ambulance services which 
are available are known to carry such 
stretchers. 

§ 1915.100 Retention of DOT markings, 
placards and labels. 

(a) Any employer who receives a 
package of hazardous material which is 
required to be marked, labeled or plac-
arded in accordance with the U. S. De-
partment of Transportation’s Haz-
ardous Materials Regulations (49 CFR 
parts 171 through 180) shall retain those 
markings, labels and placards on the 
package until the packaging is suffi-
ciently cleaned of residue and purged 
of vapors to remove any potential haz-
ards. 

(b) Any employer who receives a 
freight container, rail freight car, 

motor vehicle, or transport vehicle 
that is required to be marked or plac-
arded in accordance with the Haz-
ardous Materials Regulations shall re-
tain those markings and placards on 
the freight container, rail freight car, 
motor vehicle or transport vehicle 
until the hazardous materials which re-
quire the marking or placarding are 
sufficiently removed to prevent any po-
tential hazards. 

(c) Markings, placards and labels 
shall be maintained in a manner that 
ensures that they are readily visible. 

(d) For non-bulk packages which will 
not be reshipped, the provisions of this 
section are met if a label or other ac-
ceptable marking is affixed in accord-
ance with the Hazard Communication 
Standard (29 CFR 1910.1200). 

(e) For the purposes of this section, 
the term ‘‘hazardous material’’ and 
any other terms not defined in this sec-
tion have the same definition as in the 
Hazardous Materials Regulations (49 
CFR parts 171 through 180). 

[59 FR 36700, July 19, 1994] 

Subpart G—Gear and Equipment 
for Rigging and Materials 
Handling 

§ 1915.111 Inspection. 

The provisions of this section shall 
apply to ship repairing, shipbuilding 
and shipbreaking. 

(a) All gear and equipment provided 
by the employer for rigging and mate-
rials handling shall be inspected before 
each shift and when necessary, at in-
tervals during its use to ensure that it 
is safe. Defective gear shall be removed 
and repaired or replaced before further 
use. 

(b) The safe working load of gear as 
specified in §§ 1915.112 and 1915.113 shall 
not be exceeded. 

§ 1915.112 Ropes, chains and slings. 

The provisions of this section shall 
apply to ship repairing, shipbuilding 
and shipbreaking. 

(a) Manila rope and manila rope slings. 
(1) Table G–1 in § 1915.118 shall be used 
to determine the safe working load of 
various sizes of manila rope and manila 
rope slings at various angles, except 
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