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29 CFR Ch. XVII (7–1–10 Edition) § 1926.1051 

§ 1926.1051 General requirements. 
(a) A stairway or ladder shall be pro-

vided at all personnel points of access 
where there is a break in elevation of 
19 inches (48 cm) or more, and no ramp, 
runway, sloped embankment, or per-
sonnel hoist is provided. 

(1) Employees shall not use any spi-
ral stairways that will not be a perma-
nent part of the structure on which 
construction work is being performed. 

(2) A double-cleated ladder or two or 
more separate ladders shall be provided 
when ladders are the only mean of ac-
cess or exit from a working area for 25 
or more employees, or when a ladder is 
to serve simultaneous two-way traffic. 

(3) When a building or structure has 
only one point of access between levels, 
that point of access shall be kept clear 
to permit free passage of employees. 
When work must be performed or 
equipment must be used such that free 
passage at that point of access is re-
stricted, a second point of access shall 
be provided and used. 

(4) When a building or structure has 
two or more points of access between 
levels, at least one point of access shall 
be kept clear to permit free passage of 
employees. 

(b) Employers shall provide and in-
stall all stairway and ladder fall pro-
tection systems required by this sub-
part and shall comply with all other 
pertinent requirements of this subpart 
before employees begin the work that 
necessitates the installation and use of 
stairways, ladders, and their respective 
fall protection systems. 

§ 1926.1052 Stairways. 
(a) General. The following require-

ments apply to all stairways as indi-
cated: 

(1) Stairways that will not be a per-
manent part of the structure on which 
construction work is being performed 
shall have landings of not less than 30 
inches (76 cm) in the direction of travel 
and extend at least 22 inches (56 cm) in 
width at every 12 feet (3.7 m) or less of 
vertical rise. 

(2) Stairs shall be installed between 
30° and 50° from horizontal. 

(3) Riser height and tread depth shall 
be uniform within each flight of stairs, 
including any foundation structure 
used as one or more treads of the 

stairs. Variations in riser height or 
tread depth shall not be over 1⁄4-inch 
(0.6 cm) in any stairway system. 

(4) Where doors or gates open directly 
on a stairway, a platform shall be pro-
vided, and the swing of the door shall 
not reduce the effective width of the 
platform to less than 20 inches (51 cm). 

(5) Metal pan landings and metal pan 
treads, when used, shall be secured in 
place before filling with concrete or 
other material. 

(6) All parts of stairways shall be free 
of hazardous projections, such as pro-
truding nails. 

(7) Slippery conditions on stairways 
shall be eliminated before the stair-
ways are used to reach other levels. 

(b) Temporary service. The following 
requirements apply to all stairways as 
indicated: 

(1) Except during stairway construc-
tion, foot traffic is prohibited on stair-
ways with pan stairs where the treads 
and/or landings are to be filled in with 
concrete or other material at a later 
date, unless the stairs are temporarily 
fitted with wood or other solid mate-
rial at least to the top edge of each 
pan. Such temporary treads and land-
ings shall be replaced when worn below 
the level of the top edge of the pan. 

(2) Except during stairway construc-
tion, foot traffic is prohibited on skel-
eton metal stairs where permanent 
treads and/or landings are to be in-
stalled at a later date, unless the stairs 
are fitted with secured temporary 
treads and landings long enough to 
cover the entire tread and/or landing 
area. 

(3) Treads for temporary service shall 
be made of wood or other solid mate-
rial, and shall be installed the full 
width and depth of the stair. 

(c) Stairrails and handrails. The fol-
lowing requirements apply to all stair-
ways as indicated: 

(1) Stairways having four or more ris-
ers or rising more than 30 inches (76 
cm), whichever is less, shall be 
equipped with: 

(i) At least one handrail; and 
(ii) One stairrail system along each 

unprotected side or edge. 
NOTE: When the top edge of a stairrail sys-

tem also serves as a handrail, paragraph 
(c)(7) of this section applies. 

VerDate Mar<15>2010 12:35 Aug 04, 2010 Jkt 220116 PO 00000 Frm 00530 Fmt 8010 Sfmt 8002 Q:\29\29V8.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-08-27T20:57:56-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




