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30 CFR Ch. II (7–1–10 Edition) § 250.216 

your EP, modeling report or the mod-
eling results, or a reference to such re-
port or results if you have already sub-
mitted it to the Regional Supervisor. 

(1) The analysis in the modeling re-
port must be specific to the particular 
site of your proposed exploration ac-
tivities, and must consider any nearby 
human-occupied OCS facilities, ship-
ping lanes, fishery areas, and other 
points where humans may be subject to 
potential exposure from an H2S release 
from your proposed exploration activi-
ties. 

(2) If any H2S emissions are projected 
to affect an onshore location in con-
centrations greater than 10 parts per 
million, the modeling analysis must be 
consistent with the Environmental 
Protection Agency’s (EPA) risk man-
agement plan methodologies outlined 
in 40 CFR part 68. 

§ 250.216 What biological, physical, 
and socioeconomic information 
must accompany the EP? 

If you obtain the following informa-
tion in developing your EP, or if the 
Regional Supervisor requires you to 
obtain it, you must include a report, or 
the information obtained, or a ref-
erence to such a report or information 
if you have already submitted it to the 
Regional Supervisor, as accompanying 
information: 

(a) Biological environment reports. 
Site-specific information on 
chemosynthetic communities, feder-
ally listed threatened or endangered 
species, marine mammals protected 
under the Marine Mammal Protection 
Act (MMPA), sensitive underwater fea-
tures, marine sanctuaries, critical 
habitat designated under the Endan-
gered Species Act (ESA), or other areas 
of biological concern. 

(b) Physical environment reports. Site- 
specific meteorological, physical 
oceanographic, geotechnical reports, or 
archaeological reports (if required 
under § 250.194). 

(c) Socioeconomic study reports. Socio-
economic information regarding your 
proposed exploration activities. 

[70 FR 51501, Aug. 30, 2005, as amended at 72 
FR 18584, Apr. 13, 2007] 

§ 250.217 What solid and liquid wastes 
and discharges information and 
cooling water intake information 
must accompany the EP? 

The following solid and liquid wastes 
and discharges information and cooling 
water intake information must accom-
pany your EP: 

(a) Projected wastes. A table providing 
the name, brief description, projected 
quantity, and composition of solid and 
liquid wastes (such as spent drilling 
fluids, drill cuttings, trash, sanitary 
and domestic wastes, and chemical 
product wastes) likely to be generated 
by your proposed exploration activi-
ties. Describe: 

(1) The methods you used for deter-
mining this information; and 

(2) Your plans for treating, storing, 
and downhole disposal of these wastes 
at your drilling location(s). 

(b) Projected ocean discharges. If any 
of your solid and liquid wastes will be 
discharged overboard, or are planned 
discharges from manmade islands: 

(1) A table showing the name, pro-
jected amount, and rate of discharge 
for each waste type; and 

(2) A description of the discharge 
method (such as shunting through a 
downpipe, etc.) you will use. 

(c) National Pollutant Discharge Elimi-
nation System (NPDES) permit. (1) A dis-
cussion of how you will comply with 
the provisions of the applicable general 
NPDES permit that covers your pro-
posed exploration activities; or 

(2) A copy of your application for an 
individual NPDES permit. Briefly de-
scribe the major discharges and meth-
ods you will use for compliance. 

(d) Modeling report. The modeling re-
port or the modeling results (if you 
modeled the discharges of your pro-
jected solid or liquid wastes when de-
veloping your EP), or a reference to 
such report or results if you have al-
ready submitted it to the Regional Su-
pervisor. 

(e) Projected cooling water intake. A 
table for each cooling water intake 
structure likely to be used by your pro-
posed exploration activities that in-
cludes a brief description of the cooling 
water intake structure, daily water in-
take rate, water intake through screen 
velocity, percentage of water intake 
used for cooling water, mitigation 
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