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Minerals Management Service, Interior § 250.426 

§ 250.422 When may I resume drilling 
after cementing? 

(a) After cementing surface, inter-
mediate, or production casing (or lin-
ers), you may resume drilling after the 
cement has been held under pressure 
for 12 hours. For conductor casing, you 
may resume drilling after the cement 
has been held under pressure for 8 
hours. One acceptable method of hold-
ing cement under pressure is to use 
float valves to hold the cement in 
place. 

(b) If you plan to nipple down your 
diverter or BOP stack during the 8- or 
12-hour waiting time, you must deter-
mine, before nippling down, when it 
will be safe to do so. You must base 
your determination on a knowledge of 
formation conditions, cement composi-
tion, effects of nippling down, presence 
of potential drilling hazards, well con-
ditions during drilling, cementing, and 
post cementing, as well as past experi-
ence. 

[68 FR 8423, Feb. 20, 2003] 

§ 250.423 What are the requirements 
for pressure testing casing? 

The table in this section describes 
the minimum test pressures for each 
string of casing. You may not resume 
drilling or other down-hole operations 
until you obtain a satisfactory pres-
sure test. If the pressure declines more 
than 10 percent in a 30-minute test or if 
there is another indication of a leak, 
you must re-cement, repair the casing, 
or run additional casing to provide a 
proper seal. The District Manager may 
approve or require other casing test 
pressures. 

Casing type Minimum test pressure 

(a) Drive or Structural ............ Not required 
(b) Conductor ......................... 200 psi 
(c) Surface, Intermediate, and 

Production.
70 percent of its minimum in-

ternal yield 

[68 FR 8423, Feb. 20, 2003] 

§ 250.424 What are the requirements 
for prolonged drilling operations? 

If wellbore operations continue for 
more than 30 days within a casing 
string run to the surface: 

(a) You must stop drilling operations 
as soon as practicable, and evaluate 
the effects of the prolonged operations 

on continued drilling operations and 
the life of the well. At a minimum, you 
must: 

(1) Caliper or pressure test the cas-
ing; and 

(2) Report the results of your evalua-
tion to the District Manager and ob-
tain approval of those results before re-
suming operations. 

(b) If casing integrity has deterio-
rated to a level below minimum safety 
factors, you must: 

(1) Repair the casing or run another 
casing string; and 

(2) Obtain approval from the District 
Manager before you begin repairs. 

[68 FR 8423, Feb. 20, 2003] 

§ 250.425 What are the requirements 
for pressure testing liners? 

(a) You must test each drilling liner 
(and liner-lap) to a pressure at least 
equal to the anticipated pressure to 
which the liner will be subjected during 
the formation pressure-integrity test 
below that liner shoe, or subsequent 
liner shoes if set. The District Manager 
may approve or require other liner test 
pressures. 

(b) You must test each production 
liner (and liner-lap) to a minimum of 
500 psi above the formation fracture 
pressure at the casing shoe into which 
the liner is lapped. 

(c) You may not resume drilling or 
other down-hole operations until you 
obtain a satisfactory pressure test. If 
the pressure declines more than 10 per-
cent in a 30-minute test or if there is 
another indication of a leak, you must 
re-cement, repair the liner, or run addi-
tional casing/liner to provide a proper 
seal. 

[68 FR 8423, Feb. 20, 2003] 

§ 250.426 What are the recordkeeping 
requirements for casing and liner 
pressure tests? 

You must record the time, date, and 
results of each pressure test in the 
driller’s report maintained under 
standard industry practice. In addition, 
you must record each test on a pres-
sure chart and have your onsite rep-
resentative sign and date the test as 
being correct. 

[68 FR 8423, Feb. 20, 2003] 

VerDate Mar<15>2010 08:24 Aug 02, 2010 Jkt 220119 PO 00000 Frm 00365 Fmt 8010 Sfmt 8010 Y:\SGML\220119.XXX 220119jd
jo

ne
s 

on
 D

S
K

8K
Y

B
LC

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-27T18:45:11-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




