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(2) Secret. Secret information shall be 
stored in the same manner as Top Se-
cret information or, until October 1, 
2012, in a non-GSA-approved container 
having a built-in combination lock or 
in a non-GSA-approved container se-
cured with a rigid metal lockbar and 
an agency head approved padlock. Se-
curity-In-Depth is required in areas in 
which a non-GSA-approved container 
or open storage area is located. Except 
for storage in a GSA-approved con-
tainer or a vault built to FED STD 832, 
one of the following supplemental con-
trols is required: 

(i) Inspection of the container or 
open storage area every four hours by 
an employee cleared at least to the Se-
cret level; or 

(ii) An IDS with the personnel re-
sponding to the alarm arriving within 
30 minutes of the alarm annunciation. 

(3) Confidential. Confidential informa-
tion shall be stored in the same man-
ner as prescribed for Top Secret or Se-
cret information except that supple-
mental controls are not required. 

(c) Combinations. Use and mainte-
nance of dial-type locks and other 
changeable combination locks. 

(1) Equipment in service. Combinations 
to dial-type locks shall be changed 
only by persons authorized access to 
the level of information protected un-
less other sufficient controls exist to 
prevent access to the lock or knowl-
edge of the combination. Combinations 
shall be changed under the following 
conditions: 

(i) Whenever such equipment is 
placed into use; 

(ii) Whenever a person knowing the 
combination no longer requires access 
to it unless other sufficient controls 
exist to prevent access to the lock; or 

(iii) Whenever a combination has 
been subject to possible unauthorized 
disclosure. 

(2) Equipment out of service. When se-
curity equipment is taken out of serv-
ice, it shall be inspected to ensure that 
no classified information remains and 
the combination lock should be reset 
to a standard combination of 50–25–50 
for built-in combination locks or 10–20– 
30 for combination padlocks. 

(d) Key operated locks. When special 
circumstances exist, an agency head 
may approve the use of key operated 

locks for the storage of Secret and Con-
fidential information. Whenever such 
locks are used, administrative proce-
dures for the control and accounting of 
keys and locks shall be included in im-
plementing regulations required under 
section 5.4(d)(2) of the Order. 

(e) Repairs. The neutralization and 
repair of GSA-approved security con-
tainers and vault doors will be in ac-
cordance with FED STD 809. 

§ 2001.44 Reciprocity of use and in-
spection of facilities. 

(a) Once a facility is authorized, ap-
proved, certified, or accredited for clas-
sified use, then all agencies desiring to 
conduct classified work in the des-
ignated space(s) at the same security 
level shall accept the authorization, 
approval, certification, or accredita-
tion without change, enhancements, or 
upgrades provided that no waiver, ex-
ception, or deviation has been issued or 
approved. In the event that a waiver 
exception, or deviation was granted in 
the original accreditation of the des-
ignated space(s), an agency seeking to 
utilize the designated facility space 
may require that a risk mitigation 
strategy be implemented or agreed 
upon prior to using the space(s). 

(b) Subsequent security inspections 
or reviews for authorization, approval, 
certification, or accreditation purposes 
shall normally be conducted no more 
frequently than annually unless other-
wise required due to a change in the 
designated facility space(s) or due to a 
change in the use or ownership of the 
facility space(s). This does not imply a 
formal one-year inspection or review 
requirement or establish any other for-
mal period for inspections or review. 

§ 2001.45 Information controls. 

(a) General. Agency heads shall estab-
lish a system of control measures 
which assure that access to classified 
information is provided to authorized 
persons. The control measures shall be 
appropriate to the environment in 
which the access occurs and the nature 
and volume of the information. The 
system shall include technical, phys-
ical, and personnel control measures. 
Administrative control measures which 
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may include records of internal dis-
tribution, access, generation, inven-
tory, reproduction, and disposition of 
classified information shall be required 
when technical, physical and personnel 
control measures are insufficient to 
deter and detect access by unauthor-
ized persons. 

(1) Combinations. Combinations to 
locks used to secure vaults, open stor-
age areas, and security containers that 
are approved for the safeguarding of 
classified information shall be pro-
tected in the same manner as the high-
est level of classified information that 
the vault, open storage area, or secu-
rity container is used to protect. 

(2) Computer and information system 
passwords. Passwords shall be protected 
in the same manner as the highest 
level of classified information that the 
computer or system is certified and ac-
credited to process. Passwords shall be 
changed on a frequency determined to 
be sufficient to meet the level of risk 
assessed by the agency. 

(b) Reproduction. Reproduction of 
classified information shall be held to 
the minimum consistent with oper-
ational requirements. The following 
additional control measures shall be 
taken: 

(1) Reproduction shall be accom-
plished by authorized persons knowl-
edgeable of the procedures for classi-
fied reproduction; 

(2) Unless restricted by the origi-
nating agency, Top Secret, Secret, and 
Confidential information may be repro-
duced to the extent required by oper-
ational needs, or to facilitate review 
for declassification; 

(3) Copies of classified information 
shall be subject to the same controls as 
the original information; and 

(4) The use of technology that pre-
vents, discourages, or detects the unau-
thorized reproduction of classified in-
formation is encouraged. 

(c) Forms. The use of standard forms 
prescribed in Subpart H of this part is 
mandatory for all agencies that create 
and/or handle national security infor-
mation. 

(d) Redaction—(1) Policies and proce-
dures. Classified information may be 
subject to loss, compromise, or unau-
thorized disclosure if it is not correctly 
redacted. Agencies shall establish poli-

cies and procedures for the redaction of 
classified information from documents 
intended for release. Such policies and 
procedures require the approval of the 
agency head and shall be sufficiently 
detailed to ensure that redaction is 
performed consistently and reliably, 
using only approved redaction methods 
that permanently remove the classified 
information from copies of the docu-
ments intended for release. Agencies 
shall ensure that personnel who per-
form redaction fully understand the 
policies, procedures, and methods and 
are aware of the vulnerabilities sur-
rounding the process. 

(2) Technical guidance for redaction. 
Technical guidance concerning appro-
priate methods, equipment, and stand-
ards for the redaction of classified elec-
tronic and optical media shall be 
issued by NSA. 

§ 2001.46 Transmission. 
(a) General. Classified information 

shall be transmitted and received in an 
authorized manner which ensures that 
evidence of tampering can be detected, 
that inadvertent access can be pre-
cluded, and that provides a method 
which assures timely delivery to the 
intended recipient. Persons transmit-
ting classified information are respon-
sible for ensuring that intended recipi-
ents are authorized persons with the 
capability to store classified informa-
tion in accordance with this Directive. 

(b) Dispatch. Agency heads shall es-
tablish procedures which ensure that: 

(1) All classified information phys-
ically transmitted outside facilities 
shall be enclosed in two layers, both of 
which provide reasonable evidence of 
tampering and which conceal the con-
tents. The inner enclosure shall clearly 
identify the address of both the sender 
and the intended recipient, the highest 
classification level of the contents, and 
any appropriate warning notices. The 
outer enclosure shall be the same ex-
cept that no markings to indicate that 
the contents are classified shall be visi-
ble. Intended recipients shall be identi-
fied by name only as part of an atten-
tion line. The following exceptions 
apply: 

(i) If the classified information is an 
internal component of a packable item 
of equipment, the outside shell or body 

VerDate Mar<15>2010 16:04 Aug 04, 2010 Jkt 220129 PO 00000 Frm 00536 Fmt 8010 Sfmt 8010 Q:\32\32V6.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-08-28T10:16:27-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




