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compliance with the requirements of 
this subchapter. The inspection must 
be at intervals of no more than 12 
months. The inspection may be con-
ducted up to 2 months after its due 
date, but will be valid for only the 12 
months following that due date. 

(b) The owner or operator must 
record and submit the results of the 
annual self-inspection to the Captain of 
the Port (COTP) within 30 days of com-
pleting the inspection. The report must 
include a description of any failure, 
and the scope of repairs made to com-
ponents or equipment, in accordance 
with the requirements in subpart I of 
this part, other than primary life-
saving, firefighting, or transfer equip-
ment, which are inspected and repaired 
in accordance with subpart F. 

(c) Prior to the initiation of a self-in-
spection plan, and before commence-
ment of operations, the owner or oper-
ator must submit a proposal describing 
the self-inspection plan to the COTP 
for acceptance. The plan must address 
all applicable requirements outlined in 
parts 149 and 150 of this subchapter. 

§ 150.110 What are the notification re-
quirements upon receipt of classi-
fication society certifications? 

The licensee must notify the Captain 
of the Port, in writing, upon receipt of 
a classification society certification, 
interim class certificate, or single 
point mooring classification certifi-
cate. 

Subpart C—Personnel 

§ 150.200 Who must ensure that port 
personnel are qualified? 

The licensee must ensure that the in-
dividual filling a position meets the 
qualifications for that position as out-
lined in the operations manual. 

§ 150.205 What are the language re-
quirements for port personnel? 

Only persons who read, write, and 
speak English may occupy the essen-
tial management positions outlined in 
the operations manual. 

§ 150.210 What are the restrictions on 
serving in more than one position? 

No person may serve in more than 
one of the essential management posi-

tions outlined in the operations man-
ual at any one time. 

§ 150.225 What training and instruc-
tion are required? 

Personnel must receive training and 
instruction commensurate with the po-
sition they hold. Procedures for docu-
menting employee training must be 
outlined in the operations manual. 

Subpart D—Vessel Navigation 

§ 150.300 What does this subpart do? 

This subpart supplements the Inter-
national Regulations for Prevention of 
Collisions at Sea, 1972 (72 COLREGS) 
described in subchapter D of this chap-
ter, and prescribes requirements that: 

(a) Apply to the navigation of all ves-
sels at or near a deepwater port; and 

(b) Apply to all vessels while in a 
safety zone, area to be avoided, or no 
anchoring area. 

§ 150.305 How does this subpart apply 
to unmanned deepwater ports? 

The master of any tanker calling at 
an unmanned deepwater port is respon-
sible for the safe navigation of the ves-
sel to and from the port, and for the re-
quired notifications in § 150.325. Once 
the tanker is connected to the un-
manned deepwater port, the master 
must maintain radar surveillance in 
compliance with the requirements of 
§ 150.310. 

§ 150.310 When is radar surveillance 
required? 

A manned deepwater port’s person in 
charge of vessel operations must main-
tain radar surveillance of the safety 
zone or area to be avoided when: 

(a) A tanker is proceeding to the 
safety zone after submitting the report 
required in § 150.325; 

(b) A tanker or support vessel is un-
derway in the safety zone or area to be 
avoided; 

(c) A vessel other than a tanker or 
support vessel is about to enter or is 
underway in the safety zone or area to 
be avoided; or 

(d) As described in the port security 
plan. 
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§ 150.320 What advisories are given to 
tankers? 

A manned deepwater port’s person in 
charge of vessel operations must advise 
the master of each tanker underway in 
the safety zone or area to be avoided of 
the following: 

(a) At intervals not exceeding 10 min-
utes, the vessel’s position by range and 
bearing from the pumping platform 
complex; and 

(b) The position and the estimated 
course and speed, if moving, of all 
other vessels that may interfere with 
the movement of the tanker within the 
safety zone or area to be avoided. 

§ 150.325 What is the first notice re-
quired before a tanker enters the 
safety zone or area to be avoided? 

(a) The owner, master, agent, or per-
son in charge of a tanker bound for a 
manned deepwater port must comply 
with the notice of arrival requirements 
in subpart C of part 160 of this chapter. 

(b) The owner, master, agent, or per-
son in charge of a tanker bound for a 
manned deepwater port must report 
the pertinent information required in 
§ 150.15(i)(4)(vi) for the vessel, includ-
ing: 

(1) The name, gross tonnage, and 
draft of the tanker; 

(2) The type and amount of cargo in 
the tanker; 

(3) The location of the tanker at the 
time of the report; 

(4) Any conditions on the tanker that 
may impair its navigation, such as fire, 
or malfunctioning propulsion, steering, 
navigational, or radiotelephone equip-
ment. The testing requirements in 
§ 164.25 of this chapter are applicable to 
vessels arriving at a deepwater port; 

(5) Any leaks, structural damage, or 
machinery malfunctions that may im-
pair cargo transfer operations or cause 
a product discharge; and 

(6) The operational condition of the 
equipment listed under § 164.35 of this 
chapter on the tanker. 

(c) If the estimated time of arrival 
changes by more than 6 hours from the 
last reported time, the National Vessel 
Movement Center (NVMC) and the 
port’s person in charge of vessel oper-
ations must be notified of the correc-
tion as soon as the change is known. 

(d) If the information reported in 
paragraphs (b)(4) or (b)(5) of this sec-
tion changes at any time before the 
tanker enters the safety zone or area 
to be avoided at the deepwater port, or 
while the tanker is in the safety zone 
or area to be avoided, the master of the 
tanker must report the changes to the 
NVMC and port’s person in charge of 
vessel operations as soon as possible. 

§ 150.330 What is the second notice re-
quired before a tanker enters the 
safety zone or area to be avoided? 

When a tanker bound for a manned 
deepwater port is 20 miles from enter-
ing the port’s safety zone or area to be 
avoided, the master of the tanker must 
notify the port’s person in charge of 
vessel operations of the tanker’s name 
and location. 

§ 150.340 What are the rules of naviga-
tion for tankers in the safety zone 
or area to be avoided? 

(a) A tanker must enter or depart the 
port’s safety zone or area to be avoided 
in accordance with the navigation pro-
cedures in the port’s approved oper-
ations manual as described in § 150.15(i). 

(b) A tanker must not anchor in the 
safety zone or area to be avoided, ex-
cept in a designated anchorage area. 

(c) A tanker may not enter a safety 
zone or area to be avoided in which an-
other tanker is present, unless it has 
been cleared by the person in charge of 
the port and no other tankers are un-
derway. 

(d) A tanker must not operate, an-
chor, or moor in any area of the safety 
zone or area to be avoided in which the 
net under keel clearance would be less 
than 5 feet. 

§ 150.345 How are support vessels 
cleared to move within the safety 
zone or area to be avoided? 

All movements of support vessels 
within a manned deepwater port’s safe-
ty zone or area to be avoided must be 
cleared in advance by the port’s person 
in charge of vessel operations. 

§ 150.350 What are the rules of naviga-
tion for support vessels in the safe-
ty zone or area to be avoided? 

A support vessel must not anchor in 
the safety zone or area to be avoided, 
except: 

VerDate Mar<15>2010 07:59 Sep 03, 2010 Jkt 220131 PO 00000 Frm 00206 Fmt 8010 Sfmt 8010 Y:\SGML\220131.XXX 220131er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R



197 

Coast Guard, DHS § 150.385 

(a) In an anchorage area; or 
(b) For vessel maintenance, which, in 

the case of a manned deepwater port, 
must be cleared by the port’s person in 
charge of vessel operations. 

§ 150.355 How are other vessels 
cleared to move within the safety 
zone? 

(a) Clearance by a manned deepwater 
port’s person in charge of vessel oper-
ations is required before a vessel, other 
than a tanker or support vessel, enters 
the safety zone. 

(b) The port’s person in charge of ves-
sel operations may clear a vessel under 
paragraph (a) of this section only if its 
entry into the safety zone would not: 

(1) Interfere with the purpose of the 
deepwater port; 

(2) Endanger the safety of life, prop-
erty, or environment; or 

(3) Be prohibited by regulation. 
(c) At an unmanned deepwater port, 

such as a submerged turret landing 
(STL) system, paragraphs (a) and (b) of 
this section apply once a tanker con-
nects to the STL buoy. 

§ 150.380 Under what circumstances 
may vessels operate within the safe-
ty zone or area to be avoided? 

(a) Table 150.380(a) of this section 
lists both the areas within a safety 
zone where a vessel may operate and 
the clearance needed for that location. 

TABLE 150.380(a)—REGULATED ACTIVITIES OF VESSELS AT DEEPWATER PORTS 

Regulated activities Safety zone 

Areas to be 
avoided around 
each deepwater 

port 
component 1 

Anchorage areas 

Other areas with-
in and adjacent to 

the safety zone 
(e.g., no anchor-

ing area) 

Tankers calling at port ....................................... C C C C 
Support vessel movements ................................ C C C C 
Transit by vessels other than tankers or sup-

port vessels.
F D P P 

Mooring to surface components (for example 
an SPM) by vessels other than tankers or 
support vessels.

N N N N 

Anchoring by vessels other than tankers or 
support vessels.

N F C F 

Fishing, including bottom trawl (shrimping) ....... N D P N 
Mobile drilling operations or erection of struc-

tures. 2 
N R N N 

Lightering/transshipment .................................... N N N N 

1 Areas to be avoided are in subpart J of this part. 
2 Not part of Port Installation. 
Key to regulated activities for Table 150.380(a): 
C—Movement of the vessel is permitted when cleared by the person in charge of vessel operations. 
D—Movement is not restricted, but recommended transit speed not to exceed 10 knots. Communication with the person in 

charge of vessel operations. 
F—Only in an emergency. Anchoring will be avoided in a no anchoring area except in the case of immediate danger to the 

ship or persons on board. 
N—Not permitted. 
P—Transit is permitted when the vessel is not in the immediate area of a tanker, and when cleared by the vessel traffic super-

visor. 
R—Permitted only if determined that operation does not create unacceptable risk to personnel safety and security and oper-

ation. For transiting foreign-flag vessels, the requirement for clearance to enter the area to be avoided and no anchoring area is 
advisory in nature, but mandatory for an anchorage area established within 12 nautical miles. 

(b) If the activity is not listed in 
table 150.380(a) of this section, nor oth-
erwise provided for in this subpart, the 
Captain of the Port’s permission is re-
quired before operating in the safety 
zone or regulated navigation area. 

§ 150.385 What is required in an emer-
gency? 

In an emergency, for the protection 
of life or property, a vessel may deviate 

from a vessel movement requirement 
in this subpart without clearance from 
a manned deepwater port’s person in 
charge of vessel operations if the mas-
ter advises the port person in charge of 
the reasons for the deviation at the 
earliest possible moment. 
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