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§ 150.555 How must cranes be main-
tained? 

Cranes must be operated, main-
tained, and tested in accordance with 
46 CFR part 109, subpart F. 

Subpart G—Workplace Safety and 
Health 

§ 150.600 What does this subpart do? 
This subpart sets safety and health 

requirements for the workplace on a 
deepwater port. 

SAFETY AND HEALTH (GENERAL) 

§ 150.601 What are the safety and 
health requirements for the work-
place on a deepwater port? 

(a) Each operator of a deepwater port 
must ensure that the port complies 
with the requirements of this subpart, 
and must ensure that all places of em-
ployment within the port are: 

(1) Maintained in compliance with 
workplace safety and health regula-
tions of this subpart; and 

(2) Free from recognized hazardous 
conditions. 

(b) Persons responsible for actual op-
erations, including owners, operators, 
contractors, and subcontractors must 
ensure that those operations subject to 
their control are: 

(1) Conducted in compliance with 
workplace safety and health regula-
tions of this subpart; and 

(2) Free from recognized hazardous 
conditions. 

(c) The term ‘‘recognized hazardous 
conditions,’’ as used in this subpart, 
means conditions that are: 

(1) Generally known among persons 
in the affected industry as causing, or 
likely to cause, death or serious phys-
ical harm to persons exposed to those 
conditions; and 

(2) Routinely controlled in the af-
fected industry. 

§ 150.602 What occupational awareness 
training is required? 

(a) Each deepwater port operator 
must ensure that all port personnel are 
provided with information and training 
on recognized hazardous conditions in 
their workplace, including, but not 
limited to, electrical, mechanical, and 
chemical hazards. Specific required 

training topics are outlined in 
§ 150.15(w). 

(b) As an alternative to compliance 
with the specific provisions of this sub-
part, an operator may provide, for 
workplace safety and health, the im-
plementation of an approved, port-spe-
cific safety and environmental man-
agement program (SEMP). Operators 
should consult with the Commandant 
(CG–5) in preparing an SEMP. Five cop-
ies of a proposed SEMP must be sub-
mitted to the Commandant for evalua-
tion. The Commandant may consult 
with the local Officer in Charge of Ma-
rine Inspection, and will approve the 
SEMP if he or she finds that the SEMP 
provides at least as much protection of 
workplace safety and health as do the 
specific provisions of this subpart. 

§ 150.603 What emergency response 
training is required? 

The requirements for emergency re-
sponse training must be outlined in the 
port operations manual. 

§ 150.604 Who controls access to med-
ical monitoring and exposure 
records? 

If medical monitoring is performed 
or exposure records are maintained by 
an employer, the owner, operator, or 
person in charge must establish proce-
dures for access to these records by 
personnel. 

§ 150.605 What are the procedures for 
reporting a possible workplace safe-
ty or health violation at a deep-
water port? 

Any person may notify the Officer in 
Charge of Marine Inspection verbally 
or in writing of: 

(a) A possible violation of a regula-
tion in this part; or 

(b) A hazardous or unsafe working 
condition on any deepwater port. 

§ 150.606 After learning of a possible 
violation, what does the Officer in 
Charge of Marine Inspection do? 

After reviewing the information re-
ceived under § 150.605 of this part, and 
conducting any necessary investiga-
tion, the OCMI notifies the owner or 
operator of any deficiency or hazard 
and initiates enforcement measures as 
the circumstances warrant. The iden-
tity of any person making a report of a 
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violation will remain confidential, ex-
cept to the extent necessary for the 
performance of official duties or as 
agreed to by the person. 

GENERAL WORKPLACE CONDITIONS 

§ 150.607 What are the general safe 
working requirements? 

(a) All equipment, including machin-
ery, cranes, derricks, portable power 
tools, and, most importantly, safety 
gear must be used in a safe manner and 
in accordance with the manufacturer’s 
recommended practice, unless other-
wise stated in this subchapter. 

(b) All machinery and equipment 
must be maintained in proper working 
order or removed. 

PERSONAL PROTECTIVE EQUIPMENT 

§ 150.608 Who is responsible for ensur-
ing that the personnel use or wear 
protective equipment and are 
trained in its use? 

(a) Each deepwater port operator 
must ensure that all personnel wear 
personal protective equipment when 
within designated work areas. 

(b) Each deepwater port operator 
must ensure that: 

(1) All personnel engaged in the oper-
ation are trained in the proper use, 
limitations, and maintenance of the 
personal protective equipment speci-
fied by this subpart; 

(2) The equipment is maintained and 
used or worn as required by this sub-
part; and 

(3) The equipment is made available 
and on hand for all personnel engaged 
in the operation. 

EYES AND FACE 

§ 150.609 When is eye and face protec-
tion required? 

The operator must provide eye and 
face protectors for the use of persons 
engaged in or observing activities 
where damage to the eye is possible, 
such as welding, grinding, machining, 
chipping, handling hazardous mate-
rials, or burning or cutting acetylene. 
These eye and face protectors must be: 

(a) Properly marked and in compli-
ance with the requirements of 29 CFR 
1910.133; and 

(b) Maintained in good condition or 
replaced when necessary. 

§ 150.610 Where must eyewash equip-
ment be located? 

Portable or fixed eyewash equipment 
providing emergency relief must be im-
mediately available near any area 
where there is a reasonable probability 
that eye injury may occur. 

HEAD 

§ 150.611 What head protection is re-
quired? 

The deepwater port operator must 
ensure that where there is a reasonable 
probability of injury from falling ob-
jects or contact with electrical conduc-
tors, personnel working or visiting 
such an area wear head protectors de-
signed to protect them against such in-
jury and complying with 29 CFR 
1910.135. 

FEET 

§ 150.612 What footwear is required? 
The deepwater port operator must 

ensure that while personnel are work-
ing in an area, or engaged in activities, 
where there is a reasonable probability 
for foot injury to occur, they wear 
footwear that complies with 29 CFR 
1910.136, except for when environmental 
conditions exist that present a hazard 
greater than that against which the 
footwear is designed to protect. 

NOISE AND HEARING PROTECTION 

§ 150.613 What are the requirements 
for a noise monitoring and hearing 
protection survey? 

(a) The deepwater port operator must 
measure noise and provide hearing pro-
tection in accordance with 29 CFR 
1910.95. 

(b) The initial noise survey for a 
deepwater port must be completed 
within one year of beginning oper-
ations. 

CLOTHING 

§ 150.614 When is protective clothing 
required? 

The deepwater port operator must 
ensure that personnel exposed to flying 
particles, radiant energy, heavy dust, 
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or hazardous materials wear clothing 
and gloves that protect against the 
hazard involved. 

ELECTRICAL 

§ 150.615 What safe practices are re-
quired? 

(a) The deepwater port operator must 
ensure that before personnel begin 
work that might expose them to an 
electrical charge, they turn off the 
electricity, unless doing so is not fea-
sible. 

(b) The deepwater port operator must 
ensure that personnel turning off 
equipment pursuant to paragraph (a) of 
this section follow the lockout or tag-
ging procedures specified in 29 CFR 
1910.147, and in §§ 150.616 and 150.617. 

(c) The deepwater port operator must 
ensure that, to prevent electrical 
shock, personnel receive training in 
electrical, safety-related work prac-
tices in the area of the work they per-
form, including the use of electrical 
personal protective equipment appro-
priate to protect against potential 
electrical hazards. 

LOCKOUT/TAGOUT 

§ 150.616 What are the requirements 
for lockout? 

The deepwater port operator must 
ensure that, if electrical, hydraulic, 
mechanical, or pneumatic equipment 
does not need to be powered during the 
work described in § 150.615(a), and has a 
lockout or other device to prevent the 
equipment from being turned on unin-
tentionally, that the lockout or other 
device is activated. 

§ 150.617 What are the requirements 
for tagout? 

(a) The deepwater port operator must 
ensure that, before work takes place on 
equipment that is disconnected from 
the power source, a tag complying with 
this section is placed at the location 
where the power is disconnected. The 
operator must ensure that, if there is a 
control panel for the equipment in line 
between the equipment and the loca-
tion where the power is disconnected, a 
tag complying with this section is also 
placed on the control panel. 

(b) Each tag or sign must have words 
stating: 

(1) That equipment is being worked 
on; 

(2) That power must not be restored 
or the equipment activated; and 

(3) The name of the person who 
placed the tag. 

(c) Only the person who placed the 
tag, that person’s immediate super-
visor, or the relief person of either, is 
authorized to remove the tag. 

RESPIRATORY PROTECTION 

§ 150.618 What are the requirements 
for respiratory protection? 

(a) The deepwater port operator must 
ensure that respiratory protection 
measures are taken in compliance with 
29 CFR 1910.134 including establishment 
of a formal respiratory protection pro-
gram. 

(b) The deepwater port operator must 
ensure that measures for protection 
from exposure to asbestos are taken in 
compliance with 29 CFR 1910.1001. 

(c) The deepwater port operator must 
ensure that measures for protection 
from exposure to inorganic lead are 
taken in compliance with 29 CFR 
1910.1025. 

FALL ARREST 

§ 150.619 What are the fall arrest sys-
tem requirements? 

(a) The deepwater port operator must 
ensure that all personnel who are ex-
posed to the risk of falling more than 6 
feet, or who are at risk of falling any 
distance onto equipment with irregular 
surfaces, exposed moving components, 
electrically energized cables or connec-
tors, or water, are protected against 
such a fall by guardrails or other meas-
ures that comply with 29 CFR 1910.23 or 
1910.28, or by the use of suitable life-
saving equipment that complies with 46 
CFR part 160. 

(b) In addition, the operator must 
take measures to control the risk of 
falling, tripping, or slipping in work 
areas and walkways due to the pres-
ence of loose material or wet condi-
tions, including spills. 
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MACHINE GUARDS 

§ 150.620 What are the requirements 
for protecting personnel from ma-
chinery? 

The deepwater port operator must 
ensure that all personnel are protected 
from the risks created by operating 
machinery through the use of guard de-
vices or other measures that comply 
with 29 CFR 1910.212, or through the 
use of conspicuously posted warning 
signs that comply with § 150.626 of this 
part. 

SLINGS 

§ 150.621 What are the requirements 
for slings? 

The use of slings for handling mate-
rial must comply with the require-
ments of 29 CFR 1910.184. 

WARNING SIGNS 

§ 150.622 What are the warning sign 
requirements? 

The construction and use of warning 
signs must be in compliance with 29 
CFR 1910.144 and 1910.145. 

CONFINED SPACE SAFETY 

§ 150.623 What are the requirements 
for protecting personnel from haz-
ards associated with confined 
spaces? 

(a) All personnel must be protected 
by suitable measures from inadvert-
ently entering a confined space con-
taining a hazardous atmosphere that 
can cause death or serious injury. 

(b) Each deepwater port operator 
shall evaluate the specific hazards as-
sociated with entering the port’s con-
fined spaces, and develop a confined 
space safe entry program that complies 
with: 

(1) 29 CFR 1910.146 for permit-re-
quired confined spaces, where applica-
ble; and 

(2) A national consensus standard, as 
that term is defined in 29 CFR 1910.2, or 
that is set by a nationally recognized 
testing laboratory as defined in 29 CFR 
1910.7 and that provides levels of per-
sonnel protection at least equivalent to 
those provided for shipyard personnel 
by 29 CFR part 1915, subpart B. 

(c) To implement the confined space 
safe entry program, the deepwater port 
operator must determine the edu-
cation, training, and experience needed 
by the designated competent persons to 
safely conduct their duties, including: 

(1) Identification, testing, and certifi-
cation of confined spaces; and 

(2) Training of personnel regarding 
dangers. 

(d) These measures must be specified 
in the port operations manual, along 
with a list of all confined spaces on the 
port, describing the specific hazards as-
sociated with each such space. 

BLOOD-BORNE PATHOGENS 

§ 150.624 What are the requirements 
for protecting personnel from 
blood-borne pathogens? 

Measures for protection from the 
dangers of blood-borne pathogens must 
be taken in compliance with 29 CFR 
1910.1030. 

HAZARD COMMUNICATION PROGRAM 

§ 150.625 What must the hazard com-
munication program contain? 

(a) Each deepwater port must have a 
hazard communication program avail-
able for the training of, and review by, 
all personnel on the deepwater port. 

(b) The program must be in writing 
and describe or include: 

(1) An inventory of each hazardous 
material on the deepwater port; 

(2) The potential hazards of the mate-
rial; 

(3) The material’s intended use on 
the deepwater port; 

(4) The methods for handling and 
storing the material; 

(5) The protective measures and 
equipment used to avoid hazardous ex-
posure; 

(6) The labeling, marking, or tagging 
of the material; 

(7) The special precautions, such as 
lockout and tagout under §§ 150.616 and 
150.617, that should be emphasized 
when working around the material; 

(8) Information and training required 
for personnel on board the deepwater 
port; and 

(9) A material safety data sheet for 
the material. 

(c) The information on a material 
safety data sheet itself may be used by 
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the employer as a tool for educating 
employees about the hazards posed by 
the material, provided the employees 
acknowledge and can demonstrate ap-
propriate precautionary measures to 
minimize risk to health and safety. 

(d) The program must be supple-
mented as necessary to address each 
hazardous material newly introduced 
on the deepwater port. 

§ 150.626 What is the hazard commu-
nication program used for? 

(a) The hazard communication pro-
gram must ensure that all deepwater 
port employees, when required by their 
duties, work safely and responsibly 
with hazardous materials. 

(b) The person in charge for safety 
must ensure that, before a person is al-
lowed to work at the deepwater port: 

(1) A copy of the hazard communica-
tion program is made available to the 
person; and 

(2) The person is trained in the infor-
mation contained in the program. 

(c) The training must be supple-
mented to address each hazardous ma-
terial newly introduced on the deep-
water port. 

§ 150.627 Must material safety data 
sheets be available to all personnel? 

(a) The person in charge must ensure 
that a material safety data sheet 
(MSDS) for each hazardous material on 
the fixed or floating deepwater port is 
made available to all personnel on the 
port. 

(b) Each MSDS must contain at least 
information on the use, proper storage, 
potential hazards, and appropriate pro-
tective and response measures to be 
taken when exposed to or handling the 
material. 

§ 150.628 How must the operator label, 
tag, and mark a container of haz-
ardous material? 

The operator must label, tag, or 
mark each container of hazardous ma-
terial with the identity of the haz-
ardous material and the appropriate 
physical, health, reactive and other 
special condition hazard warnings. The 
only exception is for portable con-
tainers that transfer hazardous mate-
rial from a labeled container to the 

work site for immediate use by the per-
son who performs the transfer. 

Subpart H—Aids to Navigation 

§ 150.700 What does this subpart do? 

This subpart provides requirements 
for the operation of aids to navigation 
at a deepwater port. 

§ 150.705 What are the requirements 
for maintaining and inspecting aids 
to navigation? 

(a) All aids to navigation must be 
maintained in proper operating condi-
tion at all times. 

(b) The Coast Guard may inspect all 
aids to navigation at any time without 
notice. 

§ 150.710 What are the requirements 
for supplying power to aids to navi-
gation? 

The power of all navigation aids 
must be maintained, at all times, at or 
above the level recommended by the 
equipment’s manufacturer. 

§ 150.715 What are the requirements 
for lights used as aids to naviga-
tion? 

(a) Each light under part 149, subpart 
E of this chapter, used as a navigation 
aid on a deepwater port, must be lit 
continuously from sunset to sunrise. 

(b) During construction, a platform 
or single point mooring, if positioned 
on the surface or within the net under 
keel depth for tankers transiting with-
in the safety zone, must be marked 
with at least one of the following: 

(1) The obstruction lights required 
for the structure in part 149, subpart E 
of this chapter; 

(2) The fixed lights of a vessel attend-
ing the structure; or 

(3) The general illumination lights on 
the structure, if they meet or exceed 
the intensity required for obstruction 
lights required for the structure. 

(c) The focal plane of each obstruc-
tion light and lit rotating beacon must 
always coincide with the horizontal 
plane that passes through the light 
source. 
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