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(c) After any survey of a ship under 
this section has been completed, no sig-
nificant change may be made in the 
construction, equipment, fittings, ar-
rangements or material covered by the 
survey without the sanction of the 
COTP or OCMI except for the direct re-
placement of such equipment or fit-
tings. 

(d) Fixed and floating drilling rigs 
and other platforms, barges, and 
uninspected ships; that are not re-
quired to have an IOPP Certificate on 
board are not required to be surveyed 
under this section. 

[CGD 75–124a, 48 FR 45709, Oct. 6, 1983, as 
amended by USCG–1998–3799, 63 FR 35530, 
June 30, 1998] 

§ 151.19 International Oil Pollution 
Prevention (IOPP) Certificates. 

(a) Each U.S. oil tanker of 150 gross 
tons and above and each other U.S. 
ship of 400 gross tons and above; that 
engages in voyages to ports or off-shore 
terminals under the jurisdiction of 
other parties to MARPOL 73/78 must 
have on board a valid International Oil 
Pollution Prevention (IOPP) Certifi-
cate. 

(b) Each oil tanker of 150 gross tons 
and above and each other ship of 400 
gross tons and above, operated under 
the authority of a country other than 
the United States that is party to 
MARPOL 73/78, must have on board a 
valid IOPP Certificate. 

(c) An IOPP Certificate is issued by a 
COTP, OCMI, or a classification soci-
ety authorized under 46 CFR part 8, 
after a satisfactory survey in accord-
ance with the provisions of § 151.17. 

(d) The Supplement to the IOPP Cer-
tificate is a part of the IOPP Certifi-
cate and must remain attached to that 
Certificate. If the Supplement to the 
Certificate is changed, a new IOPP Cer-
tificate will be required. 

(e) The IOPP Certificate for each in-
spected or uninspected ship is valid for 
a maximum period of 5 years from the 
date of issue, except as follows: 

(1) A Certificate ceases to be valid if 
significant alterations have taken 
place in the construction, equipment, 
fittings, or arrangements required by 
the pollution prevention requirements 
of parts 155 or 157 of this chapter with-

out the approval of the COTP or the 
OCMI. 

(2) A Certificate ceases to be valid if 
intermediate surveys as required by 
§ 151.17 of this part are not carried out. 

(3) A Certificate issued to a ship 
ceases to be valid upon transfer of the 
ship to the flag of another country. 

(Approved by the Office of Management and 
Budget under control number 1625–0041) 

[CGD 75–124a, 48 FR 45709, Oct. 6, 1983, as 
amended by CGD 95–010, 62 FR 67531, Dec. 24, 
1997; USCG–1998–3799, 63 FR 35530, June 30, 
1998; USCG–2000–7223, 65 FR 40057, June 29, 
2000; USCG–2000–7641, 66 FR 55571, Nov. 2, 
2001; USCG–2006–25150, 71 FR 39209, July 12, 
2006] 

§ 151.21 Ships of countries not party to 
MARPOL 73/78. 

(a) Each oil tanker of 150 gross tons 
and above and each other ship of 400 
gross tons and above, operated under 
the authority of a country not a party 
to MARPOL 73/78, must have on board 
valid documentation showing that the 
ship has been surveyed in accordance 
with and complies with the require-
ments of MARPOL 73/78. Evidence of 
compliance may be issued by either the 
government of a country that is party 
to MARPOL 73/78 or a recognized clas-
sification society. 

(b) Evidence of compliance must con-
tain all of the information in, and have 
substantially the same format as, the 
IOPP Certificate. 

(Approved by the Office of Management and 
Budget under control number 1625–0019) 

[CGD 75–124a, 48 FR 45709, Oct. 6, 1983, as 
amended by CGD 93–030, 59 FR 51338, Oct. 7, 
1994; USCG–2006–25150, 71 FR 39209, July 12, 
2006] 

§ 151.23 Inspection for compliance and 
enforcement. 

(a) While at a port or terminal under 
the jurisdiction of the United States, a 
ship is subject to inspection by the 
Coast Guard— 

(1) To determine that a valid IOPP 
Certificate is on board and that the 
condition of the ship and its equipment 
corresponds substantially with the par-
ticulars of the IOPP Certificate; 

(2) To determine that evidence of 
compliance with MARPOL 73/78, as re-
quired by § 151.21 is on board and that 
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the condition of the ship and its equip-
ment corresponds substantially with 
the particulars of this evidence of com-
pliance; 

(3) To determine whether a ship has 
been operating in accordance with and 
has not discharged any oil or oily mix-
tures in violation of the provisions of 
MARPOL 73/78 or this subchapter; 

(4) To determine whether a ship has 
discharged oil or oily mixtures any-
where in violation of MARPOL 73/78, 
upon request from a party to MARPOL 
73/78 for an investigation when the re-
questing party has furnished sufficient 
evidence to support a reasonable belief 
that a discharge has occurred. 

(b) A ship that does not comply with 
the requirements of parts 151, 155 and 
157 of this chapter, or where the condi-
tion of the ship or its equipment does 
not substantially agree with the par-
ticulars of the IOPP Certificate or 
other required documentation, may be 
detained by order of the COTP or 
OCMI, at the port or terminal where 
the violation is discovered until, in the 
opinion of the detaining authority, the 
ship can proceed to sea without pre-
senting an unreasonable threat of harm 
to the marine environment. The deten-
tion order may authorize the ship to 
proceed to the nearest appropriate 
available shipyard rather than remain-
ing at the place where the violation 
was discovered. 

(c) An inspection under this section 
may include an examination of the Oil 
Record Book, the oil content meter 
continuous records, and a general ex-
amination of the ship. A copy of any 
entry in the Oil Record Book may be 
made and the Master of the ship may 
be required to certify that the copy is 
a true copy of such entry. 

[CGD 75–124a, 48 FR 45709, Oct. 6, 1983, as 
amended by CGD 88–002A, 55 FR 18582, May 2, 
1990] 

§ 151.25 Oil Record Book. 
(a) Each oil tanker of 150 gross tons 

and above, ship of 400 gross tons and 
above other than an oil tanker, and 
manned fixed or floating drilling rig or 
other platform shall maintain an Oil 
Record Book Part I (Machinery Space 
Operations). An oil tanker of 150 gross 
tons and above or a non oil tanker that 
carries 200 cubic meters or more of oil 

in bulk, shall also maintain an Oil 
Record Book Part II (Cargo/Ballast Op-
erations). 

(b) An Oil Record Book printed by 
the U.S. Government is available to 
the masters or operators of all U.S. 
ships subject to this section, from any 
Coast Guard Sector Office, Marine In-
spection Office, or Captain of the Port 
Office. 

(c) The ownership of the Oil Record 
Book of all U.S. ships remains with the 
U.S. Government. 

(d) Entries shall be made in the Oil 
Record Book on each occasion, on a 
tank to tank basis if appropriate, 
whenever any of the following machin-
ery space operations take place on any 
ship to which this section applies— 

(1) Ballasting or cleaning of fuel oil 
tanks; 

(2) Discharge of ballast containing an 
oily mixture or cleaning water from 
fuel oil tanks; 

(3) Disposal of oil residue; and 
(4) Discharge overboard or disposal 

otherwise of bilge water that has accu-
mulated in machinery spaces. 

(e) Entries shall be made in the Oil 
Record Book on each occasion, on a 
tank to tank basis if appropriate, 
whenever any of the following cargo/ 
ballast operations take place on any oil 
tanker to which this section applies— 

(1) Loading of oil cargo; 
(2) Internal transfer of oil cargo dur-

ing voyage; 
(3) Unloading of oil cargo; 
(4) Ballasting of cargo tanks and 

dedicated clean ballast tanks; 
(5) Cleaning of cargo tanks including 

crude oil washing; 
(6) Discharge of ballast except from 

segregated ballast tanks; 
(7) Discharge of water from slop 

tanks; 
(8) Closing of all applicable valves or 

similar devices after slop tank dis-
charge operations; 

(9) Closing of valves necessary for 
isolation of dedicated clean ballast 
tanks from cargo and stripping lines 
after slop tank discharge operations; 
and 

(10) Disposal of oil residue. 
(f) Entries shall be made in the Oil 

Record Book on each occasion, on a 
tank-to-tank basis if appropriate, 
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