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33 CFR Ch. I (7–1–10 Edition) § 167.1703 

§ 167.1703 In Prince William Sound: 
Valdez Arm Traffic Separation 
Scheme. 

The Valdez Arm Traffic Separation 
Scheme consists of the following: 

(a) A separation zone bounded by a 
line connecting the following geo-
graphical positions: 

Latitude Longitude 

60°51.08′ N 147°00.33′ W 
60°58.60′ N 146°48.10′ W 
60°58.30′ N 146°47.10′ W 
60°50.45′ N 146°58.75′ W 

(b) A traffic lane for northbound traf-
fic between the separation zone and a 
line connecting the following geo-
graphical positions: 

Latitude Longitude 

60°49.39′ N 146°58.19′ W 
60°58.04′ N 146°46.52′ W 

(c) A traffic lane for southbound traf-
fic between the separation zone and a 
line connecting the following geo-
graphical positions: 

Latitude Longitude 

60°58.93′ N 146°48.86′ W 
60°50.61′ N 147°03.60′ W 

[USCG–2001–10254, 67 FR 53743, Aug. 19, 2002] 

PART 168—ESCORT REQUIREMENTS 
FOR CERTAIN TANKERS 

Sec. 
168.01 Purpose. 
168.05 Definitions. 
168.10 Responsibilities. 
168.20 Applicable vessels. 
168.30 Applicable cargoes. 
168.40 Applicable waters and number of es-

cort vessels. 
168.50 Performance and operational require-

ments. 
168.60 Pre-escort conference. 

AUTHORITY: Section 4116(c), Pub. L. 101–380, 
104 Stat. 520 (46 U.S.C. 3703 note); Depart-
ment of Homeland Security Delegation No. 
170.1, para. 2(82). 

SOURCE: CGD 91–202, 59 FR 42968, Aug. 19, 
1994, unless otherwise noted. 

§ 168.01 Purpose. 
(a) This part prescribes regulations 

in accordance with section 4116(c) of 
the Oil Pollution Act of 1990 (OPA 90) 

(Pub. L. 101–380). The regulations will 
reduce the risk of oil spills from laden, 
single hull tankers over 5,000 GT by re-
quiring that these tankers be escorted 
by at least two suitable escort vessels. 
The escort vessels will be immediately 
available to influence the tankers’ 
speed and course in the event of a 
steering or propulsion equipment fail-
ure, thereby reducing the possibility of 
groundings or collisions. 

(b) The regulations in this part estab-
lish minimum escort vessel require-
ments. Nothing in these regulations 
should be construed as relieving the 
master of a tanker from the duty to op-
erate the vessel in a safe and prudent 
manner, taking into account the navi-
gational constraints of the waterways 
to be traversed, other vessel traffic, 
and anticipated weather, tide, and sea 
conditions, which may require reduced 
speeds, greater assistance from escort 
vessels, or other operational pre-
cautions. 

§ 168.05 Definitions. 
As used in this part— 
Disabled tanker means a tanker expe-

riencing a loss of propulsion or steering 
control. 

Escort transit means that portion of 
the tanker’s voyage through waters 
where escort vessels are required. 

Escort vessel means any vessel that is 
assigned and dedicated to a tanker dur-
ing the escort transit, and that is 
fendered and outfitted with towing 
gear as appropriate for its role in an 
emergency response to a disabled tank-
er. 

Laden means transporting in bulk 
any quantity of applicable cargo, ex-
cept for clingage and residue in other-
wise empty cargo tanks. 

Single hull tanker means any self-pro-
pelled tank vessel that is not con-
structed with both double bottom and 
double sides in accordance with the 
provisions of 33 CFR 157.10d. 

Tanker master means the licensed on-
board person in charge of the tanker. 

Tanker owner or operator means the 
owner or shoreside organization (indi-
vidual, corporation, partnership, or as-
sociation), including a demise 
charterer, responsible for the overall 
management and operation of the 
tanker. 
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