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must include a full copy of your writ-
ten request to the applicable permit-
ting authority and written approval re-
ceived from the applicable permitting 
authority. 

(2) In the compliance report due after 
the routine planned maintenance is 
complete, you must include a descrip-
tion of the planned routine mainte-
nance that was performed for the con-
trol device during the previous 6-month 
period, and the total number of hours 
during those 6 months that the control 
device did not meet the emission limi-
tations and monitoring requirements 
as a result of the approved routine 
planned maintenance. 

(j) If you own or operate multiple 
catalytic cracking units that are 
served by a single wet scrubber emis-
sion control device (e.g., a Venturi 
scrubber), you may request the applica-
ble permitting authority to approve a 
period of planned routine maintenance 
for the control device needed to meet 
requirements in your operation, main-
tenance, and monitoring plan. You 
must present data to the applicable 
permitting authority demonstrating 
that the period of planned maintenance 
results in overall emissions reductions. 
During this pre-approved time period, 
the emission control device may be 
taken out of service while maintenance 
is performed on the control device and/ 
or one of the process units while the re-
maining process unit(s) continue to op-
erate. During the period the emission 
control device is unable to operate, the 
emission limits, operating limits, and 
monitoring requirements applicable to 
the unit that is operating and the wet 
scrubber emission control device do not 
apply. The applicable permitting au-
thority may require that you take 
specified actions to minimize emissions 
during the period of planned mainte-
nance. 

(1) You must submit a written re-
quest to the applicable permitting au-
thority at least 6 months before the 
planned maintenance is scheduled to 
begin with a copy to the EPA Regional 
Administrator. 

(2) Your written request must con-
tain the information in paragraphs 
(j)(2)(i) through (v) of this section. 

(i) A description of the planned rou-
tine maintenance to be performed dur-

ing the next 6 months and why it is 
necessary. 

(ii) The date the planned mainte-
nance will begin and end. 

(iii) A quantified estimate of the 
HAP and criteria pollutant emissions 
that will be emitted during the period 
of planned maintenance. 

(iv) An analysis showing the emis-
sions reductions resulting from the 
planned maintenance as opposed to de-
laying the maintenance until the next 
unit turnaround. 

(v) Actions you will take to minimize 
emissions during the period of planned 
maintenance. 

§ 63.1576 What records must I keep, in 
what form, and for how long? 

(a) You must keep the records speci-
fied in paragraphs (a)(1) through (3) of 
this section. 

(1) A copy of each notification and re-
port that you submitted to comply 
with this subpart, including all docu-
mentation supporting any initial noti-
fication or Notification of Compliance 
Status that you submitted, according 
to the requirements in § 63.10(b)(2)(xiv). 

(2) The records in § 63.6(e)(3)(iii) 
through (v) related to startup, shut-
down, and malfunction. 

(3) Records of performance tests, per-
formance evaluations, and opacity and 
visible emission observations as re-
quired in § 63.10(b)(2)(viii). 

(b) For each continuous emission 
monitoring system and continuous 
opacity monitoring system, you must 
keep the records required in para-
graphs (b)(1) through (5) of this section. 

(1) Records described in 
§ 63.10(b)(2)(vi) through (xi). 

(2) Monitoring data for continuous 
opacity monitoring systems during a 
performance evaluation as required in 
§ 63.6(h)(7)(i) and (ii). 

(3) Previous (i.e., superceded) 
versions of the performance evaluation 
plan as required in § 63.8(d)(3). 

(4) Requests for alternatives to the 
relative accuracy test for continuous 
emission monitoring systems as re-
quired in § 63.8(f)(6)(i). 

(5) Records of the date and time that 
each deviation started and stopped, and 
whether the deviation occurred during 
a period of startup, shutdown, or mal-
function or during another period. 
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(c) You must keep the records in 
§ 63.6(h) for visible emission observa-
tions. 

(d) You must keep records required 
by Tables 6, 7, 13, and 14 of this subpart 
(for catalytic cracking units); Tables 
20, 21, 27 and 28 of this subpart (for 
catalytic reforming units); Tables 34 
and 35 of this subpart (for sulfur recov-
ery units); and Table 39 of this subpart 
(for bypass lines) to show continuous 
compliance with each emission limita-
tion that applies to you. 

(e) You must keep a current copy of 
your operation, maintenance, and mon-
itoring plan onsite and available for in-
spection. You also must keep records 
to show continuous compliance with 
the procedures in your operation, 
maintenance, and monitoring plan. 

(f) You also must keep the records of 
any changes that affect emission con-
trol system performance including, but 
not limited to, the location at which 
the vent stream is introduced into the 
flame zone for a boiler or process heat-
er. 

(g) Your records must be in a form 
suitable and readily available for expe-
ditious review according to § 63.10(b)(1). 

(h) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(i) You must keep each record on site 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record, according to § 63.10(b)(1). You 
can keep the records offsite for the re-
maining 3 years. 

[67 FR 17773, Apr. 11, 2002, as amended at 70 
FR 6942, Feb. 9, 2005] 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.1577 What parts of the General 
Provisions apply to me? 

Table 44 of this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.15 apply to you. 

§ 63.1578 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by us, the U.S. EPA, or a 
delegated authority such as your 
State, local, or tribal agency. If the 

U.S. EPA Administrator has delegated 
authority to your State, local, or tribal 
agency, then that Agency has the au-
thority to implement and enforce this 
subpart. You should contact your U.S. 
EPA Regional Office to find out if this 
subpart is delegated to your State, 
local, or tribal agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under 40 CFR part 63, subpart E, the 
authorities contained in paragraph (c) 
of this section are retained by the Ad-
ministrator of the U.S. EPA and are 
not transferred to the State, local, or 
tribal agency. 

(c) The authorities that will not be 
delegated to State, local, or tribal 
agencies are listed in paragraphs (c)(1) 
through (5) of this section. 

(1) Approval of alternatives to the 
non-opacity emission limitations and 
work practice standards in §§ 63.1564 
through 63.1569 under § 63.6(g). 

(2) Approval of alternative opacity 
emission limitations in §§ 63.1564 
through 63.1569 under § 63.6(h)(9). 

(3) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and (f) 
and as defined in § 63.90. 

(4) Approval of major alternatives to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(5) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

§ 63.1579 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the Clean Air Act (CAA), in 40 
CFR 63.2, the General Provisions of 
this part (§§ 63.1 through 63.15), and in 
this section as listed. 

Boiler means any enclosed combus-
tion device that extracts useful energy 
in the form of steam and is not an in-
cinerator. 

Catalytic cracking unit means a refin-
ery process unit in which petroleum de-
rivatives are continuously charged; hy-
drocarbon molecules in the presence of 
a catalyst suspended in a fluidized bed 
are fractured into smaller molecules, 
or react with a contact material sus-
pended in a fluidized bed to improve 
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