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every 30 days for the 12-month period 
preceding the 30th day (i.e., annual 
rolling average calculated every 30 
days). A process with both batch and 
continuous operations is considered a 
continuous process for the purposes of 
this section. 

(3) For batch processes, you must cal-
culate the annual factors every 10 
batches for the 12-month period pre-
ceding the 10th batch (i.e., annual roll-
ing average calculated every 10 
batches), except as specified in para-
graphs (d)(3) (i) and (ii) of this section. 

(i) If you produce more than 10 
batches during a month, you must cal-
culate the annual factors at least once 
during that month. 

(ii) If you produce less than 10 
batches in a 12-month period, you must 
calculate the annual factors for the 
number of batches in the 12-month pe-
riod since the previous calculations. 

(e) Records. You must keep records of 
HAP and VOC consumption, produc-
tion, and the rolling annual HAP and 
VOC factors for each MCPU for which 
you are complying with paragraph (a) 
of this section. 

(f) Reporting. (1) You must include 
the pollution prevention demonstra-
tion plan in the precompliance report 
required by § 63.2520(c). 

(2) You must identify all days when 
the annual factors were above the tar-
get factors in the compliance reports. 

[68 FR 63888, Nov. 10, 2003, as amended at 71 
FR 40336, July 14, 2006] 

§ 63.2500 How do I comply with emis-
sions averaging? 

(a) For an existing source, you may 
elect to comply with the percent reduc-
tion emission limitations in Tables 1, 2, 
4, 5, and 7 to this subpart by complying 
with the emissions averaging provi-
sions specified in § 63.150, except as 
specified in paragraphs (b) through (f) 
of this section. 

(b) The batch process vents in an 
MCPU collectively are considered one 
individual emission point for the pur-
poses of emissions averaging, except 
that only individual batch process 
vents must be excluded to meet the re-
quirements of § 63.150(d)(5). 

(c) References in § 63.150 to §§ 63.112 
through 63.130 mean the corresponding 
requirements in §§ 63.2450 through 

63.2490, including applicable moni-
toring, recordkeeping, and reporting. 

(d) References to ‘‘periodic reports’’ 
in § 63.150 mean ‘‘compliance report’’ 
for the purposes of this subpart. 

(e) For batch process vents, estimate 
uncontrolled emissions for a standard 
batch using the procedures in 
§ 63.1257(d)(2)(i) and (ii) instead of the 
procedures in § 63.150(g)(2). Multiply the 
calculated emissions per batch by the 
number of batches per month when cal-
culating the monthly emissions for use 
in calculating debits and credits. 

(f) References to ‘‘storage vessels’’ in 
§ 63.150 mean ‘‘storage tank’’ as defined 
in § 63.2550 for the purposes of this sub-
part. 

§ 63.2505 How do I comply with the al-
ternative standard? 

As an alternative to complying with 
the emission limits and work practice 
standards for process vents and storage 
tanks in Tables 1 through 4 to this sub-
part and the requirements in §§ 63.2455 
through 63.2470, you may comply with 
the emission limits in paragraph (a) of 
this section and demonstrate compli-
ance in accordance with the require-
ments in paragraph (b) of this section. 

(a) Emission limits and work practice 
standards. (1) You must route vent 
streams through a closed-vent system 
to a control device that reduces HAP 
emissions as specified in either para-
graph (a)(1)(i) or (ii) of this section. 

(i) If you use a combustion control 
device, it must reduce HAP emissions 
as specified in paragraphs (a)(1)(i)(A), 
(B), and (C) of this section. 

(A) To an outlet TOC concentration 
of 20 parts per million by volume 
(ppmv) or less. 

(B) To an outlet concentration of hy-
drogen halide and halogen HAP of 20 
ppmv or less. 

(C) As an alternative to paragraph 
(a)(1)(i)(B) of this section, if you con-
trol halogenated vent streams emitted 
from a combustion device followed by a 
scrubber, reduce the hydrogen halide 
and halogen HAP generated in the 
combustion device by greater than or 
equal to 95 percent by weight in the 
scrubber. 

(ii) If you use a noncombustion con-
trol device(s), it must reduce HAP 
emissions to an outlet total organic 

VerDate Nov<24>2008 09:08 Aug 18, 2009 Jkt 217154 PO 00000 Frm 00334 Fmt 8010 Sfmt 8010 Y:\SGML\217154.XXX 217154cp
ric

e-
se

w
el

l o
n 

D
S

K
D

V
H

8Z
91

P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-27T14:50:25-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




