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Environmental Protection Agency § 63.4781 

(vi) At least monthly, inspect compo-
nents for integrity, electrical connec-
tions for continuity, and mechanical 
connections for leakage. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.4780 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by us, the EPA, or a dele-
gated authority such as your State, 
local, or tribal agency. If the EPA Ad-
ministrator has delegated authority to 
your State, local, or tribal agency, 
then that agency, in addition to the 
EPA, has the authority to implement 
and enforce this subpart. You should 
contact your EPA Regional Office to 
find out if implementation and enforce-
ment of this subpart is delegated to 
your State, local, or tribal agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under 40 CFR part 63, subpart E, the 
authorities contained in paragraph (c) 
of this section are retained by the EPA 
Administrator and are not transferred 
to the State, local, or tribal agency. 

(c) The authorities that will not be 
delegated to State, local, or tribal 
agencies are listed in paragraphs (c)(1) 
through (4) of this section: 

(1) Approval of alternatives to the 
work practice standards under § 63.4693. 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and (f) 
and as defined in § 63.90. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(4) Approval of major changes to rec-
ordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

§ 63.4781 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the CAA, in 40 CFR 63.2, and in 
this section as follows: 

Add-on control means an air pollution 
control device, such as a thermal oxi-
dizer or carbon adsorber, that reduces 
pollution in an air stream by destruc-
tion or removal before discharge to the 
atmosphere. 

Adhesive means any chemical sub-
stance that is applied for the purpose 
of bonding two surfaces together. 

Block average is an average of data 
points collected over any specified, 
continuous 180-minute block of time 
(e.g., a 3-hour block could be noon to 3 
p.m., with a subsequent total of eight 
3-hour blocks within a 24-hour period). 

Capture device means a hood, enclo-
sure, room, floor sweep, or other means 
of containing or collecting emissions 
and directing those emissions into an 
add-on air pollution control device. 

Capture efficiency or capture system ef-
ficiency means the portion (expressed 
as a percentage) of the pollutants from 
an emission source that is delivered to 
an add-on control device. 

Capture system means one or more 
capture devices intended to collect 
emissions generated by a coating oper-
ation in the use of coatings or cleaning 
materials, both at the point of applica-
tion and at subsequent points where 
emissions from the coatings or clean-
ing materials occur, such as flashoff, 
drying, or curing. As used in this sub-
part, multiple capture devices that col-
lect emissions generated by a coating 
operation are considered a single cap-
ture system. 

Cleaning material means a solvent 
used to remove contaminants and 
other materials, such as dirt, grease, 
oil, and dried or wet coating (e.g., 
depainting), from a substrate before or 
after coating application or from 
equipment associated with a coating 
operation, such as spray booths, spray 
guns, racks, tanks, and hangers. Thus, 
it includes any cleaning material used 
on substrates or equipment or both. 

Coating means a material applied to a 
substrate for decorative, protective, or 
functional purposes. Such materials in-
clude, but are not limited to, paints, 
sealants, caulks, inks, adhesives, and 
maskants. Decorative, protective, or 
functional materials that consist only 
of protective oils for metal, acids, 
bases, or any combination of these sub-
stances are not considered coatings for 
the purposes of this subpart. 

Coating operation means equipment 
used to apply cleaning materials to a 
substrate to prepare it for coating ap-
plication or to remove dried coating 
(surface preparation), to apply coating 
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