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(2) The records in § 63.6(e)(3)(iii) 
through (v) related to startup, shut-
down, and malfunction. 

(3) The records required to show con-
tinuous compliance with each oper-
ating limit specified in Table 1 to this 
subpart that applies to you. 

(4) For each capture system that is a 
PTE, the data and documentation you 
used to support a determination that 
the capture system meets the criteria 
in Method 204 of appendix M to 40 CFR 
part 51 for a PTE and has a capture ef-
ficiency of 100 percent, as specified in 
§ 63.4964(a). 

(5) For each capture system that is 
not a PTE, the data and documenta-
tion you used to determine capture ef-
ficiency according to the requirements 
specified in §§ 63.4963 and 63.4964(b) 
through (e), including the records spec-
ified in paragraphs (k)(5)(i) through 
(iii) of this section that apply to you. 

(i) Records for a liquid-to-uncaptured- 
gas protocol using a temporary total en-
closure or building enclosure. Records of 
the mass of total volatile hydrocarbon 
(TVH) as measured by Method 204A or 
F of appendix M to 40 CFR part 51 for 
each material used in the coating oper-
ation, and the total TVH for all mate-
rials used, during each capture effi-
ciency test run, including a copy of the 
test report. Records of the mass of 
TVH emissions not captured by the 
capture system that exited the tem-
porary total enclosure or building en-
closure during each capture efficiency 
test run, as measured by Method 204D 
or E of appendix M to 40 CFR part 51, 
including a copy of the test report. 
Records documenting that the enclo-
sure used for the capture efficiency 
test met the criteria in Method 204 of 
appendix M to 40 CFR part 51 for either 
a temporary total enclosure or a build-
ing enclosure. 

(ii) Records for a gas-to-gas protocol 
using a temporary total enclosure or a 
building enclosure. Records of the mass 
of TVH emissions captured by the 
emission capture system as measured 
by Method 204B or C of appendix M to 
40 CFR part 51 at the inlet to the add- 
on control device, including a copy of 
the test report. Records of the mass of 
TVH emissions not captured by the 
capture system that exited the tem-
porary total enclosure or building en-

closure during each capture efficiency 
test run, as measured by Method 204D 
or E of appendix M to 40 CFR part 51, 
including a copy of the test report. 
Records documenting that the enclo-
sure used for the capture efficiency 
test met the criteria in Method 204 of 
appendix M to 40 CFR part 51 for either 
a temporary total enclosure or a build-
ing enclosure. 

(iii) Records for an alternative protocol. 
Records needed to document a capture 
efficiency determination using an al-
ternative method or protocol as speci-
fied in § 63.4964(e), if applicable. 

(6) The records specified in para-
graphs (k)(6)(i) and (ii) of this section 
for each add-on control device organic 
HAP destruction or removal efficiency 
determination as specified in § 63.4965. 

(i) Records of each add-on control de-
vice performance test conducted ac-
cording to §§ 63.4963 and 63.4965. 

(ii) Records of the coating operation 
conditions during the add-on control 
device performance test showing that 
the performance test was conducted 
under representative operating condi-
tions. 

(7) Records of the data and calcula-
tions you used to establish the emis-
sion capture and add-on control device 
operating limits as specified in § 63.4966 
and to document compliance with the 
operating limits as specified in Table 1 
to this subpart. 

(8) A record of the work practice plan 
required by § 63.4893 and documentation 
that you are implementing the plan on 
a continuous basis. 

§ 63.4931 In what form and for how 
long must I keep my records? 

(a) Your records must be in a form 
suitable and readily available for expe-
ditious review, according to 
§ 63.10(b)(1). Where appropriate, the 
records may be maintained as elec-
tronic spreadsheets or as a database. 

(b) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(c) You must keep each record on-site 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record, according to § 63.10(b)(1). You 
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may keep these records off-site for the 
remaining 3 years. You must keep 
records on-site pertaining to the design 
and manufacturer’s specifications for 
operation of add-on control equipment 
for the life of the equipment. 

COMPLIANCE REQUIREMENTS FOR THE 
COMPLIANT MATERIAL OPTION 

§ 63.4940 By what date must I conduct 
the initial compliance demonstra-
tion? 

You must complete the initial com-
pliance demonstration for the initial 
compliance period according to the re-
quirements in § 63.4941. The initial com-
pliance period begins on the applicable 
compliance date specified in § 63.4883 
and ends on the last day of the first 
full month following the compliance 
date. The initial compliance dem-
onstration includes the calculations 
according to § 63.4941 and supporting 
documentation showing that, during 
the initial compliance period, you used 
no coating with an organic HAP con-
tent that exceeded the applicable emis-
sion limit in § 63.4890, and you used no 
thinners or cleaning materials that 
contained organic HAP. 

§ 63.4941 How do I demonstrate initial 
compliance with the emission limi-
tations? 

You may use the compliant material 
option for any individual coating oper-
ation, for any group of coating oper-
ations in the affected source, or for all 
the coating operations in the affected 
source to demonstrate compliance with 
an organic HAP emission limit. You 
must use either the emission rate with-
out add-on controls option or the emis-
sion rate with add-on controls option 
for any coating operation in the af-
fected source for which you do not use 
this option. To demonstrate initial 
compliance using the compliant mate-
rial option, during the compliance pe-
riod the coating operation or group of 
coating operations must use no coating 
with an organic HAP content that ex-
ceeds the applicable emission limit in 
§ 63.4890 and must use no thinner or 
cleaning material that contains or-
ganic HAP as determined according to 
this section. Any coating operation for 
which you use the compliant material 
option is not required to comply with 

the operating limits or work practice 
standards required in §§ 63.4892 and 
63.4893, respectively. To demonstrate 
initial compliance with the emission 
limitations using the compliant mate-
rial option, you must meet all the re-
quirements of this section for the coat-
ing operation or group of coating oper-
ations using this option. Use the proce-
dures in this section for each coating, 
thinner, and cleaning material in the 
condition it is in when it is received 
from its manufacturer or supplier and 
prior to any alteration. You do not 
need to redetermine the organic HAP 
content of cleaning materials that are 
reclaimed and reused onsite provided 
these materials in their condition as 
received were demonstrated to comply 
with the compliant material option. 

(a) Determine the mass fraction of or-
ganic HAP for each material used. You 
must determine the mass fraction of 
organic HAP for each coating, thinner, 
and cleaning material used during the 
compliance period by using one of the 
options in paragraphs (a)(1) through (5) 
of this section. 

(1) Method 311 (appendix A to 40 CFR 
part 63). You may use Method 311 for 
determining the mass fraction of or-
ganic HAP. Use the procedures speci-
fied in paragraphs (a)(1)(i) and (ii) of 
this section when performing a Method 
311 test. 

(i) Count each organic HAP that is 
measured to be present at 0.1 percent 
by mass or more for Occupational Safe-
ty and Health Administration (OSHA)- 
defined carcinogens as specified in 29 
CFR 1910.1200(d)(4) and at 1.0 percent by 
mass or more for other organic HAP 
compounds. For example, if toluene 
(not an OSHA carcinogen) is measured 
to be 0.5 percent of the material by 
mass, you do not have to count it. Ex-
press the mass fraction of each organic 
HAP you count as a value truncated to 
four places after the decimal point (for 
example, 0.3791). 

(ii) Calculate the total mass fraction 
of organic HAP in the test material by 
adding up the individual organic HAP 
mass fractions and truncating the re-
sult to three places after the decimal 
point (for example, 0.763). 

(2) Method 24 (appendix A to 40 CFR 
part 60). For coatings, you may use 

VerDate Nov<24>2008 09:08 Aug 18, 2009 Jkt 217154 PO 00000 Frm 00811 Fmt 8010 Sfmt 8010 Y:\SGML\217154.XXX 217154cp
ric

e-
se

w
el

l o
n 

D
S

K
D

V
H

8Z
91

P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-27T14:50:41-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




