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§ 63.5692 How do I know if my boat 
manufacturing facility is a new 
source or an existing source? 

(a) A boat manufacturing facility is a 
new source if it meets the criteria in 
paragraphs (a)(1) through (3) of this 
section. 

(1) You commence construction of 
the affected source after July 14, 2000. 

(2) It is a major source. 
(3) It is a completely new boat manu-

facturing affected source where no 
other boat manufacturing affected 
source existed prior to the construc-
tion of the new source. 

(b) For the purposes of this subpart, 
an existing source is any source that is 
not a new source. 

§ 63.5695 When must I comply with 
this subpart? 

You must comply with the standards 
in this subpart by the compliance dates 
specified in Table 1 to this subpart. 

STANDARDS FOR OPEN MOLDING RESIN 
AND GEL COAT OPERATIONS 

§ 63.5698 What emission limit must I 
meet for open molding resin and gel 
coat operations? 

(a) You must limit organic HAP 
emissions from the five open molding 
operations listed in paragraphs (a)(1) 
through (5) of this section to the emis-
sion limit specified in paragraph (b) of 
this section. Operations listed in para-
graph (d) are exempt from this limit. 

(1) Production resin. 
(2) Pigmented gel coat. 
(3) Clear gel coat. 
(4) Tooling resin. 
(5) Tooling gel coat. 
(b) You must limit organic HAP 

emissions from open molding oper-
ations to the limit specified by equa-
tion 1 of this section, based on a 12- 
month rolling average. 

HAP Limit M M M M M EqR PG CG TR TG= ( ) + ( ) + ( ) + ( ) + ( )[ ] ( )46 159 291 54 214 .  1

Where: 

HAP Limit= total allowable organic HAP 
that can be emitted from the open molding 
operations, kilograms. 

MR = mass of production resin used in the 
past 12 months, excluding any materials 
exempt under paragraph (d) of this section, 
megagrams. 

MPG = mass of pigmented gel coat used in the 
past 12 months, excluding any materials 
exempt under paragraph (d) of this section, 
megagrams. 

MCG = mass of clear gel coat used in the past 
12 months, excluding any materials exempt 
under paragraph (d) of this section, 
megagrams. 

MTR = mass of tooling resin used in the past 
12 months, excluding any materials exempt 
under paragraph (d) of this section, 
megagrams. 

MTG = mass of tooling gel coat used in the 
past 12 months, excluding any materials 
exempt under paragraph (d) of this section, 
megagrams. 

(c) The open molding emission limit 
is the same for both new and existing 
sources. 

(d) The materials specified in para-
graphs (d)(1) through (3) of this section 
are exempt from the open molding 

emission limit specified in paragraph 
(b) of this section. 

(1) Production resins (including skin 
coat resins) that must meet specifica-
tions for use in military vessels or 
must be approved by the U.S. Coast 
Guard for use in the construction of 
lifeboats, rescue boats, and other life- 
saving appliances approved under 46 
CFR subchapter Q or the construction 
of small passenger vessels regulated by 
46 CFR subchapter T. Production resins 
for which this exemption is used must 
be applied with nonatomizing (non- 
spray) resin application equipment. 
You must keep a record of the resins 
for which you are using this exemp-
tion. 

(2) Pigmented, clear, and tooling gel 
coat used for part or mold repair and 
touch up. The total gel coat materials 
included in this exemption must not 
exceed 1 percent by weight of all gel 
coat used at your facility on a 12- 
month rolling-average basis. You must 
keep a record of the amount of gel 
coats used per month for which you are 

VerDate Nov<24>2008 09:08 Aug 18, 2009 Jkt 217154 PO 00000 Frm 00934 Fmt 8010 Sfmt 8010 Y:\SGML\217154.XXX 217154 E
R

22
A

U
01

.0
11

<
/M

A
T

H
>

cp
ric

e-
se

w
el

l o
n 

D
S

K
D

V
H

8Z
91

P
R

O
D

 w
ith

 C
F

R



925 

Environmental Protection Agency § 63.5704 

using this exemption and copies of cal-
culations showing that the exempt 
amount does not exceed 1 percent of all 
gel coat used. 

(3) Pure, 100 percent vinylester resin 
used for skin coats. This exemption 
does not apply to blends of vinylester 
and polyester resins used for skin 
coats. The total resin materials in-
cluded in the exemption cannot exceed 
5 percent by weight of all resin used at 
your facility on a 12-month rolling-av-
erage basis. You must keep a record of 
the amount of 100 percent vinylester 
skin coat resin used per month that is 
eligible for this exemption and copies 
of calculations showing that the ex-
empt amount does not exceed 5 percent 
of all resin used. 

§ 63.5701 What are my options for com-
plying with the open molding emis-
sion limit? 

You must use one or more of the op-
tions listed in paragraphs (a) through 
(c) of this section to meet the emission 
limit in § 63.5698 for the resins and gel 
coats used in open molding operations 
at your facility. 

(a) Maximum achievable control tech-
nology (MACT) model point value aver-
aging (emissions averaging) option. (1) 
Demonstrate that emissions from the 
open molding resin and gel coat oper-
ations that you average meet the emis-
sion limit in § 63.5698 using the proce-
dures described in § 63.5710. Compliance 
with this option is based on a 12-month 
rolling average. 

(2) Those operations and materials 
not included in the emissions average 
must comply with either paragraph (b) 
or (c) of this section. 

(b) Compliant materials option. Dem-
onstrate compliance by using resins 
and gel coats that meet the organic 
HAP content requirements in Table 2 
to this subpart. Compliance with this 
option is based on a 12-month rolling 
average. 

(c) Add-on control option. Use an en-
closure and add-on control device, and 
demonstrate that the resulting emis-
sions meet the emission limit in 
§ 63.5698. Compliance with this option is 
based on control device performance 
testing and control device monitoring. 

§ 63.5704 What are the general require-
ments for complying with the open 
molding emission limit? 

(a) Emissions averaging option. For 
those open molding operations and ma-
terials complying using the emissions 
averaging option, you must dem-
onstrate compliance by performing the 
steps in paragraphs (a)(1) through (5) of 
this section. 

(1) Use the methods specified in 
§ 63.5758 to determine the organic HAP 
content of resins and gel coats. 

(2) Complete the calculations de-
scribed in § 63.5710 to show that the or-
ganic HAP emissions do not exceed the 
limit specified in § 63.5698. 

(3) Keep records as specified in para-
graphs (a)(3)(i) through (iv) of this sec-
tion for each resin and gel coat. 

(i) Hazardous air pollutant content. 
(ii) Amount of material used per 

month. 
(iii) Application method used for pro-

duction resin and tooling resin. This 
record is not required if all production 
resins and tooling resins are applied 
with nonatomized technology. 

(iv) Calculations performed to dem-
onstrate compliance based on MACT 
model point values, as described in 
§ 63.5710. 

(4) Prepare and submit the imple-
mentation plan described in § 63.5707 to 
the Administrator and keep it up to 
date. 

(5) Submit semiannual compliance 
reports to the Administrator as speci-
fied in § 63.5764. 

(b) Compliant materials option. For 
each open molding operation com-
plying using the compliant materials 
option, you must demonstrate compli-
ance by performing the steps in para-
graphs (b)(1) through (4) of this section. 

(1) Use the methods specified in 
§ 63.5758 to determine the organic HAP 
content of resins and gel coats. 

(2) Complete the calculations de-
scribed in § 63.5713 to show that the 
weighted-average organic HAP content 
does not exceed the limit specified in 
Table 2 to this subpart. 

(3) Keep records as specified in para-
graphs (b)(3)(i) through (iv) of this sec-
tion for each resin and gel coat. 

(i) Hazardous air pollutant content. 
(ii) Application method for produc-

tion resin and tooling resin. This 
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