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an area source of HAP emissions not 
subject to any numerical emission 
standards shown in Table 2d to this 
subpart, you must operate and main-
tain the stationary RICE and after- 
treatment control device (if any) ac-
cording to the manufacturer’s emis-
sion-related written instructions or de-
velop your own maintenance plan 
which must provide to the extent prac-
ticable for the maintenance and oper-
ation of the engine in a manner con-
sistent with good air pollution control 
practice for minimizing emissions. 

(f) If you own or operate an existing 
emergency stationary RICE with a site 
rating of less than or equal to 500 brake 
HP located at a major source of HAP 
emissions or an existing emergency 
stationary RICE located at an area 
source of HAP emissions, you must in-
stall a non-resettable hour meter if one 
is not already installed. 

(g) If you own or operate an existing 
non-emergency CI engine greater than 
or equal to 300 HP that is not equipped 
with a closed crankcase ventilation 
system, you must comply with either 
paragraph (g)(1) or paragraph (g)(2) of 
this section. Owners and operators 
must follow the manufacturer’s speci-
fied maintenance requirements for op-
erating and maintaining the open or 
closed crankcase ventilation systems 
and replacing the crankcase filters, or 
can request the Administrator to ap-
prove different maintenance require-
ments that are as protective as manu-
facturer requirements. Existing CI en-
gines located at area sources in areas 
of Alaska not accessible by the FAHS 
do not have to meet the requirements 
of paragraph (g) in this section. 

(1) Install a closed crankcase ventila-
tion system that prevents crankcase 
emissions from being emitted to the at-
mosphere, or 

(2) Install an open crankcase filtra-
tion emission control system that re-
duces emissions from the crankcase by 
filtering the exhaust stream to remove 
oil mist, particulates, and metals. 

(h) If you operate a new or existing 
stationary engine, you must minimize 
the engine’s time spent at idle during 
startup and minimize the engine’s 
startup time to a period needed for ap-
propriate and safe loading of the en-
gine, not to exceed 30 minutes, after 

which time the emission standards ap-
plicable to all times other than startup 
in Tables 1a, 2a, 2c, and 2d to this sub-
part apply. 

(i) If you own or operate a stationary 
engine that is subject to the work, op-
eration or management practices in 
items 1, 2, or 4 of Table 2c to this sub-
part or in items 1 or 4 of Table 2d to 
this subpart, you have the option of 
utilizing an oil analysis program in 
order to extend the specified oil change 
requirement in Tables 2c and 2d to this 
subpart. The oil analysis must be per-
formed at the same frequency specified 
for changing the oil in Table 2c or 2d to 
this subpart. The analysis program 
must at a minimum analyze the fol-
lowing three parameters: Total Base 
Number, viscosity, and percent water 
content. The condemning limits for 
these parameters are as follows: Total 
Base Number is less than 30 percent of 
the Total Base Number of the oil when 
new; viscosity of the oil has changed by 
more than 20 percent from the vis-
cosity of the oil when new; or percent 
water content (by volume) is greater 
than 0.5. If all of these condemning 
limits are not exceeded, the engine 
owner or operator is not required to 
change the oil. If any of the limits are 
exceeded, the engine owner or operator 
must change the oil before continuing 
to use the engine. The owner or oper-
ator must keep records of the param-
eters that are analyzed as part of the 
program, the results of the analysis, 
and the oil changes for the engine. The 
analysis program must be part of the 
maintenance plan for the engine. 

[69 FR 33506, June 15, 2004, as amended at 73 
FR 3606, Jan. 18, 2008; 75 FR 9676, Mar. 3, 2010] 

§ 63.6630 How do I demonstrate initial 
compliance with the emission limi-
tations and operating limitations? 

(a) You must demonstrate initial 
compliance with each emission and op-
erating limitation that applies to you 
according to Table 5 of this subpart. 

(b) During the initial performance 
test, you must establish each operating 
limitation in Tables 1b and 2b of this 
subpart that applies to you. 

(c) You must submit the Notification 
of Compliance Status containing the 
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results of the initial compliance dem-
onstration according to the require-
ments in § 63.6645. 

CONTINUOUS COMPLIANCE REQUIREMENTS 

§ 63.6635 How do I monitor and collect 
data to demonstrate continuous 
compliance? 

(a) If you must comply with emission 
and operating limitations, you must 
monitor and collect data according to 
this section. 

(b) Except for monitor malfunctions, 
associated repairs, and required quality 
assurance or control activities (includ-
ing, as applicable, calibration checks 
and required zero and span adjust-
ments), you must monitor continu-
ously at all times that the stationary 
RICE is operating. 

(c) You may not use data recorded 
during monitoring malfunctions, asso-
ciated repairs, and required quality as-
surance or control activities in data 
averages and calculations used to re-
port emission or operating levels. You 
must, however, use all the valid data 
collected during all other periods. 

§ 63.6640 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations and operating limi-
tations? 

(a) You must demonstrate contin-
uous compliance with each emission 
limitation and operating limitation in 
Tables 1a and 1b, Tables 2a and 2b, 
Table 2c, and Table 2d to this subpart 
that apply to you according to methods 
specified in Table 6 to this subpart. 

(b) You must report each instance in 
which you did not meet each emission 
limitation or operating limitation in 
Tables 1a and 1b, Tables 2a and 2b, 
Table 2c, and Table 2d to this subpart 
that apply to you. These instances are 
deviations from the emission and oper-
ating limitations in this subpart. These 
deviations must be reported according 
to the requirements in § 63.6650. If you 
change your catalyst, you must rees-
tablish the values of the operating pa-
rameters measured during the initial 
performance test. When you reestablish 
the values of your operating param-
eters, you must also conduct a per-
formance test to demonstrate that you 
are meeting the required emission lim-

itation applicable to your stationary 
RICE. 

(c) [Reserved] 
(d) For new, reconstructed, and re-

built stationary RICE, deviations from 
the emission or operating limitations 
that occur during the first 200 hours of 
operation from engine startup (engine 
burn-in period) are not violations. Re-
built stationary RICE means a sta-
tionary RICE that has been rebuilt as 
that term is defined in 40 CFR 94.11(a). 

(e) You must also report each in-
stance in which you did not meet the 
requirements in Table 8 to this subpart 
that apply to you. If you own or oper-
ate a new or reconstructed stationary 
RICE with a site rating of less than or 
equal to 500 brake HP located at a 
major source of HAP emissions (except 
new or reconstructed 4SLB engines 
greater than or equal to 250 and less 
than or equal to 500 brake HP), a new 
or reconstructed stationary RICE lo-
cated at an area source of HAP emis-
sions, or any of the following RICE 
with a site rating of more than 500 
brake HP located at a major source of 
HAP emissions, you do not need to 
comply with the requirements in Table 
8 to this subpart: An existing 2SLB sta-
tionary RICE, an existing 4SLB sta-
tionary RICE, an existing emergency 
stationary RICE, an existing limited 
use stationary RICE, or an existing 
stationary RICE which fires landfill 
gas or digester gas equivalent to 10 per-
cent or more of the gross heat input on 
an annual basis. If you own or operate 
any of the following RICE with a site 
rating of more than 500 brake HP lo-
cated at a major source of HAP emis-
sions, you do not need to comply with 
the requirements in Table 8 to this sub-
part, except for the initial notification 
requirements: a new or reconstructed 
stationary RICE that combusts landfill 
gas or digester gas equivalent to 10 per-
cent or more of the gross heat input on 
an annual basis, a new or reconstructed 
emergency stationary RICE, or a new 
or reconstructed limited use stationary 
RICE. 

(f) If you own or operate an existing 
emergency stationary RICE with a site 
rating of less than or equal to 500 brake 
HP located at a major source of HAP 
emissions, a new emergency stationary 
RICE with a site rating of more than 

VerDate Mar<15>2010 09:01 Sep 10, 2010 Jkt 220155 PO 00000 Frm 00036 Fmt 8010 Sfmt 8010 Y:\SGML\220155.XXX 220155er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-27T12:58:33-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




