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500 brake HP located at a major source 
of HAP emissions that was installed on 
or after June 12, 2006, or an existing 
emergency stationary RICE located at 
an area source of HAP emissions, you 
must operate the engine according to 
the conditions described in paragraphs 
(f)(1) through (4) of this section. 

(1) For owners and operators of emer-
gency engines, any operation other 
than emergency operation, mainte-
nance and testing, and operation in 
non-emergency situations for 50 hours 
per year, as permitted in this section, 
is prohibited. 

(2) There is no time limit on the use 
of emergency stationary RICE in emer-
gency situations. 

(3) You may operate your emergency 
stationary RICE for the purpose of 
maintenance checks and readiness test-
ing, provided that the tests are rec-
ommended by Federal, State or local 
government, the manufacturer, the 
vendor, or the insurance company asso-
ciated with the engine. Maintenance 
checks and readiness testing of such 
units is limited to 100 hours per year. 
The owner or operator may petition 
the Administrator for approval of addi-
tional hours to be used for mainte-
nance checks and readiness testing, but 
a petition is not required if the owner 
or operator maintains records indi-
cating that Federal, State, or local 
standards require maintenance and 
testing of emergency RICE beyond 100 
hours per year. 

(4) You may operate your emergency 
stationary RICE up to 50 hours per 
year in non-emergency situations, but 
those 50 hours are counted towards the 
100 hours per year provided for mainte-
nance and testing. The 50 hours per 
year for non-emergency situations can-
not be used for peak shaving or to gen-
erate income for a facility to supply 
power to an electric grid or otherwise 
supply power as part of a financial ar-
rangement with another entity; except 
that owners and operators may operate 
the emergency engine for a maximum 
of 15 hours per year as part of a de-
mand response program if the regional 
transmission organization or equiva-
lent balancing authority and trans-
mission operator has determined there 
are emergency conditions that could 
lead to a potential electrical blackout, 

such as unusually low frequency, 
equipment overload, capacity or en-
ergy deficiency, or unacceptable volt-
age level. The engine may not be oper-
ated for more than 30 minutes prior to 
the time when the emergency condi-
tion is expected to occur, and the en-
gine operation must be terminated im-
mediately after the facility is notified 
that the emergency condition is no 
longer imminent. The 15 hours per year 
of demand response operation are 
counted as part of the 50 hours of oper-
ation per year provided for non-emer-
gency situations. The supply of emer-
gency power to another entity or enti-
ties pursuant to financial arrangement 
is not limited by this paragraph (f)(4), 
as long as the power provided by the fi-
nancial arrangement is limited to 
emergency power. 

[69 FR 33506, June 15, 2004, as amended at 71 
FR 20467, Apr. 20, 2006; 73 FR 3606, Jan. 18, 
2008; 75 FR 9676, Mar. 3, 2010] 

NOTIFICATIONS, REPORTS, AND RECORDS 

§ 63.6645 What notifications must I 
submit and when? 

(a) You must submit all of the notifi-
cations in §§ 63.7(b) and (c), 63.8(e), (f)(4) 
and (f)(6), 63.9(b) through (e), and (g) 
and (h) that apply to you by the dates 
specified if you own or operate any of 
the following; 

(1) An existing stationary CI RICE 
with a site rating of less than or equal 
to 500 brake HP located at a major 
source of HAP emissions. 

(2) An existing stationary CI RICE lo-
cated at an area source of HAP emis-
sions. 

(3) A stationary RICE with a site rat-
ing of more than 500 brake HP located 
at a major source of HAP emissions. 

(4) A new or reconstructed 4SLB sta-
tionary RICE with a site rating of 
greater than or equal to 250 HP located 
at a major source of HAP emissions. 

(5) This requirement does not apply if 
you own or operate an existing sta-
tionary CI RICE less than 100 HP, an 
existing stationary emergency CI 
RICE, or an existing stationary CI 
RICE that is not subject to any numer-
ical emission standards. 

(b) As specified in § 63.9(b)(2), if you 
start up your stationary RICE with a 
site rating of more than 500 brake HP 
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located at a major source of HAP emis-
sions before the effective date of this 
subpart, you must submit an Initial 
Notification not later than December 
13, 2004. 

(c) If you start up your new or recon-
structed stationary RICE with a site 
rating of more than 500 brake HP lo-
cated at a major source of HAP emis-
sions on or after August 16, 2004, you 
must submit an Initial Notification not 
later than 120 days after you become 
subject to this subpart. 

(d) As specified in § 63.9(b)(2), if you 
start up your stationary RICE with a 
site rating of equal to or less than 500 
brake HP located at a major source of 
HAP emissions before the effective 
date of this subpart and you are re-
quired to submit an initial notifica-
tion, you must submit an Initial Noti-
fication not later than July 16, 2008. 

(e) If you start up your new or recon-
structed stationary RICE with a site 
rating of equal to or less than 500 brake 
HP located at a major source of HAP 
emissions on or after March 18, 2008 
and you are required to submit an ini-
tial notification, you must submit an 
Initial Notification not later than 120 
days after you become subject to this 
subpart. 

(f) If you are required to submit an 
Initial Notification but are otherwise 
not affected by the requirements of 
this subpart, in accordance with 
§ 63.6590(b), your notification should in-
clude the information in § 63.9(b)(2)(i) 
through (v), and a statement that your 
stationary RICE has no additional re-
quirements and explain the basis of the 
exclusion (for example, that it operates 
exclusively as an emergency stationary 
RICE if it has a site rating of more 
than 500 brake HP located at a major 
source of HAP emissions). 

(g) If you are required to conduct a 
performance test, you must submit a 
Notification of Intent to conduct a per-
formance test at least 60 days before 
the performance test is scheduled to 
begin as required in § 63.7(b)(1). 

(h) If you are required to conduct a 
performance test or other initial com-
pliance demonstration as specified in 
Tables 4 and 5 to this subpart, you 
must submit a Notification of Compli-
ance Status according to § 63.9(h)(2)(ii). 

(1) For each initial compliance dem-
onstration required in Table 5 to this 
subpart that does not include a per-
formance test, you must submit the 
Notification of Compliance Status be-
fore the close of business on the 30th 
day following the completion of the 
initial compliance demonstration. 

(2) For each initial compliance dem-
onstration required in Table 5 to this 
subpart that includes a performance 
test conducted according to the re-
quirements in Table 3 to this subpart, 
you must submit the Notification of 
Compliance Status, including the per-
formance test results, before the close 
of business on the 60th day following 
the completion of the performance test 
according to § 63.10(d)(2). 

[73 FR 3606, Jan. 18, 2008, as amended at 75 
FR 9677, Mar. 3, 2010] 

§ 63.6650 What reports must I submit 
and when? 

(a) You must submit each report in 
Table 7 of this subpart that applies to 
you. 

(b) Unless the Administrator has ap-
proved a different schedule for submis-
sion of reports under § 63.10(a), you 
must submit each report by the date in 
Table 7 of this subpart and according 
to the requirements in paragraphs 
(b)(1) through (b)(9) of this section. 

(1) For semiannual Compliance re-
ports, the first Compliance report must 
cover the period beginning on the com-
pliance date that is specified for your 
affected source in § 63.6595 and ending 
on June 30 or December 31, whichever 
date is the first date following the end 
of the first calendar half after the com-
pliance date that is specified for your 
source in § 63.6595. 

(2) For semiannual Compliance re-
ports, the first Compliance report must 
be postmarked or delivered no later 
than July 31 or January 31, whichever 
date follows the end of the first cal-
endar half after the compliance date 
that is specified for your affected 
source in § 63.6595. 

(3) For semiannual Compliance re-
ports, each subsequent Compliance re-
port must cover the semiannual report-
ing period from January 1 through 
June 30 or the semiannual reporting 
period from July 1 through December 
31. 
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