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Environmental Protection Agency § 63.7825 

is published in EPA Publication SW–846 
‘‘Test Methods for Evaluating Solid 
Waste, Physical/Chemical Methods.’’ 
Record the sampling date and time, oil 
content values, and sinter produced 
(tons/day). 

(2) Continue the sampling and anal-
ysis procedure for 30 consecutive days. 

(3) Each day, compute and record the 
30-day rolling average using that day’s 
value and the 29 previous daily values. 

(e) To demonstrate initial compli-
ance with the alternative operating 
limit for volatile organic compound 
emissions from the sinter plant 
windbox exhaust stream in 
§ 63.7790(d)(2), follow the test methods 
and procedures in paragraphs (e)(1) 
through (5) of this section. 

(1) Determine the volatile organic 
compound emissions according to the 
following test methods in appendix A 
to part 60 of this chapter: 

(i) Method 1 to select sampling port 
locations and the number of traverse 
points. Sampling ports must be located 
at the outlet of the control device and 
prior to any releases to the atmos-
phere. 

(ii) Method 2, 2F, or 2G to determine 
the volumetric flow rate of the stack 
gas. 

(iii) Method 3, 3A, or 3B to determine 
the dry molecular weight of the stack 
gas. 

(iv) Method 4 to determine the mois-
ture content of the stack gas. 

(v) Method 25 to determine the mass 
concentration of volatile organic com-
pound emissions (total gaseous non-
methane organics as carbon) from the 
sinter plant windbox exhaust stream 
stack. 

(2) Determine volatile organic com-
pound (VOC) emissions every 24 hours 
(from at least three samples taken at 8- 
hour intervals) using Method 25 in 40 
CFR part 60, appendix A. Record the 
sampling date and time, sampling re-
sults, and sinter produced (tons/day). 

(3) Compute the process-weighted 
mass emissions (Ev) each day using 
Equation 1 of this section as follows: 

E
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(Eq.  1)v

C=
×

× ×35 31 454 000. ,
Where: 

Ev = Process-weighted mass emissions of 
volatile organic compounds, lb/ton; 

Mc = Average concentration of total gaseous 
nonmethane organics as carbon by Method 
25 (40 CFR part 60, appendix A), milligrams 
per dry standard cubic meters (mg/dscm) 
for each day; 

Q = Volumetric flow rate of stack gas, dscf/ 
hr; 

35.31 = Conversion factor (dscf/dscm); 
454,000 = Conversion factor (mg/lb); and 
K = Daily production rate of sinter, tons/hr. 

(4) Continue the sampling and anal-
ysis procedures in paragraphs (e)(1) 
through (3) of this section for 30 con-
secutive days. 

(5) Compute and record the 30-day 
rolling average of VOC emissions for 
each operating day. 

(f) You may use an alternative test 
method to determine the oil content of 
the sinter plant feedstock or the vola-
tile organic compound emissions from 
the sinter plant windbox exhaust stack 
if you have already demonstrated the 
equivalency of the alternative method 
for a specific plant and have received 
previous approval from the applicable 
permitting authority. 

[68 FR 27663, May 20, 2003, as amended at 71 
FR 39586, July 13, 2006] 

§ 63.7825 How do I demonstrate initial 
compliance with the emission limi-
tations that apply to me? 

(a) For each affected source subject 
to an emission or opacity limit in 
Table 1 to this subpart, you have dem-
onstrated initial compliance if: 

(1) You meet the conditions in Table 
2 to this subpart; and 

(2) For each capture system subject 
to the operating limit in § 63.7790(b)(1), 
you have established appropriate site- 
specific operating limit(s) and have a 
record of the operating parameter data 
measured during the performance test 
in accordance with § 63.7824(a)(1); and 

(3) For each venturi scrubber subject 
to the operating limits for pressure 
drop and scrubber water flow rate in 
§ 63.7790(b)(2), you have established ap-
propriate site-specific operating limits 
and have a record of the pressure drop 
and scrubber water flow rate measured 
during the performance test in accord-
ance with § 63.7824(b). 

(b) For each existing or new sinter 
plant subject to the operating limit in 
§ 63.7790(d)(1), you have demonstrated 
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40 CFR Ch. I (7–1–10 Edition) § 63.7826 

initial compliance if the 30-day rolling 
average of the oil content of the feed-
stock, measured during the initial per-
formance test in accordance with 
§ 63.7824(d) is no more than 0.02 percent. 
For each existing or new sinter plant 
subject to the alternative operating 
limit in § 63.7790(d)(2), you have dem-
onstrated initial compliance if the 30- 
day rolling average of the volatile or-
ganic compound emissions from the 
sinter plant windbox exhaust stream, 
measured during the initial perform-
ance test in accordance with § 63.7824(e) 
is no more than 0.2 lb/ton of sinter pro-
duced. 

(c) For each emission limitation that 
applies to you, you must submit a noti-
fication of compliance status according 
to § 63.7840(e). 

[68 FR 27663, May 20, 2003, as amended at 71 
FR 39586, July 13, 2006] 

§ 63.7826 How do I demonstrate initial 
compliance with the operation and 
maintenance requirements that 
apply to me? 

(a) For a capture system applied to 
emissions from a sinter plant discharge 
end or blast furnace casthouse or to 
secondary emissions from a BOPF, you 
have demonstrated initial compliance 
if you meet all of the conditions in 
paragraphs (a)(1) through (4) of this 
section. 

(1) Prepared the capture system oper-
ation and maintenance plan according 
to the requirements of § 63.7800(b), in-
cluding monthly inspection procedures 
and detailed descriptions of the oper-
ating parameter(s) selected to monitor 
the capture system; 

(2) Certified in your performance test 
report that the system operated during 
the test at the operating limits estab-
lished in your operation and mainte-
nance plan; 

(3) Submitted a notification of com-
pliance status according to the require-
ments in § 63.7840(e), including a copy of 
the capture system operation and 
maintenance plan and your certifi-
cation that you will operate the cap-
ture system at the values or settings 
established for the operating limits in 
that plan; and 

(4) Prepared a site-specific moni-
toring plan according to the require-
ments in § 63.7831(a). 

(b) For each control device subject to 
operating limits in § 63.7790(b)(2) or (3), 
you have demonstrated initial compli-
ance if you meet all the conditions in 
paragraphs (b)(1) through (3) of this 
section. 

(1) Prepared the control device oper-
ation and maintenance plan according 
to the requirements of § 63.7800(b), in-
cluding a preventative maintenance 
schedule and, as applicable, detailed 
descriptions of the corrective action 
procedures for baghouses and other 
control devices; 

(2) Submitted a notification of com-
pliance status according to the require-
ments in § 63.7840(e), including a copy of 
the operation and maintenance plan; 
and 

(3) Prepared a site-specific moni-
toring plan according to the require-
ments in § 63.7831(a). 

[68 FR 27663, May 20, 2003, as amended at 71 
FR 39586, July 13, 2006] 

CONTINUOUS COMPLIANCE REQUIREMENTS 

§ 63.7830 What are my monitoring re-
quirements? 

(a) For each capture system subject 
to an operating limit in § 63.7790(b)(1) 
established in your capture system op-
eration and maintenance plan, you 
must install, operate, and maintain a 
CPMS according to the requirements in 
§ 63.7831(e) and the requirements in 
paragraphs (a)(1) through (3) of this 
section. 

(1) Dampers that are manually set 
and remain in the same position are ex-
empt from the requirement to install 
and operate a CPMS. If dampers are 
not manually set and remain in the 
same position, you must make a visual 
check at least once every 24 hours to 
verify that each damper for the capture 
system is in the same position as dur-
ing the initial performance test. 

(2) If you use a flow measurement de-
vice to monitor the operating limit pa-
rameter for a sinter plant discharge 
end or blast furnace casthouse, you 
must monitor the hourly average rate 
(e.g., the hourly average actual volu-
metric flow rate through each sepa-
rately ducted hood, the average hourly 
total volumetric flow rate at the inlet 
to the control device) according to the 
requirements in § 63.7832. 
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