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must meet the requirements in para-
graph (b)(1) or (2) of this section that 
apply to your container except at the 
times the container is used for treat-
ment of remediation material by a 
waste stabilization process, as defined 
in § 63.7957. As an alternative for any 
container subject to this paragraph, 
you may choose to meet the require-
ments in paragraph (d) of this section. 

(1) If the design capacity of your con-
tainer is less than or equal to 0.46 m3, 
then you must use controls according 
to the standards for Container Level 1 
controls as specified in § 63.922. As an 
alternative, you may choose to use 
controls according to either of the 
standards for Container Level 2 con-
trols as specified in § 63.923. 

(2) If the design capacity of your con-
tainer is greater than 0.46 m3, then you 
must use controls according to the 
standards for Container Level 2 con-
trols as specified in § 63.923 except as 
provided for in paragraph (b)(3) of this 
section. 

(3) As an alternative to meeting the 
standards in paragraph (b)(2) of this 
section for containers with a capacity 
greater than 0.46 m3, if you determine 
that either of the conditions in para-
graphs (b)(3)(i) or (ii) apply to the re-
mediation material placed in your con-
tainer, then you may use controls ac-
cording to the standards for Container 
Level 1 controls as specified in § 63.922. 

(i) Vapor pressure of every organic 
constituent in the remediation mate-
rial placed in your container is less 
than 0.3 kPa at 20 °C; or 

(ii) Total concentration of the pure 
organic constituents having a vapor 
pressure greater than 0.3 kPa at 20 °C 
in the remediation material placed in 
your container is less than 20 percent 
by weight. 

(c) At times when a container having 
a design capacity greater than 0.1 m3 is 
used for treatment of a remediation 
material by a waste stabilization proc-
ess as defined in § 63.7957, you must 
control air emissions from the con-
tainer during the process whenever the 
remediation material in the container 
is exposed to the atmosphere according 
to the standards for Container Level 3 
controls as specified in § 63.924. You 
must meet the emissions limitations 
and work practice standards in § 63.7925 

that apply to your closed vent system 
and control device. 

(d) As an alternative to meeting the 
requirements in paragraph (b) of this 
section, you may choose to use con-
trols on your container according to 
the standards for Container Level 3 
controls as specified in § 63.924. You 
must meet the emissions limitations 
and work practice standards in § 63.7925 
that apply to your closed vent system 
and control device. 

(e) As provided in § 63.6(g), you may 
request approval from the EPA to use 
an alternative to the work practice 
standards in this section that apply to 
your containers. If you request for per-
mission to use an alternative to the 
work practice standards, you must sub-
mit the information described in 
§ 63.6(g)(2). 

§ 63.7901 How do I demonstrate initial 
compliance with the emissions limi-
tations and work practice stand-
ards for containers? 

(a) You must demonstrate initial 
compliance with the emissions limita-
tions and work practice standards in 
§ 63.7990 that apply to your affected 
containers by meeting the require-
ments in paragraphs (b) through (e) of 
this section, as applicable to your con-
tainers. 

(b) You have submitted as part of 
your notification of compliance status, 
specified in § 63.7950, a signed statement 
that you have met the requirements in 
paragraphs (b)(1) and (2) of this section. 

(1) You have determined the applica-
ble container control levels specified in 
§ 63.7990 for the containers to be used 
for your site remediation. 

(2) You have determined and recorded 
the maximum vapor pressure or total 
organic concentration for the remedi-
ation material placed in containers 
with a design capacity greater than 
0.46 m3, and do not use Container Level 
2 or Level 3 controls. 

(c) You must demonstrate initial 
compliance of each container deter-
mined under paragraph (b) of this sec-
tion to require Container Level 1 con-
trols if you have submitted as part of 
your notification of compliance status, 
specified in § 63.7950, a signed statement 
that you have met the requirements in 
paragraphs (c)(1) and (2) of this section. 
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(1) Each container using Container 
Level 1 controls will be one of the con-
tainers specified in § 63.922(b). 

(2) You will operate each container 
cover and closure device according to 
the requirements in § 63.922(d). 

(d) You must demonstrate initial 
compliance of each container deter-
mined under paragraph (b) of this sec-
tion to require Container Level 2 con-
trols if you have submitted as part of 
your notification of compliance status, 
specified in § 63.7950, a signed statement 
that you have met the requirements in 
paragraphs (d)(1) through (4) of this 
section. 

(1) Each container using Container 
Level 2 controls will be one of the con-
tainers specified in § 63.923(b). 

(2) You will transfer remediation ma-
terials into and out of each container 
according to the procedures in 
§ 63.923(d). 

(3) You will operate and maintain the 
container covers and closure devices 
according to the requirements in 
§ 63.923(d). 

(4) You have records that the con-
tainer meets the applicable U.S. De-
partment of Transportation regula-
tions, or you have conducted an initial 
test of each container for no detectable 
organic emissions using the procedures 
in § 63.925(a), and have records docu-
menting the test results, or you have 
demonstrated within the last 12 
months that each container is vapor- 
tight according to the procedures in 
§ 63.925(a) and have records docu-
menting the test results. 

(e) You must demonstrate initial 
compliance of each container deter-
mined under paragraph (b) of this sec-
tion to require Container Level 3 con-
trols if you have submitted as part of 
your notification of compliance status, 
specified in § 63.7950, a signed statement 
that you have met the requirements in 
paragraphs (e)(1) and (2) of this section. 

(1) For each permanent total enclo-
sure you use to comply with § 63.7900, 
you have performed the verification 
procedure according to the require-
ments in § 63.924(c)(1), and prepare 
records of the supporting calculations 
and measurements. 

(2) You have met each applicable re-
quirement for demonstrating initial 
compliance with the emission limita-

tions and work practice standards for a 
closed vent system and control device 
in § 63.7926. 

§ 63.7902 What are my inspection and 
monitoring requirements for con-
tainers? 

(a) You must inspect each container 
using Container Level 1 or Container 
Level 2 controls according to the re-
quirements in § 63.926(a). 

(b) If you use Container Level 3 con-
trols, you must meet requirements in 
paragraphs (b)(1) and (2) of this section, 
as applicable to your site remediation. 

(1) You must perform the verification 
procedure for each permanent total en-
closure annually according to the re-
quirements in § 63.924(c)(1). 

(2) You must monitor and inspect 
each closed vent system and control 
device according to the requirements 
in § 63.7927 that apply to you. 

§ 63.7903 How do I demonstrate con-
tinuous compliance with the emis-
sions limitations and work practice 
standards for containers? 

(a) You must demonstrate contin-
uous compliance with the emissions 
limitations and work practice stand-
ards in § 63.7990 applicable to your af-
fected containers by meeting the re-
quirements in paragraphs (b) through 
(e) of this section. 

(b) You must demonstrate contin-
uous compliance with the requirement 
to determine the applicable container 
control level specified in § 63.7990(b) for 
each affected tank by meeting the re-
quirements in paragraphs (b)(1) 
through (3) of this section. 

(1) Keeping records of the quantity 
and design capacity for each type of 
container used for your site remedi-
ation and subject to § 63.7886(b)(1)(ii). 

(2) For containers subject to 
§ 63.7886(b)(1)(ii) with a design capacity 
greater than 0.46 m3 and not using Con-
tainer Level 2 or Container Level 3 con-
trols, meeting the requirements in 
paragraphs (b)(2)(i) and (ii) of this sec-
tion. 

(i) Keeping records of the maximum 
vapor pressure or total organic con-
centration for the remediation mate-
rial placed in the containers, as appli-
cable to the conditions in 
§ 63.7900(b)(3)(i) or (ii) for which your 
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