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(2) For each deviation of an operating 
limit parameter value, the date, time, 
and duration of the deviation, a brief 
explanation of the cause of the devi-
ation and the corrective action taken, 
and whether the deviation occurred 
during a period of startup, shutdown, 
or malfunction. 

(3) For each kiln that is subject to 
the emission limits in Table 1, records 
of production rates on a fired-product 
weight basis. 

(4) For each kiln that is subject to 
the emission limits in Table 1, records 
for any approved alternative moni-
toring or test procedures. 

(5) For each kiln that is subject to 
the emission limits in Table 1, records 
of maintenance and inspections per-
formed on the APCD. 

(6) For each kiln that is subject to 
the emission limits in Table 1, current 
copies of your SSMP and OM&M plan, 
including any revisions, with records 
documenting conformance. 

(7) Records that document compli-
ance with any work practice standard 
that applies to you. 

§ 63.8645 In what form and for how 
long must I keep my records? 

(a) Your records must be in a form 
suitable and readily available for expe-
ditious review, according to 
§ 63.10(b)(1). 

(b) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(c) You must keep each record onsite 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record, according to § 63.10(b)(1). You 
may keep the records offsite for the re-
maining 3 years. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.8655 What parts of the General 
Provisions apply to me? 

Table 8 to this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.15 apply to you. 

§ 63.8660 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by us, the U.S. EPA, or a 
delegated authority such as your 
State, local, or tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to your State, local, or tribal 
agency, then that agency, in addition 
to the U.S. EPA, has the authority to 
implement and enforce this subpart. 
You should contact your U.S. EPA Re-
gional Office to find out if implementa-
tion and enforcement of this subpart is 
delegated to your State, local, or tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under section 40 CFR part 63, subpart 
E, the authorities contained in para-
graph (c) of this section are retained by 
the Administrator of the U.S. EPA and 
are not transferred to the State, local, 
or tribal agency. 

(c) The authorities that cannot be 
delegated to State, local, or tribal 
agencies are as specified in paragraphs 
(c)(1) through (4) of this section. 

(1) Approval of alternatives to the ap-
plicability requirements in §§ 63.8535 
and 63.8540, the compliance date re-
quirements in § 63.8545, and the non- 
opacity emission limitations in 
§ 63.8555. 

(2) Approval of major changes to test 
methods under § 63.7(e)(2)(ii) and (f) and 
as defined in § 63.90. 

(3) Approval of major changes to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(4) Approval of major changes to rec-
ordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

§ 63.8665 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the Clean Air Act, in § 63.2, and 
in this section as follows: 

Air pollution control device (APCD) 
means any equipment that reduces the 
quantity of a pollutant that is emitted 
to the air. 

Bag leak detection system means an in-
strument that is capable of monitoring 
PM loadings in the exhaust of a fabric 
filter in order to detect bag failures. A 
bag leak detection system includes, but 
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is not limited to, an instrument that 
operates on triboelectric, light-scat-
tering, light-transmittance, or other 
effects to monitor relative PM load-
ings. 

Clay ceramics manufacturing facility 
means a plant site that manufactures 
pressed floor tile, pressed wall tile, 
other pressed tile, or sanitaryware 
(e.g., sinks and toilets). Clay ceramics 
manufacturing facilities typically 
process clay, shale, and various addi-
tives, form the processed materials 
into tile or sanitaryware shapes, and 
dry and fire the ceramic products. 
Glazes are applied to many tile and 
sanitaryware products. 

Deviation means any instance in 
which an affected source subject to this 
subpart, or an owner or operator of 
such a source: 

(1) Fails to meet any requirement or 
obligation established by this subpart 
including, but not limited to, any emis-
sion limitation (including any oper-
ating limit) or work practice standard; 

(2) Fails to meet any term or condi-
tion that is adopted to implement an 
applicable requirement in this subpart 
for any affected source required to ob-
tain such a permit; or 

(3) Fails to meet any emission limi-
tation (including any operating limit) 
or work practice standard in this sub-
part during startup, shutdown, or mal-
function, regardless of whether or not 
such failure is permitted by this sub-
part. 

Dry lime injection fabric filter (DIFF) 
means an APCD that includes contin-
uous injection of hydrated lime or 
other sorbent into a duct or reaction 
chamber followed by a fabric filter. 

Dry lime scrubber/fabric filter (DLS/FF) 
means an APCD that includes contin-
uous injection of humidified hydrated 
lime or other sorbent into a reaction 
chamber followed by a fabric filter. 
These systems typically include recir-
culation of some of the sorbent. 

Dry limestone adsorber (DLA) means 
an APCD that includes a limestone 
storage bin, a reaction chamber that is 
essentially a packed tower filled with 
limestone, and may or may not include 
a peeling drum that mechanically 
scrapes reacted limestone to regen-
erate the stone for reuse. 

Emission limitation means any emis-
sion limit or operating limit. 

Fabric filter means an APCD used to 
capture PM by filtering a gas stream 
through filter media; also known as a 
baghouse. 

Initial startup means: 
(1) For a new or reconstructed tunnel 

kiln controlled with a DLA, and for a 
tunnel kiln that would be considered 
reconstructed but for § 63.8540(f)(1) or 
§ 63.8540(f)(2), the time at which the 
temperature in the kiln first reaches 
260 °C (500 °F) and the kiln contains 
product; or 

(2) For a new or reconstructed tunnel 
kiln controlled with a DIFF, DLS/FF, 
or WS, the time at which the kiln first 
reaches a level of production that is 
equal to 75 percent of the kiln design 
capacity or 12 months after the af-
fected source begins firing clay ceram-
ics, whichever is earlier. 

Particulate matter (PM) means, for 
purposes of this subpart, emissions of 
PM that serve as a measure of total 
particulate emissions, as measured by 
Method 5 (40 CFR part 60, appendix A), 
and as a surrogate for metal HAP con-
tained in the particulates including, 
but not limited to, antimony, arsenic, 
beryllium, cadmium, chromium, co-
balt, lead, manganese, mercury, nickel, 
and selenium. 

Period of natural gas curtailment or 
supply interruption means a period of 
time during which the supply of nat-
ural gas to an affected facility is halted 
for reasons beyond the control of the 
facility. An increase in the cost or unit 
price of natural gas does not constitute 
a period of natural gas curtailment or 
supply interruption. 

Plant site means all contiguous or ad-
joining property that is under common 
control, including properties that are 
separated only by a road or other pub-
lic right-of-way. Common control in-
cludes properties that are owned, 
leased, or operated by the same entity, 
parent entity, subsidiary, or any com-
bination thereof. 

Research and development kiln means 
any kiln whose purpose is to conduct 
research and development for new proc-
esses and products and is not engaged 
in the manufacture of products for 
commercial sale, except in a de minimis 
manner. 
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Responsible official means responsible 
official as defined in 40 CFR 70.2. 

Startup means the setting in oper-
ation of an affected source and starting 
the production process. 

Tunnel kiln means any continuous 
kiln that is not a roller kiln that is 
used to fire clay ceramics. 

Tunnel kiln design capacity means the 
maximum amount of clay ceramics, in 
Mg (tons), that a kiln is designed to 
produce in one year divided by the 
number of hours in a year (8,760 hours). 
If a kiln is modified to increase the ca-
pacity, the design capacity is consid-

ered to be the capacity following modi-
fications. 

Wet scrubber (WS) means an APCD 
that uses water, which may include 
caustic additives or other chemicals, as 
the sorbent. Wet scrubbers may use 
any of various design mechanisms to 
increase the contact between exhaust 
gases and the sorbent. 

Work practice standard means any de-
sign, equipment, work practice, oper-
ational standard, or combination 
thereof, that is promulgated pursuant 
to section 112(h) of the Clean Air Act. 

TABLE 1 TO SUBPART KKKKK OF PART 63—EMISSION LIMITS 

As stated in § 63.8555, you must meet each emission limit in the following table that applies 
to you. 

For each . . . You must meet the following 
emission limits . . . 

Or you must comply with the 
following . . . 

1. New or reconstructed tunnel kiln with a design capacity 
less than 9.07 Mg/hr (10 tph) of fired product; each tunnel 
kiln that would be considered reconstructed but for 
§ 63.8540(f)(1); and each tunnel kiln that would be consid-
ered reconstructed but for § 63.8540(f)(2).

a. HF emissions must not ex-
ceed 0.029 kilograms per 
megagram (kg/Mg) (0.057 
pounds per ton (lb/ton)) of 
fired product.

Reduce uncontrolled HF emis-
sions by at least 90 percent. 

b. HCl emissions must not ex-
ceed 0.13 kg/Mg (0.26 lb/ 
ton) of fired product.

Reduce uncontrolled HCl 
emissions by at least 30 
percent. 

c. PM emissions must not ex-
ceed 0.21 kg/Mg (0.42 lb/ 
ton) of fired product.

Not applicable. 

2. New or reconstructed tunnel kiln with a design capacity 
equal to or greater than 10 tph of fired product.

a. HF emissions must not ex-
ceed 0.029 kg/Mg (0.057 lb/ 
ton) of fired product.

Reduce uncontrolled HF emis-
sions by at least 90 percent. 

b. HCl emissions must not ex-
ceed 0.028 kg/Mg (0.056 lb/ 
ton) of fired product.

Reduce uncontrolled HCl 
emissions by at least 85 
percent. 

c. PM emissions must not ex-
ceed 0.060 kg/Mg (0.12 lb/ 
ton) of fired product.

Not applicable. 

TABLE 2 TO SUBPART KKKKK OF PART 63—OPERATING LIMITS 

As stated in § 63.8555, you must meet each operating limit in the following table that ap-
plies to you. 

For each . . . You must . . . 

1. Kiln equipped with a DLA ................................................................. a. Maintain the average pressure drop across the DLA 
for each 3-hour block period at or above the average 
pressure drop established during the performance test; 
and 

b. Maintain a sufficient amount of limestone in the lime-
stone hopper, storage bin (located at the top of the 
DLA), and DLA at all times; maintain the limestone 
feeder setting at or above the level established during 
the performance test; and 

c. Use the same grade of limestone from the same 
source as was used during the performance test; 
maintain records of the source and grade of limestone; 
and 

d. Maintain no VE from the DLA stack. 
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