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permit requirements to the permit au-
thority. 

(f) If acceptable to both the Adminis-
trator and you, you may submit re-
ports and notifications electronically. 

§ 63.8694 What records must I keep? 

(a) You must keep the following 
records: 

(1) A copy of each notification and re-
port that you submitted to comply 
with this subpart, including all docu-
mentation supporting any Initial Noti-
fication or Notification of Compliance 
Status that you submitted, according 
to the requirements in § 63.10(b)(2)(xiv). 

(2) The records in § 63.6(e)(3)(iii) 
through (v) related to startup, shut-
down, and malfunction. 

(3) Records of performance tests, per-
formance evaluations, and opacity and 
visible emission observations as re-
quired in § 63.10(b)(2)(viii). 

(b) You must keep the records in 
§ 63.6(h)(6) for visible emission observa-
tions. 

(c) You must keep the records re-
quired in Table 5 to this subpart to 
show continuous compliance with each 
operating limit that applies to you. 

(d) Records of any shared equipment 
determinations as specified in 
§ 63.8682(b). 

§ 63.8695 In what form and how long 
must I keep my records? 

(a) Your records must be in a form 
suitable and readily available for expe-
ditious review, according to 
§ 63.10(b)(1). 

(b) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(c) You must keep each record on site 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record, according to § 63.10(b)(1). You 
can keep the records offsite for the re-
maining 3 years. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.8696 What parts of the General 
Provisions apply to me? 

Table 7 to this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.15 apply to you. 

§ 63.8697 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by us, the U.S. Environ-
mental Protection Agency (U.S. EPA), 
or a delegated authority such as your 
State, local, or tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to your State, local, or tribal 
agency, then that agency, in addition 
to the U.S. EPA, has the authority to 
implement and enforce this subpart. 
You should contact your U.S. EPA Re-
gional Office to find out if implementa-
tion and enforcement of this subpart is 
delegated. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under 40 CFR part 63, subpart E, the 
following authorities are retained by 
the Administrator of U.S. EPA: 

(1) Approval of alternatives to the re-
quirements in §§ 63.8681, 63.8682, 63.8683, 
63.8684(a) through (c), 63.8686, 63.8687, 
63.8688, 63.8689, 63.8690, and 63.8691. 

(2) Approval of major changes to test 
methods under § 63.7(e)(2)(ii) and (f) and 
as defined in § 63.90. 

(3) Approval of major changes to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(4) Approval of major changes to rec-
ordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

§ 63.8698 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the Clean Air Act, in 40 CFR 
63.2, the General Provisions of this 
part, and in this section as follows: 

Adhesive applicator means the equip-
ment used to apply adhesive to roofing 
shingles for producing laminated or di-
mensional roofing shingles. 

Asphalt flux means the organic resid-
ual material from distillation of crude 
oil that is generally used in asphalt 
roofing manufacturing and paving and 
non-paving asphalt products. 
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Asphalt loading rack means the equip-
ment at an asphalt processing facility 
used to transfer oxidized asphalt from 
a storage tank into a tank truck, rail 
car, or barge. 

Asphalt processing facility means any 
facility engaged in the preparation of 
asphalt flux at stand-alone asphalt 
processing facilities, petroleum refin-
eries, and asphalt roofing facilities. As-
phalt preparation, called ‘‘blowing,’’ is 
the oxidation of asphalt flux, achieved 
by bubbling air through the heated as-
phalt, to raise the softening point and 
to reduce penetration of the oxidized 
asphalt. An asphalt processing facility 
includes one or more asphalt flux blow-
ing stills, asphalt flux storage tanks 
storing asphalt flux intended for proc-
essing in the blowing stills, oxidized as-
phalt storage tanks, and oxidized as-
phalt loading racks. 

Asphalt roofing manufacturing facility 
means a facility consisting of one or 
more asphalt roofing manufacturing 
lines. 

Asphalt roofing manufacturing line 
means the collection of equipment used 
to manufacture asphalt roofing prod-
ucts through a series of sequential 
process steps. The equipment that com-
prises an asphalt roofing manufac-
turing line varies depending on the 
type of substrate used (i.e., organic or 
inorganic) and the final product manu-
factured (e.g., roll roofing, laminated 
shingles). For example, an asphalt roof-
ing manufacturing line that uses fiber-
glass mat as a substrate typically 
would not include a saturator/wet 
looper (or the saturator/wet looper 
could be bypassed if the line manufac-
turers multiple types of products). An 
asphalt roofing manufacturing line can 
include a saturator (including wet 
looper), coater, coating mixers, sealant 
applicators, adhesive applicators, and 
asphalt storage and process tanks. The 
number of asphalt roofing manufac-
turing lines at a particular facility is 
determined by the number of satu-
rators (or coaters) operated in parallel. 
For example, an asphalt roofing manu-
facturing facility with two saturators 
(or coaters) operating in parallel would 
be considered to have two separate 
roofing manufacturing lines. 

Asphalt storage tank means any tank 
used to store asphalt flux, oxidized as-

phalt, and modified asphalt, at asphalt 
roofing manufacturing facilities, petro-
leum refineries, and asphalt processing 
facilities. Storage tanks containing 
cutback asphalts (asphalts diluted with 
solvents to reduce viscosity for low 
temperature applications) and 
emulsified asphalts (asphalts dispersed 
in water with an emulsifying agent) 
are not subject to this subpart. 

Blowing still means the equipment in 
which air is blown through asphalt flux 
to change the softening point and pene-
tration rate of the asphalt flux, cre-
ating oxidized asphalt. 

Boiler means any enclosed combus-
tion device that extracts useful energy 
in the form of steam and is not an in-
cinerator. 

Coater means the equipment used to 
apply amended (filled or modified) as-
phalt to the top and bottom of the sub-
strate (typically fiberglass mat) used 
to manufacture shingles and rolled 
roofing products. 

Coating mixer means the equipment 
used to mix coating asphalt and a min-
eral stabilizer, prior to applying the 
stabilized coating asphalt to the sub-
strate. 

Combustion device means an indi-
vidual unit of equipment such as a 
flare, incinerator, process heater, or 
boiler used for the combustion of or-
ganic hazardous air pollutant vapors. 

Deviation means any instance in 
which an affected source subject to this 
subpart, or an owner or operator of 
such a source: 

(1) Fails to meet any requirement or 
obligation established by this subpart 
including, but not limited to, any emis-
sion limitation (including any oper-
ating limit), or work practice standard; 

(2) Fails to meet any term or condi-
tion that is adopted to implement an 
applicable requirement in this subpart, 
and that is included in the operating 
permit for any affected source required 
to obtain such a permit; or 

(3) Fails to meet any emission limi-
tation (including any operating limit) 
or work practice standard in this sub-
part during startup, shutdown, or mal-
function, regardless of whether or not 
such failure is permitted by this sub-
part. 
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Emission limitation means any emis-
sion limit, opacity limit, operating 
limit, or visible emission limit. 

Group 1 asphalt loading rack means an 
asphalt loading rack that loads asphalt 
with a maximum temperature of 260 °C 
(500 °F) or greater and has a maximum 
true vapor pressure of 10.4 kiloPascals 
(kPa) (1.5 pounds per square inch abso-
lute (psia)) or greater. 

Group 2 asphalt loading rack means an 
asphalt loading rack that is not a 
Group 1 asphalt loading rack. 

Group 1 asphalt storage tank means an 
asphalt storage tank that meets both 
of the following criteria: 

(1) Has a capacity of 177 cubic meters 
(47,000 gallons) of asphalt or greater; 
and 

(2) Stores asphalt at a maximum 
temperature of 260 °C (500 °F) or greater 
and has a maximum true vapor pres-
sure of 10.4 kPa (1.5 psia) or greater. 

Group 2 asphalt storage tank means 
any asphalt storage tank with a capac-
ity of 1.93 megagrams (Mg) of asphalt 
or greater that is not a Group 1 asphalt 
storage tank. 

Incinerator means an enclosed com-
bustion device that is used for destroy-
ing organic compounds. Auxiliary fuel 
may be used to heat waste gas to com-
bustion temperatures. Any energy re-
covery section present is not phys-
ically formed into one manufactured or 
assembled unit with the combustion 
section; rather, the energy recovery 
section is a separate section following 
the combustion section and the two are 
joined by ducts or connections carrying 
flue gas. 

Maximum true vapor pressure means 
the equilibrium partial pressure ex-
erted by the stored asphalt at its max-
imum storage temperature. 

Modified asphalt means asphalt that 
has been mixed with polymer modi-
fiers. 

Oxidized asphalt means asphalt that 
has been prepared by passing air 
through liquid asphalt flux in a blow-
ing still. 

Process heater means an enclosed 
combustion device that primarily 
transfers heat liberated by burning fuel 
directly to process streams or to heat 
transfer liquids other than water. 

Research and development equipment 
means any equipment whose primary 
purpose is to conduct research and de-
velopment to develop new processes 
and products, where such equipment is 
operated under the close supervision of 
technically trained personnel and is 
not engaged in the manufacture of 
products for commercial sale in com-
merce, except in a de minimis manner. 

Responsible official means responsible 
official as defined in 40 CFR 70.2. 

Saturator means the equipment in 
which substrate (predominantly or-
ganic felt) is filled with asphalt. Satu-
rators are predominantly used for the 
manufacture of saturated felt products. 
The term saturator includes the satu-
rator and wet looper. 

Sealant applicator means the equip-
ment used to apply a sealant strip to a 
roofing product. The sealant strip is 
used to seal overlapping pieces of roof-
ing product after they have been ap-
plied. 

Work practice standard means any de-
sign, equipment, work practice, or 
operational standard, or combination 
thereof, that is promulgated pursuant 
to section 112(h) of the Clean Air Act. 

[68 FR 24577, May 7, 2003, as amended at 70 
FR 28364, May 17, 2005] 
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