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comply with the requirements in para-
graphs (f)(7)(i) through (v) of this sec-
tion. 

(i) You must submit a report of 
exceedence of 20 percent opacity, along 
with your annual certification and 
compliance report, as specified in 
§ 63.11519(b)(8), ‘‘Notification, record-
keeping, and reporting requirements,’’ 
and according to the requirements of 
§ 63.11519(b)(1), ‘‘Notification, record-
keeping, and reporting requirements.’’ 

(ii) Within 30 days of the opacity 
exceedence, you must prepare and im-
plement a Site-Specific Welding Emis-
sions Management Plan, as specified in 
paragraph (f)(8) of this section. If you 
have already prepared a Site-Specific 
Welding Emissions Management Plan 
in accordance with this paragraph, you 
must prepare and implement a revised 
Site-Specific Welding Emissions Man-
agement Plan within 30 days. 

(iii) During the preparation (or revi-
sion) of the Site-Specific Welding 
Emissions Management Plan, you must 
continue to perform visual determina-
tions of emissions opacity, beginning 
on a daily schedule as specified in 
§ 63.11517(d), ‘‘Monitoring Require-
ments,’’ using EPA Method 9, at the 
primary vent, stack, exit, or opening 
from the building containing the weld-
ing operations. 

(iv) You must maintain records of 
daily visual determinations of emis-
sions opacity performed in accordance 
with paragraph (f)(7)(iii) of this sec-
tion, during preparation of the Site- 
Specific Welding Emissions Manage-
ment Plan, in accordance with the re-
quirements in § 63.11519(b)(9), ‘‘Notifi-
cation, recordkeeping, and reporting 
requirements.’’ 

(v) You must include these records in 
your annual certification and compli-
ance report, according to the require-
ments of § 63.11519(b)(1), ‘‘Notification, 
recordkeeping, and reporting require-
ments.’’ 

(8) Site-Specific Welding Emissions 
Management Plan. The Site-Specific 
Welding Emissions Management Plan 
must comply with the requirements in 
paragraphs (f)(8)(i) through (iii) of this 
section. 

(i) Site-Specific Welding Emissions 
Management Plan must contain the in-

formation in paragraphs (f)(8)(i)(A) 
through (F) of this section. 

(A) Company name and address; 
(B) A list and description of all weld-

ing operations which currently com-
prise the welding affected source; 

(C) A description of all management 
practices and/or fume control methods 
in place at the time of the opacity 
exceedence; 

(D) A list and description of all man-
agement practices and/or fume control 
methods currently employed for the 
welding affected source; 

(E) A description of additional man-
agement practices and/or fume control 
methods to be implemented pursuant 
to paragraph (f)(7)(ii) of this section, 
and the projected date of implementa-
tion; and 

(F) Any revisions to a Site-Specific 
Welding Emissions Management Plan 
must contain copies of all previous 
plan entries, pursuant to paragraphs 
(f)(8)(i)(D) and (E) of this section. 

(ii) The Site-Specific Welding Emis-
sions Management Plan must be up-
dated annually to contain current in-
formation, as required by paragraphs 
(f)(8)(i)(A) through (C) of this section, 
and submitted with your annual cer-
tification and compliance report, ac-
cording to the requirements of 
§ 63.11519(b)(1), ‘‘Notification, record-
keeping, and reporting requirements.’’ 

(iii) You must maintain a copy of the 
current Site-Specific Welding Emis-
sions Management Plan in your records 
in a readily-accessible location for in-
spector review, in accordance with the 
requirements in § 63.11519(c)(12), ‘‘Noti-
fication, recordkeeping, and reporting 
requirements.’’ 

§ 63.11517 What are my monitoring re-
quirements? 

(a) Visual determination of fugitive 
emissions, general. Visual determination 
of fugitive emissions must be per-
formed according to the procedures of 
EPA Method 22, of 40 CFR part 60, Ap-
pendix A–7. You must conduct the EPA 
Method 22 test while the affected 
source is operating under normal con-
ditions. The duration of each EPA 
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Method 22 test must be at least 15 min-
utes, and visible emissions will be con-
sidered to be present if they are de-
tected for more than six minutes of the 
fifteen minute period. 

(b) Visual determination of fugitive 
emissions, graduated schedule. Visual de-
terminations of fugitive emissions 
must be performed in accordance with 
paragraph (a) of this section and ac-
cording to the schedule in paragraphs 
(b)(1) through (4) of this section. 

(1) Daily Method 22 Testing. Perform 
visual determination of fugitive emis-
sions once per day, on each day the 
process is in operation, during oper-
ation of the process. 

(2) Weekly Method 22 Testing. If no 
visible fugitive emissions are detected 
in consecutive daily EPA Method 22 
tests, performed in accordance with 
paragraph (b)(1) of this section for 10 
days of work day operation of the proc-
ess, you may decrease the frequency of 
EPA Method 22 testing to once every 
five days of operation of the process 
(one calendar week). If visible fugitive 
emissions are detected during these 
tests, you must resume EPA Method 22 
testing of that operation once per day 
during each day that the process is in 
operation, in accordance with para-
graph (b)(1) of this section. 

(3) Monthly Method 22 Testing. If no 
visible fugitive emissions are detected 
in four consecutive weekly EPA Meth-
od 22 tests performed in accordance 
with paragraph (b)(2) of this section, 
you may decrease the frequency of 
EPA Method 22 testing to once per 21 
days of operation of the process (one 
calendar month). If visible fugitive 
emissions are detected during these 
tests, you must resume weekly EPA 
Method 22 in accordance with para-
graph (b)(2) of this section. 

(4) Quarterly Method 22 Testing. If no 
visible fugitive emissions are detected 
in three consecutive monthly EPA 
Method 22 tests performed in accord-
ance with paragraph (b)(3) of this sec-
tion, you may decrease the frequency 
of EPA Method 22 testing to once per 60 
days of operation of the process (3 cal-
endar months). If visible fugitive emis-
sions are detected during these tests, 
you must resume monthly EPA Method 
22 in accordance with paragraph (b)(3) 
of this section. 

(c) Visual determination of emissions 
opacity for welding Tier 2 or 3, general. 
Visual determination of emissions 
opacity must be performed in accord-
ance with the procedures of EPA Meth-
od 9, of 40 CFR part 60, Appendix A–4, 
and while the affected source is oper-
ating under normal conditions. The du-
ration of the EPA Method 9 test shall 
be thirty minutes. 

(d) Visual determination of emissions 
opacity for welding Tier 2 or 3, graduated 
schedule. You must perform visual de-
termination of emissions opacity in ac-
cordance with paragraph (c) of this sec-
tion and according to the schedule in 
paragraphs (d)(1) through (5) of this 
section. 

(1) Daily Method 9 testing for welding, 
Tier 2 or 3. Perform visual determina-
tion of emissions opacity once per day 
during each day that the process is in 
operation. 

(2) Weekly Method 9 testing for welding, 
Tier 2 or 3. If the average of the six 
minute opacities recorded during any 
of the daily consecutive EPA Method 9 
tests performed in accordance with 
paragraph (d)(1) of this section does not 
exceed 20 percent for 10 days of oper-
ation of the process, you may decrease 
the frequency of EPA Method 9 testing 
to once per five days of consecutive 
work day operation. If opacity greater 
than 20 percent is detected during any 
of these tests, you must resume testing 
every day of operation of the process 
according to the requirements of para-
graph (d)(1) of this section. 

(3) Monthly Method 9 testing for weld-
ing Tier 2 or 3. If the average of the six 
minute opacities recorded during any 
of the consecutive weekly EPA Method 
9 tests performed in accordance with 
paragraph (d)(2) of this section does not 
exceed 20 percent for four consecutive 
weekly tests, you may decrease the fre-
quency of EPA Method 9 testing to 
once per every 21 days of operation of 
the process. If visible emissions opac-
ity greater than 20 percent is detected 
during any monthly test, you must re-
sume testing every five days of oper-
ation of the process according to the 
requirements of paragraph (d)(2) of this 
section. 

(4) Quarterly Method 9 testing for weld-
ing Tier 2 or 3. If the average of the six 
minute opacities recorded during any 
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of the consecutive weekly EPA Method 
9 tests performed in accordance with 
paragraph (d)(3) of this section does not 
exceed 20 percent for three consecutive 
monthly tests, you may decrease the 
frequency of EPA Method 9 testing to 
once per every 120 days of operation of 
the process. If visible emissions opac-
ity greater than 20 percent is detected 
during any quarterly test, you must re-
sume testing every 21 days (month) of 
operation of the process according to 
the requirements of paragraph (d)(3) of 
this section. 

(5) Return to Method 22 testing for 
welding, Tier 2 or 3. If, after two con-
secutive months of testing, the average 
of the six minute opacities recorded 
during any of the monthly EPA Meth-
od 9 tests performed in accordance with 
paragraph (d)(3) of this section does not 
exceed 20 percent, you may resume 
EPA Method 22 testing as in para-
graphs (b)(3) and (4) of this section. In 
lieu of this, you may elect to continue 
performing EPA Method 9 tests in ac-
cordance with paragraphs (d)(3)and (4) 
of this section. 

§ 63.11518 [Reserved] 

§ 63.11519 What are my notification, 
recordkeeping, and reporting re-
quirements? 

(a) What notifications must I submit?— 
(1) Initial notification. If you are the 
owner or operator of an area source in 
one of the nine metal fabrication and 
finishing source categories, as defined 
in § 63.11514 ‘‘Am I subject to this sub-
part?,’’ you must submit the Initial 
Notification required by § 63.9(b) ‘‘Gen-
eral Provisions,’’ for a new affected 
source no later than 120 days after ini-
tial startup or November 20, 2008, 
whichever is later. For an existing af-
fected source, you must submit the Ini-
tial Notification no later than July 25, 
2011. Your Initial Notification must 
provide the information specified in 
paragraphs (a)(1)(i) through (iv) of this 
section. 

(i) The name, address, phone number 
and e-mail address of the owner and op-
erator; 

(ii) The address (physical location) of 
the affected source; 

(iii) An identification of the relevant 
standard (i.e., this subpart); and 

(iv) A brief description of the type of 
operation. For example, a brief charac-
terization of the types of products (e.g., 
aerospace components, sports equip-
ment, etc.), the number and type of 
processes, and the number of workers 
usually employed. 

(2) Notification of compliance status. If 
you are the owner or operator of an ex-
isting affected source, you must submit 
a notification of compliance status on 
or before November 22, 2011. If you are 
the owner or operator of a new affected 
source, you must submit a notification 
of compliance status within 120 days 
after initial startup, or by November 
20, 2008, whichever is later. You are re-
quired to submit the information speci-
fied in paragraphs (a)(2)(i) through (iv) 
of this section with your notification 
of compliance status: 

(i) Your company’s name and ad-
dress; 

(ii) A statement by a responsible offi-
cial with that official’s name, title, 
phone number, e-mail address and sig-
nature, certifying the truth, accuracy, 
and completeness of the notification 
and a statement of whether the source 
has complied with all the relevant 
standards and other requirements of 
this subpart; 

(iii) If you operate any spray paint-
ing affected sources, the information 
required by § 63.11516(e)(3)(vi)(C), 
‘‘Compliance demonstration,’’ or 
§ 63.11516(e)(4)(ix)(C), ‘‘Compliance dem-
onstration,’’ as applicable; and 

(iv) The date of the notification of 
compliance status. 

(b) What reports must I prepare or sub-
mit?–(1) Annual certification and compli-
ance reports. You must prepare and sub-
mit annual certification and compli-
ance reports for each affected source 
according to the requirements of para-
graphs (b)(2) through (7) of this section. 
The annual certification and compli-
ance reporting requirements may be 
satisfied by reports required under 
other parts of the CAA, as specified in 
paragraph (b)(3) of this section. 

(2) Dates. Unless the Administrator 
has approved or agreed to a different 
schedule for submission of reports 
under § 63.10(a), ‘‘General Provisions,’’ 
you must prepare and submit each an-
nual certification and compliance re-
port according to the dates specified in 
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