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section are retained by the EPA Ad-
ministrator and are not transferred to 
the state, local, or tribal agency. 

(c) The authorities that cannot be 
delegated to state, local, or tribal 
agencies are specified in paragraphs 
(c)(1) through (5) of this section. 

(1) Approval of an alternative non- 
opacity emissions standard under 
§ 63.6(g), of the General Provisions of 
this part. 

(2) Approval of an alternative opacity 
emissions standard under § 63.6(h)(9), of 
the General Provisions of this part. 

(3) Approval of a major change to 
test methods under § 63.7(e)(2)(ii) and 
(f), of the General Provisions of this 
part. A ‘‘major change to test method’’ 
is defined in § 63.90. 

(4) Approval of a major change to 
monitoring under § 63.8(f), of the Gen-
eral Provisions of this part. A ‘‘major 
change to monitoring’’ under is defined 
in § 63.90. 

(5) Approval of a major change to rec-
ordkeeping and reporting under 
§ 63.10(f), of the General Provisions of 
this part. A ‘‘major change to record-
keeping/reporting’’ is defined in § 63.90. 

§ 63.11522 What definitions apply to 
this subpart? 

The terms used in this subpart are 
defined in the CAA; and in this section 
as follows: 

Adequate emission capture methods are 
hoods, enclosures, or any other duct in-
take devices with ductwork, dampers, 
manifolds, plenums, or fans designed to 
draw greater than 85 percent of the air-
borne dust generated from the process 
into the control device. 

Capture system means the collection 
of components used to capture gases 
and fumes released from one or more 
emissions points and then convey the 
captured gas stream to a control device 
or to the atmosphere. A capture sys-
tem may include, but is not limited to, 
the following components as applicable 
to a given capture system design: duct 
intake devices, hoods, enclosures, duct-
work, dampers, manifolds, plenums, 
and fans. 

Cartridge collector means a type of 
control device that uses perforated 
metal cartridges containing a pleated 
paper or non-woven fibrous filter media 
to remove PM from a gas stream by 

sieving and other mechanisms. Car-
tridge collectors can be designed with 
single use cartridges, which are re-
moved and disposed after reaching ca-
pacity, or continuous use cartridges, 
which typically are cleaned by means 
of a pulse-jet mechanism. 

Confined abrasive blasting enclosure 
means an enclosure that includes a 
roof and at least two complete walls, 
with side curtains and ventilation as 
needed to insure that no air or PM 
exits the enclosure while dry abrasive 
blasting is performed. Apertures or 
slots may be present in the roof or 
walls to allow for mechanized trans-
port of the blasted objects with over-
head cranes, or cable and cord entry 
into the dry abrasive blasting chamber. 

Control device means equipment in-
stalled on a process vent or exhaust 
system that reduces the quantity of a 
pollutant that is emitted to the air. 

Dry abrasive blasting means cleaning, 
polishing, conditioning, removing or 
preparing a surface by propelling a 
stream of abrasive material with com-
pressed air against the surface. 
Hydroblasting, wet abrasive blasting, 
or other abrasive blasting operations 
which employ liquids to reduce emis-
sions are not dry abrasive blasting. 

Dry grinding and dry polishing with 
machines means grinding or polishing 
without the use of lubricating oils or 
fluids in fixed or stationary machines. 
Hand grinding, hand polishing, and 
bench top dry grinding and dry 
polishing are not included under this 
definition. 

Fabric filter means a type of control 
device used for collecting PM by fil-
tering a process exhaust stream 
through a filter or filter media; a fabric 
filter is also known as a baghouse. 

Facility maintenance means oper-
ations performed as part of the routine 
repair or renovation of process equip-
ment, machinery, control equipment, 
and structures that comprise the infra-
structure of the affected facility and 
that are necessary for the facility to 
function in its intended capacity. Fa-
cility maintenance also includes oper-
ations associated with the installation 
of new equipment or structures, and 
any processes as part of janitorial ac-
tivities. Facility maintenance includes 
operations on stationary structures or 
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their appurtenances at the site of in-
stallation, to portable buildings at the 
site of installation, to pavements, or to 
curbs. Facility maintenance also in-
cludes operations performed on mobile 
equipment, such as fork trucks, that 
are used in a manufacturing facility 
and which are maintained in that same 
facility. Facility maintenance does not 
include spray-applied coating of motor 
vehicles, mobile equipment, or items 
that routinely leave and return to the 
facility, such as delivery trucks, rental 
equipment, or containers used to trans-
port, deliver, distribute, or dispense 
commercial products to customers, 
such as compressed gas canisters. 

Filtration control device means a con-
trol device that utilizes a filter to re-
duce the emissions of MFHAP and 
other PM. 

Grinding means a process performed 
on a workpiece to remove undesirable 
material from the surface or to remove 
burrs or sharp edges. Grinding is done 
using belts, disks, or wheels consisting 
of or covered with various abrasives. 

Machining means dry metal turning, 
milling, drilling, boring, tapping, 
planing, broaching, sawing, cutting, 
shaving, shearing, threading, reaming, 
shaping, slotting, hobbing, and cham-
fering with machines. Shearing oper-
ations cut materials into a desired 
shape and size, while forming oper-
ations bend or conform materials into 
specific shapes. Cutting and shearing 
operations include punching, piercing, 
blanking, cutoff, parting, shearing and 
trimming. Forming operations include 
bending, forming, extruding, drawing, 
rolling, spinning, coining, and forging 
the metal. Processes specifically ex-
cluded are hand-held devices and any 
process employing fluids for lubrica-
tion or cooling. 

Material containing MFHAP means a 
material containing one or more 
MFHAP. Any material that contains 
cadmium, chromium, lead, or nickel in 
amounts greater than or equal to 0.1 
percent by weight (as the metal), and 
contains manganese in amounts great-
er than or equal to 1.0 percent by 
weight (as the metal), as shown in for-
mulation data provided by the manu-
facturer or supplier, such as the Mate-
rial Safety Data Sheet for the mate-

rial, is considered to be a material con-
taining MFHAP. 

Metal fabrication and finishing HAP 
(MFHAP) means any compound of the 
following metals: Cadmium, chromium, 
lead, manganese, or nickel, or any of 
these metals in the elemental form, 
with the exception of lead. 

Metal fabrication and finishing source 
categories are limited to the nine metal 
fabrication and finishing source cat-
egories with the activities described in 
Table 1, ‘‘Description of Source Cat-
egories Affected by this Subpart.’’ 
Metal fabrication or finishing oper-
ations means dry abrasive blasting, 
machining, spray painting, or welding 
in any one of the nine metal fabrica-
tion and finishing area source cat-
egories listed in Table 1, ‘‘Description 
of Source Categories Affected by this 
Subpart.’’ 

Military munitions means all ammuni-
tion products and components pro-
duced or used by or for the U.S. De-
partment of Defense (DoD) or for the 
U.S. Armed Services for national de-
fense and security, including military 
munitions under the control of the 
DoD, the U.S. Coast Guard, the Na-
tional Nuclear Security Administra-
tion (NNSA), U.S. Department of En-
ergy (DOE), and National Guard per-
sonnel. The term military munitions 
includes: Confined gaseous, liquid, and 
solid propellants, explosives, pyrotech-
nics, chemical and riot control agents, 
smokes, and incendiaries used by DoD 
components, including bulk explosives 
and chemical warfare agents, chemical 
munitions, biological weapons, rock-
ets, guided and ballistic missiles, 
bombs, warheads, small arms ammuni-
tion, grenades, mines, torpedoes, depth 
charges, cluster munitions and dis-
pensers, demolition charges, non-
nuclear components of nuclear weap-
ons, wholly inert ammunition prod-
ucts, and all devices and components of 
any items listed in this definition. 

Paint means a material applied to a 
substrate for decorative, protective, or 
functional purposes. Such materials in-
clude, but are not limited to, paints, 
coatings, sealants, liquid plastic coat-
ings, caulks, inks, adhesives, and 
maskants. Decorative, protective, or 
functional materials that consist only 
of protective oils for metal, acids, 
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bases, or any combination of these sub-
stances, or paper film or plastic film 
which may be pre-coated with an adhe-
sive by the film manufacturer, are not 
considered paints for the purposes of 
this subpart. 

Polishing with machines means an op-
eration which removes fine excess 
metal from a surface to prepare the 
surface for more refined finishing pro-
cedures prior to plating or other proc-
esses. Polishing may also be employed 
to remove burrs on castings or 
stampings. Polishing is performed 
using hard-faced wheels constructed of 
muslin, canvas, felt or leather, and 
typically employs natural or artificial 
abrasives. Polishing performed by hand 
without machines or in bench top oper-
ations are not considered polishing 
with machines for the purposes of this 
subpart. 

Primarily engaged means the manu-
facturing, fabricating, or forging of one 
or more products listed in one of the 
nine metal fabrication and finishing 
source category descriptions in Table 1, 
‘‘Description of Source Categories Af-
fected by this Subpart,’’ where this 
production represents at least 50 per-
cent of the production at a facility, and 
where production quantities are estab-
lished by the volume, linear foot, 
square foot, or other value suited to 
the specific industry. The period used 
to determine production should be the 
previous continuous 12 months of oper-
ation. Facilities must document and 
retain their rationale for the deter-
mination that their facility is not 
‘‘primarily engaged’’ pursuant to 
§ 63.10(b)(3) of the General Provisions. 

Quality control activities means oper-
ations that meet all of the following 
criteria: 

(1) The activities are intended to de-
tect and correct defects in the final 
product by selecting a limited number 
of samples from the operation, and 
comparing the samples against specific 
performance criteria. 

(2) The activities do not include the 
production of an intermediate or final 
product for sale or exchange for com-
mercial profit; for example, parts that 
are not sold and do not leave the facil-
ity. 

(3) The activities are not a normal 
part of the operation; 

(4) The activities do not involve fab-
rication of tools, equipment, machin-
ery, and structures that comprise the 
infrastructure of the facility and that 
are necessary for the facility to func-
tion in its intended capacity; that is, 
the activities are not facility mainte-
nance. 

Responsible official means responsible 
official as defined in 40 CFR 70.2. 

Spray-applied painting means applica-
tion of paints using a hand-held device 
that creates an atomized mist of paint 
and deposits the paint on a substrate. 
For the purposes of this subpart, spray- 
applied painting does not include the 
following materials or activities: 

(1) Paints applied from a hand-held 
device with a paint cup capacity that is 
less than 3.0 fluid ounces (89 cubic cen-
timeters). 

(2) Surface coating application using 
powder coating, hand-held, non-refill-
able aerosol containers, or non-atom-
izing application technology, includ-
ing, but not limited to, paint brushes, 
rollers, hand wiping, flow coating, dip 
coating, electrodeposition coating, web 
coating, coil coating, touch-up mark-
ers, or marking pens. 

(3) Painting operations that normally 
require the use of an airbrush or an ex-
tension on the spray gun to properly 
reach limited access spaces; the appli-
cation of paints that contain fillers 
that adversely affect atomization with 
HVLP spray guns, and the application 
of paints that normally have a dried 
film thickness of less than 0.0013 centi-
meter (0.0005 in.). 

(4) Thermal spray operations (also 
known as metallizing, flame spray, 
plasma arc spray, and electric arc 
spray, among other names) in which 
solid metallic or non-metallic material 
is heated to a molten or semi-molten 
state and propelled to the work piece 
or substrate by compressed air or other 
gas, where a bond is produced upon im-
pact. 

Spray booth or spray room means an 
enclosure with four sides and a roof 
where spray paint is prevented from 
leaving the booth during spraying by 
the enclosure. The roof of the spray 
booth or spray room may contain nar-
row slots for connecting the parts and 
products to overhead cranes, or for 
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cord or cable entry into the spray 
booth or spray room. 

Tool or equipment repair means equip-
ment and devices used to repair or 
maintain process equipment or to pre-
pare molds, dies, or other changeable 
elements of process equipment. 

Totally enclosed and unvented means 
enclosed so that no air enters or leaves 
during operation. 

Totally enclosed and unvented dry ab-
rasive blasting chamber means a dry ab-
rasive blasting enclosure which has no 
vents to the atmosphere, thus no emis-
sions. A typical example of this sort of 
abrasive blasting enclosure is a small 
‘‘glove box’’ enclosure, where the work-
er places their hands in openings or 
gloves that extend into the box and en-
able the worker to hold the objects as 
they are being blasted without allow-
ing air and blast material to escape the 
box. 

Vented dry abrasive blasting means dry 
abrasive blasting where the blast mate-
rial is moved by air flow from within 

the chamber to outside the chamber 
into the atmosphere or into a control 
device. 

Welding means a process which joins 
two metal parts by melting the parts 
at the joint and filling the space with 
molten metal. 

Welding rod containing MFHAP means 
a welding rod that contains cadmium, 
chromium, lead, or nickel in amounts 
greater than or equal to 0.1 percent by 
weight (as the metal), or that contains 
manganese in amounts greater than or 
equal to 1.0 percent by weight (as the 
metal), as shown in formulation data 
provided by the manufacturer or sup-
plier, such as the Material Safety Data 
Sheet for the welding rod. 

§ 63.11523 What General Provisions 
apply to this subpart? 

The provisions in 40 CFR part 63, sub-
part A, applicable to sources subject to 
§ 63.11514(a) are specified in Table 2 of 
this subpart. 

TABLE 1 TO SUBPART XXXXXX OF PART 63—DESCRIPTION OF SOURCE CATEGORIES 
AFFECTED BY THIS SUBPART 

Metal fabrication and finishing source cat-
egory Description 

Electrical and Electronic Equipment Fin-
ishing Operations.

Establishments primarily engaged in manufacturing motors and generators; and 
electrical machinery, equipment, and supplies, not elsewhere classified. The 
electrical machinery equipment and supplies industry sector of this source cat-
egory includes establishments primarily engaged in high energy particle accel-
eration systems and equipment, electronic simulators, appliance and extension 
cords, bells and chimes, insect traps, and other electrical equipment and sup-
plies not elsewhere classified. The motors and generators sector of this source 
category includes establishments primarily engaged in manufacturing electric 
motors (except engine starting motors) and power generators; motor generator 
sets; railway motors and control equipment; and motors, generators and control 
equipment for gasoline, electric, and oil-electric buses and trucks. 

Fabricated Metal Products .......................... Establishments primarily engaged in manufacturing fabricated metal products, such 
as fire or burglary resistive steel safes and vaults and similar fire or burglary re-
sistive products; and collapsible tubes of thin flexible metal. Also, establishments 
primarily engaged in manufacturing powder metallurgy products, metal boxes; 
metal ladders; metal household articles, such as ice cream freezers and ironing 
boards; and other fabricated metal products not elsewhere classified. 

Fabricated Plate Work (Boiler Shops) ........ Establishments primarily engaged in manufacturing power marine boilers, pressure 
and nonpressure tanks, processing and storage vessels, heat exchangers, 
weldments and similar products. 

Fabricated Structural Metal Manufacturing Establishments primarily engaged in fabricating iron and steel or other metal for 
structural purposes, such as bridges, buildings, and sections for ships, boats, 
and barges. 
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