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and manganese are stored, areas where 
materials containing chromium and 
manganese are temporarily stored 
prior to addition to the feed at the 
mixer, mixing and grinding processes, 
pelleting and pellet cooling processes, 
packing and bagging processes, 
crumblers and screens, bulk loading op-
erations, and all conveyors and other 
equipment that transfer the feed mate-
rials throughout the manufacturing fa-
cility. 

(1) A prepared feeds manufacturing 
affected source is existing if you com-
menced construction or reconstruction 
of the facility on or before July 27, 
2009. 

(2) A prepared feeds manufacturing 
affected source is new if you com-
menced construction or reconstruction 
of the facility after July 27, 2009. 

(3) A collection of equipment and ac-
tivities necessary to produce animal 
feed at a prepared feeds manufacturing 
facility becomes an affected source 
when you commence using a material 
containing chromium or a material 
containing manganese. 

(c) An affected source is no longer 
subject to this subpart if the facility 
stops using materials containing chro-
mium or manganese. 

(d) This subpart does not apply to the 
facilities identified in paragraphs (d)(1) 
and (2) of this section. 

(1) Prepared feeds manufacturing fa-
cilities that do not add any materials 
containing chromium or manganese to 
any product manufactured at the facil-
ity. 

(2) Research or laboratory facilities 
as defined in section 112(c)(7) of the 
Clean Air Act (CAA). 

(e) You are exempt from the obliga-
tion to obtain a permit under 40 CFR 
part 70 or 40 CFR part 71, provided you 
are not otherwise required by law to 
obtain a permit under 40 CFR 70.3(a) or 
40 CFR 71.3. Notwithstanding the pre-
vious sentence, you must continue to 
comply with the provisions of this sub-
part. 

§ 63.11620 What are my compliance 
dates? 

(a) If you own or operate an existing 
affected source, you must achieve com-
pliance with the applicable provisions 

of this subpart by no later than Janu-
ary 5, 2012. 

(b) If you own or operate a new af-
fected source, you must achieve com-
pliance with the applicable provisions 
of this subpart by January 5, 2010, or 
upon startup of your affected source, 
whichever is later. 

(c) If you own or operate a facility 
that becomes an affected source in ac-
cordance with § 63.11619 after the appli-
cable compliance date in paragraphs 
(a) or (b) of this section, you must 
achieve compliance with the applicable 
provisions of this subpart by the date 
that you commence using a material 
containing manganese or a material 
containing chromium. 

(d) If the average daily feed produc-
tion level exceeds 50 tons per day for a 
calendar year for a facility not com-
plying with the requirement in 
§ 63.11621(e) to install and operate a cy-
clone to control emissions from 
pelleting operations, you must comply 
with § 63.11621(e) and all associated re-
quirements by July 1 of the year fol-
lowing the one-year period. 

STANDARDS, MONITORING, AND 
COMPLIANCE REQUIREMENTS 

§ 63.11621 What are the standards for 
new and existing prepared feeds 
manufacturing facilities? 

You must comply with the manage-
ment practices and standards in para-
graphs (a) through (f) of this section at 
all times. 

(a) In all areas of the affected source 
where materials containing chromium 
or manganese are stored, used, or han-
dled, you must comply with the man-
agement practices in paragraphs (a)(1) 
and (2) of this section. 

(1) You must perform housekeeping 
measures to minimize excess dust. 
These measures must include, but not 
be limited to, the practices specified in 
paragraphs (a)(1)(i) through (iii) of this 
section. 

(i) You must use either an industrial 
vacuum system or manual sweeping to 
reduce the amount of dust; 

(ii) At least once per month, you 
must remove dust from walls, ledges, 
and equipment using low pressure air 
or by other means, and then sweep or 
vacuum the area; 
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(iii) You must keep doors shut except 
during normal ingress and egress. 

(2) You must maintain and operate 
all process equipment in accordance 
with manufacturer’s specifications and 
in a manner to minimize dust creation. 

(b) You must store any raw materials 
containing chromium or manganese in 
closed containers. 

(c) The mixer where materials con-
taining chromium or manganese are 
added must be covered at all times 
when mixing is occurring, except when 
the materials are being added to the 
mixer. Materials containing chromium 
or manganese must be added to the 
mixer in a manner that minimizes 
emissions. 

(d) For the bulk loading process 
where prepared feed products con-
taining chromium or manganese are 
loaded into trucks or railcars, you 
must use a device at the loadout end of 
each bulk loader to lessen fugitive 
emissions by reducing the distance be-
tween the loading arm and the truck or 
railcar. 

(e) For the pelleting operations at 
prepared feeds manufacturing facilities 
with an average daily feed production 
level exceeding 50 tons per day, you 
must capture emissions and route them 
to a cyclone designed to reduce emis-
sions of particulate matter by 95 per-
cent or greater. You must also comply 
with the provisions in paragraphs (e)(1) 
through (3) of this section. 

(1) You must demonstrate that the 
cyclone is designed to reduce emissions 
of particulate matter by 95 percent or 
greater using one of the methods speci-
fied in paragraphs (e)(1)(i) through (iii) 
of this section. 

(i) Manufacturer specifications; 
(ii) Certification by a professional en-

gineer or responsible official; or 
(iii) A performance test conducted in 

accordance with § 63.11623 of this sec-
tion. 

(2) You must establish an inlet flow 
rate, inlet velocity, pressure drop, or 
fan amperage range that represents 
proper operation of the cyclone in ac-
cordance with the applicable require-
ment in paragraphs (e)(2)(i), (ii), or (iii) 
of this section. 

(i) If you demonstrate the cyclone de-
sign efficiency using manufacturer 
specifications in accordance with para-

graph (e)(1)(i) of this section, the inlet 
flow rate, inlet velocity, pressure drop, 
or fan amperage range that represents 
proper operation of the cyclone must 
be provided by the manufacturer. 

(ii) If you demonstrate the cyclone 
design efficiency using certification by 
a professional engineer or responsible 
official in accordance with paragraph 
(e)(1)(ii) of this section, this certifi-
cation must include calculations to es-
tablish an inlet flow rate, inlet veloc-
ity, pressure drop, or fan amperage 
range that represents proper operation 
of the cyclone. 

(iii) If you demonstrate the cyclone 
design efficiency using a performance 
test in accordance with paragraph 
(e)(1)(iii) of this section, you must 
monitor the inlet flow rate, inlet veloc-
ity, pressure drop, or fan amperage 
during the test and establish a range 
that represents proper operation of the 
cyclone based on the data obtained 
during the test. 

(3) You must maintain and operate 
the cyclone in accordance with manu-
facturer’s specifications. If manufac-
turer’s specifications are not available, 
you must develop and follow standard 
maintenance and operating procedures 
that ensure proper operation of the cy-
clone. 

§ 63.11622 What are the monitoring re-
quirements for new and existing 
sources? 

(a) If you own or operate an affected 
source required by § 63.11621(d) to use a 
device at the loadout end of a bulk 
loader that reduces fugitive emissions 
from a bulk loading process, you must 
perform monthly inspections of each 
device to ensure it is in proper working 
condition. You must record the results 
of these inspections in accordance with 
§ 63.11624(c)(4) of this subpart. 

(b) If you own or operate an affected 
source required by § 63.11621(e) to in-
stall and operate a cyclone to control 
emissions from pelleting operations, 
you must comply with the inspection 
and monitoring requirements in para-
graphs (b)(1) and (2) of this section. 

(1) You must perform quarterly in-
spections of the cyclone for corrosion, 
erosion, or any other damage that 
could result in air in-leakage, and 
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