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record the results in accordance with 
§ 63.11624(c)(5)(ii). 

(2) You must monitor inlet flow rate, 
inlet velocity, pressure drop, or fan 
amperage at least once per day when 
the pelleting process is in operation. 
You must also record the inlet flow 
rate, inlet velocity, pressure drop, or 
fan amperage in accordance with 
§ 63.11624(c)(5)(iii). 

§ 63.11623 What are the testing re-
quirements? 

(a) If you are demonstrating that the 
cyclone required by § 63.11621(e) is de-
signed to reduce emissions of particu-
late matter by 95 percent or greater by 
the performance test option in 

§ 63.11621(e)(1)(iii), you must conduct a 
test in accordance with paragraph (b) 
of this section and calculate the per-
cent reduction in accordance with 
paragraph (c) of this section. 

(b) You must use Method 5 in Appen-
dix A to part 60 to determine the par-
ticulate matter mass rate at the inlet 
and outlet of the cyclone. You must 
conduct at least three runs at the cy-
clone inlet and three runs at the cy-
clone outlet. Each run must have a 
sampling time of at least 60 minutes 
and a sample volume of at least 0.85 
dscm (30 dscf). 

(c) You must calculate the percent 
particulate matter reduction using 
Equation 1. 

PM RED M M
M

 x INLET OUTLET

INLET
= −⎛

⎝
⎜

⎞

⎠
⎟ 100 Equation 1

Where: 
PM RED = particulate matter reduction, per-

cent; 
MINLET = Mass of particulate matter at the 

inlet of the cyclone, dry basis, corrected 
to standard conditions, g/min; 

MOUTLET = Mass of particulate matter at the 
outlet of the cyclone, dry basis, cor-
rected to standard conditions, g/min; 

§ 63.11624 What are the notification, 
reporting, and recordkeeping re-
quirements? 

(a) Notifications. You must submit the 
notifications identified in paragraphs 
(a)(1) and (2) of this section. 

(1) Initial Notification. If you are the 
owner of an affected source you must 
submit an Initial Notification no later 
than May 5, 2010, or 120 days after you 
become subject to this subpart, which-
ever is later. The Initial Notification 
must include the information specified 
in paragraphs (a)(1)(i) through (iv) of 
this section. 

(i) The name, address, phone number 
and e-mail address of the owner and op-
erator; 

(ii) The address (physical location) of 
the affected source; 

(iii) An identification of the relevant 
standard (i.e., this subpart); and 

(iv) A brief description of the oper-
ation. 

(2) Notification of Compliance Status. If 
you are the owner of an existing af-
fected source, you must submit a Noti-
fication of Compliance Status in ac-
cordance with § 63.9(h) of the General 
Provisions on or before May 4, 2012. If 
you are the owner or operator of a new 
affected source, you must submit a No-
tification of Compliance Status within 
120 days of initial startup, or by May 4, 
2012, whichever is later. If you own or 
operate an affected source that be-
comes an affected source in accordance 
with § 63.11619(b)(3) after the applicable 
compliance date in § 63.11620 (a) or (b), 
you must submit a Notification of 
Compliance Status within 120 days of 
the date that you commence using ma-
terials containing manganese or chro-
mium. This Notification of Compliance 
Status must include the information 
specified in paragraphs (a)(2)(i) through 
(iv) of this section. 

(i) Your company’s name and ad-
dress; 

(ii) A statement by a responsible offi-
cial with that official’s name, title, 
phone number, e-mail address and sig-
nature, certifying the truth, accuracy, 
and completeness of the notification 
and a statement of whether the source 
has complied with all the relevant 
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standards and other requirements of 
this subpart; 

(iii) If you own or operate an affected 
source required by § 63.11621(e) to in-
stall and operate a cyclone to control 
emissions from pelleting operations, 
the inlet flow rate, inlet velocity, pres-
sure drop, or fan amperage range that 
constitutes proper operation of the cy-
clone determined in accordance with 
§ 63.11621(e)(2). 

(iv) If you own or operate an affected 
source that is not subject to the re-
quirement in § 63.11621(e) to install and 
operate a cyclone to control emissions 
from pelleting operations because your 
initial average daily feed production 
level was 50 tpd or less, documentation 
of your initial daily pelleting produc-
tion level determination. 

(b) Annual compliance certification re-
port. You must, by March 1 of each 
year, prepare an annual compliance 
certification report for the previous 
calendar year containing the informa-
tion specified in paragraphs (b)(1) 
through (b)(6) of this section. 

(1) Your company’s name and ad-
dress. 

(2) A statement by a responsible offi-
cial with that official’s name, title, 
phone number, e-mail address and sig-
nature, certifying the truth, accuracy, 
and completeness of the notification 
and a statement of whether the source 
has complied with all the relevant 
standards and other requirements of 
this subpart. 

(3) If the source is not in compliance, 
include a description of deviations 
from the applicable requirements, the 
time periods during which the devi-
ations occurred, and the corrective ac-
tions taken. 

(4) Identification of all instances 
when the daily inlet flow rate, inlet ve-
locity, pressure drop, or fan amperage 
is outside range that constitutes prop-
er operation of the cyclone submitted 
as part of your Notification of Compli-
ance Status. In these instances, include 
the time periods when this occurred 
and the corrective actions taken. 

(5) If you own or operate an affected 
source that is not subject to the re-
quirement in § 63.11621(e) to install and 
operate a cyclone to control emissions 
from pelleting operations because your 
average daily feed production level was 

50 tpd or less, notification if your aver-
age daily feed production level for the 
previous year exceeded 50 tpd. 

(6) If you own or operate an affected 
source that was subject to the require-
ment in § 63.11621(e) to install and oper-
ate a cyclone to control emissions from 
pelleting operations, notification if 
your average daily feed production 
level for the previous year was 50 tpd 
or less and that you are no longer com-
plying with § 63.11621(e). 

(c) Records. You must maintain the 
records specified in paragraphs (c)(1) 
through (5) of this section in accord-
ance with paragraphs (c)(6) through (8) 
of this section. 

(1) As required in § 63.10(b)(2)(xiv), 
you must keep a copy of each notifica-
tion that you submitted to comply 
with this subpart in accordance with 
paragraph (a) of this section, and all 
documentation supporting any Initial 
Notification or Notification of Compli-
ance Status that you submitted. 

(2) You must keep a copy of each An-
nual Compliance Certification prepared 
in accordance with paragraph (b) of 
this section. 

(3) For each device used to comply 
with the requirements in § 63.11621(d), 
you must keep the records of all in-
spections including the information 
identified in paragraphs (c)(3)(i) 
through (iii) of this section. 

(i) The date, place, and time of each 
inspection; 

(ii) Person performing the inspection; 
(iii) Results of the inspection, includ-

ing the date, time, and duration of the 
corrective action period from the time 
the inspection indicated a problem to 
the time of the indication that the de-
vice was replaced or restored to oper-
ation. 

(4) For each cyclone used to comply 
with the requirements in § 63.11621(e), 
you must keep the records in para-
graphs (c)(4)(i) through (v) of this sec-
tion. 

(i) If you demonstrate that the cy-
clone is designed to reduce emission of 
particulate matter by 95 percent or 
greater by manufacturer’s specifica-
tions in accordance with 
§ 63.11621(e)(1(i), you must keep the 
records specified in paragraphs 
(c)(4)(i)(A) through (C) of this section. 
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(A) Information from the manufac-
turer regarding the design efficiency of 
the cyclone, 

(B) The inlet flow rate, inlet velocity, 
pressure drop, or fan amperage range 
that represents proper operation of the 
cyclone, 

(C) The operation and maintenance 
procedures to ensure proper operation 
of the cyclone. 

(ii) If you demonstrate that the cy-
clone is designed to reduce emissions of 
particulate matter by 95 percent or 
greater by certification by a profes-
sional engineer in accordance with 
paragraph § 63.11621(e)(1)(ii), you must 
keep the records specified in para-
graphs (c)(4)(ii)(A) through (C) of this 
section. 

(A) Certification regarding the design 
efficiency of the cyclone, along with 
supporting information, 

(B) The inlet flow rate, inlet velocity, 
pressure drop, or fan amperage range 
that represents proper operation of the 
cyclone, 

(C) The standard maintenance and 
operating procedures that ensure prop-
er operation of the cyclone. 

(iii) If you demonstrate that the cy-
clone is designed to reduce emissions of 
particulate matter by 95 percent or 
greater by a performance in accordance 
with paragraph § 63.11621(e)(1)(iii), you 
must keep the records specified in 
paragraphs (c)(4)(iii)(A) through (C) of 
this section. 

(A) Results of the testing conducted 
in accordance with § 63.11623, 

(B) The inlet flow rate, inlet velocity, 
pressure drop, or fan amperage range 
that represents proper operation of the 
cyclone, 

(C) The standard maintenance and 
operating procedures that ensure prop-
er operation of the cyclone. 

(iv) Records of all quarterly inspec-
tions including the information identi-
fied in paragraphs (c)(4)(iv)(A) through 
(C) of this section. 

(A) The date, place, and time of each 
inspection; 

(B) Person performing the inspection; 
(C) Results of the inspection, includ-

ing the date, time, and duration of the 
corrective action period from the time 
the inspection indicated a problem to 
the time of the indication that the cy-
clone was restored to proper operation. 

(v) Records of the daily inlet flow 
rate, inlet velocity, pressure drop, or 
fan amperage measurements, along 
with the date, time, and duration of 
the correction action period from the 
time the monitoring indicated a prob-
lem to the time of the indication that 
the cyclone was restored to proper op-
eration. 

(5) If you own or operate an affected 
source that is not subject to the re-
quirement in § 63.11621(e) to install and 
operate a cyclone to control emissions 
from pelleting operations because your 
average daily feed production level is 
50 tpd or less, feed production records 
to enable the determination of the av-
erage daily feed production level. 

(6) Your records must be in a form 
suitable and readily available for expe-
ditious review, according to 
§ 63.10(b)(1). 

(7) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each recorded ac-
tion. 

(8) You must keep each record onsite 
for at least 2 years after the date of 
each recorded action according to 
§ 63.10(b)(1). You may keep the records 
offsite for the remaining 3 years. 

(d) If you no longer use materials 
that contain manganese or chromium 
after January 5, 2010, you must submit 
a Notification in accordance with 
§ 63.11619(c) which includes the informa-
tion specified in paragraphs (d)(1) and 
(2) of this section. 

(1) Your company’s name and ad-
dress; 

(2) A statement by a responsible offi-
cial indicating that the facility no 
longer uses materials that contain 
chromium or manganese. This state-
ment should also include an effective 
date for the termination of use of ma-
terials that contain chromium or man-
ganese, and the responsible official’s 
name, title, phone number, e-mail ad-
dress and signature. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.11625 What parts of the General 
Provisions apply to my facility? 

Table 1 of this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.16 apply to you. 
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