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(e) If your plant does not have a title 
V permit, you must submit a testing 
plan for subsequent performance tests 
as required in paragraphs (a) through 
(d) of this section. This testing plan 
must be submitted to the Adminis-
trator on or before the compliance date 
that is specified in § 63.9583. The testing 
plan must contain the information 
specified in paragraphs (e)(1) and (2) of 
this section. You must maintain a cur-
rent copy of the testing plan onsite, 
and it must be available for inspection 
upon request. You must keep the plan 
for the life of the affected source or 
until the affected source is no longer 
subject to the requirements of this sub-
part. 

(1) A list of all emission units. 
(2) A schedule indicating when you 

will conduct subsequent performance 
tests for particulate matter for each of 
the emission units. 

§ 63.9631 What are my monitoring re-
quirements? 

(a) For each baghouse applied to 
meet any particulate matter emission 
limit in Table 1 to this subpart, you 
must install, operate, and maintain a 
bag leak detection system to monitor 
the relative change in particulate mat-
ter loadings according to the require-
ments in § 63.9632(a), and conduct in-
spections at their specified frequencies 
according to the requirements in para-
graphs (a)(1) through (8) of this section. 

(1) Monitor the pressure drop across 
each baghouse cell each day to ensure 
pressure drop is within the normal op-
erating range. 

(2) Confirm that dust is being re-
moved from hoppers through weekly 
visual inspections or other means of 
ensuring the proper functioning of re-
moval mechanisms. 

(3) Check the compressed air supply 
of pulse-jet baghouses each day. 

(4) Monitor cleaning cycles to ensure 
proper operation using an appropriate 
methodology. 

(5) Check bag cleaning mechanisms 
for proper functioning through month-
ly visual inspections or equivalent 
means. 

(6) Make monthly visual checks of 
bag tension on reverse air and shaker- 
type baghouses to ensure that bags are 
not kinked (kneed or bent) or lying on 

their sides. You do not have to make 
this check for shaker-type baghouses 
that have self-tensioning (spring-load-
ed) devices. 

(7) Confirm the physical integrity of 
the baghouse through quarterly visual 
inspections of the baghouse interior for 
air leaks. 

(8) Inspect fans for wear, material 
buildup, and corrosion through quar-
terly visual inspections, vibration de-
tectors, or equivalent means. 

(b) Except as provided in paragraph 
(c) of this section, for each wet scrub-
ber subject to the operating limits for 
pressure drop and scrubber water flow 
rate in § 63.9590(b)(1), you must install, 
operate, and maintain a CPMS accord-
ing to the requirements in § 63.9632(b) 
through (e) and monitor the daily aver-
age pressure drop and daily average 
scrubber water flow rate according to 
the requirements in § 63.9633. 

(c) For each dynamic wet scrubber 
subject to the scrubber water flow rate 
and either the fan amperage or pres-
sure drop operating limits in 
§ 63.9590(b)(2), you must install, oper-
ate, and maintain a CPMS according to 
the requirements in § 63.9632(b) through 
(e) and monitor the daily average 
scrubber water flow rate and either the 
daily average fan amperage or the 
daily average pressure drop according 
to the requirements in § 63.9633. 

(d) For each dry electrostatic precipi-
tator subject to the operating limits in 
§ 63.9590(b)(3), you must follow the mon-
itoring requirements in paragraph 
(d)(1) or (2) of this section. 

(1) If the operating limit you choose 
to monitor is the 6-minute average 
opacity of emissions in accordance 
with § 63.9590(b)(3)(i), you must install, 
operate, and maintain a COMS accord-
ing to the requirements in § 63.9632(f) 
and monitor the 6-minute average 
opacity of emissions exiting each con-
trol device stack according to the re-
quirements in § 63.9633. 

(2) If the operating limit you choose 
to monitor is average secondary volt-
age and average secondary current for 
each dry electrostatic precipitator 
field in accordance with 
§ 63.9590(b)(3)(ii), you must install, oper-
ate, and maintain a CPMS according to 
the requirements in § 63.9632(b) through 
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(e) and monitor the daily average sec-
ondary voltage and daily average sec-
ondary current according to the re-
quirements in § 63.9633. 

(e) For each wet electrostatic pre-
cipitator subject to the operating lim-
its in § 63.9590(b)(4), you must install, 
operate, and maintain a CPMS accord-
ing to the requirements in § 63.9632(b) 
through (e) and monitor the daily aver-
age secondary voltage, daily average 
stack outlet temperature, and daily av-
erage water flow rate according to the 
requirements in § 63.9633. 

(f) If you use any air pollution con-
trol device other than a baghouse, wet 
scrubber, dry electrostatic precipi-
tator, or wet electrostatic precipitator, 
you must submit a site-specific moni-
toring plan that includes the informa-
tion in paragraphs (f)(1) through (4) of 
this section. The monitoring plan is 
subject to approval by the Adminis-
trator. You must maintain a current 
copy of the monitoring plan onsite, and 
it must be available for inspection 
upon request. You must keep the plan 
for the life of the affected source or 
until the affected source is no longer 
subject to the requirements of this sub-
part. 

(1) A description of the device. 
(2) Test results collected in accord-

ance with § 63.9621 verifying the per-
formance of the device for reducing 
emissions of particulate matter to the 
atmosphere to the levels required by 
this subpart. 

(3) A copy of the operation and main-
tenance plan required in § 63.9600(b). 

(4) Appropriate operating parameters 
that will be monitored to maintain 
continuous compliance with the appli-
cable emission limitation(s). 

§ 63.9632 What are the installation, op-
eration, and maintenance require-
ments for my monitoring equip-
ment? 

(a) For each negative pressure 
baghouse or positive pressure baghouse 
equipped with a stack, applied to meet 
any particulate emission limit in Table 
1 to this subpart, you must install, op-
erate, and maintain a bag leak detec-
tion system according to the require-
ments in paragraphs (a)(1) through (8) 
of this section. 

(1) The system must be certified by 
the manufacturer to be capable of de-
tecting emissions of particulate matter 
at concentrations of 10 milligrams per 
actual cubic meter (0.0044 grains per 
actual cubic foot) or less. 

(2) The system must provide output 
of relative changes in particulate mat-
ter loadings. 

(3) The system must be equipped with 
an alarm that will sound when an in-
crease in relative particulate loadings 
is detected over the alarm level set 
point established according to para-
graph (a)(4) of this section. The alarm 
must be located such that it can be 
heard by the appropriate plant per-
sonnel. 

(4) For each bag leak detection sys-
tem, you must develop and submit to 
the Administrator for approval, a site- 
specific monitoring plan that addresses 
the items identified in paragraphs 
(a)(4)(i) through (v) of this section. For 
each bag leak detection system that 
operates based on the triboelectric ef-
fect, the monitoring plan shall be con-
sistent with the recommendations con-
tained in the U.S. Environmental Pro-
tection Agency (U.S. EPA) guidance 
document, ‘‘Fabric Filter Bag Leak De-
tection Guidance’’ (EPA–454/R–98–015). 
This document is available on the 
EPA’s Technology Transfer Network at 
http://www.epa.gov/ttn/emc/cem/tribo.pdf 
(Adobe Acrobat version) or http:// 
www.epa.gov/ttn/emc/cem/tribo.wpd 
(WordPerfect version). You must oper-
ate and maintain the bag leak detec-
tion system according to the site-spe-
cific monitoring plan at all times. The 
plan shall describe all of the items in 
paragraphs (a)(4)(i) through (v) of this 
section. 

(i) Installation of the bag leak detec-
tion system. 

(ii) Initial and periodic adjustment of 
the bag leak detection system includ-
ing how the alarm set-point will be es-
tablished. 

(iii) Operation of the bag leak detec-
tion system including quality assur-
ance procedures. 

(iv) How the bag leak detection sys-
tem will be maintained including a 
routine maintenance schedule and 
spare parts inventory list. 
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