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(iv) Any other method or data that 
have been validated according to the 
applicable procedures in Method 301 of 
appendix A of 40 CFR part 63. 

(2) Equation 85–1 of this section shall 
be used to calculate the mass emission 
rate of halogen atoms: 
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(Eq.  85-1)

Where: 
E = Mass of halogen atoms, dry basis, kilo-

grams per hour. 
K2 = Constant, 2.494 × 10¥6 (parts per mil-

lion)¥1 (kilogram-mole per standard cubic 
meter) (minute/hour), where standard tem-
perature is 20 °C. 

Vs = Flow rate of gas stream, dry standard 
cubic meters per minute, determined ac-
cording to Method 2, 2A, 2C, or 2D of appen-
dix A of 40 CFR part 60, as appropriate, or 
determined using engineering assessment 
as specified in paragraph (b) of this sec-
tion. 

n = Number of halogenated compounds j in 
the gas stream. 

j = Halogenated compound j in the gas 
stream. 

m = Number of different halogens i in each 
compound j of the gas stream. 

i = Halogen atom i in compound j of the gas 
stream. 

Cj = Concentration of halogenated compound 
j in the gas stream, dry basis, parts per 
million by volume. 

Lji = Number of atoms of halogen i in com-
pound j of the gas stream. 

Mji = Molecular weight of halogen atom i in 
compound j of the gas stream, kilogram 
per kilogram-mole. 

§ 65.86 Monitoring. 
The owner or operator of a transfer 

rack equipped with a closed vent sys-
tem and control device pursuant to 
§ 65.83(a)(1) or (2) shall monitor the 
closed vent system and control device 
as required under the applicable para-
graphs specified in § 65.142(c). 

§ 65.87 Recordkeeping provisions. 
The owner or operator of a transfer 

rack shall record that either the 
verification of U.S. Department of 
Transportation (DOT) tank certifi-
cation or Method 27 of appendix A of 40 
CFR part 60 testing required in 
§ 65.84(c) has been performed. Various 
methods for the record of verification 
can be used, such as a check off on a 

log sheet, a list of DOT serial numbers 
or Method 27 data, or a position de-
scription for gate security showing 
that the security guard will not allow 
any trucks on-site that do not have the 
appropriate documentation. 

§§ 65.88–65.99 [Reserved] 

Subpart F—Equipment Leaks 
§ 65.100 Applicability. 

(a) Equipment subject to this subpart. 
The provisions of this subpart and sub-
part A of this part apply to equipment 
that contains or contacts regulated 
material. Compliance with this subpart 
instead of the referencing subpart does 
not alter the applicability of the ref-
erencing subpart. This subpart applies 
only to the equipment to which the ref-
erencing subpart applies. This part 
does not extend applicability to equip-
ment that is not regulated by the ref-
erencing subpart. 

(b) Equipment in vacuum service. 
Equipment in vacuum service is ex-
cluded from the requirements of this 
subpart. 

(c) Equipment in service less than 300 
hours per calendar year. Equipment in-
tended to be in regulated material 
service less than 300 hours per calendar 
year is excluded from the requirements 
of §§ 65.106 through 65.115 and § 65.117 if 
it is identified as required in 
§ 65.103(b)(6). 

(d) Lines and equipment not containing 
process fluids. Lines and equipment not 
containing process fluids are not sub-
ject to the provisions of this subpart. 
Utilities and other nonprocess lines, 
such as heating and cooling systems 
that do not combine their materials 
with those in the processes they serve, 
are not considered to be part of a proc-
ess unit. 

VerDate Mar<15>2010 09:10 Aug 26, 2010 Jkt 220157 PO 00000 Frm 00081 Fmt 8010 Sfmt 8002 Y:\SGML\220157.XXX 220157 E
R

14
D

E
00

.0
04

<
/M

A
T

H
>

w
w

oo
ds

2 
on

 D
S

K
1D

X
X

6B
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2014-08-27T14:42:07-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




