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§ 75.83 Calculation of Hg mass emis-
sions and heat input rate. 

The owner or operator shall calculate 
Hg mass emissions and heat input rate 
in accordance with the procedures in 
sections 9.1 through 9.3 of appendix F 
to this part. 

§ 75.84 Recordkeeping and reporting. 
(a) General recordkeeping provisions. 

The owner or operator of any affected 
unit shall maintain for each affected 
unit and each non-affected unit under 
§ 75.82(b)(2)(ii) a file of all measure-
ments, data, reports, and other infor-
mation required by this part at the 
source in a form suitable for inspection 
for at least 3 years from the date of 
each record. Except for the certifi-
cation data required in § 75.57(a)(4) and 
the initial submission of the moni-
toring plan required in § 75.57(a)(5), the 
data shall be collected beginning with 
the earlier of the date of provisional 
certification or the compliance dead-
line in § 75.80(b). The certification data 
required in § 75.57(a)(4) shall be col-
lected beginning with the date of the 
first certification test performed. The 
file shall contain the following infor-
mation: 

(1) The information required in 
§§ 75.57(a)(2), (a)(4), (a)(5), (a)(6), (b), 
(c)(2), (g) (if applicable), (h), and (i) or 
(j) (as applicable). For the information 
in § 75.57(a)(2), replace the phrase ‘‘the 
deadline in § 75.4(a), (b) or (c)’’ with the 
phrase ‘‘the applicable certification 
deadline under the State or Federal Hg 
mass emission reduction program’’; 

(2) The information required in 
§ 75.58(b)(3), for units with flue gas 
desulfurization systems or add-on Hg 
emission controls; 

(3) For affected units using Hg CEMS 
or sorbent trap monitoring systems, 
for each hour when the unit is oper-
ating, record the Hg mass emissions, 
calculated in accordance with section 9 
of appendix F to this part. 

(4) Heat input and Hg methodologies 
for the hour; and 

(5) Formulas from monitoring plan 
for total Hg mass emissions and heat 
input rate (if applicable); 

(b) Certification, quality assurance and 
quality control record provisions. The 
owner or operator of any affected unit 
shall record the applicable information 

in § 75.59 for each affected unit or group 
of units monitored at a common stack 
and each non-affected unit under 
§ 75.82(b)(2)(ii). 

(c) Monitoring plan recordkeeping pro-
visions. (1) General provisions. The owner 
or operator of an affected unit shall 
prepare and maintain a monitoring 
plan for each affected unit or group of 
units monitored at a common stack 
and each non-affected unit under 
§ 75.82(b)(2)(ii). The monitoring plan 
shall contain sufficient information on 
the continuous monitoring systems 
and the use of data derived from these 
systems to demonstrate that all the 
unit’s Hg emissions are monitored and 
reported. 

(2) Updates. Whenever the owner or 
operator makes a replacement, modi-
fication, or change in a certified con-
tinuous monitoring system or alter-
native monitoring system under sub-
part E of this part, including a change 
in the automated data acquisition and 
handling system or in the flue gas han-
dling system, that affects information 
reported in the monitoring plan (e.g., a 
change to a serial number for a compo-
nent of a monitoring system), then the 
owner or operator shall update the 
monitoring plan. 

(3) Contents of the monitoring plan. 
Each monitoring plan shall contain the 
information in § 75.53(g)(1) in electronic 
format and the information in 
§ 75.53(g)(2) in hardcopy format. 

(d) General reporting provisions. (1) 
The designated representative for an 
affected unit shall comply with all re-
porting requirements in this section 
and with any additional requirements 
set forth in an applicable State or Fed-
eral Hg mass emission reduction pro-
gram that adopts the requirements of 
this subpart. 

(2) The designated representative for 
an affected unit shall submit the fol-
lowing for each affected unit or group 
of units monitored at a common stack 
and each non-affected unit under 
§ 75.82(b)(2)(ii): 

(i) Initial certification and recertifi-
cation applications in accordance with 
§ 75.80(d); 

(ii) Monitoring plans in accordance 
with paragraph (e) of this section; and 

(iii) Quarterly reports in accordance 
with paragraph (f) of this section. 
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(3) Other petitions and communications. 
The designated representative for an 
affected unit shall submit petitions, 
correspondence, application forms, and 
petition-related test results in accord-
ance with the provisions in § 75.80(h). 

(4) Quality assurance RATA reports. If 
requested by the permitting authority, 
the designated representative of an af-
fected unit shall submit the quality as-
surance RATA report for each affected 
unit or group of units monitored at a 
common stack and each non-affected 
unit under § 75.82(b)(2)(ii) by the later 
of 45 days after completing a quality 
assurance RATA according to section 
2.3 of appendix B to this part or 15 days 
of receiving the request. The des-
ignated representative shall report the 
hardcopy information required by 
§ 75.59(a)(9) to the permitting author-
ity. 

(5) Notifications. The designated rep-
resentative for an affected unit shall 
submit written notice to the permit-
ting authority according to the provi-
sions in § 75.61 for each affected unit or 
group of units monitored at a common 
stack and each non-affected unit under 
§ 75.82(b)(2)(ii). 

(e) Monitoring plan reporting—(1) Elec-
tronic submission. The designated rep-
resentative for an affected unit shall 
submit to the Administrator a com-
plete, electronic, up-to-date moni-
toring plan file for each affected unit 
or group of units monitored at a com-
mon stack and each non-affected unit 
under § 75.82(b)(2)(ii), as follows: No 
later than 21 days prior to the com-
mencement of initial certification test-
ing; at the time of a certification or re-
certification application submission; 
and whenever an update of the elec-
tronic monitoring plan is required, ei-
ther under § 75.53 or elsewhere in this 
part. 

(2) Hardcopy submission. The des-
ignated representative of an affected 
unit shall submit all of the hardcopy 
information required under § 75.53, for 
each affected unit or group of units 
monitored at a common stack and each 
non-affected unit under § 75.82(b)(2)(ii), 
to the permitting authority prior to 
initial certification. Thereafter, the 
designated representative shall submit 
hardcopy information only if that por-
tion of the monitoring plan is revised. 

The designated representative shall 
submit the required hardcopy informa-
tion as follows: no later than 21 days 
prior to the commencement of initial 
certification testing; with any certifi-
cation or recertification application, if 
a hardcopy monitoring plan change is 
associated with the recertification 
event; and within 30 days of any other 
event with which a hardcopy moni-
toring plan change is associated, pursu-
ant to § 75.53(b). Electronic submittal of 
all monitoring plan information, in-
cluding hardcopy portions, is permis-
sible provided that a paper copy of the 
hardcopy portions can be furnished 
upon request. 

(f) Quarterly reports—(1) Electronic 
submission. Electronic quarterly reports 
shall be submitted, beginning with the 
calendar quarter containing the com-
pliance date in § 75.80(b), unless other-
wise specified in the final rule imple-
menting a State or Federal Hg mass 
emissions reduction program that 
adopts the requirements of this sub-
part. The designated representative for 
an affected unit shall report the data 
and information in this paragraph (f)(1) 
and the applicable compliance certifi-
cation information in paragraph (f)(2) 
of this section to the Administrator 
quarterly, except as otherwise provided 
in § 75.64(a) for units in long-term cold 
storage. Each electronic report must be 
submitted to the Administrator within 
30 days following the end of each cal-
endar quarter. Except as otherwise pro-
vided in § 75.64(a)(4) and (a)(5), each 
electronic report shall include the date 
of report generation and the following 
information for each affected unit or 
group of units monitored at a common 
stack: 

(i) The facility information in 
§ 75.64(a)(3); and 

(ii) The information and hourly data 
required in paragraphs (a) and (b) of 
this section, except for: 

(A) Descriptions of adjustments, cor-
rective action, and maintenance; 

(B) Information which is incompat-
ible with electronic reporting (e.g., 
field data sheets, lab analyses, quality 
control plan); 

(C) For units with flue gas 
desulfurization systems or with add-on 
Hg emission controls, the parametric 
information in § 75.58(b)(3); 
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(D) Information required by § 75.57(h) 
concerning the causes of any missing 
data periods and the actions taken to 
cure such causes; 

(E) Hardcopy monitoring plan infor-
mation required by § 75.53 and hardcopy 
test data and results required by § 75.59; 

(F) Records of flow polynomial equa-
tions and numerical values required by 
§ 75.59(a)(5)(vi); 

(G) Stratification test results re-
quired as part of the RATA supple-
mentary records under § 75.59(a)(7); 

(H) Data and results of RATAs that 
are aborted or invalidated due to prob-
lems with the reference method or 
operational problems with the unit and 
data and results of linearity checks 
that are aborted or invalidated due to 
operational problems with the unit; 

(I) Supplementary RATA information 
required under § 75.59(a)(7), except that: 

(1) The applicable data elements 
under § 75.59(a)(7)(ii)(A) through (T) and 
under § 75.59(a)(7)(iii)(A) through (M) 
shall be reported for flow RATAs at 
circular or rectangular stacks (or 
ducts) in which angular compensation 
for yaw and/or pitch angles is used (i.e., 
Method 2F or 2G in appendices A–1 and 
A–2 to part 60 of this chapter), with or 
without wall effects adjustments; 

(2) The applicable data elements 
under § 75.59(a)(7)(ii)(A) through (T) and 
under § 75.59(a)(7)(iii)(A) through (M) 
shall be reported for any flow RATA 
run at a circular stack in which Meth-
od 2 in appendices A–1 and A–2 to part 
60 of this chapter is used and a wall ef-
fects adjustment factor is determined 
by direct measurement; 

(3) The data under § 75.59(a)(7)(ii)(T) 
shall be reported for all flow RATAs at 
circular stacks in which Method 2 in 
appendices A–1 and A–2 to part 60 of 
this chapter is used and a default wall 
effects adjustment factor is applied; 
and 

(4) The data under § 75.59(a)(7)(ix)(A) 
through (F) shall be reported for all 
flow RATAs at rectangular stacks or 
ducts in which Method 2 in appendices 
A–1 and A–2 to part 60 of this chapter is 
used and a wall effects adjustment fac-
tor is applied. 

(J) For units using sorbent trap mon-
itoring systems, the hourly gas flow 
meter readings taken between the ini-

tial and final meter readings for the 
data collection period; and 

(iii) Ounces of Hg emitted during 
quarter and cumulative ounces of Hg 
emitted in the year-to-date (rounded to 
the nearest thousandth); and 

(iv) Unit or stack operating hours for 
quarter, cumulative unit or stack oper-
ating hours for year-to-date; and 

(v) Reporting period heat input (if ap-
plicable) and cumulative, year-to-date 
heat input. 

(2) Compliance certification. (i) The 
designated representative shall certify 
that the monitoring plan information 
in each quarterly electronic report (i.e., 
component and system identification 
codes, formulas, etc.) represent current 
operating conditions for the affected 
unit(s) 

(ii) The designated representative 
shall submit and sign a compliance cer-
tification in support of each quarterly 
emissions monitoring report based on 
reasonable inquiry of those persons 
with primary responsibility for ensur-
ing that all of the unit’s emissions are 
correctly and fully monitored. The cer-
tification shall state that: 

(A) The monitoring data submitted 
were recorded in accordance with the 
applicable requirements of this part, 
including the quality assurance proce-
dures and specifications; and 

(B) With regard to a unit with an 
FGD system or with add-on Hg emis-
sion controls, that for all hours where 
data are substituted in accordance 
with § 75.38(b), the add-on emission con-
trols were operating within the range 
of parameters listed in the quality-as-
surance plan for the unit (or that qual-
ity-assured SO2 CEMS data were avail-
able to document proper operation of 
the emission controls), and that the 
substitute values do not systematically 
underestimate Hg emissions. 

(3) Additional reporting requirements. 
The designated representative shall 
also comply with all of the quarterly 
reporting requirements in §§ 75.64(d), 
(f), and (g). 

[70 FR 28684, May 18, 2005, as amended at 72 
FR 51528, Sept. 7, 2007; 73 FR 4363, Jan. 24, 
2008] 
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