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Environmental Protection Agency § 98.33 

the applicability requirements of ei-
ther § 98.2(a)(1), § 98.2(a)(2), or 
§ 98.2(a)(3). 

§ 98.32 GHGs to report. 
You must report CO2, CH4, and N2O 

mass emissions from each stationary 
fuel combustion unit. 

§ 98.33 Calculating GHG emissions. 
You must calculate CO2 emissions ac-

cording to paragraph (a) of this sec-
tion, and calculate CH4 and N2O emis-
sions according to paragraph (c) of this 
section. 

(a) CO2 emissions from fuel combustion. 
Calculate CO2 emissions by using one 
of the four calculation methodologies 
in this paragraph (a) subject to the 
conditions, requirements, and restric-
tions set forth in paragraph (b) of this 
section. If you co-fire biomass fuels 
with fossil fuels, report CO2 emissions 
from the combustion of biomass sepa-
rately using the methods in paragraph 
(e) of this section. 

(1) Tier 1 Calculation Methodology. 
Calculate the annual CO2 mass emis-
sions for each type of fuel by using 
Equation C–1 of this section. 

CO x Fuel HHV EF2
31 10= ∗ ∗ ∗− (Eq. C-1)

Where: 
CO2 = Annual CO2 mass emissions for the 

specific fuel type (metric tons). 
Fuel = Mass or volume of fuel combusted per 

year, from company records as defined in 
§ 98.6 (express mass in short tons for solid 
fuel, volume in standard cubic feet for gas-
eous fuel, and volume in gallons for liquid 
fuel). 

HHV = Default high heat value of the fuel, 
from Table C–1 of this subpart (mmBtu per 
mass or mmBtu per volume, as applicable). 

EF = Fuel-specific default CO2 emission fac-
tor, from Table C–1 of this subpart (kg CO2/ 
mmBtu). 

1 × 10¥3 = Conversion factor from kilograms 
to metric tons. 

(2) Tier 2 Calculation Methodology. 
Calculate the annual CO2 mass emis-
sions for each type of fuel by using ei-
ther Equation C2a or C2c of this sec-
tion, as appropriate. 

(i) Equation C–2a of this section ap-
plies to any type of fuel listed in Table 
C–1 of the subpart, except for munic-
ipal solid waste (MSW). For MSW com-
bustion, use Equation C–2c of this sec-
tion. 

CO x Fuel HHV EF2
31 10= ∗ ∗ ∗− (Eq. C-2a)

Where: 

CO2 = Annual CO2 mass emissions for a spe-
cific fuel type (metric tons). 

Fuel = Mass or volume of the fuel combusted 
during the year, from company records as 
defined in § 98.6 (express mass in short tons 
for solid fuel, volume in standard cubic 
feet for gaseous fuel, and volume in gallons 
for liquid fuel). 

HHV = Annual average high heat value of the 
fuel from all valid samples for the year 
(mmBtu per mass or volume). The average 
HHV shall be calculated according to the 
requirements of paragraph (a)(2)(ii) of this 
section. 

EF = Fuel-specific default CO2 emission fac-
tor, from Table C–1 of this subpart (kg CO2/ 
mmBtu). 

1 × 10¥3 = Conversion factor from kilograms 
to metric tons. 

(ii) The minimum number of HHV 
samples for determining annual aver-
age HHV is specified (e.g., monthly, 
quarterly, semi-annually, or by lot) in 
§ 98.34. The method for computing the 
annual average HHV is a function of 
how frequently you perform or receive 
from the fuel supplier the results of 
fuel sampling for HHV. The method is 
specified in paragraph (a)(2)(ii)(A) or 
(a)(2)(ii)(B) of this section, as applica-
ble. 

(A) If the results of fuel sampling are 
received monthly or more frequently, 
then the annual average HHV shall be 
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