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HHV measurements according to estab-
lished business practices cannot follow 
the quality assurance procedures for 
developing a reporter-specific HHV, as 
specified in § 98.404, during any period 
for any reason, the reporter shall use 
either its delivering pipeline measure-
ments or the default HHV provided in 
Table NN–1 of this part for that period. 

(2) Whenever an LDC that does not 
make its own HHV measurements ac-
cording to established business prac-
tices or an NGL fractionator cannot 
follow the quality assurance proce-
dures for developing a reporter-specific 
HHV, as specified in § 98.404, during any 
period for any reason, the reporter 
shall use the default HHV provided in 
Table NN–1 of this part for that period. 

(3) Whenever a NGL fractionator can-
not follow the quality assurance proce-
dures for developing a reporter-specific 
HHV, as specified in § 98.404, during any 
period for any reason, the NGL 
fractionator shall use the default HHV 
provided in Table NN–1 of this part for 
that period. 

(4) Whenever a reporter cannot follow 
the quality assurance procedures for 
developing a reporter-specific EF, as 
specified in § 98.404, during any period 
for any reason, the reporter shall use 
the default EF provided in § 98.408 for 
that period. 

§ 98.406 Data reporting requirements. 

(a) In addition to the information re-
quired by § 98.3(c), the annual report for 
each NGL fractionator covered by this 
rule shall contain the following infor-
mation. 

(1) Annual quantity (in barrels) of 
each NGL product supplied to down-
stream facilities in the following prod-
uct categories: ethane, propane, nor-
mal butane, isobutane, and pentanes 
plus. 

(2) Annual quantity (in barrels) of 
each NGL product received from other 
NGL fractionators in the following 
product categories: ethane, propane, 
normal butane, isobutane, and 
pentanes plus. 

(3) Annual volumes in Mscf of natural 
gas received for processing. 

(4) Annual quantity (in barrels) of y- 
grade, bulk NGLs received from others 
for fractionation. 

(5) Annual quantity (in barrels) of 
propane that the NGL fractionator 
odorizes at the facility and delivers to 
others. 

(6) Annual CO2 emissions (metric 
tons) that would result from the com-
plete combustion or oxidation of the 
quantities in paragraphs (b)(1) and 
(b)(2) of this section, calculated in ac-
cordance with § 98.403(a) and (c)(1). 

(7) Annual CO2 mass emissions (met-
ric tons) that would result from the 
combustion or oxidation of 
fractionated NGLs supplied less the 
quantity received by other 
fractionators, calculated in accordance 
with § 98.403(c)(2). 

(8) The specific industry standard 
used to measure each quantity re-
ported in paragraph (a)(1) of this sec-
tion. 

(9) If the LNG fractionator developed 
reporter-specific EFs or HHVs, report 
the following: 

(i) The specific industry standard(s) 
used to develop reporter-specific higher 
heating value(s) and/or emission fac-
tor(s), pursuant to § 98.404(b)(2) and 
(c)(3). 

(ii) The developed HHV(s). 
(iii) The developed EF(s). 
(b) In addition to the information re-

quired by § 98.3(c), the annual report for 
each LDC shall contain the following 
information. 

(1) Annual volume in Mscf of natural 
gas received by the LDC at its city 
gate stations for redelivery on the 
LDC’s distribution system, including 
for use by the LDC. 

(2) Annual volume in Mscf of natural 
gas placed into storage. 

(3) Annual volume in Mscf of vapor-
ized liquefied natural gas (LNG) pro-
duced at on-system vaporization facili-
ties for delivery on the distribution 
system that is not accounted for in 
paragraph (b)(1) of this section. 

(4) Annual volume in Mscf of natural 
gas withdrawn from on-system storage 
(that is not delivered to the city gate) 
for delivery on the distribution system. 

(5) Annual volume in Mscf of natural 
gas delivered directly to LDC systems 
from producers or natural gas proc-
essing plants from local production. 
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(6) Annual volume in Mscf of natural 
gas delivered to downstream gas trans-
mission pipelines and other local dis-
tribution companies. 

(7) Annual volume in Mscf of natural 
gas delivered by LDC to each meter 
registering supply equal to or greater 
than 460,000 Mcsf during the calendar 
year. 

(8) The total annual CO2 mass emis-
sions (metric tons) associated with the 
volumes in paragraphs (b)(1) through 
(b)(7) of this section, calculated in ac-
cordance with § 98.403(a) and (b)(1) 
through (b)(3). 

(9) Annual CO2 emissions (metric 
tons) that would result from the com-
plete combustion or oxidation of the 
annual supply of natural gas to end- 
users registering less than 460,000 Mcsf, 
calculated in accordance with 
§ 98.403(b)(4). 

(10) The specific industry standard 
used to develop the volume reported in 
paragraph (b)(1) of this section. 

(11) If the LDC developed reporter- 
specific EFs or HHVs, report the fol-
lowing: 

(i) The specific industry standard(s) 
used to develop reporter-specific higher 
heating value(s) and/or emission fac-
tor(s), pursuant to § 98.404 (b)(2) and 
(c)(3). 

(ii) The developed HHV(s). 
(iii) The developed EF(s). 
(12) The customer name, address, and 

meter number of each meter reading 
used to report in paragraph (b)(7) of 
this section. 

(i) If known, report the EIA identi-
fication number of each LDC customer. 

(ii) [Reserved] 
(13) The annual volume in Mscf of 

natural gas delivered by the local dis-
tribution company to each of the fol-
lowing end-use categories. For defini-
tions of these categories, refer to EIA 
Form 176 (Annual Report of Natural 

Gas and Supplemental Gas Supply & 
Disposition) and Instructions. 

(i) Residential consumers. 
(ii) Commercial consumers. 
(iii) Industrial consumers. 
(iv) Electricity generating facilities. 
(c) Each reporter shall report the 

number of days in the reporting year 
for which substitute data procedures 
were used for the following purpose: 

(1) To measure quantity. 
(2) To develop HHV(s). 
(3) To develop EF(s). 

§ 98.407 Records that must be re-
tained. 

In addition to the information re-
quired by § 98.3(g), each annual report 
must contain the following informa-
tion: 

(a) Records of all daily meter read-
ings and documentation to support vol-
umes of natural gas and NGLs that are 
reported under this part. 

(b) Records documenting any esti-
mates of missing metered data and 
showing the calculations of the values 
used for the missing data. 

(c) Calculations and worksheets used 
to estimate CO2 emissions for the vol-
umes reported under this part. 

(d) Records related to the large end- 
users identified in § 98.406(b)(6). 

(e) Records relating to measured Btu 
content or carbon content showing spe-
cific industry standards used to de-
velop reporter-specific higher heating 
values and emission factors. 

(f) Records of such audits as required 
by Sarbanes Oxley regulations on the 
accuracy of measurements of volumes 
of natural gas and NGLs delivered to 
customers or on behalf of customers. 

§ 98.408 Definitions. 

All terms used in this subpart have 
the same meaning given in the Clean 
Air Act and subpart A of this part. 
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