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error of no less than 0.01 for individual 
well comparisons must be maintained. 
This performance standard does not 
apply to tolerance intervals, prediction 
intervals, or control charts. 

(3) If a control chart approach is used 
to evaluate ground-water monitoring 
data, the specific type of control chart 
and its associated parameter values 
shall be protective of human health 
and the environment. The parameters 
shall be determined after considering 
the number of samples in the back-
ground data base, the data distribu-
tion, and the range of the concentra-
tion values for each constituent of 
concern. 

(4) If a tolerance interval or a 
predictional interval is used to evalu-
ate ground-water monitoring data, the 
levels of confidence and, for tolerance 
intervals, the percentage of the popu-
lation that the interval must contain, 
shall be protective of human health 
and the environment. These param-
eters shall be determined after consid-
ering the number of samples in the 
background data base, the data dis-
tribution, and the range of the con-
centration values for each constituent 
of concern. 

(5) The statistical method shall ac-
count for data below the limit of detec-
tion with one or more statistical proce-
dures that are protective of human 
health and the environment. Any prac-
tical quantitation limit (pql) that is 
used in the statistical method shall be 
the lowest concentration level that can 
be reliably achieved within specified 
limits of precision and accuracy during 
routine laboratory operating condi-
tions that are available to the facility. 

(6) If necessary, the statistical meth-
od shall include procedures to control 
or correct for seasonal and spatial vari-
ability as well as temporal correlation 
in the data. 

(i) The owner or operator must deter-
mine whether or not there is a statis-
tically significant increase over back-
ground values for each parameter or 
constituent required in the particular 
ground-water monitoring program that 
applies to the MSWLF unit, as deter-
mined under §§ 258.54(a) or 258.55(a) of 
this part. 

(1) In determining whether a statis-
tically significant increase has oc-

curred, the owner or operator must 
compare the ground-water quality of 
each parameter or constituent at each 
monitoring well designated pursuant to 
§ 258.51(a)(2) to the background value of 
that constituent, according to the sta-
tistical procedures and performance 
standards specified under paragraphs 
(g) and (h) of this section. 

(2) Within a reasonable period of time 
after completing sampling and anal-
ysis, the owner or operator must deter-
mine whether there has been a statis-
tically significant increase over back-
ground at each monitoring well. 

§ 258.54 Detection monitoring pro-
gram. 

(a) Detection monitoring is required 
at MSWLF units at all ground-water 
monitoring wells defined under §§ 258.51 
(a)(1) and (a)(2) of this part. At a min-
imum, a detection monitoring program 
must include the monitoring for the 
constituents listed in appendix I to this 
part. 

(1) The Director of an approved State 
may delete any of the appendix I moni-
toring parameters for a MSWLF unit if 
it can be shown that the removed con-
stituents are not reasonably expected 
to be in or derived from the waste con-
tained in the unit. 

(2) The Director of an approved State 
may establish an alternative list of in-
organic indicator parameters for a 
MSWLF unit, in lieu of some or all of 
the heavy metals (constituents 1–15 in 
appendix I to this part), if the alter-
native parameters provide a reliable 
indication of inorganic releases from 
the MSWLF unit to the ground water. 
In determining alternative parameters, 
the Director shall consider the fol-
lowing factors: 

(i) The types, quantities, and con-
centrations of constituents in wastes 
managed at the MSWLF unit; 

(ii) The mobility, stability, and per-
sistence of waste constituents or their 
reaction products in the unsaturated 
zone beneath the MSWLF unit; 

(iii) The detectability of indicator 
parameters, waste constituents, and re-
action products in the ground water; 
and 

(iv) The concentration or values and 
coefficients of variation of monitoring 
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parameters or constituents in the 
groundwater background. 

(b) The monitoring frequency for all 
constituents listed in appendix I to 
thispart, or in the alternative list ap-
proved in accordance with paragraph 
(a)(2) of this section, shall be at least 
semiannual during the active life of 
the facility (including closure) and the 
post-closure period. A minimum of four 
independent samples from each well 
(background and downgradient) must 
be collected and analyzed for the ap-
pendix I constituents, or the alter-
native list approved in accordance with 
paragraph (a)(2) of this section, during 
the first semiannual sampling event. 
At least one sample from each well 
(background and downgradient) must 
be collected and analyzed during subse-
quent semiannual sampling events. The 
Director of an approved State may 
specify an appropriate alternative fre-
quency for repeated sampling and anal-
ysis for appendix I constituents, or the 
alternative list approved in accordance 
with paragraph (a)(2) of this section, 
during the active life (including clo-
sure) and the post-closure care period. 
The alternative frequency during the 
active life (including closure) shall be 
no less than annual. The alternative 
frequency shall be based on consider-
ation of the following factors: 

(1) Lithology of the aquifer and un-
saturated zone; 

(2) Hydraulic conductivity of the aq-
uifer and unsaturated zone; 

(3) Ground-water flow rates; 
(4) Minimum distance between 

upgradient edge of the MSWLF unit 
and downgradient monitoring well 
screen (minimum distance of travel); 
and 

(5) Resource value of the aquifer. 
(c) If the owner or operator deter-

mines, pursuant to § 258.53(g) of this 
part, that there is a statistically sig-
nificant increase over background for 
one or more of the constituents listed 
in appendix I to this part or in the al-
ternative list approved in accordance 
with paragraph (a)(2) of this section, at 
any monitoring well at the boundary 
specified under § 258.51(a)(2), the owner 
or operator: 

(1) Must, within 14 days of this find-
ing, place a notice in the operating 
record indicating which constituents 

have shown statistically significant 
changes from background levels, and 
notify the State director that this no-
tice was placed in the operating record; 
and 

(2) Must establish an assessment 
monitoring program meeting the re-
quirements of § 258.55 of this part with-
in 90 days except as provided for in 
paragraph (c)(3) of this section. 

(3) The owner/operator may dem-
onstrate that a source other than a 
MSWLF unit caused the contamination 
or that the statistically significant in-
crease resulted from error in sampling, 
analysis, statistical evaluation, or nat-
ural variation in ground-water quality. 
A report documenting this demonstra-
tion must be certified by a qualified 
ground-water scientist or approved by 
the Director of an approved State and 
be placed in the operating record. If a 
successful demonstration is made and 
documented, the owner or operator 
may continue detection monitoring as 
specified in this section. If, after 90 
days, a successful demonstration is not 
made, the owner or operator must ini-
tiate an assessment monitoring pro-
gram as required in § 258.55. 

§ 258.55 Assessment monitoring pro-
gram. 

(a) Assessment monitoring is re-
quired whenever a statistically signifi-
cant increase over background has 
been detected for one or more of the 
constituents listed in the appendix I to 
this part or in the alternative list ap-
proved in accordance with § 258.54(a)(2). 

(b) Within 90 days of triggering an as-
sessment monitoring program, and an-
nually thereafter, the owner or oper-
ator must sample and analyze the 
ground water for all constituents iden-
tified in appendix II to this part. A 
minimum of one sample from each 
downgradient well must be collected 
and analyzed during each sampling 
event. For any constituent detected in 
the downgradient wells as a result of 
the complete appendix II analysis, a 
minimum of four independent samples 
from each well (background and 
downgradient) must be collected and 
analyzed to establish background for 
the constituents. The Director of an 
approved State may specify an appro-
priate subset of wells to be sampled 
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