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and tests that will be used before, dur-
ing, and after construction to ensure 
that the construction materials and 
the installed unit components meet the 
design specifications. The description 
must cover: Sampling size and loca-
tions; frequency of testing; data eval-
uation procedures; acceptance and re-
jection criteria for construction mate-
rials; plans for implementing correc-
tive measures; and data or other infor-
mation to be recorded and retained in 
the operating record under § 264.73. 

(c) Contents of program. (1) The CQA 
program must include observations, in-
spections, tests, and measurements suf-
ficient to ensure: 

(i) Structural stability and integrity 
of all components of the unit identified 
in paragraph (a)(2) of this section; 

(ii) Proper construction of all compo-
nents of the liners, leachate collection 
and removal system, leak detection 
system, and final cover system, accord-
ing to permit specifications and good 
engineering practices, and proper in-
stallation of all components (e.g., 
pipes) according to design specifica-
tions; 

(iii) Conformity of all materials used 
with design and other material speci-
fications under §§ 264.221, 264.251, and 
264.301. 

(2) The CQA program shall include 
test fills for compacted soil liners, 
using the same compaction methods as 
in the full scale unit, to ensure that 
the liners are constructed to meet the 
hydraulic conductivity requirements of 
§§ 264.221(c)(1)(i)(B), 264.251(c)(1)(i)(B), 
and 264.301(c)(1)(i)(B) in the field. Com-
pliance with the hydraulic conduc-
tivity requirements must be verified by 
using in-situ testing on the con-
structed test fill. The Regional Admin-
istrator may accept an alternative 
demonstration, in lieu of a test fill, 
where data are sufficient to show that 
a constructed soil liner will meet the 
hydraulic conductivity requirements of 
§§ 264.221(c)(1)(i)(B), 264.251(c)(1)(i)(B), 
and 264.301(c)(1)(i)(B) in the field. 

(d) Certification. Waste shall not be 
received in a unit subject to § 264.19 
until the owner or operator has sub-
mitted to the Regional Administrator 
by certified mail or hand delivery a 
certification signed by the CQA officer 
that the approved CQA plan has been 

successfully carried out and that the 
unit meets the requirements of 
§§ 264.221 (c) or (d), 264.251 (c) or (d), or 
264.301 (c) or (d); and the procedure in 
§ 270.30(l)(2)(ii) of this chapter has been 
completed. Documentation supporting 
the CQA officer’s certification must be 
furnished to the Regional Adminis-
trator upon request. 

[57 FR 3486, Jan. 29, 1992] 

Subpart C—Preparedness and 
Prevention 

§ 264.30 Applicability. 

The regulations in this subpart apply 
to owners and operators of all haz-
ardous waste facilities, except as § 264.1 
provides otherwise. 

§ 264.31 Design and operation of facil-
ity. 

Facilities must be designed, con-
structed, maintained, and operated to 
minimize the possibility of a fire, ex-
plosion, or any unplanned sudden or 
non-sudden release of hazardous waste 
or hazardous waste constituents to air, 
soil, or surface water which could 
threaten human health or the environ-
ment. 

§ 264.32 Required equipment. 

All facilities must be equipped with 
the following, unless it can be dem-
onstrated to the Regional Adminis-
trator that none of the hazards posed 
by waste handled at the facility could 
require a particular kind of equipment 
specified below: 

(a) An internal communications or 
alarm system capable of providing im-
mediate emergency instruction (voice 
or signal) to facility personnel; 

(b) A device, such as a telephone (im-
mediately available at the scene of op-
erations) or a hand-held two-way radio, 
capable of summoning emergency as-
sistance from local police departments, 
fire departments, or State or local 
emergency response teams; 

(c) Portable fire extinguishers, fire 
control equipment (including special 
extinguishing equipment, such as that 
using foam, inert gas, or dry chemi-
cals), spill control equipment, and de-
contamination equipment; and 

VerDate Mar<15>2010 15:13 Aug 20, 2010 Jkt 220167 PO 00000 Frm 00359 Fmt 8010 Sfmt 8010 Y:\SGML\220167.XXX 220167jd
jo

ne
s 

on
 D

S
K

8K
Y

B
LC

1P
R

O
D

 w
ith

 C
F

R



350 

40 CFR Ch. I (7–1–10 Edition) § 264.33 

(d) Water at adequate volume and 
pressure to supply water hose streams, 
or foam producing equipment, or auto-
matic sprinklers, or water spray sys-
tems. 

[Comment: Part 270 of this chapter requires 
that an owner or operator who wishes to 
make the demonstration referred to above 
must do so with part B of the permit applica-
tion.] 

[45 FR 33221, May 19, 1980, as amended at 48 
FR 14294, Apr. 1, 1983] 

§ 264.33 Testing and maintenance of 
equipment. 

All facility communications or alarm 
systems, fire protection equipment, 
spill control equipment, and decon-
tamination equipment, where required, 
must be tested and maintained as nec-
essary to assure its proper operation in 
time of emergency. 

§ 264.34 Access to communications or 
alarm system. 

(a) Whenever hazardous waste is 
being poured, mixed, spread, or other-
wise handled, all personnel involved in 
the operation must have immediate ac-
cess to an internal alarm or emergency 
communication device, either directly 
or through visual or voice contact with 
another employee, unless the Regional 
Administrator has ruled that such a 
device is not required under § 264.32. 

(b) If there is ever just one employee 
on the premises while the facility is op-
erating, he must have immediate ac-
cess to a device, such as a telephone 
(immediately available at the scene of 
operation) or a hand-held two-way 
radio, capable of summoning external 
emergency assistance, unless the Re-
gional Administrator has ruled that 
such a device is not required under 
§ 264.32. 

§ 264.35 Required aisle space. 

The owner or operator must main-
tain aisle space to allow the unob-
structed movement of personnel, fire 
protection equipment, spill control 
equipment, and decontamination 
equipment to any area of facility oper-
ation in an emergency, unless it can be 
demonstrated to the Regional Adminis-
trator that aisle space is not needed for 
any of these purposes. 

[Comment: Part 270 of this chapter requires 
that an owner or operator who wishes to 
make the demonstration referred to above 
must do so with part B of the permit applica-
tion.] 

[45 FR 33221, May 19, 1980, as amended at 48 
FR 14294, Apr. 1, 1983] 

§ 264.36 [Reserved] 

§ 264.37 Arrangements with local au-
thorities. 

(a) The owner or operator must at-
tempt to make the following arrange-
ments, as appropriate for the type of 
waste handled at his facility and the 
potential need for the services of these 
organizations: 

(1) Arrangements to familiarize po-
lice, fire departments, and emergency 
response teams with the layout of the 
facility, properties of hazardous waste 
handled at the facility and associated 
hazards, places where facility per-
sonnel would normally be working, en-
trances to and roads inside the facility, 
and possible evacuation routes; 

(2) Where more than one police and 
fire department might respond to an 
emergency, agreements designating 
primary emergency authority to a spe-
cific police and a specific fire depart-
ment, and agreements with any others 
to provide support to the primary 
emergency authority; 

(3) Agreements with State emergency 
response teams, emergency response 
contractors, and equipment suppliers; 
and 

(4) Arrangements to familiarize local 
hospitals with the properties of haz-
ardous waste handled at the facility 
and the types of injuries or illnesses 
which could result from fires, explo-
sions, or releases at the facility. 

(b) Where State or local authorities 
decline to enter into such arrange-
ments, the owner or operator must doc-
ument the refusal in the operating 
record. 

Subpart D—Contingency Plan and 
Emergency Procedures 

§ 264.50 Applicability. 
The regulations in this subpart apply 

to owners and operators of all haz-
ardous waste facilities, except as § 264.1 
provides otherwise. 

VerDate Mar<15>2010 15:13 Aug 20, 2010 Jkt 220167 PO 00000 Frm 00360 Fmt 8010 Sfmt 8010 Y:\SGML\220167.XXX 220167jd
jo

ne
s 

on
 D

S
K

8K
Y

B
LC

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-27T12:11:45-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




