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Environmental Protection Agency § 434.70 

EFFLUENT LIMITATIONS DURING PRECIPITATION 

Pollutant or pollutant property Effluent limitations 

Settleable solids .................... 0.5 ml/l maximum not to be 
exceeded. 

pH .......................................... 6.0–9.0 at all times. 

(d)(1) The alternate limitations speci-
fied in paragraph (d)(2) of this section 
apply with respect to all discharges de-
scribed in paragraphs (a), (b) and (c) of 
this section and to: 

(i) Discharges of acid or ferruginous 
mine drainage from underground work-
ings of underground mines which are 
commingled with other discharges eli-
gible for these alternate limitations; 
and 

(ii) Controlled acid or ferruginous 
surface mine discharges; and 

(iii) Discharges from reclamation 
areas. 

(2) Any discharge or increase in the 
volume of a discharge caused by pre-
cipitation within any 24 hour period 
greater than the 10-year, 24-hour pre-
cipitation event (or snowmelt of equiv-
alent volume) may comply with the 
following limitations instead of the 
otherwise applicable limitations: 

EFFLUENT LIMITATIONS DURING PRECIPITATION 

Pollutant or pollutant property Effluent limitations 

pH .......................................... 6.0–9.0 at all times. 

(e) The operator shall have the bur-
den of proof that the discharge or in-
crease in discharge was caused by the 
applicable precipitation event de-
scribed in paragraphs (a), (b), (c), and 
(d) of this section. 

(f) Discharges of mine drainage from 
underground workings of underground 
mines which are not commingled with 
discharges eligible for alternate limita-
tions set forth in this section shall in 
no event be eligible for the alternate 
limitations set forth in this section. 

§ 434.64 Procedure and method detec-
tion limit for measurement of settle-
able solids. 

For the purposes of this part, the fol-
lowing procedure shall be used to de-
termine settleable solids: Fill an 
Imhoff cone to the one-liter mark with 
a thoroughly mixed sample. Allow to 
settle undisturbed for 45 minutes. 
Gently stir along the inside surface of 

the cone with a stirring rod. Allow to 
settle undisturbed for 15 minutes 
longer. Record the volume of settled 
material in the cone as milliliters per 
liter. Where a separation of settleable 
and floating materials occurs, do not 
include the floating material in the 
reading. Notwithstanding any provi-
sion of 40 CFR part 136, the method de-
tection limit for measuring settleable 
solids under this part shall be 0.4 ml/l. 

§ 434.65 Modification of NPDES per-
mits for new sources. 

Any coal mine or coal preparation 
plant which was considered a new 
source under previous EPA regulations 
may, notwithstanding § 122.62 of this 
chapter, apply to have its NPDES per-
mit modified to incorporate the revised 
new source performance standards. 

Subpart G—Coal Remining 

SOURCE: 67 FR 3406, Jan. 23, 2002, unless 
otherwise noted. 

§ 434.70 Specialized definitions. 
(a) The term coal remining operation 

means a coal mining operation at a site 
on which coal mining was previously 
conducted and where the site has been 
abandoned or the performance bond has 
been forfeited. 

(b) The term pollution abatement area 
means the part of the permit area that 
is causing or contributing to the base-
line pollution load of pre-existing dis-
charges. The pollution abatement area 
must include, to the extent prac-
ticable, areas adjacent to and nearby 
the remining operation that also must 
be affected to reduce the pollution load 
of the pre-existing discharges and may 
include the immediate location of the 
pre-existing discharges. 

(c) The term pre-existing discharge 
means any discharge resulting from 
mining activities that have been aban-
doned prior to the time of a remining 
permit application. This term shall in-
clude a pre-existing discharge that is 
relocated as a result of the implemen-
tation of best management practices 
(BMPs) contained in the Pollution 
Abatement Plan. 

(d) The term steep slope means any 
slope above twenty degrees or such 
lesser slope as may be defined by the 

VerDate Mar<15>2010 10:18 Aug 10, 2010 Jkt 220171 PO 00000 Frm 00295 Fmt 8010 Sfmt 8010 Y:\SGML\220171.XXX 220171W
R

ei
er

-A
vi

le
s 

on
 D

S
K

G
B

LS
3C

1P
R

O
D

 w
ith

 C
F

R



286 

40 CFR Ch. I (7–1–10 Edition) § 434.71 

regulatory authority after consider-
ation of soil, climate, and other char-
acteristics of a region or State. This 
term does not apply to those situations 
in which an operator is mining on flat 
or gently rolling terrain, on which an 
occasional steep slope is encountered 
and through which the mining oper-
ation is to proceed, leaving a plain or 
predominantly flat area. 

(e) The term new source remining oper-
ation means a remining operation at a 
coal mine where mining first com-
mences after February 22, 2002 and sub-
sequently becomes an abandoned mine. 

§ 434.71 Applicability. 
(a) This subpart applies to pre-exist-

ing discharges that are located within 
or are hydrologically connected to pol-
lution abatement areas of a coal re-
mining operation. 

(b) A pre-existing discharge that is 
intercepted by active mining or that is 
commingled with waste streams from 
active mining areas for treatment is 
subject to the provisions of § 434.61 
Commingling of waste streams. For the 
purposes of this subpart, § 434.61 re-
quires compliance with applicable 
BPT, BAT, BCT, and NSPS effluent 
limitations in subparts C, D, and F of 
this part. Section 434.61 applies to the 
commingled waste stream only during 
the time when the pre-existing dis-
charge is intercepted by active mining 
or is commingled with active mine 
wastewater for treatment or discharge. 
After commingling has ceased, the pre- 
existing discharge is subject to the pro-
visions of this part. 

(c) In situations where coal remining 
operations seek reissuance of an exist-
ing remining permit with BPJ limita-
tions and the regulatory authority de-
termines that it is not feasible for a re-

mining operator to re-establish base-
line pollutant levels in accordance 
with the statistical procedures con-
tained in Appendix B of this part, pre- 
existing discharge limitations at exist-
ing remining operations shall remain 
subject to baseline pollutant levels es-
tablished during the original permit 
application. 

(d) The effluent limitations in this 
subpart apply to pre-existing dis-
charges until the appropriate SMCRA 
authority has authorized bond release. 

§ 434.72 Effluent limitations attainable 
by the application of the best prac-
ticable control technology currently 
available (BPT). 

(a) The operator must submit a site- 
specific Pollution Abatement Plan to 
the permitting authority for the pollu-
tion abatement area. The plan must be 
approved by the permitting authority 
and incorporated into the permit as an 
effluent limitation. The Pollution 
Abatement Plan must identify charac-
teristics of the pollution abatement 
area and the pre-existing discharges. 
The Pollution Abatement Plan must be 
designed to reduce the pollution load 
from pre-existing discharges and must 
identify the selected best management 
practices (BMPs) to be used. The plan 
must describe the design specifica-
tions, construction specifications, 
maintenance schedules, criteria for 
monitoring and inspection, and ex-
pected performance of the BMPs. The 
BMPs must be implemented as speci-
fied in the plan. 

(b) (1) Except as provided in 40 CFR 
125.30 through 125.32 and paragraph 
(b)(2) of this section, the following ef-
fluent limits apply to pre-existing dis-
charges: 

EFFLUENT LIMITATIONS 

Pollutant Requirement 

(i) Iron, total ................................................................................. May not exceed baseline loadings (as defined by Appendix B 
of this part). 

(ii) Manganese, total .................................................................... May not exceed baseline loadings (as defined by Appendix B 
of this part). 

(iii) Acidity, net ............................................................................. May not exceed baseline loadings (as defined by Appendix B 
of this part). 
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