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to other media. The Agency has consid-
ered these impacts and has addressed 
them in the preamble published on De-
cember 3, 1982. 

(2) In the event that the annual pre-
cipitation falling on the treatment fa-
cility and the drainage area contrib-
uting surface runoff to the treatment 
facility exceeds the annual evapo-
ration, a volume of water equivalent to 
the difference between annual precipi-
tation falling on the treatment facility 
and the drainage area contributing sur-
face runoff to the treatment facility 
and annual evaporation may be dis-
charged subject to the limitations set 
forth in paragraph (a) of this section. 

§ 440.35 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served] 

Subpart D—Mercury Ore 
Subcategory 

§ 440.40 Applicability; description of 
the mercury ore subcategory. 

The provisions of subpart D are appli-
cable to discharges from (a) mines, ei-
ther open-pit or underground, that 
produce mercury ores; and (b) mills 
beneficiating mercury ores by gravity 
separation methods or by froth-flota-
tion methods. 

§ 440.41 [Reserved] 

§ 440.42 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control 
technology currently available 
(BPT). 

Except as provided in subpart L of 
this part and 40 CFR 125.30 through 
125.32, any existing point source sub-
ject to this subpart must achieve the 
following effluent limitations rep-
resenting the degree of effluent reduc-
tion attainable after application of the 
best practicable control technology 
currently available (BPT): 

(a) The concentration of pollutants 
discharged in mine drainage from 
mines, either open-pit or underground, 
operated for the production of mercury 

ores shall not exceed the following lim-
itations: 

Effluent characteristic 

Effluent limitations 

Maximum for 
any 1 day 

Average of 
daily values 
for 30 con-

secutive days 

Milligrams per liter 

TSS ........................................ 30 20 
Hg .......................................... .002 .001 
Ni ........................................... .2 .1 
pH .......................................... (1) (1) 

1 Within the range 6.0 to 9.0. 

(b)(1) Except as provided in para-
graph (b) of this section, there shall be 
no discharge of process wastewater to 
navigable waters from mills 
beneficiating mercury ores by gravity 
separation methods or by froth flota-
tion methods. The Agency recognizes 
that the elimination of the discharge of 
pollutants to navigable waters may re-
sult in an increase in discharges of 
some pollutants to other media. The 
Agency has considered these impacts 
and has addressed them in the pre-
amble published on December 3, 1982. 

(2) In the event that the annual pre-
cipitation falling on the treatment fa-
cility and the drainage area contrib-
uting surface runoff to the treatment 
facility exceeds the annual evapo-
ration, a volume of water equivalent to 
the difference between annual precipi-
tation falling on the treatment facility 
and the drainage area contributing sur-
face runoff to the treatment facility 
and annual evaporation may be dis-
charged subject to the limitations set 
forth in paragraph (a)(1) of this section. 

§ 440.43 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable 
(BAT). 

Except as provided in subpart L of 
this part and 40 CFR 125.30 through 
125.32, any existing point source sub-
ject to this subpart must achieve the 
following limitations representing the 
degree of effluent reduction attainable 
by the application of the best available 
technology economically achievable 
(BAT). 

(a) The concentration of pollutants 
discharged in mine drainage from 
mines, either open pit or underground, 
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that produce mercury ores shall not ex-
ceed: 

Effluent characteristic 

Effluent limitations 

Maximum 
for any 1 

day 

Average of 
daily values 
for 30 con-

secutive 
days 

MIligrams per liter 

Hg .............................................. 0.002 0.001 

(b)(1) Except as provided in para-
graph (b) of this section, there shall be 
no discharge of process wastewater to 
navigable waters from mills 
beneficiating mercury ores by gravity 
separation methods or by froth-flota-
tion methods. The Agency recognizes 
that the elimination of the discharge of 
pollutants to navigable waters may re-
sult in an increase in discharges of 
some pollutants to other media. The 
Agency has considered these impacts 
and has addressed them in the pre-
amble published on December 3, 1982. 

(2) In the event that the annual pre-
cipitation falling on the treatment fa-
cility and the drainage area contrib-
uting surface runoff to the treatment 
facility exceeds the annual evapo-
ration, a volume of water equal to the 
difference between annual precipita-
tion falling on the treatment facility 
and the drainage area contributing sur-
face runoff to the treatment facility 
and annual evaporation may be dis-
charged subject to the limitations set 
forth in paragraph (a) of this section. 

§ 440.44 New source performance 
standards (NSPS). 

Except as provided in subpart L of 
this part any new source subject to this 
subpart must achieve the following 
NSPS representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best available dem-
onstrated technology (BADT): 

(a) The concentration of pollutants 
discharged in mine drainage from 
mines, either open pit or underground, 
that produce mercury ores shall not ex-
ceed: 

Effluent characteristic 

Effluent limitations 

Maximum 
for any 1 

day 

Average of 
daily values 
for 30 con-

secutive 
days 

Milligrams per liter 

Hg .............................................. 0.002 0.001 
pH .............................................. (1) (1) 
TSS ............................................ 30.0 20.0 

1 Within the range of 6.0 to 9.0. 

(b)(1) Except as provided in para-
graph (b) of this section, there shall be 
no discharge of process wastewater to 
navigable waters from mills 
beneficiating mercury ores by gravity 
separation methods or by froth-flota-
tion methods. The Agency recognizes 
that the elimination of the discharge of 
pollutants to navigable waters may re-
sult in an increase in discharges of 
some pollutants to other media. The 
Agency has considered these impacts 
and has addressed them in the pre-
amble published on December 3, 1982. 

(2) In the event that the annual pre-
cipitation falling on the treatment fa-
cility and the drainage area contrib-
uting surface runoff to the treatment 
facility exceeds the annual evapo-
ration, a volume of water equal to the 
difference between annual precipita-
tion falling on the treatment facility 
and the drainage area contributing sur-
face runoff to the treatment facility 
and annual evaporation may be dis-
charged subject to the limitations set 
forth in paragraph (a) of this section. 

§ 440.45 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served] 

Subpart E—Titanium Ore 
Subcategory 

§ 440.50 Applicability; description of 
the titanium ore subcategory. 

The provisions of this subpart E are 
applicable to discharges from (a) mines 
obtaining titanium ores from lode de-
posits; (b) mills beneficiating titanium 
ores by electrostatic methods, mag-
netic and physical methods, or flota-
tion methods; and (c) mines engaged in 
the dredge mining of placer deposits of 

VerDate Mar<15>2010 10:18 Aug 10, 2010 Jkt 220171 PO 00000 Frm 00426 Fmt 8010 Sfmt 8010 Y:\SGML\220171.XXX 220171W
R

ei
er

-A
vi

le
s 

on
 D

S
K

G
B

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-27T10:44:20-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




