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40 CFR Ch. I (7–1–10 Edition) § 467.04 

§ 467.04 Compliance date for PSES. 
The compliance date for 

Pretreatment Standards for Existing 
Sources (PSES) is October 24, 1986. 

[48 FR 49149, Oct. 24, 1983; 49 FR 11631, Mar. 
27, 1984] 

§ 467.05 Removal allowances for 
pretreatment standards. 

Removal allowances pursuant to 40 
CFR 403.7(a) may be granted for the 
toxic metals limited in 40 CFR part 467 
when used as indicator pollutants. 

[49 FR 11631, Mar. 27, 1984] 

Subpart A—Rolling With Neat Oils 
Subcategory 

§ 467.10 Applicability; description of 
the rolling with neat oils sub-
category. 

This subpart applies to discharges of 
pollutants to waters of the United 
States, and introductions of pollutants 
into publicly owned treatment works 
from the core and the ancillary oper-
ations of the rolling with neat oils sub-
category. 

§ 467.11 Specialized definitions. 
For the purpose of this subpart: 
(a) The ‘‘core’’ of the rolling with 

neat oils subcategory shall include 
rolling using neat oils, roll grinding, 
sawing, annealing, stationary casting, 
homogenizing artificial aging, 
degreasing, and stamping. 

(b) The term ‘‘ancillary operation’’ 
shall mean any operation not pre-
viously included in the core, performed 
on-site, following or preceding the roll-
ing operation. The ancillary operations 
shall include continuous rod casting, 
continuous sheet casting, solution heat 
treatment, cleaning or etching. 

§ 467.12 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control 
technology currently available. 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart must 
achieve the following effluent limita-
tions for the core operation and for the 
ancillary operations representing the 
degree of effluent reduction attainable 

by the application of the best prac-
ticable control technology currently 
available: 

SUBPART A 

Core With an Annealing Furnace 
Scrubber 

Pollutant or pollutant property 

BPT effluent limitations 

Maximum for 
any 1 day 

Maximum for 
monthly aver-

age 

mg/off-kg (lb/million off-lbs) of 
aluminum rolled with neat oils 

Chromium .............................. 0 .0360 0 .0147 
Cyanide ................................. 0 .0237 0 .0098 
Zinc ........................................ 0 .119 0 .0498 
Aluminum ............................... 0 .525 0 .257 
Oil and grease ....................... 1 .634 0 .980 
Suspended solids .................. 3 .348 1 .593 
pH .......................................... (1) (1) 

1 Within the range of 7.0 to 10 at all times. 

SUBPART A 

Core Without an Annealing Furnace 
Scrubber 

Pollutant or pollutant property 

BPT effluent limitations 

Maximum for 
any 1 day 

Maximum for 
monthly aver-

age 

mg/off-kg (lb/million off-lbs) of 
aluminum rolled with neat oils 

Chromium .............................. 0 .0244 0 .010 
Cyanide ................................. 0 .0161 0 .0067 
Zinc ........................................ 0 .0808 0 .0338 
Aluminum ............................... 0 .356 0 .174 
Oil and grease ....................... 1 .11 0 .664 
Suspended solids .................. 2 .27 1 .079 
pH .......................................... (1) (1) 

1 Within the range of 7.0 to 10 at all times. 

SUBPART A 

Continuous Sheet Casting Spent 
Lubricant 

Pollutant or pollutant property 

BPT effluent limitations 

Maximum for 
any 1 day 

Maximum for 
monthly aver-

age 

mg/off-kg (lb/million off-lbs) of 
aluminum sheet cast by 
continuous methods 

Chromium .................................................. 0 .00086 0 .00035 
Cyanide ..................................................... 0 .00057 0 .00024 
Zinc ............................................................ 0 .0029 0 .0012 
Aluminum ................................................... 0 .0127 0 .0063 
Oil and grease ........................................... 0 .0393 0 .0236 
Suspended solids ...................................... 0 .0805 0 .0383 
pH .............................................................. (1) (1) 

1 Within the range of 7.0 to 10 at all times. 
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